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PREFACE. 






The theory of the elastic arch as developed in the follow- 
ing pages is based upon four fundamental equations demon- 
strated by Weyrauch in 1879. From these equations have 
been deduced formulas similar to those commonly given in 
American text-books, but in a simplified form for practical 
use. In addition to these a large number of general formulas 
have been introduced, many of which are new. 

In Chapter V an attempt has been made to give a set of 
general formulas which can be applied to any symmetrical 
arch either fixed or hinged, and subjected to either vertical or 
horizontal loads. These formulas readily reduce to the com- 
? mon forms, and can be applied in their integral form to any 
symmetrical arch when the equation of the axis and the law 
of variation of the moments of inertia of the cross-sections 
are known. In many cases the reduction of the integrals 
to a simple form for a given case would be complicated and 
perhaps impossible ; for such cases these formulas are given 
in their summation form when they apply to any symmetrical 
arch subjected to any loading. 

The effect of the axial stress, which is usually neglected 

by American authors, is thoroughly discussed, exact as well 

as approximate formulas being given for all cases likely to 

iii 
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occur in practice. It is shown that in flat arches fixed at the 
ends the effect of this stress should not be neglected if 
economy of material is considered. 

Formulas for vertical and horizontal loads are deduced for 
each case considered, making it possible easily to treat loads 
making any angle with the axis of the arch. The effect of a 
couple is discussed, and general as well as special formulas 
given. 

Changes of temperature and of shape have been con- 
sidered, and when not too complicated, formulas for special 
cases are given. 

Masonry arches are considered, and the many difficulties 
and inaccuracies of the common methods of treatment 
pointed out. With a little good judgment it is easy to so 
design a masonry arch that the stresses will practically 
follow the laws demonstrated for the elastic arch. This has 
been experimentally shown by the ** Austrian Experiments " 
and by many large arches designed and erected by European 
engineers. 

Alexander and Thomson's method for designing seg- 
mental masonry arches has been given as being the most 
consistent of the many methods which assume all loading 
due to material to act as vertical forces upon the arch. 

It is hoped that the practising engineer, who has, as a 
rule, little time to study mathematical demonstrations or to 
search through several pages of transformations for a desired 
formula, will appreciate the collection in simple form (Chapter 
II) of all of the necessary formulas likely to be needed in 
practice, and also the ease and celerity with which they 
can be applied, with the aid of the tables, to the case in hand. 
A fair trial of the summation formulas given in the same 
chapter will, it is believed, lead to the adoption of metal 
arches more artistic in form than the usual American type. 
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These summation formulas are readily applied in the design- 
ing of masonry arches. 

Nearly all of the formulas given have been deduced for 
this treatise by two radically different methods. Many of 
these formulas are old, and while it was desired to give full 
credit in every particular, it was not found either expedient or 
possible to do so for each form. 

The tables were carefully computed, and when possible 
by the method of differences, each tenth value being checked 
by direct computation. 

The demonstrations are believed to be sufficiently simple 
to be easily followed by senior students in Technical schools. 
With the aid of the tables, class problems can be solved 
which otherwise would be impossible on account of the time 
required where direct computation of the various terms must 
be resorted to. 

The author will esteem it a favor if any errors that may 

be found are at once brought to his notice. 

M. A. H. 
Terre Haute, May 1897. 
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INTRODUCTION. 



Probably the Chinese first employed the arch in the 
construction of bridges across small streams. No authentic 
information is obtainable in reference to the time of its first 
use. It is known, however, that bridges and other public 
works were executed in China 2900 B.C., and that possibly 
the arch may have been used at as early a date as this. 



Stone and brick arches have been found in Egypt, but the 
dates of their construction are not positively known. 



V INTRODUCTIOff. 

In " Campbell's Tomb " an arch of brick composed of 



Chinese Bridgs. 



four ring-courses, the inner ring having a span of eleven feet, 
was found. This arch, according to Wilkinson, was built 
about 1540 B.C. 



"Campbbll's Tomb." 

In Ethiopia, arched porticos were found before some of 
the pyramids, as well as arches over tombs, which it is 
claimed were erected 1540 B.C. 

Five brick arches o( from twelve to fourteen feet span 
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have been discovered in Thebes, in ancient Greece, said to 
have been inscribed with the name of Sesostris, a legen- 
dary monarch whose deeds are supposed to refer to those 
of Rameses III., who lived about 1200 B.C. 

Although the arch was known to the Egyptians, yet 
they did not use it to any great extent in their structures, 
preferring a solid lintel as a covering for openings, rooms. 



A large number of apparent arches have been found, com- 
posed of masonry in horizontal layers, corbelled lut over the 
openings and then cut to resemble arches. This method 
of spanning openings seems to have been almost universal, 
judging from ruins found in all parts of the world. The 
Greeks employed this method for covering quite large areas, 
although it is claimed that they were familiar with the true 
arch 

To the Romans belongs the credit of first using the arch 
for spanning openings of considerable magnitude. 

The earliest Roman arch of which we have authentic 
knowledge was the Cloaca Maxima sewer, constructed about 
615 B.C. This arch consisted of three concentric rings of 
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stone, the inner ring having a span of about fourteen feet. 
Like the majority of early Roman arches, it was circular. 



Cloaca Maxima. 

Bridges of from fifty to seventy feet in span were built oi 
stone by ^milius Scaurus 120 B.C. 

Trajan (about 104 A.D.) is credited with having constructed 
a wooden arch bridge having a span of one hundred and seventy 
feet, but some authorities doubt that such a structure ever 
existed. 

One of the largest stone arch bridges constructed by 
the Romans was built by Trajan, 105 A.D., at Alcantara 
in Spain. The largest arch was semicircular, and had a 
span of one hundred and ten feet. Outside of China this is 
probably the oldest stone arch (of any considerable magni- 
tude) which exists at the present time. 

Many aqueducts were constructed by the Romans which 
were carried across valleys upon arch bridges sometimes 
built in three tiers one above the other. 

Accurate data exist of many masonry arches constructed 
in the seventeenth and eighteenth centuries by the French 
and the English, of which the general dimensions of some of 
the most noted are given in Table XXX, which also contains 
data in reference to masonry arches built in the nineteenth 
century. 
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The greatest distance spanned by a single masonry arch 
is supposed to be two hundred and fifty -one feet, which was 
the span of the Trezzo Bridge constructed in 1380 and 
destroyed by Carmagnola in 14 16. 

At the present day the Cabin John aqueduct bridge has 
the greatest span of any masonry arch. The span is about 
two hundred and twenty feet. 

Cast-iron arch bridges were first constructed in England, 
and the Coalbrookdale bridge, with a span of one hundred feet 
and a rise oi fifty feet, has the distinction of being the first 
cast-iron arch bridge which was successfully constructed. 
This bridge was built by Abraham Darby, an iron-founder, 
in 1779. 

From this time up to the introduction of wrought iron, 
many very artistic cast-iron bridges were constructed; and 
even as late as 1871 a cast-iron arch bridge of one hundred 
feet span was constructed at Nottingham. As far as known, 
with the exception of the Chestnut-street bridge, Philadel- 
phia, there are no casc-iron arch bridges of any magnitude 
in the United States. 

Ttie maximum span of any cast-iron arch bridge is that of 
the South wark bridge, built in 18 19; this has a span of two 
hundred and forty feet. 

The dimensions of a few cast-iron bridges are given in 
Table XXXI. 

With but few exceptions, these bridges were arches with* 
out hinges. 

The use of wrought iron and steel in the construction of 
arch bridges is of recent date. 

The first arch bridge * with ribs practically of wrought 
iron was probably the Cron bridge at St. Denis, which was 
constructed in 1808. Wrought iron and steel have come 
into general use for large arch bridges since 1870. 



•William H. Wahl, A.M.. Ph.D., " Iconographic Encyclopaedia," vol. v. 
p. 268. 
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The maximum span at the present time* is that of the 
Luiz I. bridge at Oporto, Portugal, which has a span oi five 
hundred and sixty-six feet. 

The dimensions of a few wrought-iron and steel arches 
are given in Table XXXII. 

Wooden arches are probably not very recent. The 
maximum span constructed was built by Louis Wernway 
in 1812 in Philadelphia. The bridge crossed the Schuylkill 
River, and had a span of about three hundred and forty feet. 
It was burned in 1838. 

Since the time of the Romans the arch in some form has 
been the favorite method for roof construction in stone, wood, 
and metal, where artistic interior effects were sought and 
means were obtainable for executing the work. 

In the United States the arch is freely used for roofs 
covering large areas, as train-sheds, armories, exhibition 
buildings, etc. These arches are usually of the three-hinged 
type. 

The dimensions of a few large roof-arches are given in 
Table XXXII. 

Whether the ancients had any knowledge of the theoret- 
ical principles of the arch is not known, but it is known 
that they wer« very successful in designing arch structures 
which have remained until the present time. It is prob- 
able that their knowledge was purely the results of ex- 
periments, and in the case of masonry arches very little 
advancement has been made even now, as one may see by 
comparing the dimensions and details of arches constructed 
since 1750. 

Since the time of Newton (1642-1727) volumes have been ' 
written upon the theory of arches, especially the masonry 
arch. The theory of the masonry arch has been and is now 
quite unsatisfactory from a practical point of view, since we 
are unable to discover the directions and magnitudes of the 

* See Viaur Viaduct in Table XXXII. 
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forces caused by the spandrel-filling.* The necessary assump- 
tions which must be made for computation according to ordi- 
nary methods have been a source of much controversy among 
engineers, and will probably continue unsettled for a long time. 
The theory of the elastic arch and its application to metal 
arched ribs has been developed since 1840, and is now 
generally accepted as being sufficiently accurate for practical 

purposes. 

t 

* See Chapter XII for a method of construction which fixes the directions 
and magnitudes of the forces caused by the spandrel -filling 
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l^OMENCLATURE USED IN CHAPTERS II TO XI INCLUSIVE. 

A = Ed COS = constant for Parabolic Arches. 

2E8 
A = — |p- = constant for Circular Arches. 

a = the abscissa of the point of application of any load P 

ovQ. 
n^ and a^ = the abscissas of the extreme limits of any uni- 
form horizontally distributed load. 
b = the ordinate of the point of application of any load P 

oxQ. 
c = the difference in elevation of the right and left sup- 
ports. 
E = the modulus of elasticity. 
e = coefficient of expansion. 
/= the rise of the linear arch. 
F^ = the area of the arch-rib at any section x, 
g = the abscissa of the crown of the linear arch. 
Hj^ = the horizontal thrust at any section x. 
H^ = the horizontal thrust at the left support. 
H^ = the horizontal thrust at the right support. 
^, = the horizontal thrust at the left support due to two 

equal and symmetrically placed loads. 
k = a/L 
k = R^f. 
I = the span of the linear arch. 

m = \radius of gyration] = ^ for Parabolic Arches, 

xxi 
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{radius ef gyraiionV 6 . ^. , . , 
m = I '^-—^ ) = ^^, for Circular Arches. 

M^ = the moment at the left support. 
J/, = the moment at the right support. 
M^ = the moment at any section x. 
N^ and N^ = the normal intensities of the resultant force 

upon any section at the extreme fibres, 
N^ = the normal component of any force acting upon the 
section x. 
n^flL 

P = any vertical concentrated load. 
p = parameter of parabola. 
p^ = the average intensity of the resultant force acting upon 

any section. 
Q = any horizontal concentrated load. 
r = radius of gyration. ' 

jR^ = the resultant of V^ and I/,. 
R^ = the resultant of V^ and //,. 
R = the radius of a circular linear arch. 
R^ = the resultant force acting upon any section. 

s =z the length of the linear arch curve. 
T^ = the normal shear at any point x. 
t^ = the number of degrees of change in temperature. 
Vjc = the vertical shear at any section x. 
F, = the vertical reaction at the left support. 
F, = the vertical reaction at the right support. 
w = the load per lineal unit of span. 
X = the abscissa of any point of the linear arch. 
x^ = the abscissa of the point of intersection of (2» -^i and R^^ 
AT, = the abscissa of the point where R^ cuts the horizontal 

passing through the left support. 
x^ = the abscissa of the point where R^ cuts the horizontal 

passing through the right support. 
y = the ordinate of any point having the abscissa x. 
y^ = the ordinate of the point where R^ cuts the vertical 
through the left support. 
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y^ = the ordinate of the point where R^ cuts the vertical 

through the right support. 
y^ = the ordinate of the point of intersection of R^ and -/?,. 
a = angular distance of the point of application of the load 

P ox Q from the crown. 
B = moment of inertia of a normal section of the arch-rib. 
B^ = the moment of inertia at the section x. 
p = the angle made by the resultant at any section with 

the horizontal. 
4p = the angular distance of any point x from the crown of 

the arch. 
<p^ = the angular distance of the left support from the crown 

of the arch. 
(pi = the angular distance of the right support from the 
crown. 
^^, J„ etc., = value of J, will be found in Tables I, II, etc., 
respectively. 
J/ = small finite change in /. 
^<f> = small finite change in 0. 
jd0, = small finite change in 0,. 
^0; = small finite change in <f>i. 
Ax = a finite value of dx. 
Ay :=i 3, finite value of dy. 
As ^=^ ^ finite value of ds. 

2 = algebraic sum up to the section x. 

MASONRY ARCHES. 

NOMENCLATURE USED IN ALEXANDER AND THOMSON'S 

METHOD. 

b = distance of directrix to centre of described circle. 
2c = clear span of arch. 

d = distance of directrix from soffit of arch at crown. 

e = base of Naperian system of logarithms. 

i = tl>e clear rise of arch. 
m = the parameter of catenary. 
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t^ = depth of arch-ring at the crown. 

t^ = depth of arch-ring at the skew-backs. 

w = weight of a unit mass of masonry. 

r = ratio of transformation = ^s. 
R^ = the radius of the described circle. 
R^ = the radius of the three-point circle. 

X and y = general co-ordinates. 

jTj and ^, = co-ordinates of the nose of a two-nosed 
catenary. 

x^ and ^, = the co-ordinates of the point where the two- 
nosed catenary is cut by the three-point circle. 
y^ = the ordinate of the two-nosed catenary at the crown. 
Y^ = the ordinate of the described circle at the crown. 

<^o = Jo — y^' 

6^ = departure of the two-nosed catenary froni the described 
circle at the skew-backs, measured radially. 

<y, = departure of the two-nosed catenary from the three- 
point circle at the noses. 

p, = radius of curvature of two-nosed catenary at the crown. 

p, = radius of two-nosed catenary at the nose. 

p, = radius of the two-nosed catenary at the point where it 
cuts the three-point circle. 

0j = the angle which p, makes with the vert«ical. 

0, = the angle which p, makes with the vertical. 

/3^ = the angle which R^ makes with the vertical. 
//, , F, , M^ , etc., have the same meaning in general as for 
elastic arches. 

SOME FORMULAS CONSTANTLY REFERRED TO. 






Ax = -/^<pdy + ct°/dx -~ I ^dx {a) 



I Cn 

Ay =/A<t>dx + effdy - -jf j p dy. 



{b) 



As = ef''/ds-^j'^ds (c) 
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= ^Jt:'^ 



iV.= ^ + «— {e) 



X ^X 

X 



H^ = H,-2Q . . . x>a (39) 



X 



V^= V,- 2P . . . x>a (40) 

N^ z= V^ sin <p -\- I/, cos <p (42) 



X X 



M, = M, + V,x - H,y - ^I\x -a) + 2Q{y - b). (41) 

M, = M, - VJ + ff,c, + 2P{1 -a)- 2Q{c - b). . (49) 

F, = y { M, - M, + H,c + 2P{1 -a)-2Q{c-b). (47) 

^' = ^77r~ ^50) 

jy, = -^ and J/, = -^ (51) 

^i = y- ana ^* = JT (54) 



^.= 



bx, — x,jf, 



A TREATISE ON ARCHES. 



CHAPTER I. 



GENERAL PRELIMINARY FORMULAS. 
DEFORMATION FORMULAS * 

Let Fig. i represent a portion of an elastic arch; then the 
relation between the length of any fibre between two adjacent 




Fig. I. 

radial sections can be expressed in terms of the length of the 

neutral fibre (limited by the same radial sections) by the 

equation 

ds^ = ds -{-n sin ( — dtf>) = ds — nd<p, . . . (i) 

''The formulas and demonstrations in this article are essentially the same as 
given by Prof Wcyrauch in ** Theorie der Elastieen Bogentrttger " (MUnchen, 

1879). 
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Now suppose some circumstance, as the application of a 
load, changes the lengths of these fibres, and let s become 
s + As, s^ become j„ + ^^n, etc., as shown in Fig. 2. Then we 
have for the new condition 

d{Sn + Asn) = d(s + As) - nd{ip + J0). . . (2) 



Combining (i) and (2), 



or 



dAs^ = dAs — ndA<f>, 



dAs^ _ ndA<t> 



dA, 



dAs ' 



(3) 



(4) 



where dAs^ represents the change in magnitude of ds^ and dAs 
that of ds. 




Let F' represent the intensity of the force necessary to 
-change the magnitude of ds^ by the amount dAs^y and let E 
represent the modulus of elasticity of the material. Then 



d^s, 
ds^ 



F^ 
E 



(5) 



If the force F' is due to a change of temperature, and e rep- 
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resents the coefficient of expansion per degree of change, then 
for an increase of temperature of f we have 

" = ^/° (6) 



ds. 



n 



Let Nn be the intensity of any normal force acting upon the 
fibre s^\ assuming that this force acts at the same time with 
the change of temperature but of opposite effect, then we have 
from (5) and (6) 

■^=^'--T- (7) 

From (i) and (2), 

dAs^ _ d^s — ndA<t> 
ds^ "" ds ^ nd(t> ^ ^ 

Substituting (8) in (7) and solving for N^ , we obtain 

AT ^ p^fo j.d^s^2^nd^ 

N^^Eet -£ as--nd4> ^9) 

or 

-_ _ dAs — ndA(b I . ^ « 

N, = E ^—^-^^—J^Eef. . . (,o) 

dff> I 

Now </f = A sin ( — <z0) = — Rd<f>, or ^ = — t,; hence 

Let /' represent the area of the fibre j„ and iV, the resultant 
normal force acting upon the section. Then 
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If we take the centre of moments on the axis of the arch at 
the section x^ the moment of the radial force upon the section 
will be zero. 

If jTo is the distance of the point of application of the force 
N^ from the axis, we have 

=themoment of the external forces acting uponthe section ; 
then from (12) we can write 

+ EefSf'n. . • . . (i3> 

Let ^^-^^r-R - ^ *"<^ ^f = ^' ' th«" ^f" = o ; 

hence in (12) 

f'nR _ f'n* _ W 

■^ir+^~ -^ ~ R '^'^R(n + R)-^'^ Jf- 

N' 
Substituting these values in (12) and solving 'or-^, we obtain 

■£--dr[--R)--srv''+:^)+^'^^' 

or 
(13) reduces to 

f=i^*-+'4if <■« 
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From (15) 

\ ds '^ R ds \ '^ EW 
Substituting this in (14), 

or 

dAS /-_ , M\ I . o Tr / ^x 

^=-r'+^fe+^' = ^' . . . (16) 

Substituting (16) in (15) and reducing, we have 

ds V^'^ R)REFr^ WE R ~ ^^ ' ^^'' 
Substituting (i6) and (17) in (11), and reducing, we have 

From Fig. 2, 

d{x 4- Ax) =: d{5 + As) cos (0 + A(t>) ; 

d^y + Ay) = d{s + Jj) sin (0 + J0) ; 
but 

cos (0+J0)=cos cos J0— sin sin A<b = -^0^ ; (lo) 

ds ds 

sin (0-[-J0)=sin cos J0 +cos sin J0 = ^-^A(t>-j-, (20) 

Substituting (19) and (20) in the two expressions above, 
and integrating, we have 

Ax = ^jA<t>dy +y*^(^^ - dyA<t>) \ 

or, from (16), 

Ax = "fAfpdy +f Ydx -^f YAcpdy. . . (21) 
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But / YA(t>dy can be neglected in comparison with the terms 
preceding. Hence 

Ax = —jA<t>dy +y Ydx. (22) 

In a similar manner, 

Ay ^ J Aitydx-^ J Ydy (23) 

From (16) and (17), 

As ^fvds, (24) 

and 

A4>^Jxds (25) 

These four equations, (22), (23), (24), and (25), completely 
determine the effect of any change of position of any point in 
the axis of the arch when X, Y, and the equation of the axis 
of the arch are known. 

The expressions for Jf, F, and N^ can be simplified by 
replacing Why 6 = ^f'ff = the moment of inertia of the cross-- 



section. Since in the expression W^= R2— — -, R is usually 

n -f' JTL 

very large in comparison with «, no material error results from 

the change. 

I" (^^) pgyr IS a very small quantity, and consequently 

we can neglect . 

M et"" 

I" (^7) r>^ut7 ^"^ "d ^^" ^^ omitted. 

In (18) -=rFr can be neglected and — ■ — - be assumed to 



equal n. 
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Making these modifications and collecting our formulas, 
we have finally 

Ax=-fA(t>dy-\-efJdx-^J^dx\ . . (a) 

Ay = fA<t>dx-\-effdy-lf^dy', ... (3) 
As^et^fds-^J^^ds; (.) 



X 



I nM, 



^^=+i/T''^' ^^ 

^- = ;^ + «-^- W 

The term containing N^ shows the effect of the axial stress^ 
which is usually neglected in the common investigation of the 
problem. In many cases the influence of this stress is of little 
or no importance, but in very flat arches it should not be 
neglected. 

Omitting the terms containing N^ greatly simplifies the 
deduction of equations for special forms of arches, and also 
the solution of these equations in the determination of the 
reactions, bending-moments, etc. 

Omitting the terms containing iV,, we have 

J4r=: '-jA(t)dy-\-efJdx\ .... (a(i) 

Ay—jA4>dX'\'eeJdy\ (W) 

As = efjds ; (cc) 

A<l>^ -^^f'^ds', (dd) 

N^^n^ {ee) 
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THE DISTRIBUTION OF STRESS UPON ANY RADIAL SECTION 
X OF THE ELASTXC ARCH. 
In Fig. 3 let ,^C represent any radial section of the arch, 
and N^ the resultant normal force applied to the section at a 
distance x„ from the axis of the arch passing through the 
centre of gravity of the section ; then 

N^.^2N./'n = M, (29) 




I 

Fig. 3. 
From (1?), after substituting (29), 



(30) 



F. • 
on the section, and may be represented by/„ for convenience ; 

and — ' ^ ° a represents an intensity which varies directly with 

w ; hence TV, is composed of the algebraic sum of an average 
intensity and a uniformly varying intensity. 
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N F I 

Replacing •-- by /„, and remembering that -Jf = ^, where 
^x u r 

r represents the radius of gyration^ (30) becomes 

^« = a(i + ^.^o) (/) 

from which the intensity of pressure at any point of the section 
can be determined. 

Let — =1 K and - = k^. (Fig. 3.) 
a^ a^ 



Making « = a, in (/), we have 
Making n = a^ in (/), we have 



(31) 



(32) 



(31) and (32) determine the intensities upon the extreme 
fibres of the section. 

When X,- - k„ iV, = o. 

x, = -{-k„ iV. = 0. 

X > — k., N', and N„ have the same sign. 

x^ < + k,, N, and N^ 

b 



« 



(( « 



« 



AxU 




Na-2p„ 



Fig. 4- 



Hence when x, > — k, and < k, the entire section is sub- 
jected to the same kind of stress. 

To illustrate : Suppose the section to be rectangular ; then 

F = dk and ff = ^6/i\ and 
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N, = O when i + _• = o, or x. = — - = — i6, ; or the 

A 6 

resultant stress acting upon the section must cut the sec- 
tion at a point distant from the axis one sixth the depth of 
the section and below the axis (see Fig. 4). Evidently, if N, 

were applied above the axis and jr, = -, iV, = o and A^^ = 2/,. 

Hence, in order that all parts of a rectangular section be sub- 
jected to the same kind of stress, the resultant stress N^ must 
be applied within the tmddle third of the section. 
Adding (31) and (32), 



"'+"'= ^^-^f-^ir'i) 



I 



or 

^. + ^. = 2A+A^.(^, -tf.). . . • (33) 
If tf, = a^, 

— ^-T — ^=A (34) 

Returning to {e\ 

Pn' = »%'. Pn'f=^nf', and 2p,'f'=^2n/' = o. 

From Fig. 3, letting Q represent the force whose intensity 
is uniformly varying, we have 

Q^^'2f„ = ^'2fn (35) 

But M^ = iV>, = Qh^ ; therefore 

K = -^= T. — , . . (36) 

Sfn 2fn 



wWch completely determines the arm of the couple whose 
UMNDent is QA,. Now since the intensities of the force Q vary 
with «, the intensity at the axis of the arch must be 
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II 



zero, and the application of Q be \h^ from the axis as indicated 
in Fig. 3. 

ARCHES HAVING TWO FLANGES OR CHORDS. 

In case the arch is composed of two flanges connected by a 
thin web or by struts and ties, it is customary to consider the 
material of each flange concentrated at its center of gravity, 
and that the flanges resist all stresses excepting radial stresses 
T 

From Fig. 5, 

Nix, + K) = QK. 

or 



» "" /. — » • • • • 



(37> 



Also 
and 




Fio. 5. 

NIK - ^.) = Q"A,. 

Q J J . . . . (38> 



Q' and Q'' will be of the same kind as long as + x, is less 
than A, and — x, less than //,, or Njg must lie between Q' and 

VALUES OF X^ FOR VARIOUS SECTIONS. 

The following table contains the maximum values which x^ 
can have when the entire cross-section is subjected to the same 
kind of stress for the various sections shown. 
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V 


■"-f 

1 
1 

1 

1 






*— er— t 






4. 
O2 








<-" -6"-^ 





i-p ^..^-.i- 

* ^ — ' ^ ■ ■* 




" — -b- 



F = M, 



a, = a, = i/<, 



r' = ^A'. 



<? = i^bh\ x,= ± \h. 



F= b\ 



at = a,= i*. 



r' = ^d'. 



e = ^d\ ;r. = ± ^d. 



F= b\ 
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a, = tf , = 



1. 4 14 



^0 = ± O.I 178*, 






4' 



, —6; 



-A 



■ ■1 I < ■ ^.^^^^^ 



I 
I 



F = 2.598<J", a, = 
6>= 0.5413**, r' = 

.jr. = 



a^ = 0.866*, 
0.2083*', 
± 0.240*. 



F = 2.598*', ^, r= ^, = *, 

^ = 0.5413**, r* = 0.2083*', 

:r, = ± 0.2083*. 



F = 2.828*', rt:, = ^, = 0.924*, 

6 = 0.638**, r' = 0.2256*', 

^0=^ ± 0.244*. 



F=6A--6Ji,, 



h 
^, = ^. = -, 






^ 12 bh - bX 



^. = ± ^. 



I bh* - b./i' 



r-i 



6// */f - * // • 



1 I 
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JL^ — +^-4 — h* 



• « « 




F- 6A + 6,A„ 



& 



e = 



tV(M + ^.A. ), r -- jj-^-jj;' 



F=bh-{1 - b^h, , 



a. = 






ft-'--b—-M 





e = 



r. = 



x^ = 



^[^A« - (^ - b)h:}, 

\_ bh * -{b- b,)h* 
12 bh-{b-b,)h,' 

I bfi' — ( b - b,)A* 
^ 6/t bh -{b- b,)/i, ' 



F 

e 



n 



-^ = 0.7854^', 
4 

0.049 1 </*, 

^, = ± 0.1 25</ 



2 
r* = 0.062 S*/*, 
:= ± :J- radius. 



61 



o.7854(</* 
0.049 1 (rf* 



jr. = 



- <♦), r* = o.o625(^+rf,'), 
± 0.125 



«. = «, = -. 



(^1- 



F = 0.7854^*, 



^' = ^• = 2' 



# = 0.0491 *A*, r" = 0.0625//', 

;r„ = ± O.125A. 



F = 0.7854(^7/ — <?//,), ^z, = ^, = -, 

2 



B = 0.049 1 (^//* — ^,/^*), r" = 0.0625 

, 0.125 ^A* — b,h^ 



bh* - V/,' 
*A - bX * 



•«•. = ± 



// bh - b,h. 
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GENERAL RELATIONS BETWEEN THE EXTERNAL FORCES. 

In Fig. 6 let ABC represent the axis of any elastic arch, 
and P and Q the vertical and horizontal components respec- 




FiG. 6. 

tively, of any load applied at a point having the co-ordinates a 
and b ; then for equilibrium we have 

H^ = H,--2Q', x>a (39) 

r, = F;-iP; x>a (40) 

M^^M,-\-V,x-Hj-±I\x-d)^±Qf,y-bY . (41) 
Referring to Fig. 7, 



/e.- 



H. 



K 


— 


r, sin + /f. 


cos 


0; . . 


• • (42) 


n 


V 


r. cos <P-if, 

tan /? = ^ ; 


sin 

• 


0; . . 

• • • 


• • (43) 

• • (44) 



* cos p sin p ' I X \Tj/ 
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Differentiating (41), 



dx 



= y.- 



dx ^^^^^dx 



= l\ — H, tan - 2P+ 2Q tan <p. 




Fig. 7. 
Since dx = ds cos <f>, we have from (43) 

7-, = F.^^- - ^,-^ tan 0. 



Also, from (40), 
Hence 

dM 



v,= K- 2 p. 



dx 



= V,- H, tan + 2Q tan 



rfj 



7,^ + H, tan <t>-{H,- 2Q) tan 



= r, 



dx' 



Therefore 



ds ~ "• 



(46) 



Making ir = / and y z=i c in (41), ^, beconnes J/,, and we 
have 



Jf, = J/, + F/- H,c - 2/^/- ^) + ^Qic'-b). 



i6 
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Solving this for F,, we obtain 

F, = 'j\M,-M,-^H,c-^kp{l-a)-iQ(c-h)\. (47) 
Making jr = / in (40), and combining with (47), we have 

V,=\\M,-M,-\-H,c-kPa-kQ(,c-b)\.. . (48) 

Collecting the equations which will be employed in the 
investigation of special cases, we have 

//, = /f. -iC; ^>a (39) 

J^,= F;-i/^; x>a (40> 

iV, = Vj, sin (p-{- ff^ cos (42) 

M^ = M,+ V,x - H,y - ^P{x - ^) + 2Q{y^b) ; (41) 

M, = M,^ VJ^ H,c -^ kp{l^a)-iQ(c -- bY (49) 

V, = \\M, - J/, + /^.^ + M/- ^) - ^(2(^-^)1: (47) 
F,= ]-ji1/.-i)'/, + ^,^-i^^-:^^!2(^-*)|- . (48) 

ORDINATES LOCATING THE EQUILIBRIUM POLYGONS. 

{a) Vertical Components, 
In Fig. 8 let ABC represent the axis of any elastic arch 




Fig. 8. 



and let a single vertical load (corresponding to the vertical 
component of any load) be applied at B, This load causes 
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the reactions /?, and R^ and the moments J/, and M^ at A and 

C respectively. This condition can be represented graphically 

by the equilibrium polygon G£Ky which must be so situated 

V V 

that H,y, = J/„ H^y, = J/„ tan /?. = jjr, and tan A = j^. 

From Fig. 8, taking moments about E^ 
or 

y. = — ^^ — (50) 

which locates the point E when M^, F,, and H^ are known. 
Taking moments about Z?, 

K - ^.J', = o, or ^, = ^. ... (51). 
Taking moments about /% 

From the triangles DGA and CATs 

V V 

tan A = ;^ and tan A = ]^- • • • (S3) 

From the triangles Ci4Z? and CZr£, 
and 



or 



We also have 



^. = -fT (55) 



The above equations completely determine the locations 
of GDEF and K, and hence the equilibrium polygon GEK 
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can be drawn in its true position and the values of R, and R^ 
at once determined. 

Having determined R, and R^ in magnitude and position, 
the distribution of pressure over the section at A can be found, 
and then the stresses in other portions of the arch determined. 
When the arch is solid in section the stresses are best deter- 
mined by equations (39), (40), etc. If, however, the arch is 
composed of two flanges connected by a thin web or by 
bracing, the graphical method is the more expeditious. 

The methods of determining the stresses, etc., at different 
points of the arch will be fully illustrated by problems, but a 
brief outline of one method of procedure after R^ has been 
determined will be given here. 

In Fig. 9 let AB be any radial section of a solid elastic 
arch. Suppose l, 2, , . . j represent the positions and 



Fig. q. 
magnitudes of the resultants for five vertical loads. Then 
the position of their resultant and its magnitude can be found 
graphically as shown. The distance x, can now be scaled, the 
force R resolved into the components jV. and 7],, and the 
stresses upon the section AB completely determined. (See 
page 8.) 

If the arch is composed of flanges, the method is practi- 
cally the same, with the exception that each flange is assumed 
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to have a uniform stress over its entire section, as explained 
above. (See page ii.) 

(¥) Horizontal Components. 

An examination of Fig. lo shows that we can locate the 
equilibrium polygon GEK for the horizontal load ^ in a 




! H, D! 



Fig. io. 



manner similar to that employed for the vertical component ; 
in fact, all of the equations will be the same, with the exception 
of that for 7,, which in this case becomes x^. 
We have then 



>', = 



Also, 



-«^,= 






and J/, — ^ = -— i (56) 

£1 



and x^ = -j^. 



(57) 



From the figure 



X, \y, ::x,-{-x.:6, 



or 



-«^9 = 



ix, - XJf, 



(58) 



CHAPTER 11. 
FORMULAS FOR PRACTICAL USE. 

In this chapter all of the important formulas for parabolic 
and circular arches have been collected and arranged for ready 
application. The demonstrati'^ns of these formulas are given 
in chapters which follow. 

(A) Symmetrical Parabolic Arches. 

A = EB cos (t> ■=■ a constant ^ or varies inversely as cos 0, 

Ed cos = ^ = a constant ; A59*)f • • (S9) 
#«=:— = (radius of gyration)' ; /(^) • (^o) 

r 

p = parameter of parabola = — .; . . . . (6i) 

b=^^i—k)f=y for X ^a=z kl\ . (62) 

tan0=i^*^/. (63) 

J, = function given in Table I, 
J, = function given in Table II, 
J, = etc. etc. 

ARCH WITH TWO HINGES, ONE AT EACH SUPPORT. 

{a) Vertical Loads j with Effect of Axial Stress neglected — 

Common Aletkod, 

^. = S^2/>[^(i_2>fe' + /fe')] .. . p{gi) . . (64) 



*/(59) indicates that this equation is taken from the chapter on Parabolic 
Arches (Chap. HI), its number in that place being ^(59). 
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or 



/f. = 



V, = 



y* =-. 



Yj'kpAlA, = function given in Table I). . (64a) 

f ^i - *) P(93) . . (6S) 

8 I 



Si+^-i, 



^ /(95) . . (66) 




Fig. II. 



or 



A96) 



(42) 



(66«) 
(67) 

(68) 



^. =/A; 

7; = (F; - i'/O cos - /^, sin <p. 
From (42), 

W; = (f', - i'P) sin <fi + ff, cos 0. 
From (41), 

M, = V,x -Hj- 2J\x -a). . . ^(97) , . (69) 

The application of the above formulas to either the solid 
or open arch rib is quite simple. The formulas are exact, of 
course, for the solid rib alone, and then only when the depth 
of the rib is small and the loading is applied upon the centre 
line; yet for practical purposes they can be applied to open 
ribs. 
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SOLID RIB. 

For the solid rib we compute the values of H^ and F,, and 
then determine the values of J/,, N^^ and T^ for each section of 
the arch, the sections being taken at convenient distances apart. 

The values of -Af,, 7],, and A* can be found from a graphi- 
cal construction as shown in Fig. 12. 

Draw the locus line S after computing y^ (formula 66), and 
then draw FA and FC for the load being considered. By reso- 
lution of forces R^, R^, H^y //,, F, , and V^ can be determined. 




Fig. 12. 

Let ab be any radial section where J/^, N^, and 7!, are desired. 
Then N^, equals the normal component of R^ upon ab, T^ equals 
the tangential component of R^ upon aby and M^ equals the 
ordinate (o) multiplied by Nx» 

Maximum Value of M^, — Let ab. Fig. 14, be any section 
where the maximum moment is desired. Draw the lines Ao and 
Co until they cut the locus line 5. Then since the loads at 
these points produce no moment at the section ab, these points 
separate the loadings which cause moments of different signs. 
The shaded sections in the figure clearly indicate the loadings 
which cause maximum ± M,,, 

Maximum Value of T^. — At any section ab^ Fig. 13, draw 
AD perpendicular to ab. Then the loading causing positive 
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and negative shear is distributed as shown by the shaded por- 
tions in thQ figure ; or, for maximum upward shear the arch 
must be loaded en the left up to the section ab and on the right 
between D and E. 



She&r T, 




Fig. 13. 



Pot torn Fiber 



J Tension 

^ Comp^n 




Fig. 14. 

Uniform Loading.^Thus far only concentrations have been 
considered. If, however, the loading is uniformly distributed 
horizontally y we have 

'-^(5 - 5/6' + 2>fe'). . /(«32) (70) 






Ti 



n =f/l and w = load per unit length of span. 

V, ^'^-l k(2 ^ k) . /(133) (71) 



2 L 
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2 

wl 



I Xk{,2 -k)- £>fe'(5 - ^W + 2jf) } 



-^\{x-ay-{x-a'y\x^a'^xi6a'\ /(134) (72) 



n = 



tt// 



>f 



^(2 — >&) COS -z^wl 

ion 



J^\S - S'^ + 2>P) sin 



.// 



- {w/{i' - ^'') cos 0, where A" < ^). , /(135) (73) 

— a=l^ -n 






10 







Fig. 15. 
OPEN RIB. 

The values of If^ and V^ are found by the formulas given 
for the solid rib. The internal stresses can then be found by 
Gierke- Maxwell's method of graphics. 

The loadings causing maximum values of M^ and T, are 
clearly defined in Figs. 16 to 18 inclusive. 

Fig. 18 is strictly true only when cd and ad are parallel. 

PLATE-GIRDER RIB. 

In plate-girder ribs the flanges usually are assumed to resist 
the bending-moment, and the web the shear or T^; hence we 
may treat them the same as the open rib. 

EQUILIBRIUM POLYGON. 

If in any of the above cases it is desired to construct an 
equilibrium polygon for any given loading, it can be done as 
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Pieux : oh 




Fig. 16. 




Fig. 17. 
Pieoecb 




Locttg Line 8 




Fig. 18. 
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follows (Fig. 19) : Construct the resultants /?, for each concen- 
tration, and find the resultant of the system, also the corre- 




FiG. 19. 

sponding values of H^ and F,; then the polygon can be con- 
structed by the usual methods. 



(b) Vertical Loads, with Effect of Axial Stress included. 



/^. = 



15 



8//* + 3OW/0, ( 1 5 



*5ff^-.7^,i«(.-^)}.(74) 



2{p 



/(I03) 



where £j is the value found from (64^) for /T,, or approxi- 
mately 



* HT — 



H, = 6(1 - 6). 



(75) 



(Tables I and V.) 

The axial stress affects only the value of If^; hence to in- 
clude the effect of the axial stress we have merely to compute 
//, by (74), and then proceed as already outlined for the case 



where the axial stress is neglected. 



See Appendix C. 
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If the locus Hue Sis determined by computing the ordinates 
y^ they must be deduced from the formula 



where //, is to be found from (74). 



• • • • 



(50) (76) 



(c) Horizontal Loads, with Effect of Axial Stress neglected — 

Common Method. 



or 



H, = 2QJ,. 



Fig. 30. 



or 



{77a) 




V, = 4^1 -k)nQ /(113) . (78) 



V, = 4nJ,Q. . . . . • (78«) 

^. = \i- |[5(i - ^ - 2-&*+4^') - 8^'] } /, /(1 16) . (79) 



or 



(79«) 



From (39), (40), and (43), 
T, = V, cos cf> -{//,- iC) sin 0. 



(43) • • (80) 
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From (39), (40), and (42), 

iV,= F.sin + (//,-i'0cos0. . . • . (42) . . (81) 
From (41), 

M^^V,x^Hj-\-^Qh-h) /(119) • (82) 

The application of the above formulas to either the solid or 
open arch rib is quite simple. After the locus line S has been 
located by means of (79), the reactions can be drawn as shown 
in Fig. 20, and from these the values of //'and F determined. 

Horizontal loads are usually caused by wind ; hence the 
ordinary case to consider is half the arch covered with a steady 
load. 

(rf) Horizontal Loads, with Effect of Axial Stress included, 

+ 2Q*"PS^ AI25) . (83) 

where 

x, = ^b = ^l. (58) . . (85) 

The axial stress does not affect the other equations ex- 
cepting where they contain H^ or ;r,, the values of which must 
be found from the above expressions. 

After the values of //, , F, , etc., have been determined for 
horizontal loads, the stresses can be found in the manner out- 
lined for vertical loads. 
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(e) Temperature. 
H. = '^et' /(128) . (86) 

neglecting the effect of the actual stress ; or 

60 A/ ^^o ^^, ) ^ (g ) 
32/' -f 15^/0. ^^ ^' '^ 

including the effect of the axial stress. 

A rise in temperature causes a horizontal thrust similar in 
character to that produced by vertical loads acting downward. 

V.^o (47) . . (88) 

T^- —H, sin 0. . . . (43) . . (89) 
M^-—Hj (41) • • (90) 

In case of the open rib arch the stresses in the individual 
members can be found by graphics after H^ has been deter- 
mined. 

(f) Change of Length in Span. 

By replacing et^ by — in the above equations they may be 
applied to any change in length of span. 



ARCH WITHOUT HINGES. 

{a) Vertical LoadSy neglecting Effect of Axial Stress — 

Common Method. 

/f. = I5i/%.(, _ ^). ^(143) (91) 

or 

^, = lli/\^„, where »=///. (91^) 

4^ 
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M, = ^2Pk{i-^kf{sk-2) /(148) (92) 



or 



M^ = -^P^^y reading {i — k) lor k (92^7) 



2 * 



(92*) 




Fig. 21. 



ir^r 



F, = 2P{i - iy{i -\-2i) /(150) (93) 



or 



V, = 2PJ, 



y^-^-f (positive upwards) /(iSO 



7. = ?^^/=/^.- 



J'. = 



5 9k 



^t = - 



5 0(1 - ^) 

M.5^_— 2) 

2(1 + 2k) 



(93«) 
(94) 



/(1 52) (95) 



/ = /^, reading ( i — *) for k. /( 1 5 3) (96) 



/ /(154) (97) 



or 



' 10 



(97'') 
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^. = — ir3"iry^T~^ ^'") . (98) 



or 



jf, = — — J,, reading (i — ^) for ^. (98^) 



X 



T^^{V,^:^P)cos<l>-^H,sm<p (43) . (99) 

M, = M,+ V,x - H,y - ^P{x ^ a). . . . (41) . (100) 

As in the case of the two-hinged arch, it is necessary only 
to compute //",, F,, and y^ to determine all the outer forces 
acting upon the arch, and then the stresses ; but as a check it 
is advisable to compute ^,, -^,, ^, > and 7,. 

The methods of determining the fields of loading which 
cause maximum values of M^, and T^, are the same as for the 
two-hinged arch, only the resultants R^ and R, do not neces- 
sarily pass through the supports, but must have their locations 
fixed by the ordinates x^, y^, x^, and /,. 

{d) Vertical LoadSy with Effect of Axial Stress included, 
H, = c[l^Pe{i-ky-^^^^^^2Pk{i-k)\, . (loi) 

/(I62) 

where 

C =■■ -TrT-r^-^-r: (102) 

4//' + gomp<p, ' 

Approximately, 

•/T. = ^(l-€') (103) 

where ff =: H, in (91). 

k{l-k)=^ (105) 

k\i-ky = A, •. . . (106) 

* See Appendix C. 
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Note that all quantities in the above equations excepting those 
given by the tables are constant for any given arch. 

- lD2Pk{i - 2^6* + >&•) + -2I\2k - 3iP + *^ 

-^2P\<t>.(2k-l)+a\ /(164) . (I07> 

where H^ is to be found from (lOi). 

/>=i + ^-'-^ Oo8> 

^^I — 2>fe' + >fe*) = J, (109) 

2i6 - 3>6' + *» = J,^ (no) 

>6(i-.^) = J,, (ill) 

♦ To determine M^ replace khy (i ^ k)\n (107), or compute 
M^ from (107) and substitute the value in 

+/^,6^.+__j^^ip^(,_^). . ^,61) (112) 

K = j\M,-M, + 2o/(i-k)]. . /(149) (113) 

J'i=ff[ (51) ("4) 



* Note that only the terms containing 2k — ^Ji^ -{- 4* and 2/^ — i change in 
magnitude when i — ^ is used in place of k. 
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Having computed /^, , M^, M^, F, , and y^ , all the other 
outside forces can be found as f ollows(Fig. 22) : Lay oil H^ and 
V^ at A and complete the parallelogram of forces, thereby de- 
termining the direction and magnitude of R^. Then lay off 7, 




Fig. 23. 

at A above or below, according to the sign, and draw /?, in its 
proper position, extending its direction until it cuts the load 
being considered. By parallelogram of forces F, and R^ are 
readily found. As a check, //, , F, , and y^ should be com- 
puted. 

(r) Horizontal Loads, with Effect of Axial Stress neglected — 

Common Method. 

J7, = ie{i+>P(-iS+50>fe-6o*'+24>fe')| • /(168) . (115) 
or 

H, = 2QJ, (116) 

M, = -\-fSQ\2k(i-ky{2-7k-\-il^] . /(171) . (117) 
or 

M,=-\-/2QJ, (118) 

M,= -/2Q{2^(i-k){3-9k^Si!')\ . /(172) . ("9) 
or 

M, = — f2QA^^, entering table with \ — k. (120) 
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V,= i2tt2Qii*(i ~ ky /(176) (121) 

or 

F;=i2«i0A. {I2ia) 

y, = b /(177) (122) 

or 

y^=f^i (123a) 

^« = ,5-5o!^ + J--24^' ^ ..... /(179) (124) 

or 

^'j =/J„, reading I — ^ for it (124/1) 

;.. = ^^±i£/ Xr8o) (,25) 

or 

^. = /^. (I25«) 

'■='-i?yir' ^"■' <"^ 

or 

x^ = /J„, reading i — ^ for ^ {126a) 

X, = -(3 — 12>fe + 24>P - 16*") .... A183) (127) 

2 

or 

^• = -A. • (I27«) 
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(</) Horizontal Loads, with Effect of Axial Stress included. 



+ 3^2j2(« + 0.) J , ^187) (128) 



where 



^ - Air + 9omp<t>, ('^9) 

^, = C-|^^0^..H-^-^^<2(« + 0.)- (130) 

i+/6'(- 15 + 50-6-60-6' + 24i') = J... . (131) 
+/-2<2I I - 2/6(2 - 5/6 + 5-6*) + Ik*} 

--^^s(''+<*.) A189) . (132) 



where H^ is given by (128). 






33) 



I - 2i(2 - 5^ + 5-?) + 3>6' = A. . (134) 
i-jl5(i->&-2>fe' + 4^')-8'^*| = ^.. . (135) 
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>&(I -.>&) = J (136) 

For M^ read (i — k) for k, and replace H^ by H^ in (132). 

V, = \(,M,^M, + 2Qb) . (47) . (137) 

y.=^^ (SI) . (138) 

Having the values ol H,, M,, V^, and >',, the remaining 
outside forces are readily determined in the manner outlined 
for vertical loads on page 33. 

{e) Temperature. 

ff,= /^«.^i. ..^ 3^^^'^> • /(190) . . (139) 

when the effect of the axial stress is included, and 

^,= 45^,/o /(191) . . (140) 

4/ 

when the axial stress is neglected. 

- ^et" /(I92) . . (141) 

when the effect of the axial stress is considered, and 

M^-^-^et" = M, .... /(193) . . (142) 

when the axial stress is neglected, 

Z, = ,+3y_6^ (,43) 
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■ 

From/(i93) and /( 191), 

Jlf.= ^, = i/.|/; (144) 

j^. =>'. = |/; /(195) • . (145) 

f^.= f^. = o /(196) . . (146 

(/) Effect of a Change of Al in the Length of the Span. 

If ^/° be replaced by -y- in the equations for temperature, 
they apply to this case. 

(^) Uniform Loading. 
Let w be the uniform load per unit length of span. Then 



/r, = g[^>6'(io-l5>&+6/fe«); . . . /(206) . . 



(147) 



if 



i6*(^ I + 3/fe-3>6' + >&»); . /(208) • . (148) 
M,= ^\ni-2k + ff); .... /(207) . . (149) 
K = '^[i{2^2k^ + k*); .... /(209) . . (150) 



2 L 



a'=*// 



Jf, = M, + V^-JIj^--\(^z-a)\ /(210) . . (151) 
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In some of the equations the quantities A and m appear. 
For A an average value of Ed cos may be taken, and for m 
an average value of d/F. 

In case it is desired to take advantage of the effect of the 
axial stress, it will be advisable to first proportion the arch 
.members with the effect of the axial stress neglected; this 
makes it possible to take nearly correct values for A and m in 
a second computation which includes the effect of the axial 
stress. 

*In parabolic arches which have a large rise in comparison 
with the length of the span the effect of the axial stress upon 
the values of M^ and H^ is very small, — in fact smaller than 
errors which are likely to be made in graphical solutions. 

In flat arches the axial stress may be of considerable 
magnitude (about 20 per cent for H^ in the case of the St. 
Louis arch) ; yet this is greatly reduced when the stresses are 
determined, and considering that a safety factor of from four 
to six is employed in proportioning the members, the degree 
of danger is exceedingly small in omitting the effect entirely, 

B. Symmetrical Circular Arches. 




A = -it" = a constant. • • 



^(59) • (152) 



*See Appendix C 



FORMULAS FOR PRACTICAL USE. 39 

6 /radius of gyration\' ,^ v / \ 

*K = -Z=™ = 1 ^ • f (60) (153) 



k = R—f. f(6i) . (154) 

;r = ^(sin 0, — sin 0). . . ^(62) . (155) 

y =z R{cos — cos 0,). . ^(63) . (156) 
JP = (^ - ;r)* + {i^ +y)\ . c{64) . (1 57) 

sin0 = ^^^; cos0 = ^^. ^(66) . (158) 

tan 0=1^^ ^(67) . (159) 

Since the general method of treating circular arches is the 
same as for parabolic arches, it will be necessary to only give 
the equations. 

ARCHES HAVING TWO HINGES, ONE AT EACH ABUTMENT. 

(a) Vertical Loads^ with Effect of Axial Stress neglected— 

Common Method. 

r i(sin' 0, — sin" a) 

^ I ) -t-cos0o(cosa+Qfsin Of— cos 0o— 0oSin 0,) 

^ "" ( 20. cos* 00 — 3 sin 0, COS 0. + 0. 

^(108) (160) 
or 

H, = i/^ = 2P^, (i6oa) 

V, = :kp{i — Jk) where k = a/l. .... ^(m) (161) 
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y. = j^a . . 



or 



^(113) (163) 



:k. = ;^^(i-*K . ^(114) (163; 



or 






(163^) 



(i) Vertical Loads ^ with Effect of Axial Stress included. 



m 



/^, = ^ ^ ^(117) (164) 

I + ^(00 + sin 0, cos 0p) 



where 



^=/f, in(i6o) = 2?PJ„, (165) 

jB = -4,, = 20, cos* 0,-3 sin 0, cos 0, + 0o. . . (166) 

A = i(sin' 0, — sin* a) 

+ cos 0,(cos a + a sin a — cos 0, — 0, sin 0J {167) 



or 



A = J„^„. 



0, + sin 0, cos 0, = J,.. 



(168) 
(169) 



F, = 27^i->6). . . . ^(iii) (170) 

V 
I', = j^a ^(118) (171) 



FORMULAS FOR PRACTICAL USE. 



41 



(c) Horizontal Loads, with Effect of Axial Stress neglected. 



^■ = j^^e]'+0. 



a — sin a cos a 

2 COS (pQ^^in a — a cos a) 

3 sin 0, cos 0, + 20P cos* 0„ 

C{l20) 



(172) 



a — sin a cos Of = >5„ (i73) 



sin a — a cos a = ^ J 



It' 



(174) 



0,-3 sin 0, cos 0, + 2<t>, cos* 0,.= J„. . . (175) 



i^b 



V=-K = 2Qj- (i;6) 






(177) 



or 



x, = sin«pA 1 + 



a — sin a cos a 

— 2 cos 0,(sin g— arcosar) 

0,-3 sin 0, cos 0, 

+ 20, cos* 0, J 



J? ^(123) (178) 



or 



. = sin 0,(1 + ^» - ^ 7 ^'^^^"> . 079) 



(rf) Horizontal Loads^ including Effect of Axial Stress. 



{ <^) — 3 sin 00 cos o4- 20o cos* 0© -f « 
J I — sin a cos a — 2 cos 0o(sin a — a cos a) 
ii\^+^Q\ 4- w(0o -f- sin 0., cos o -f ^^ + s in a cos a) 
2(00 — 3 sin 00 cos 0o -\- 20o cos* 0o) 
L + 2m{<p^ -|- sin 00 cos 0o) 



I 



^125) (i8o) 
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or 

, ( -4.. + /».. - 2 COS 0.(^^,.) ) 

^. = + 2(2^ +»'K. + A.) L . (i8i) 

I 2(J,.) + 2«(J..) ) 

K = 2Q^ (i82) 

*. = ^. c{i27) (183) 



(^) Temperature. 
H^^'I^-——^! ^128) (.84) 

A 0, + 200 COS* 0, 

— 3 sin 0, cos 00 

+ »»(0o + sin 0. cos 0.) 

when the effect of the axial stress is included, and 

rr 6t^A sin 0. / \ / o \ 

H, = -^ — ~^, ^(129) (185) 

when the effect of the axial stress is neglected. 

-fi = 00 + 20, cos* 0.-3 sin 0, cos 0. = -4,, . . (186) 

00 + sin 00 cos 0, = ^», (187) 

Change in the Length of the Span, 

H, = 7 —^ rM c(i30) (188) 

' 2R^{B + /«(0o + sin 00 cos 0o) ) 

when the effect of the axial stress is included, and 

^. = ^^/ ^^'30 (189) 
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when the axial stress is neglected, J/ being the actual change 
in the length of the span. 

-5 = 0, — 3 sin 0, cos 0, + 20, cos* 0, = J„. . (190) 

0, + sin 0, cos 0. = J„ (191) 



SYMMETRICAL CIRCULAR ARCH WITHOUT HINGES. 

(a) Vertical Loads, with Effect of Axial Stress neglected — 

Common Method, 



H.= 



" 2 sin 0.[cos a -f- a sin a] 

^ VP J "" ^^"^ ^oE^ cos 0. + 0, sin 0J 

i^^i - 0, sin' or 

L 0/ + 0, sin 0, cos 0,-2 sin* 0, 



^113) (192) 



cos a + ^ sin a = J„. . . (193) 

sin 0,[2 cos 0. + 0. sin 0J = J„. . . (194) 

0/ + 0. sin 00 cos 0.-2 sin* 0. = J„. . . (195) 



Ml = -J— (sin ^c — 00 cos 0o) 
wo 

/ 
:SPR 



4- . , . — :t -T — :T-r ) sin a0|(cos asin 0«— cos 0. sin ^o— 0o) 

209(sin 0t cos 0t— 0o)( 1- f- !-»/ 

4- a00 sin <p% 

+ (sin ^ cos 00 — 00)[cos a+asin a— cos 0c— 0c sin 0o] [ . ^134) (196) 



sin 0, — 00 cos 00 = -4-^,,. 

cos flf + « sin flf = J„. 

— cos 0, — 0, sin 0, = i^„, 

— (0. — sin 00 cos 0o) = ^„. 

(0«' — 00 sin 0, cos 0o) = -^„. 

(00* + 00 sin 00 cos 0,) = J,,. 



(197) 
(198) 

(199) 
(200) 

(201) 
(202) 
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The value of M^ can be found from (196) by assuming a 
load so that a will become I — a. 

K = 7(^ -^^, + 2P/{i - k) ). c(i3S) (203) 

:>'- = '^ ' (50) . (204) 

y^ = j^- (50 • (205) 

:y* = jf (52) . (2o6> 

Independent equations for ^„, ^j, and ^, are given in 
Chapter IV. 

{b) Horizontal Loads , with Effect of Axial Stress neglected. 

I f 0o(sin ^ cos a — a) '\ 

w _i. ^Q\ I 4- +2sin0,(sinQ^-acosQ-) I , 

^'= + -rr+2sin>„-0.sin0.cos0.f- '^'^'^ ^^^^7) 

I - 0.' J 

sin flf cos a — flf = — y^j (208) 

sin Of -— a cos a = J J,, (209) 

sin" 0, — 0, sin 0, cos 0, — 0/ = — J„. . (210) 

Ml = —J- (sin 0c — 0t cos 0o) (211) 

, SQR 4 (cos a — cos 0oKsin 0o cos 0o — 0« + 2 cos a) ) 

' 2(sin 00 cos 00 ~ 0o) ( ~ sin 0o(sin* 0o — sin* a) \ 

_ ?^ Ksin 00 — 00 cos 00 + sin a — a cos af . . . , ^143) (212) 
20. ( ) 

sin 00 — 00 COS 00 = ^^,^ (213) 
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sin 0, COS 0, — 0, = /?, (214) 

sin 0, — 0, cos 0, = JJj, (215) 

sin a — a cos a = J J, (216) 

The magnitudes of //, and -Af, can be found from (207) and 
(212) by replacing ahy I — a, etc. 

f^, = JW-^. + -2C*). ^(144) (217) 
{c) Temperature^ with Effect of Axial Stress neglected, 

^* ~ 4/P(0o*+0. sin 0. cos 0. - 2 sin' 0J- ^^'^^^ ^^'^^ 

0/ + 0t sin 0, cos 0,-2 sin" 0, = J„. . (219) 

It will be noticed that all of our tables, with one exception, 
have been computed for whole degrees. In case the loads do 
not fall at even-degree points, it will be found advisable to 
make all computations for //^,, J/,, V^, etc., for the even- 
degree points, and then obtain the values corresponding to the 
true positions of the loads by reading their values from a dia- 
gram constructed from the calculations thus made. 

The effect of the axial stress has been omitted here, as the 
equations are long ; these are given complete in Chapter IV. 

When the rise of the circular arch is not greater than two 
tenths the span, the formulas for parabolic arches can be 
applied in the determination of the external forces without 
sensible error. 

Another approximate method may also be used for arches 
where/// > 0.30, viz.: Substitute a parabolic arch of the same 
span which has an area equal to the area of the given circular 
arch and determine the external forces, and then apply these 
forces to the given circular arch. 

For arches approaching a semicircle this method is but a 
few per cent in error. 
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C. Summation Formulas for Symmetrical Arches of 
ANY Regular Shape and any Cross-section. 

ARCH WITHOUT HINGES, 

(a) Vertical Loads, with Effect of Axial Stress considered. 

^ICAs 

f 6>, "l-f F, 'As f ff, 

^. = / / j,j» . . ^87) (220) 

^yA^,^Ax_\Jj± 
^ 0^^ . F, ^ 'As 

oX 

where if, is the horizontal thrust due to two equal and sym- 
metrically placed loads. 
For a single load 

^K'As 
U. K'yAs , i^ N^Ax i e, J'yAs 



rO" 



where 



and 



2^^ = + P2~ sin 0. . . . . (224) 
J'. y. 



t 
I 
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lot', /';, ) C', 



KAs^*As 






where 










-2—^^ =z /^,-5'v,- cos (approximately), . . (228) 
and H^ is given by (221). 

F; = i(J/.-ilf,-/Xi ->&)/). . • . (229) 

yx =^[ (230) 

Having H^, M^y V^, and ^,, the remaining outside forces 
can be found by the method explained on page 22. 

(b) Vertical Loads^ with Effect of Axial Stress neglected. 

If the effect of the axial stress is to be neglected, we have 
merely to drop the terms containing iV^B and F^in (221) and 
(225), and proceed as before. 

(c) Horizontal Loads, with Effect of Axial Stress included. 

^,-i(^, + (231) 
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M, K'As 

Ox ^ It A. a 



e. 



%= 






e. 



"x 



f « ^x 



^* 



^87) (232) 



where 






• » 



• • • 



B. 






-^ cos 0. a^z=z I ^ ai 



M,= 



+ 1 - /^,:s^cos + (2f ^ cos ,6 1 ^-^^. 



As 
ft 



t^j) ':e*i4i 



± { + "h'4: - ^?f + e.if } f 



ft 



(233) 



(234) 



(23s) 



^Asi^'^As (LxAsV , ,, 



(236) 



M^ for a load situated a distance a from the origin = M^ 
for a load situated (/ — a) from the origin. 






(237) 



(238) 



Having determined H^, M^, M^, F„ and^„ the other outer 
forces are readily found, as explained on page 22. 



1 
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{d) Horizontal Loadsy with Effect of Axial Stress neglected. 

If the effect of the axial stress is to be neglected, we have 
merely to omit all the terms which contain in (236) and (232), 
and proceed as before. 



Ht = 



{e) Temperature. 
Eet°l , ^ 



(239) 



06. 



M, = --r 



p. 



V ^^ h -^ E^ cos 



r. = o. 



^ J 



.240) 






(241) 



If the effect of the axial stress is to be neglected, omit the 
terms containing in (239) and (240). 



ARCH WITH A HINGE AT EACH SUPPORT. 

(a) Vertical Loads, with Effect of Axial Stress included,, 



^.= 




As 



e 



^ -4^ , % As 



xy— — -^xy-^ + 0:2 y^ \ P 



e 



e. 



V Ax i' Ax 



F. 



a Px 



\L ,As,iLAx 



• it^sO (242) 



COS0 



V, = P{i — k) (243) 
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If the axial stress is neglected, omit the terms containing 
F^ in the above equations. 

{b) Horizontal Loads, with Effect of Axial Stress included. 



H,^Q\ 



I 






where 



^y-^ — b^y-^ — 2^ I?- cos 



e. 



i As / Ax 

:^y^+2-^cos0 



a^=: I " a^. 



,^{140) (244) 



K^Qr 



(245) 



{c) Temperature, 
Eeei 



^^^ 7"7« 



v'As ' As 

^x ^x 



. ^(148) (246) 



When the effect of the axial stress is neglected the terms 
containing Z^. are to be omitted. 

DEFLECTION OF ARCH. 

In considering the deflection we will assume that the axial 
stress is neglected and that no change takes place in the rela- 
tive positions of the several points of the arch other than 
that produced by the loading. 

ARCH WITHOUT HINGES OR WITH TWO HINGES — 
(symmetrical LOADING). 

6x=--^2M,^ + et''x. . g{6o) (247) 



dy = ^2M,'^ + et''y. . . g{6i) (248) 



FORMULAS FOR PRACTICAL USE. 5 1 

The above summation formulas are sufficiently accurate for 
practical purposes, and are quite simple in their application. 
They apply to any regular arch figure, such as circular, par- 
abolic, oval, elliptic, gothic, spandrel-braced, etc. They are 
especially useful in the solution of the spandrel-braced arch, 
and all arches which have variable or constant moments of 
inertia not following the laws upon which the formulas of 
Chapters III and IVare based. 



CHAPTER III. 

PARABOLIC ARCHES, WITH THE MOMENTS OF INERTIA 

VARYING ACCORDING TO THE RELATION 

A = E^ cos = a constant. I 



GENERAL RELATIONS. 

In large arches it is convenient often to arrange the sections 
so that their moments of inertia vary according to the relation 
A = E6 cos = a constant. This assumption enables us to 
deduce quite simple formulas for the determination of the 
reactions, bending-moments, etc. 

The nomenclature used in this chapter will be the same 
as heretofore employed, and any new symbols appearing will 
be found clearly represented in Fig. 24* 




Fig. 24. 
We have then 

A = E0 cos = a constant. • . . . ^(59) 



Let 



w = = = (radius of gyration)* . . . /(60) 
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and 

p = the parameter of the parabola. 

The equation of the parabolic curve referred to its vertex is 

(i^-^)' = 2/(/->') ^6i) 

or 

g^ — '^g^ + •«^* = 2//- 2py. . . • /(62) 

For ;i: = o, >^ = o, and ^ = 2//. • ^63) 

From /(62), 

therefore 

■y = ^^^ A64) 

and 

dy = ^-j~dx or _ = i5-_. = tan0. . . /(65) 



From (^), 

^^ = i/^''^ ('') 

If -J0, represents any change in 0,, the corresponding 
change up to any section x will be represented by 

A<p = J0. + iJI ^^ p{66) 

But -7- = t; hence 

ax cos 



*^ ^*^ E J^ e cos 
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or, since -£ cos = g- (see /(59) ), 



= ^0. + ^j 

•/o 



J0=J0, + -i- / Mjix /(67> 

From (41), 

Substituting (41) in /(67), remembering that y = -^ x 

(see /(64) ), we have 

-j2^Pf\x-^a)dx^ + L2^Qf\y^6)dx^. /(68) 

fl 

Performing the integrations indicated, factoring, and col- 
lecting, we obtain 

From (tf) the expression for Jx from o up to the section ;r 
becomes 

^x=^- f ^<pdy + ee j dx-^ j ^x. . . /(70) 

Substituting the value of J0 obtained above, integrating; 
and reducing, /(70) becomes (see Appendix A) 

^x = et'^x ^y^iP. - g^ I i1/,(3^ - 2x) + f^,;r(^ - ^) 
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-Hf-[g*-gx^-'^-^pl^{^-yc-a){x-ar\ 



5/ 4* 



+ («S^«* — l^ba - 5a*);r* 

+ 3a' - i5aV+ (2Qf* + io/*)a'J I 

- %/ + 2/)(a - ^) I /(79) 

From (V) the expression for -4y from o up to the section x 
becomes 

^y=.J A<pdx + et°rdy-^j'^dy, . . /(80) 

which reduces to (see Appendix B) 
Jy = et°y + xA<t>, + ^ | jil/, -U p-,;^ _ Hf-{f - f ) 

-H^/} ' • • • ^^'^^ 



I 

• 
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Equations p{6g)^ p{79)^ ^"^ /(84) are general expressions 
for the elastic parabolic arch, symmetrical or non-symmetrical, 
when Ed cos is constant. They can be employed in the 
determination of temperature stresses and stresses caused by 
concentrated loads acting in any direction in the plane of the 
arch. Those terms containing t lie factor m s/tow tfu influence 
of the " axial stress J' 



SYMMETRICAL ARCHES— GENERAL FORMULAS. 

For symmetrical arches these equations become somewhat 
more simple, as 

^ = i/ and 0; = — 0. 

Let ;r = /, and assume the arch to be symmetrical ; then 
0=0;= — 09 and j^ = ^ = o. 

Making these changes in/(69), we have 

J0, = J0. + ^ I 2MJ + V,r - HJl- - ^P{1 - ay 

+ ^^G^ [*/(/• - «•) -/' + «•- epb{i - «)] f . /(85) 

From (47), 

V,r = MJ-MJ+kf\l-a)l-ir2Qbl. . ^(86) 

Substituting /(86) in/(85) and reducing, 

J0, = J0. + -^ I iJf. + ^. - //!/+ lkp{l - a)a 

Fronj /(79) we obtain 
J/= et-l+^^ I M, + M,- ^-HJ+ jMp{1- atr+al - c^a 
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_iC/(a+0.)| 



^P{1 - a)a 
2(/ + 2/) 

/(88) 



Equation /(84) reduces to 

+ ^Q^^Lz^fJ^ l^ar - 6ai' 



-a){2l-a)] 



+ 12«V'- ICWV+ 3a^] I - 5 { (J/.- i)/,)(i - 20.-^) 



+p2p{2^f + « - 0.) 



ic^(i^>[ 



2/ L/ + 2/ 



+ 1- 



• . . A89) 



SYMMETRICAL PARABOLIC ARCH WITH A HINGE AT EACH 

ABUTMENT. 




Fig. 35. 

In Fig. 25 let ABA* represent a symmetrical parabolic 
arch having a hinge at A and A' ; then there can be no bend- 
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ing-moments at these points; hence M^ and M^ = Oy and the- 
resultants /?, and R^ will pass through the hinges. 

For convenience, the effects of vertical loads, horizontal 
loads, and a change in temperature, with and without omitting 
the effect of N^^ will be considered independently. 

(d) Vertical LoadSy with the Effect of N^ omitted — 

Common Method. 

Assuming that /remains constant, J/ = o,. and by remem- 
bering that M^ and M^ = o, and also that all terms containing 
Q and m do not appear, we have at once from /(88), by solving 
for^., 

2^^-^2I\P^2cfl+a')a . . . pigo} 

or 

/f,=|yi?/>[>fe(i-2>fe« + >&•)]. . . /(9i> 

Values of k{i — 2i* +*') are given in Table I. 

Since all loads are vertical, the horizontal thrust is the 
same throughout the arch. 

From (39), 

^. = ^1, (39> 

making x = /, If^ = JI^, and we have H^^ H^=- o, or H^ and 
H^ are equal in magnitude, but act in opposite directions. 

From /(91) the values of //, for each load can be very 
quickly found with the aid of Table I, which gives the values 
of the expression k{i — 2k^ + ^') f^** values of k from o to i.cx). 

From (47), 



r. = ii^ 



/(92) 
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or 

r, = Mi->fe), /(93> 

from which the value of Fj for each vertical load is readily 
obtained. The value q[ \ — k can be taken directly from 
Tables I or V, for >6 = o to >fe = i.o. 

Having H^ and F, , the direction of R^ for any particular 
load is found from 

When the stresses are to be determined by graphics, we 
need only to use ^(94) and determine tan >S, for each load ; 
then since R^ for each load must pass through the left hinge, 
-/?, can be drawn in its proper position at once. Since R^^ the 
load, and R^ meet in a point, R^ must pass through the point 
of intersection of /?, and the vertical force (load) ; it must also 
pass through the right hinge, and hence its direction is com- 
pletely determined. The values of H^y //, , F, , and F, can 
now be ifound by simple resolution of forces. The interme- 
diate stresses can be found by Clerk Maxwell's method of 
graphics when the arch is trussed. 

To facilitate the calculation of tan /?, the values of 

8 I 

~ 7 — j—E ZK have been tabulated in Table II. 

5 (i+i6-i6") 

From (50) we have for each load 

^. = 5- rqrj3j./. /(9S) 

which locates the point of intersection of R^ and /?,, making 
the application of graphics still easier than the method using 

>K94). 

8 I 

The values of - .,__,, are given in Table II for values 

oik from o to 1.00. 
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From (39), (40), and (43) we obtain 

T^ = {V,- 2P) cos (p-- If, sin <f>.. . . p{g6) 
From (41), 

M, = V,x -Hj- ±P{x ^a) /(97) 

By means of /(91), /(93), /(96), and ^(97) the stresses at 
any point of the arch can be completely determined by com- 
putation. 

Change in Shape Due to the Action of Vertical Loads 

{Nsc omitted). 

From /(89)» 

^^•= T+3-^|^»'/-r/^^^^('-^)(2'-^)}^ A98) 

^c 

The term ~j shows the eflect of any change in the eleva- 
tions of the hinges. This does not mean a slight difference of 
level in the hinges before the arch is in place, but any change 
which may take place afterwards. 

In construction an attempt is made to so design the abut- 
ments, etc., that ^c will be zero. 

^98) may be written (J^ assumed zero) 

J0.= i^|/^,//-^M2>&-3^* + ^)}- . A99) 
From /(^)» remembering that g = ^l, 
J0 = J^. + i^ { F.X' - H}^p-^ - %P{x - ay } ./(loo) 
From /(79), 
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From /(84) 
Jy = ^^0.+^ j F.;r-//, J(2/-^)-1^/^j:-«)' } . /(i02> 
in which 
H, = \Lkpk(x-2}e^k*) /(91) 

and 
F. = ip(i - -fe) /(93) 

(^) Vertical Loads, Effect of the Axial Stress included. 
From /(88), 

' 8//»+3OW/0j 3 ^ ^ ^ 2(/+2/) ) 

or 

in which ^ is the value of /f, given hy p{gi). 
Let/= «/; then 

/ = ^'- /K104) 

Substituting /(104) in/(i03), 

The values of 0, are given in Table XXV. 

*i/, = ^(i — e), {approximately) p{io6) 
where tf =: H^sls given by/(9i). 

* See Appendix C. 
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For a brief discussion of the effect of the axial stress, see 
Appendix C. 

The expression for V^ is not affected by the axial stress ; 
hence 



V,=:2P{i ->&), 



For any load, from (50) we have 



V V 



/(93) 



/>(io7) 



From (39), 



Hx=- H^f 



/(108) 



F, = K, - ^^P, (40) 

N^ = F, sin fp-^- H^ cos 0, . . , . (42) 

M^^ V^x — Hj^ —SPi^x — a). . . , /(109) 



{c) Horizontal Loads (N^ omitted). 




Fig. 26 



In Fig. 26 is represented a single horizontal load Q acting 
from the right to the left, which produces a horizontal reaction 
H^ similar in character to that produced by a vertical load 
acting downward. 



PARABOLIC ARCHES. 63 

From /(88), for any number of horizontal loads, 

/^, = i(2 j I - -Us^'* - S^^i'- ^oaW + 2oaV - Sa'] ^ p{i lo) 

or 

i/. = i(2|i-.|[5(i-'6-2^ + 4^)-8>6']|.. . /(Ill) 

The values of the quantity in brackets, 

•are given in Table III for values of i from o to ixx). 
For any load Q, 

ff, = Q-ff, /(n2) 

From (47), 

K=-K A"4) 

From Fig. 26, for a single load, 

V,x,=zH,b or x^ = Y^d /("S) 

From (30), for a single load, 

K = 4- 



Therefore 
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or 

;ir. = I I - |[5(i - /fe~ 2>P + 4>&*) - Zh'\ I /. /(Ii6> 

The coefficient of / is given in Table III. 
Having the value of x^ for any load Q^ the values of H^^ V.y 
R^ , etc., are readily determined by graphics. 
From (39), 



H, = H,^2Q /(II7> 

From (40), 

y,= V, /(ii8> 

From (41), 

M.= V,x^H^ + ^ay-b).. • . /(ii9> 
From (43), 

7; = r, cos — //", sin ; (43) 

V 
tain /5^=-j^. Ai20> 

(a) Change of Shape Due to Horizontal Loads 

{^x neglected\ 

From ^(89, we have 

The coefficient of 'SQ is tabulated in Table IV. 
From /(79), 

- 15/M^ - «)' + 3«'- V^V+ I0(i/» +/>*)«•'] I . /(I22> 
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From /(84), 

-^ + W]}, /(123) 

in which 

/r, = i<2|i-|[5(i->6-2>P+4i')-8/fe«]} Ai") 

and 

F. = 4^(i-*)« /(113) 

M Horizontal Loads, Effect of the Axial Stress included. 
From X88), 

'^•-:ff (3 / -^ 15 ^L +io<»«/-4«* J 

+ fnp{a-\-^,)l /(124) 



or 



where 

i L? p(i26) 

Here we see that the effect of the axial stress is small. If 
. ' ' I 

3OW/0. is neglected in 3, the first term of the second member 

of /(125) at once reduces to/(ui). 
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The expression {2 — 5>6(i — * — 2>fe" + 4>fc*) + 8>&*| may be 
written 2^1 — -[5(1 -ir — 2^* + 4^) — 8>6*]j, and hence its 

value quickly determined from Table III. 

The value of F, is not affected by Nj, ; hence 

F, = 4^(1 k)n /(113) 

For any particular load, from (58), 

*, = yj> (58) 

The values of H^, V^, N^, and T^ are given by (39), (40), 
(42), and (43). 

M, = v,x - Hj> Jf- ^Qiy - b). . . /(127) 



(/) Change of Shape due to the Action of Horizontal Loads^ 

with Effect of Axial Stress included. 

The values of -^0o» ^^» ^^^ ^y can be found from /(Sg), 
/(79), and /(84) respectively. 

i^g) Temperature. 

A change in temperature is equivalent to applying a 
certain horizontal load at the hinges ; or, from /(^^X 

H. = ^-^ef X128) 

if the axial stress is neglected, and 

^' = 32/' +1W ° • • • • ^"^> 
if the effect of the axial stress is included. 
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A rise in temperature creates a reaction H^ acting from 
the left towards the right. 

The values of H^^ f^, M^^ N^^ and T^ can be found from 
(39)» (40), (40» (42), and (43). 

(A) Change of Length in the Span. 
From /(89)f 

^.=^f. /(.30) 

neglecting the axial stress ; or 

32/'+ 15^/0./ ^ ^ ^ 

if the axial stress is included. 

If the span is shortened, //, acts from the left towards the 
right. 

The values of //^, V^y etc., can be found from (39), 
(40), etc. 

(t) Sinking of a Support, 

In case one of the supports changes its elevation after the 
arch is in place, a slight change in the stresses may result 
from the effect of the change in the length of the span ; but 
any change likely to occur may be neglected in the calcula- 
tion of stresses. 

(y) Uniform Loads, 

Thus far we have considered only concentrated loads. If 
the load is uniformly distributed (horizontally). 



'2P ^Jwda = wlfdk, 



where w represents the load per unit length of the span. 



68 



A TREATISE ON ARCHES. 



Let Fig. 27 represent an arch having a partial uniform 
load; then, from/(9i), 




Fig. 27. 



From /(93), 



^>=t[^(^-*) i^^33) 



v» 



From /(97), 



- '^^ - 8-/^5 



- 5-6* + 2*") I 



a' = x 



_|;[(^_«).j ^,34) 



a''s 



From /(96), 



7; = ^[^2 - A) cos 4> - ^«'^p'(S - 5>^* + 2>fe') sin * 



- (w/5[ife'— it") cos 0, where -i'^j). A^ 



35) 
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The above equations enable us to determine all the stresses 
in the arch when the axial stress is neglected. 

{k) Uniform Load Over AIL 

In case the load is distributed horizontally and uniformly 
over the entire span, then k' =-o and >&' = i or x/l^ and we 
have, from ^132), 

^. = ^«'^. /(136) 

If « = o, //; = a 

From/(i33), 



From /(1 34), 



M. 



X 



V^^ AI37) 



2 2 4;^ 2 ^ ^ ' 

If » = o, then ^ = o, and 

,- wl wx* 

-%= — X , 

2 2 

the expression for the bending - moment in the ordinary 
straight girder. 
From /(13s), 

7], = — cos — -r— w/ sin — wx cos 0. /(139) 

2 otl 

If If = o, becomes zero, since our radius is now infinity ; 
hence 

the expression for shear in the ordinary straight girder. 
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SYMMETRICAL PARABOLIC ARCH WITHOUT HINGES. 



Locu9\Line 




Fig. 28. 






In this case we have several conditions which must be sat- 
isfied. As in the case of the arch with two hinges, we shall 
consider the various loadings, etc., independently. 



{a) Vertical Loads {N^ neglected). 
From /(87), by transposition, 

M,+M, = H^if - ?^(J0, - ^0/) - ^ ^Pa{l - aY /)(i4o) 

and from /(88), 



M. 



;.+ iI/, = /r,4/+^(J/- efl) ^ l.kpa{l^aW^al^a^\ 



Now if there are no hinges the ends of the arch must be fixed 
in direction, and 0, = <t>i cannot change under any condition of 
loading. 

If the length of the span be assumed unchanged and the 
effect of temperature omitted, we have, by combining /(140) 
and/(i4i) and reducing, 
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or 



ff^ = ll2pjf^{i - ky A143) 

The values of i6*(i — ky are given in Table XI for values of 
i from o to i.oo inclusive. 

From p{Sg), assuming that dc and ^<f>^ are zero, 

Combining /(141) and ^(144), assuming J/ and ^/**/to be zero, 
we obtain by reduction 



or 



M, = ff.ini + l2P{sk* - 3k' - 2k'). ...... /(146) 

Substituting the value of H, from /( 143), we have 

M, = -2P/^{J - >6)(3 - Sk). . . . /(147) 

The values of >P(i — k){^ — 5>6) are given in Table VI for 
values of k from o to i.co inclusive. 

Substituting (i — k) for k in /(H7)» we have 

The values of -^l - *)*(5^ - 2) are given in Table VI for 
values of k from o to i.oo inclusive, reading (i — *) for k. 
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From (47), 



1 I 



Substituting /(147) and /(148) in /(149), we obtain by 
reduction 

F. = i/>(i->6r(i+2*), /(ISO) 

The values of (i — ky{i + 2^) are given in Table VII for 
values of k from o to i.oo inclusive. 

The above equations completely determine all of the ex- 
ternal forces. The stresses at any section of the arch can be 
determined from equations (39) to (43) inclusive, remembering 
that the terms containing Q disappear, as we are not consider- 
ing the horizontal components or loads. 

The values of //, , Fj , and R^ can be found graphically after 
the ordinates^, ,y^ , and 7, are determined. 

From(5o), (51), and(52), 

y^^ H, ' J',^^, and ;.. = ^ 

Substituting the values of H^, V,, etc., given above, we 
have 

j'o = 7/; (positive upward) . . /(151) 
-y>=5"-^' >K^52) 
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which completely determines the position of the equilibrium 
polygon for any vertical load. 

When 7, or^, become very large it is more convenient to 
use the abscissas x^ and ;r,. 

From (54) and (55), 

^^^^m^L ^154) 

* 2( I + 2k) ^^ ^^' 

x^ is negative when measured towards the left. 

,. = _ (L_Mzi5i)/. . . . ^,55) 

• 2(3 — 2k) ^^ ^^^ 

x^ is negative when measured towards the right. 
The coefficients in/(i52) and/(iS3) are tabulated in Table 
VIII, and those in/(i54) and/(iS5) in Table IX. 

{b) Change of Shape due' to tfie Action of Vertical Loads 

{Nj, neglected). 

From p{ig), 

where M^, M^, and //, are to be found from /(148), /(147), 
and /( 143) respectively. 

The values of k(2 — 3^ + k*) = 2it — 3^^* + ^6* are given in 
Table X for values of k from o to i.oo inclusive. 

From/(69), 

j0=j0. + ^|2jl/.;r+P-,;r«-/^.3^^_;|^^_^yj^,57) 

in which M^, F, , and /T, are to be found from /(i48),/(i5o), 
and /( 143) respectively. 
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From /(79), 

-i^/>^((2/-3;r-a)(^-ar)|,. . . 



/>(I58) 



where ^,, F, ,and //.are to be found from /( 148), /( 150), 
and /(143) respectively. 
From /(84), 

^159) 

where M^, F, , and //, are to be found from /(148), /(150), 
and /( 143) respectively. 

These four equations completely determine the change of 
shape due to the action of any vertical load. 

{c) Vertical Loads, with Effect of Axial Stress included. 
From /(8 7), 

M,+M,==If,if^^2Pa{l^a). . /(160) 

From ^88), 
JIf, + itf. = If, if - j,2P{l - a){r ^al^ a')a 
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Subtracting /(i6o) from /(i6i) and solving for //,, we have, 
by reduction, 

where 

15// 



C = 



4(^ + 9O'«/0.' 



The values of >fe'(i — /fe)* and ife(l — k) are given in Tables 

XI and V. 

We have, approximately, 

H, = %\-^,* Ai62«) 

■ivhere ^ = //^, in <!(i43)' 
From/(89), 

_ -!>«(/- «)(2/- .) + 3^2P(?^' + « - 0.). Ai63) 
The first member of /(148) may be written 



or if 






multiplying Xi^O by A we have 



* Appendix C. 



76 A TREATISE ON ARCHES, 

m 

M.D + MJ) = ff,—/ - ~2I\l - aX/* + «/ - a')a 

5 ^ 

Eliminating Jfj from/(i63) and /(163d), 

- lD2Pk{i - 2/f -\. HT) +- 2P{2k - jyj* + >&•) 

in which //, is to be found from /(162) and D from (»«). 
For values of ^i — 2^^ + ^•), see Table II ; 2^ — 3^" + ^'> see 
Table X ; and for >6(i - k) see Table V. 

It is to be noticed that D and the coefHcients containing 
m are constant for any particular arch, hence by the aid of the 
tables, /( 168) can be evaluated very rapidly. 

The value of M^ can be obtained from /(168) by taking 
everywhere (i — ^) for k^ or by first computing the value of 
M^ from/(i64) and substituting in/(i6i). 

The value of f^, can be found from 



The stresses at any point of the arch can now be deter- 
mined from (39) to (43) inclusive, remembering that all terms 
containing Q disappear. 

The values of j^,, ^,, and y^ can be found from (50), (51), and 
(52), if graphics is employed in determining the intermediate 
moments and shears. 
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{d) Change of Shape due to Vertical Loads, including Effect of 

Axial Stress. 

J0, JXf and 4^ can be found from /(^)» /(79)» ^^^ A84) 
respectively, remembering that all terms containing Q dis- 
appear, and that Jc, ^l, and ^0, are zero. 



{e) Horizontal Loads {N^ neglected). 
From /(87), 



Jl/. + J/, = H,^f^ Pf2Qa{l^d 



- ^.^G(/* + 9«V - 6a/> - 4^*) (165) 



From /(88), 
M,-\-M, = H,^^f^^2Qa{l ^ a) 

+ ^^G(-/*+5^/*-5«'/"- 5«'^+io«V-4^0. A166) 
Equating /( 1 65) and/(i66), and solving for /T,, we have 

jy. = ie[i + f!(-i5/*+5oa/>-6o^V+ 24^10] • A167) 

or 
//, = i0[i + *'(- i5 + 5o>6-6o>6* + 24i^)] • . . /(168) 

in which the quantity in [ ] is tabulated in Table XII. 

Eliminating 3/, from /(88) and ^(89), and solving for M^ , 
we obtain 
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or 
M,=^+ ^M\2<^ - 2al^a^\2P - 7a/+ 8a')} . . /(i/o) 
and 

^. = +/iGl2^i->&)X2-7/fe + 8*")}, .... X171) 

where the expression in j | is tabulated in Table XIII. 
Substituting — (i — ^) for {k) in/(i7i), 



iI/, = -/i^G{2>fe'(i->fe)(3~9* + 8>fe'){ />(I72) 

where the expression in j | is tabulated in Table XIII, reading 
(i — k) for k. 
From (47), 

F. = i(J/. - JJ/, + ifi*). . . . /(173) 

b=^-^f. A174) 

Substituting/(i74),/>(i72), and /( 171) in/(i73), 

F, = i^i(2( I - >&)">&" .... /(17s) 



or 

f; = i2«i(2(^-^)" /(1 76) 

The values of {k — ^*)* can be found from Table XL 

The above equations completely determine the external 
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forces. The stresses at any point of the arch can be found 
with the aid of (39) to (43) inclusive. 

The method of graphics may be employed after we have 
found the values of 7, , J', , ^, » ^, 1 and x^ in determining the 
external forces. 
From (50), (51), and (52), 

_ [2^(1 ->&y(2-^ 7^ + »>&')] . ^ 

•^* "" "^ I + k\^ 15 + 5o>6 - 6oyfe' + 24>fe']^' -^^7») 

and 

„ ^ +2(i->&r(3-9^ + 8^) . ^ 

■^' 15- 50/fe + 6o>§'-24>fe'^ ^'^' 

y^ and y^ are always measured upward. 
The coefficients of / {11/(178) and /(179) are tabulated in 
Table XIV. 

From (54) and (55), 

^■ = ^— -^r^'=- • • • • ^(^8°) 

^•- 6(1 ->fe) ^' -^'^'^ 

jr, If always measured towards the left and x^ towards the 

right. 

The coefficients of / in /(i8o) and /(i8i) are given in Table 

XV. 

From Fig. 29, 

F;r.= -JJ/,+ /^A or ;r. = + ^|*-^. /(182) 



8o 
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Substituting the values of H^^ F, , and b from P{\^\ 
/(176), and /( 1 74), we have 



x^ = -(3 — \2k -f 2^ — i6>6*). . • . /(183) 



X, is alumys measured from left to right. 




I r> 



Fio. 39. 

The values of 3 — I2ife + 2^ — i6i' are given in Table 
XVI. 

ff) Change of Shape due to Horizontal Loads {N, neglected). 



From /(69), since J0, = o, 



3^ - 2;r 



184) 



From /(79). 



Ax = 
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+ 3^' - -^^V + (5/' + iq^^'J I /(185) 

From /(84), 

+ {a" - h<^)x - ipb(x - ay - ^' + /«'] I , . 



/(186) 



where M^, V^, and -^, are given hy p{iji), p{iy6), and/(i68) 
respectively. 



\g) Horizontal Loads, with Effect of Axial Stress included. 

From p(i7) and /(88), in a manner similar to that employed 
for vertical loads, we have 

H, = cj l^ifid + n- 15 + sok - eo^p + 24>fe']> 
4-3^ia«4-0.)| X18/) 

where 



4//" + 9O»af/0, • 
The values of 

I +^*(-- i5 + 50>& — 60i6*-f 24>6') . . /(188) 
are given in Table XII. 
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From/(88) and/(89), 

2f\p + 2/ ' I I ^ "• ' 

- ^:^<2(« + 0.). /(189) 

from which the value of J/, can be found. 
(I - 4i + 10-6' - io>t" + ik') = I - 2li2 - 5>t + 5>fe*) + 3>&\ 
and the values of this expression are given in Table IV. 

(i _ h + h* + 5/6* - IO/6* + 4if') 

and the values of this expression are tabulated in Table III. 
In/(i89), 

/) - I 4- 3^ -. ^^^/<^> /«,\ 

and //^j is given by/(i87). 

The values of ^(i — k) are given in Table V. 

It is to be noticed that D and the coefficients containing m 
are constant for any particular arch ; hence by the aid of the 
tables, />(i8o) can be readily evaluated. 
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The value of M^ can be found from/)(i89) by taking every, 
where (i — ^) for k. 

The value of F, is found from 

f; = i(^. - Ji/. -f i(2*). . . . /(149) 

The stresses at any point of the arch can now be determined 
from (39) to (43) inclusive, remembering that all terms con- 
taining ^P disappear. 

The values of y^,y^i etc., can be found from (50), (51), and 
(52), if graphics is employed in determining the intermediate 
stresses 



(//) Change ofSJiape due to Horizontal Loads ^ including Effect of 

Axial Stress. 

J0, jdxy and ^y can be found from,/(69),/(79) and /(84) 
respectively, remembering that all terms containing 2P disap- 
pear, and that ^c, Al^ and J0, = o. 

(0 Temperature. 
From/(87) and/^88), 

where the term containing m shows the effect of the axial stress. 
If this be omitted, 

-^, =52-_^/° {axial stress neglected). . . /(191) 
4/ 

Substituting /(i 50) in/(88) and/(89), and solving for J/,, 
letting Z, = X + f - ^. 
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'V 2/ 4//* 4- 9OW/0, ( 5 ' fl » 

-^< /(192) 

If the axial stress be neglected, D becomes unity, and the 
terms containing m disappear. 

M^ = -^et^ = M^ {axial stress neglected) . A^QS) 

or 

M,^H,.\f /(I94) 

and 

J'. =-y.=J'o = */- /(195) 

^". = = ^. /(196) 

The intermediate stresses, etc., can be found from the 
general equations (39) to (43) inclusive. 



(y) Effect of a Cltange J/ in the Length of the Span. 

An inspection of the general equations /(87), /(88), and 
^(89) shows that — y follows the same law as + //°. Hence 

/f = 7^ ^l (including axial stress) fiilQT) 



and 



//, = — ^77i^'> [neglecting axial stresi) /(198) 

4v 
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also 

+ ^^/ /(I99) 

or, if the axial stress be neglected, 

M,= ^l^J/=:M, = %!/,/, /(200) 

where 

^ - * -r -^ ji— • 

The intermediate stresses can be found from (39) to (43) 
inclusive. 

{k) Effect of any Change in 0,, 0;, and the Relative Positions 

of the Supports in Elevation. 

From/(87) andX88), 

or, if the axial stress be neglected, 

^. = -^(^0«-^0.) A202) 

Froin/(88) and/(89), by substituting /(201), 
MX2D - I) = - ^-^i^c -/J0,) 
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If the efFect of the axial stress be neglected, 

2Ac 



and 



; = -^{-^' + 3^0.-^^/|; . /(204) 



^. = -^/{ + ^-3^0* + ^0.|. • /(205) 



(/) Uniform Loads, 

Using the same nomenclature as employed in discussing 
this case for the two-hinged arch, we have, from/(i43), 

/^^ =:|!^r^(lo-. iS^fe + e^fe") /(206) 

>** 

From /( 147), 

M, = ~^^[^{i-2k + k') /(207) 

From /( 148), 



From /( 1 50), 

r. = ^ [>K2 - z/P -r *•) /(209) 

From (41), 

a" 
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(f«) Uniform Load Over AIL 

Here >&" = o and it' = i or x/L 
From /(206), 

From /(207), 

J/, = o /(212) 

From /(208), 

-fl/,= o. /(213) 

From /(209), 

I^. = Y. /(214) 



From /(2 10), 






CHAPTER IV. 



CIRCULAR ARCHES HAVING ^ = A CONSTANT. 



GENERAL RELATIONS. 




Let 



A = — „- = a constant ; 



6 



m = 



FR' 
k!=R-f. 



. <^(S9) 



<r(6o) 

^(6i) 



Then from the equation of the circle 

;r = ^ — i? sin = J?(sin 0, - 
y =. R cos <t>— kf = R{cos (f> 



sin <f>); . 
- cos <f>,); 



c{62) 

c{64) 
46$) 



88 
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sin0="^^^-^, cos0=— i^; .... d^) 



^"^ c{67) 



From (</), for any point x 



j0=j0.+ r^ ^(68) 



ds 
since -rT=-R, ds=-Rd<t>', ^(69) 



dfi> 
hence 



f^^-if"^^ ■ 



. . c{7o) 



But from (41), 



X * 



M, = Mi+ V,x -H,y- 2P{x -a) + 2Q{ y-b). (41) 
Therefore 

The several integrals have the following forms : 
rM/i<f>=^rM,d<t> = M,i<t>-<t>.y' <72) 

Cv,xd<t> =J*V,R{€va. <p, - sin <l>)d(l> 

= FLr(0 - 0.) + f',^ (^73) 
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- fjH^yd<t> =J^H^R cos 0. </0 -J*H,R cos <t>d<t> 



<7A> 



r^P{x - ay<p =J^2P( g- Rsin<t>- a)d<t> 



= 2I\g - a)(0 - «) + 2P{y - 6); c{7S} 
j("lj2( y - b)d<t> = f*2QR(cos <f> — cos a)</0 

= -2Q{x-a-{a-<f>){6 + k')\. 476} 
Substituting the above values in ^(71) and ^(68), 



J0 = J0. + ^ 



+ 2P(y -b)- 2P{g - a)ia - 0) 
[ + ^Q{x -a)- 2Q{b + kf){a - 0) J 



<77> 



From (a), 



^-=-py^<f>-¥pt^dx-£^^ 



dx. . . (a) 



After substituting the value of J0 from c(y7) in (a), the 
following integrals will aid in the reduction of the term 



f^'dy^<t>: 



jr^(0o — 0)^ = ^^y +J^ R4> sin <l>d<t> 

/ H^xdy = / //■,-R*(sin 0, — sin 0)sin 0^0 
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Therefore 



i 

r^P(g - «)(« — 4>)dy = —J^^^g - «)«^ sin ^0 

^f*^P{^ - a)(f>R sin 0</0 

= M^- a){{a- <f>){y + >fe') -(«-«){;. f(8o> 

= / 2QR^{i\VL^ 0— sin a sin <p— cos or sin 0+« cos a sin 0)^0 



= :^^<2 



■ \R'{<l>-a)-^{g-x){k'+y)+^{g-a){k'+b) 
■\-{k'+y)\{g-a)+{<p-cc){k'+b)\-{g-x){^k'-\-b) 



.<8i) 



Integration of / ■^'- 



/ 



iV. 



Jo ^^' Jo ^ sin0 



But R = — -^; hence we have, after substituting the value of 

as 

N^ as given by (42), 
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But from (39) and (40), 

and 

F, = F, - i/>; 

hence the second member of ^82) becomes 
where 

^X'ig - ^y^ = ^'[g^ - ^) <83) 

- H,£{h!-\-y)dx = H,J^^R'{cos' <t>)d<t> 

= i/T. {ie'(0. - 0) + >&';r - ^ + ;ry f £(84) 

-£'2Q{k'+y)dx =J^2QR' cos* flW0 

= i±(3{^(0 -«) + (/&' +y%g - X) - (s: - aXk' -\- b)\ <8s) 
-fJSPig - x)dx =J^2PB? sin cos 0^0 

= j2/'{(;tr-«)(a + jr) + 2^(a-x){ ^86) 



CIRCULAR ARCHES. 



93 



Therefore («) becomes 
Ax = efx — yA<t>^ 



2 
A 



- ^H.ixy J^k'x+gy- J?(^. - 0), 
-{y-i')^P(^-a){a-<p)+^P{^-a)ix^a) 

+ ^e[i^(0 - «) - iu - ^)(^ + J') 

+ (0 - «)(>fe' + *) } _ (^ _ 4r)(^' + *)] 



w 



F.;r(2^-;r) +iy.{;ry + k'x-gy + /e'(0. 
+ ^01^(0 - «) + (>^ + J')(^ - *) 



-0){ 



<87) 



From (6), 



Ay 



-I 



A<pdx + 



/"°* / 



-^rf»'. . f(88) 



The following integrals are employed in reducing ^(88): 



jr'(0. - <l>)dx = - \g{it>. - 0) - x{<t>, -4>)-y\\ <89) 



y"j,<^ = - i{ - ;rj/ + /f^r +gy - ie'(0. - 0) j; . «r(90) 
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£kl\y-b)dx 



£ ^F\g - d){a - 4i)dx =. 

£2Q{x - a)dx - X'sQia - <t>){b + f^)dx 



= 2Q 



- i\{x - a){,2g - X - a)\ 

- (^k' + b)\y+b + <PU- X) - a(g- 
^ a{i' ^ b){U - X) - {g - a)\ 



-a)] 



493) 



or 



^Q { i{x - «)• + {^+m(g- ^)(« - <P)-{y + b)\\ <94) 



£> 



^y=-x\Jo ( ^'^ ^'"' <Pd<p+HJi> sin cos 9W0) [ , 



in which the following integrals occur after substituting the 
values of F, and //^ from (39) and (40): 

jT F.^ sin* <pd</> = ^\xy + k'x -gy- ie'(0. _ 0) J ; ^(95) 
X^^.^ sin cos <t>d<t>=- -:r\x{2g - x)\; .... ^(96) 
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J^^PR* sm <pd<i> = 



= i2P\R'{(l> -a)-^kf(x-a)-g(y-ff) + xy- ab\; cigy) 



Jj2QR} sin cos <t>d^ = 



=:-i2Q{{x-a)[2^-a-x]\ 



c(g») 



Using the above integrals, ^(88) become 



+^ 



-iF.jjry - i'x -gy^R'{<t,^ - 0)\ 
-^2P\ (x - a)[6 + k'] + (jy - l>)i^ - X) 

+^Gi4u - «)• + (^ + m^ - ^)(« - 0) 
-(J'+^)]} 






V,\xy + krx- gy- /e'(0. - 0) { -H,x(2g-x) 

+ ^^Ki— ^)(^' +y)- {g - aW+b) 

J^ 2Q\{x - a)[2g - a - x^\ 



• ^^99) 



Equations ^(77), ^(87), and ^(99) are perfectly general for 
•circular arches, and can be applied for any loading, either ver- 
tical or horizontal. The equations also enable us to consider 
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arches which are not symmetrical. The equations for sym- 
metrical arches are considerably more simple. 



SYMMETRICAL CIRCULAR ARCHES. 

For this case we have g = J/, and for ;r = /, ^ = ^r = O, and 

= 0i = — 00- 

c^J^) now becomes, remembering that 
F. = l{vl/. - J/, + (H,c = o) + ^I\l -«)+i(2(+*){, ^(ioo> 



^<t>i = '^<P. + 2 



{M, + M,)<p. - HXl - 2k'<l>.) 
- iip) 2b - 2aa - l{<j>, - a) } 
+ ^Q\l -a- *a-^'(a+0.)| 



. ((lOl) 



From ^lOi), 



M, + M,= (^0, - J0.) 



20. 



+ S 



Hll - 2k'<f>,) + i2P\ 2b - 2aa - 7(0, - a)| 
- igj/ -a-ba- k\a + 0.)} 



From <<87) we have, when jr = /, 



<4 



34 



(iJ/. + Miil - 2>6'0.) 

-iy.(4>6"0.-3>&'^+2i?'0.) 
+ 2P\a{l-a-2ka)-k'{i^,-la-2b)\ 

- ^<3!(/e' + 2>^'X0. + «) + i*(2« - /) 

-SiV-a) + 2bi'a\ 

Hikl + 2^0.) + ^Pa{l - a) 

-{.2Q{ -I?'{<l>,+a)-li'-ibi+a(k'+b) \ 



4l02) 



. <i03> 
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from which 



M, + M,= 



I — 2^0, 



(J/ - et'l) 



I - 2e<t>, 



+ 



m 



I — 2k' ip^ 



J[-:kp\a{l-a-2ka)- ^(/0,-/a-2*)} 
_ 2Q\{K' + 2ife")(0. + a) +i b{2a - l) 
- ik{l - a) + 2bk'a\ 

Hik'l-\-2R*<t>,) 
+ kPa{l - fl) 



. ^104) 



From ^(99), 



/ic = 



l^4>,+2 



m 



- i2P| b{l + 2d) + (/ - 2a)(a/ + df) 
- 0./' - 2aie'{ 

+ iei(/- «)'-(>^+ W«+^.)+2*]} 
(1/. - JJ/,)(«' - ^) 

+ \2P\{1 - 2a){b + d)-2aR}\ 
^ 2Q{a{l - a) - b{,kf - d)\ 



, ciios) 



where 



d = 



2B}^ 



£(1050) 
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SYMMETRICAL CIRCULAR ARCHES WITH A HINGE AT EACH 

SUPPORT. 




Fig. 31. 

In Fig. 31 let ABA' represent a symmetrical circular arch 
having a hinge at A and A' : then there can be no bending- 
moments at these points; hence Af, and M^ are zero, and the 
resultants R^ and R^ will pass through the hinges. 

As in the case of parabolic arches, we will consider each 
class of loading, etc., separately. 



{a) Vertical Loads ^ ivith the Effect of N^ neglected. 

Assuming that /remains constant, i^/ = o; and by remem- 
bering that M^ and M^ are zero, and also that all terms con- 
taining Q and m do not appear, we have, from ^87}, 



_ 2P\a{l -a- 2k' a) - kV<t>, - la-2b)\ . 
•~ 4^*0. + 2/e*0. - ik'l ' ^^'°^^ 

or, since a = i?(sin 0, — sin a), 

b = i?(cos a — cos 0,), k' = R cos 0,, and 7=2/? sin 0,. 
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^(io6) becomes 

I (sin* 0,— sin' a) — 2a cos 0,(sin 0,-- sin ot) \ 
- 2 COS 0.[y - «) sin + cos 0.- cos a] 
20. cos' 00-3 sin 0, cos 0, + 0. ) ^ "^ 



or 



i{sin* 00 — sin* or; 
^^^p\ + cos 0,(cos or +Qr sin or-cos 0.-0. sin 0,) . 
■ ' 20. cos* 00 — 3 sin 0. cos 0+0 ^ ^ ^ 



or 



^. = ^^ ^(109) 



The values of -g- are given in Table XVII 

Since all loads are vertical, H^ and H^ will be equal in 
magnitude. 
From (47), 

V.^^P^-^ <ilo) 

or 

r = ^p(i->t), <iii) 

where k = a/L 

^iio) can also be written 

F.=i^ ^'"^'+;"" . .... <ii2) 

* 2 sm 0. ^ '^ 

Having determined the values of //, and F,, the stresses 
in the arch can be found by graphics or by means of equations 
(39) to (48). 

From (50), for a single load, 

^0 — JY^ > • • 4113) 
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or 



y.--AK^-k)i. ^<ii4) 



By means of ^114) the curve DE in Fig. 31 can be located 
and the stresses in the arch found graphically. 

The values of A/B can be found from Table XVII, and of 
k{l ^ k) from Table V. 

Change of Shape due to the Action of Vertical Loads 

{Nj, neglected). 

The values of -^0, Ax, and Ay can be determined from 
c{77)j ^87), and ^(99) by remembering that all terms contain- 
ing Q and m disappear, that M^ and M^ are zero, that g = ily 
and that the values of If^ and F, are to be found from ^109) 
and c{iii). 

{b) Vertical Loads^ Effect of the Axial Stress included.* 
From ^(87), 

_ f :kp{a{l - a - 2k' a) - >&'(/0. - /« - 2b)\ 



or 



or 



4>fe"0. + 2i?*0. - ikfl + m{2R^(p, + kf[) 



* 2^ + 2w(0e + sin0„cos0,) ^ 



tn 
I — ^(s»n* 00 — sin* a) 

^. = f? <"7) 



+ ;^(0o + sin0,cos0,) 



See Appendix C. 
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in which ^ is to be found from ^(109) and 

A = ^sin* 05 — sin' a) 

+COS 0o(cos of+a sin a— cos 0,-0, sin 0,), 

B = 20, cos' 0,-3 sin 0, cos 0, + 0^. 

Since the value of B is constant for any particular arch, 
the values of A can be very easily found from Table XVII by 
multiplying the tabular quantities by B. 

The denominator of ^(117) is constant for any particular 
arch, and hence the value of H^ can be found with but little 
labon 

The value of V^ can be found from ^(ili). 

From (50), 

V 
y.^j^^^ <ii8) 

where F, and H^ are to be found from ^m) and ^(117) re- 
spectively. 

For practical purposes it will be sufficient to compute but 
a few values of y^, and then dra^v the curve DE, Fig. 31, by 
means of a curved ruler. 

The change in shape of the arch can be found by means of 
c{77\ <87), and ^99). 

{c) Horizontal Loads (iV^ neglected). 
From ^(87), 

^ ( (/? + 2,&-)(0, + a^) + ^*(2a - /) J 

//; = - -^(2 ] - ik\l -d) + 2bk'a I ^119) 

( 2(0, — 3 sin 0, cos 0, + 2 0, cos' 0,) ) 

or 

!a — sin a cos a \ 

J J -- 2 co s 0„(si n or — Of cos a) V. ^^120) 
0,-3 sin 0„ cos 0^ + 2 0, cos' 0^ ) 
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The values of 0, "" 3 sin <t>^ cos 0, -j- 20, cos* 0, are given 
in Table XVIII; of a — sin a cos a and sin a — a cos a, in 
Table XIX. 

From (47), 

rr v-iO^ 4inCOS or — COS 0, / \ 

/ 2 Sin 0, 

r. = - r, <i22) 

Having the values of V^ and If^ , the stresses can be found 
graphically or by equations (39) to (48). 

As in case of the parabolic arch, we can locate the locus of 
the points of intersection of R^ and /?, by means of the formula 

^ 1 

Substituting the values of H^ and F, from ^(120) and ^121) 
for a single load, we have 

!« — sin Of cos a \ 

^ - 2 cos 0,(sin g - g cos g) [,^123) 

0.-3 sin 00 cos 00 + 2 0, cos* 0, ) 

which is easily evaluated by means of Tables XVIII and XIX. 
The change in shape can be determined from c(jy\ ^87), and 

^99)- 

(^/) Horizontal Loads, including Effect of Axial Stress, 
I From ^:(i03), 

I r (R* + 2>&'*)(0o+«)+i*(2^-/)-3*'(/-^) 

j ] +2bk'a 

rr _ 4^ I +m\R\<l>.+a)+lk'+\bl^a{b+k') , , 

I ^' " ^ 4>&'* 0. + 2^0. - zk'l+ fn{2R*(t>. + k'l) ^ ^^ 

or 

I f 00 — 3 sin 00 cos 0. + 20, cos" 0o + ^ 



— sin a cos a — 2 cos 0o(sin a — a cos a) 
_ 4^ I +^{0,+sin0oCOs0o-fa+singcosQrt ; , . 
^'- ^^2(0, -3 sin 00 cos 00+ 200 cos* 0.) ' ^ ^^ 



+ 2»«{0, + sin 00 cos 0o) 



CIRCULAR ARCHES. IO3 

which can be quickly evaluated by means of Tables XVIII 
and XIX. 

2 Sin 0, ^ ' 



and 



^. = p'* ^(127) 



in which H^ and F, are to be found from ^125) and ^(126). 

The change in shape can be determined from c{jT), ^(87), 
and ^(99). 

{e) Temperature. 
From ^(87) or ^103), 

H, = • ^ -r ; ' -ZT ? 7 : > ^128) 

i? 0, + 20, cos' 0,-3 sin 00 cos 0, 

+ ^(00 + sin 0, cos 0o) 

or, when the effect of the axial stress is neglected, 

_^/Msin 0, , 

^>-"^ "^ ^'^9) 

^128) and ^129) are quickly evaluated by the aid of Tables 
XVIII and XIX. 

(/) Change in Length of Span. 

From ^(87), 

— A 
• ^' ^ 2R'{B + m (0, + sin 0, cos 0.) )^^' ' ^^^o) 

or, if the effect of the axial stress is neglected. 

These equations are readily evaluated by the aid of Tables 
XVIII and XIX. 
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(g) Sinking of a Support, 

In case one of the supports changes its elevation after the 
arch is in place a slight change in the stresses may result from 
the change in span, but this usually will be too small to be of 
any practical importance. 

SYMMETRICAL CIRCULAR ARCH WITHOUT HINGES. 

{a) Vertical Loads {N^ neglected). 
Equating ^(102) and c{io^ and solving for /^,, we have 

H = ^^^^^^ " ^^^ "" ^^)(^" " ^^ " ^^'^°^ c(i^2) 

' 2/{Jb'q>, + d(f> — I) , . . . V J ; 

which reduces to 

^ j 2 sin 0o[cos a -{- asln a] j 

ff^ = i^P< - sin 0, [2 cos 0, + 0, sin 0j — 0, sin' a ^^^133) 
[ 00* + 00 sin 00 cos 00 — 2 sin' 0. 

which is easily evaluated by the aid of Tables XX, XXI, and 
XXII. 

Substituting ^(102) in ^(105), and then solving for J/,, we 
have 

J/ R 
Ml = — ^ — (sin 00 — 00 cos 0o) 

r 

SPR ( 

+ ,. -— \ sin a:0o(cos a sin 0^ — cos 0o sin 0o — 0^^ 

20o(sin 00 cos 00 — 0o) ( w -•-» T-w 

+ a0osin0o+(sin0ocos0o — 0o)[cosa+«sina: — cos0o— 0osin0o] [.£(134) 

By the aid of Tables XIX, XXIII, and XXIV ^134) can 
be quickly evaluated. 

The value of M^ can be found from ^(134) by assuming the 
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load applied at a point on the arch, so that {a) in ^(134) will 
become (/ — d). 
From (47), 

where k =- y 

Having determined the values of H^yM^^ and F;, the stresses 
can be found graphically, or by equations (39) to (41). 

The ordinates fixing the locations of the resultants R^ and 
R^ for any particular load can be found from the following 
equations. 

From (50), (51), and (52), 

y. = ^L+Jl'. ...... (SO) 

r, = ^_ • (SO 

and 

^•=1- (5^) 

From (51) and (52) we obtain, by substituting the values 
of M^ and A/,, and remembering that H^ = //, in magnitude, 

sm 0, cos 0,-00 f +sm 0,(cos a sin a -{-a )H^ 

and 

2R 

y^+y^=: —(sin 0, — 0, cos 0.) 

P R 

+ T-}cos a+a sin a — cos 0, — 0, sin <l>.\jf ^(i37) 

From ^(136) and ^(137), 
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yx = x(s»" ^0 - ^0 cos 0o) 

00 



H- 



+ 



^\<4>^ -r <Po sin ^0 cos ^o — i 

-,sin.0.) { [sin 0. cos 0.-0.][_, ^^7 + ^:1%.] L 

I -\-<f>9 sin 0o(cos a sin a-|-a)— sin a{0o cos 0« sin 0o+0o') f I 

00(sin 0» cos 00 — 0o)| 2 sin 0o[cos <r-|- ^ sin a] 

- sin 0tf[2 cos 0f -|- 00 sin 0j — 0o sin' a| 

By the aid of Tables XX, XXII, XXIII, and XXIV ^138) 
can be readily evaluated. 

Evidently ^, can be obtained from (138) by making {a) 
equal (/ — a). 

From (50), 

, sin 0,— sin a, \ i -P sin a(sin 0.— sin a) „ /,^^x 
^•=^'+ 2;in0. <^'-^->+^. 2sin0. -^- ^('39) 

77/^ change in shape can be found from <:(77), <^87), and 

<99)- 

(i) Horizontal Loads (N^ neglected). 

From <:(i02) and <^(i04), 

2/(/ _ a _ «(^ + ;6') ) + 0,(^/ _ 2a(* + k') ) 
- 20./e'(0. + a) 



or 



^. = + 



^^(2 



0Q(sin a cos a — a) 



^(140) 



. _j_ + 2 sin 0, (sin a - « cos a) y , . 

2 sin' 0, — 0, sin 0, cos 0, — 0. ) ^ ^ 



which can be easily evaluated by means of Tables XIX and 
XX. 

Substituting ^102) in ^^105), and eliminating M^ between 
^102) and ^105), we have 



^^■=^-C4-^') 



+ 



^Q 



2{k' - d) 



!«• _ al+ ibk' - bd-\- 2S'] 



2Q 



--^y-a-da- k\a -\- 0.)} • • • ^(142) 
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or 

H R 

M, = —[-{sin 0, — 0, cos 0,} 

/ 

^j ^QR J (cosar— cos0j(sin 0, cos 0,— 0o+2 cos^) \ 

* 2(sin 0,cos 0,— 0o) I — sin 0o(sin' 0o — sin' oc) \ 

2 OR 
^{sin 0, — 0, cos 0, -}-sin a — acos a|, . . . ^143) 

20. 

which can be evaluated by the aid of Tables XIX and XXIII. 

The magnitudes of //, and M^ can be found from ^(141) and 
^143) by making {a) equal (/ — a). 

From (47), 

F, = I(J/. - ilf; + i(2*) <I44) 

Having the values of H^y H^, F, , V^^ M^, and M^^ the 
reactions R^ and /?, are completely determined, and the stresses 
can be found graphically or by equations (39) to (41). 

The change in shape can be found from c(^y7\ ^87), and 

^99)- 



(r) Effect of a CItange in Temperature ^ Length of Span ^ the 

Angle 0, , etc. 

From r(i02) and ^(104), 

„ 2^0o(/^/^ - J/) + A{1 - 2>&>,)(J0, ^ J0,) 
^' = ^A>fe'0. + 00^-0 ^ "^^ 

or 

_ 2^0,(/^/^ ^ J/) + ^(/ - 2>&0o)(J0, - J0o) 

^>"" 4/f(0.« + 0. sin 0, COS 0. - 2 sin* 0.) ' ""^'"^^^ 

where the value of the parenthesis in the denominator can be 
obtained from Table XX. 
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From ^(102) and ^'^S), 



+ :^[0-(FZ^)K'^.-*' + ^)(^0. + ^0;)-20.J^} <I47) 



or 



H R 

M, = -;7-(sin 0, - 0, cos 0.) + 



^ sin 0, 



4^0,(sin 0, cos 0, — 0,) 



( ^(20, sin 0, — sin 0^ cos 0^ + 0,) 



(J0.4.J0,)-20.J.:|, <I48) 



( sin 0„ 

which can be evaluated by the aid of Table XIX. 
From (47), 



V. = j{M, - M^ 



<I49) 



The stresses can be now found from (39) to (4.1). 

The change in shape can be found from c(^^^\ ^87), and 

<99)- 

(^/) Effect of the Axial Stress, 

In order to economize space, the expressions for H^ and M^ 
will be given which are perfectly general, applying to cases of 
vertical loads, horizontal loads, change in temperature, etc. 

From 4102) and ^{104), 

+ 2I\2bl- l{l- 2a){<p, -a)- 2a'<f>,) 

4. 2Q i 2/('- a-a{d + i)) + 0.(/<J - 2«(3 + k)) ) 
I - 2<P,R'{<f>, + a) ) 

+ 2m<p^2Pa{l — a) 



- 2m<t>^^Q\ -R'(<p.-^a)-k/- \bl + a{b + k) } 
+ 2A<b,{,Uf - J/)+A{l- 2i<p,){J4>, - ^0.) 



2i(k<f>, ■T<l>„d-l)- ml{k - d)<p. 



f(i50) 
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The terms containing m show the effect of the axial stress. 
From ^(102) and ^(105), 

(20. ) 40.(1 +'«)(^-<') 

+ 2R'a<f>, + (y{r _ ,/)(i + ,«)(2^ _ 2aa — /0, + /a) 

- »«[0.(/ - 2aX* + «) - 2a0.^] } 

- 5^^'^f' -«-*«- >K«+ 0.)} 



/« 



+ ^0x/:r^) ' ('**• ~ -^ + '^)(^0.+ ^0«) - 2<P,Jc!. c{isi) 

The terms containing m show the effect of the axial stress. 

By the application of ^(150), ^(151), and (47) the stresses in 
any symmetrical circular arch without hinges can be completely 
determined by the ordinary methods of graphics. 



CHAPTER V. 

SYMMETRICAL ARCHES HAVING A VARIABLE MOMENT 

OF INERTIA. 

The treatment of symmetrical arches can be considerably 
simplified by the methods we are about to introduce. The 
following equations for //, and M^ can be applied to any sym- 
metrical ^rch when the axis is a curve which can be expressed 
by a linear equation. We will first consider the case where 
the arch has no hinges. 




Fig. 32. 



SYMMETRICAL ARCH WITHOUT HINGES. 



Value of M^. — From (d)-, (a), and (3), 



J0= J0O + 






£iS9) 



JX =- JJ0.-.-P. 



-i rf>^+ "°/^ - i/^"^-^**) 



J, = . j„. + ^ /f -* + "'pj' -if 



-fdy. ^61) 



no 
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Assume a single load placed at any point upon the arch; 
then, since the arch is fixed at the ends and symmetrical, J0^ 
= J0,, J/= o, and J^ = o. If jt = /, ^59), ^(60), and ^(61) 
become, neglecting temperature for the present, 

I C'M, ^ I rN,_, 



and 



Now, from (41), 

M, = M,^V,x^K, ^65) 

where 

K^^H,y-I\x--d)^Q(y^b)x>a. . ^66) 

Substituting ^(65) in ^62) and ^64), we have 

mJ ^+v, +/ =0 ^67) 



and 



M ^-^ V. TT+i ^-7, r/"-"- ■rt«" 



From (47), 



where 



r.=^^-^'+^ ^69) 



5 = />(,_^)4.^ ^70) 
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Substituting the value of V^ in ^67) and ^68), and elimi- 
nating J/,, we have 



M.^ 



1/ 



Kxdi 






f-ds r^ds_( rxds\ 



>£K7i) 



in which 



K 



- H,y - P{x - a) + Q{y - b), x>a. 

F, sin + //, cos 

F, — /*, x'> a. From (40) .... 
H^ — Q. x> a. From (39) .... 



^66) 

(42) 

^72) 

^-(73) 



Then in ^71) we have two unknown quantities, -^j and V^,, 
But V^ occurs in N^ only, which contains the effect of the axial 
stress ; hence for the common method of arch treatment we 
can neglect the term containing N^. A method will be given, 
however, which will enable us to very nearly obtain the actual 
effect of the axial stress. 

Value of H^. — The value of H^ can be found as follows: 




Fig. 33. 

Assume the arch free to slide longitudinally upon the sup- 
ports, and that two equal and symmetrical loads are applied ; 
also assume that there are equal and symmetrical moments 
Hz applied at the supports; then J0; = Aif>^ the same as if 
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the arch were fixed at the ends, since our loading is symmetri- 
cal. From ^62) we have 

I 



J 






^ X 

But from (41), 

M^^M, + K\ g{7S) 

where 

K' = V,x - ±P{x -a) + iay - *). . . ^76) 

« 

Hj/ being zero, since the arch is free to slide upon the sup- 
ports. 

Substituting ^75) in ^74), 



or 



The change in length of the span due to the action of our 
loading can be found by the aid of ^63). Let //7 be the 
change in the length of the span ; then 

Substituting the value of M^ from ^78), . 



fK'ds 






^'dx, g{io) 
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where 

AT' = V,x - '2F(x - «) + icCc - «); . . ^6) 

K.=ifi^l+iS?; ^8.) 

iV;, = J7, sin <!>-{- H^ cos ; (42) 

I^x=F. -iP,;r^ a; (40) 

^, = 7/.-i0=-ie = o (39) 

All of which are known quantities ; hence the value of J7 
can be accurately determined from ^80) for any symmetrical 
loading. 




^^^ 



Fig. 34. 

Now suppose the arch unloaded and free to slide as before, 
and let two equal and symmetrical moments Q'z be applied at 
the supports ; then J0; = J0o> ^^^ we have from g{62) 



I 



'MJs 



e. 



= 0. 



But 
hence 



M^^Q'{s+y); 



HMJs _ Q,^ r'ds _^ Q, Hyds _ 
Jo ^' Jo ^' Jo ^' 



g{i2) 
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or 



z = 



r'lU 

Jo '' 



^83) 



The corresponding change in the length of the span is 
given by ^63), or 

^"'=-i-i'f-^-z/f'" ^""^ 

where M^ = Q\z -f j/) and iV, = + //, cos = + (J' cos 0; 
hence 

Substituting ^83) in ^85), 

Let o, be the horizontal thrust at the support necessary to 
•cause a cnange in the length of the span of ^7; then we have 

J"/:J7::(2':^.= G'j^^. 

Therefore 

PK'ds 

f'K'yds HnJx J^-WT r^ a. 



Ii6 



A TREATISE ON ARCHES. 



where 



K' = V,x - 2P{x-a) + 2Q(j> - b) ; 






2P{1 — a) + :^Qb 
I 

Vjf sin -l" H^ cos ; 
V,-2P, x^a-, 
H,-2Q, x=a. 

(a) Vertical Loads only. 



For two equal 
and symmet- 
rical loads. 



If the loads are vertical, 



K' = 






V,x - 2P{x - a) 

Px - 2P(^x - a) ; 
i/^i -k)=P; 

V,-2P=P- 2P; 

X 

F, sin — 2P sin 
Psin - J/^sin 0. 



For two equal 

and symmetrical 

vertical loads, 



X zr a. 



J 



Since our loads are equal and symmetrically placed, and 
AT' is the moment at any point x, considering the arch as an 
unconfined girder, the value of K* due to one load will have a 
corresponding equal value due to the other load. Then, since 

there are symmetrical values of -— , the value of / K'y-^ for 

one load must be equal to that for the other load. 
Therefore for a single vertical load we have 



K' =zP{i-- k)x - [P{x - a) when x > a] 
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and 



N^ = /(i — k) sin — [P sin when 4: > <i\. 



For X = 
K' 

For ;r - 



o to ;r = ^, 
= /^i — i6)4: and iV, = /^i - k) sin 0. . ^(88) 
: rt to ;r = /, 
= Pk{l-x) and iV, = - /% sin ; . . ^89) 



and we have 



p\ 



H,= 



(I - k) r^ + >& filnj^jy^ 

+ (I — ^) / -^ sin — ^ / -f sin 



+ 



«/0 C7jg t/o /*jc 






^90) 



From ^90), the horizontal thrust due to any vertical load 
can be found when the relation between x and ^ is known. 
The equation applies equally well to the parabolic, circular, or 
elliptic arch. 



(b) Horizontal Ij>ads only. 



Here we have 



and 



F. = 0, 

X 

iV^ = — 2Q cos 0. 



For two equal and sym- 
metrical horizontal 
loads, X > a. 



Il8 
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For ;r = O to ;r = ^,, 
A'' = o and iV, = O 



for JT = ^j to 4r = ^,, 

^' = - (3(j/ - *) and iV, = - C cos 0; 

for ;r = tf, to ;r = /, 

AT' = o and N^-^o. . . 

Let H^ = the thrust due to the load on the left ; 

H^ = the thrust due to the right load. 
Then 

but H, + H, = %\ 

hence 2//, = %+ Q 
or 

^. = i^. + 4<2 

Therefore 



^(90 



^92) 



^93> 



^94) 



r 



^. = 4 



«/o ^x «/o ^* 






e+ 






~o: [ 



D 



J 



or 



^. = ¥ 



2 



/' ^^—n — -yds "- I ^ cos 
C7^ fA_ C7^ 



/ 



'1 {y — (^y^ 



^. 



■yds 



I — 









s. 






"x 



^95) 



H, = Q-H, 



^96) 
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^95) is general, and can be applied to parabolic, circular, 
and elliptic arches with equal facility. 

{c) MomentSy Vertical Loads only. 
In g{y\\ for a single vertical load, 

A', = - Hj - P{x -a) x = a, 
and 

J^^ = Kj sin — P sin <p -{- H^ cos 0, ^^a^ 

where //, can be found from £{go). 

There remains then only the term F, sin 0, which is as yet 
unknown. In case there are equal and symmetrical loads F, 
becomes known, as it is equal to one half the total loading. 

If, however, the loading is not symmetrical, the values of 
Jf, and M^ can be computed with the term F, sin neglected, 
and the corresponding value of V^ found from (47), and then a 
second calculation made ^nd this value introduced. Generally 
the value of the expression containing F, is very small, and is 
omitted entirely by nearly all American authors. 

Neglecting the term containing F, , for jr = o to ;r = ^, 

K=-H,y ^(97) 

and 

N^ — H^ cos (approximately); <^98) 

for X :=! a to X ^ I, 

K^^Hj-Pix^a) ^(99) 

and 

N^ = H^ cos — jPsin (approximately). . ^100) 

Therefore ^(71) becomes 

'xyds [^xds^_ rP(r^-.n\— C—^ 



M,= 



+ 



+ 






r^ r^ - ( f 



xds 

J. 



■.^(loi) 
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where the value of H^ is to be found from ^90). 

The value of M^ can be found from ^loi) by replacing a 

by (/ -^ a). 

{d) Moments^ Horizontal Loads only. 
In the case of horizontal loads only, 

K=^-Hj + ±Q{y - b\ x^a. 
Nx = F, sin (p-^- H^ cos — 2Q cos 0. x^a. 



Then for ;r = o to 4r = a, 



K^^Hj 



^102) 



and 



Nx = //j cos (approximately); ^103) 



for ;r = ^ to ;r = /, 



K^^Hj^Q{y-b) 



^104) 



and 



Nj, = //, cos — (2 cos (approximately). . ^105) 



Therefore ^(71) becomes 



'--■/^/"+/«-""r* 



<9. 



xds 

17 






^106) 



where H^ is to be found from g{gi). 
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The value of M^ can be found from ^io6) by replacing a 
l)y (/ - a). 

{e) Effect of a Cliange in Temperature. 
Assuming that the span does not change in length, 

ef f dx ^ et'^l^O', ^107) 

or, if the arch is free to slide upon the supports, 

efl^A'l. ^108) 

Let Ht be the horizontal thrust necessary to cause a change 
in the length of the span of A'l\ then, referring to ^86), 

A-h.A'hxQ'.H.^—Q . . . ^109) 



or 



-f^i = , ^, , . . ^I 10) 



/yds , r^dx 



From ^83), 



^lyds 






^» 



But M^ = HtZ\ 
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hence 



yds 



M.^'-EeiV 



r^yds 

X 



■ (/f)' 






Jn J, 



•<f("2> 



ds 






SYMMETRICAL ARCH WITH A HINGE AT EACH SUPPORT. 

In this case we have no moments at the points of support. 
Assume that the arch is free to slide upon the supports ; 
then, from ^(63), 




Fig. 35. 



Let Q be any horizontal load at the hinges ; then 



and 



M^^Qy ^Ii4> 



iV^ = //, cos = (2' cos 0. ^i I S> 



Then ^113) becomes 
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Now suppose the horizontal loads Q' removed and two 
equal and symmetrical vertical loads applied to the arch ; then 




Fig. 36. 



'"'=--BXT>''--EX'iV- •^■■') 



and 
hence 



M^ = V,x - :^P{x - a) 



V, = 2P{i- k); 



M, = 2P{i - i)x - 2l\x -a). . . . g{i 18) 
N^ = V^ sin + //, cos <p = V^ sin <f> 

But F, = V, — 2P; therefore 

N^ = 2P{i - k) sin - 2P sin 0. . . ^i 19) 
Then for ;r = o to ar = a, 



M, = 2I\i - k)x 



and 



^120) 



jy. = 2/1(1 - >&) sin 0; g{\2\\ 
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for X '=• a^\.o X => ^„ 

M,-kp{\--k)x-- F\x--a:) .... ^122) 
and 

iV;, = ^/'(l — -*) sin — Psin 0; . . . ^123) 
for X =■ a^\.o X ■=. ly 

M, = il\i - k)x - 2I\x - ^) . . . . ^124) 
and 

/ X 

Nj, = 2P(i '-' i) sin <p — 2Psin (p.. . . ^(125) 

Evidently the change in the length of the span due to the 
left load will equal that due to the right load ; hence we have, 
for 4r = O to ;r = ^, 

M, = P{i--k)x ^126) 

and 

^* =^i -^)sin0; ^127) 

for X = a to ;r = /, 

M, = P{i ^k)X'-P(x-^d) . . . . ^128) 
and 

Njc =-• /^i — >fe sin — P sin 0. . . . ^129) 

Therefore ^(117) becomes 
A"l_^P f \i - k)xyds P_ __ f \m <f>dx 

p r\x--a)yds , P rs\r\(l>dx 
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Let ^, represent the horizontal thrust necessary to cause 
a change in the length of the span of A'^l\ then 

A'l:A"l::Q:% = ~Q; 

and we have, since for vertical loads the horizontal thrust is 
constant and H^ = J^, , 



•^-^M.'-^^f.TM 



H,= 



-1/'^! 



— a]vds 



L% ''" ^1 



+ / ^; s.n 






<f(i3i) 



cos 



From ^131) the horizontal thrust due to any vertical load 
can be found with comparatively little labor. 




Fig. 37. 

For two equal and symmetrical horizontal loads we have 
from (41). assuming the arch free to slide, 



but V, = o, 

hence 



^132) 
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N^ = V^ sin (t> -{- H^ cos <p = If ^ cos (p; 
but 



X 



hence 



N^ = - :^Qcos(f> ^133) 

Then for x = oto x =.a^ , and for x = a^ to x = /, 

M, = o ^134) 

and 

K=o; ^135) 

for X = a^ to X ■= a,, 

^/; = + c(j-*) ^136) 

and 

^* = - G cos 0. ^(137) 

Hence the corresponding change in the length of the span is 

.„, Q f''\y-ti)yds _,Q r'dx 



Then since 



^7:J'V;;j2':B, = ^e', 
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For a single load, //, = i^, + \Q. Hence 
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H,^Q 



r\y - b)yds f"\l 



ix 

- cos 



+ 

2 ' 2 






^140) 



J 



an equation quite simple in its application. 

* If the moment of inertia is assumed to vary according to 
the laws assumed by most writers upon the theory of arches, 
their equations can be very easily obtained from our general 
forms. 

For example, let the horizontal thrust //, for a single vertical 
load placed upon a parabolic arch having ?io hinges he required. 
Assuming cos 4> =^ A =^ a constant, and that the terms contain- 
ing the effect of the axial stress are neglected, and remembering 
that ds cos = dx, we have, from g{go), 

(I - k)f^yxdx + k£y{l - x)dx 

+ (,^k)f;xdx+k£{l-x)dx Y 

/ dx •^^ 



H, = 



f>'^ - 



('dx 



where, using the nomenclature employed in Chapter III, 

(I - k)fjyxdx = ~^/P{4i' - Zk'), 
k£(l - x)ydx = \fn{ I _ ei* + Syfe* - ik'). 



* For several examples illustrating the application of these general formulas 
to special cases, see Appendix E. 
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(I - k)rxdx = \rk\\ - k), 

kf\l - X)dx = i/'/6(l -2k + k') 

£/dx=^i. 



and we have 

_ i//X>& - 2>&' + >&«)- \fl\k - k') „ 

or 

H, = ^P¥{x-k)\ /(i43> 

which is the same as obtained by the method employed in 
Chapter III. (See equation /{143), page 71.) 

In a similar manner any of the equations usually employed 
can be quickly deduced from our general formulas, which have 
the advantage of being general to the extent that they can be 
employed for any arch when the relation between x and^ can 
be represented by a linear equation. 

Summation Formulas. 

In many cases it is preferable to replace the sign of integra- 
tion by that of summation. This is particularly true in arches 
where the moments of inertia do not change according to some 
law which permits of readily reducing the above equations to 
fit the particular case. As examples of such structures may 
be mentioned the Douro Arch and the Washington Bridge. 

The summation formulas are as follows : 
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(a) arch without hinges. 

Vertical Load only. 



*^jB a '^jF 



^- 






(4^)' 



« -X 



-^T h -^E^ cos — , . 



Horizontal Loaa only. 

a^ _ __± ^x a ^x ^ ^x ^WA'9\ 

(^x ^x ^0 ^x ' 
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/f.= 



2 



' ^y—b)y ^s_ *^ _ 



e 



-.^x 













I- 






tTjj ^x ' 



^ 

^x 



^.= 



Temperature, 
Eeei 



:s^ ^,- + :2? IT- cos ^ - 



<?« 



6^^ 



t7_ 



^- ^144) 



^0 ^, y 



ijf) ARCH WITH TWO HINGES (ONE AT EACH SUPPORT). 

Vertical Load only. 



/f. = — ^ 






+ ^' ^ sin I 






(?. 



^, 



i<H6> 



If.= Q 



Horizontal Load only. 

-, (y - b)yAs -, J;r 

^ ^ ~ -^ -TT- cos 



2^ 2 ' 



^jc 



, ' Ax 
+ 2 ^ cos 



• .?(M7) 



^. = T 



Temperature, 
Eefl 






. . . . ^(148) 



+ 2 ^ cos 
^, 
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ARCH WITH ONE HINGE AT THE CROWN. 

This type of arch is seldom, if ever, employed by American 
engineers. French and German engineers sometimes consider 
masonry arches having lead * or iron hinges at the skew-backs 
and the crown as one-hinge arches for moving loads. 

For this case we will neglect the effect of the axial stress as 
being of little importance in cases where this form of arch 
would be employed. 

Vertical Loads. 

Value of H^. — Let two equal and symmetrically placed loads 
be applied to the arch ; then -^0o = -^0'- 




Fio. 38 



From ^63) we have 



M^yds 



= 0, 



• • ^149) 



where 



M, = M,-\-V,x-%y-'2P{x-d). . ^150) 



When j: = — , J/^ = o, since there can be no bending- 
moment at the hinge ; hence 

M, = -V^-^%f^p[L-a). . . ^,51) 



See pages 229 and 230. 
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But since our loads are equal and symmetrically placed, 
V, = P, and 

M,^%f^Pa, - . ^152) 

Substituting this value in ^150) and then the value of M^ 
in ^149), we have 

ft A'-^^ft /■ A'* Pa r^'^' -^ P f'^'^ 
-J'2P^x-a)y± = o ^153) 



or 



% = 



P fix - a^-^ - pSPix - a) 

Jo ''* Jo 

Jfy^s _ f ("yds 
'- Va '' 



yds 



e 



M 



or 



'yds 



JC^xyds Hyc 

where tf, = / — ^ ,. 

Va/ue of F, and V^ for Vertical Loads. 
From /(61) we have 

^y = ;^y ^*^^ .... ^(155) 
/ 

which becomes, for ^ = -, 
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Let two equal and symmetrically placed loads be applied 
to the arch ; then V^ = P, and for our two loads we have, 
from (41), 

M^^M^ + Px^i^.y-'SPix^a). . . . ^(157) 
But 

M, = £i,/^Pa, ^(158) 

Hence 

^, = ^./- ^.J^ - Pa^ +^^ - 2P{x^a). ^(159) 

Then if J,/ be the vertical displacement of the crown due 
to the action of these two loads, 

For a single vertical load, 

M, = -V,i + I//+'^P{^-a) ^(,61) 

Therefore, 
M, =-V,i+r,x-\.ff,/-ff^-\-!iF{L-a)-2I\x-a). g(i62) 

If ^,/be the vertical displacement of the crown due to a 
single load, we have 
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Since the vertical deflection of the crown due to one of 
two equal and symmetrical loads must be one half that due to 
both loads, J,/= 2^,/. Equating these two values and 
solving for V^ , we obtain 

J pin pin pi/t 

L I xds^ I x'ds 

^c/o ^x %/0 ^x 



This equation is to be employed for all loads on the left of the 
crown. 

V, = P-V, 

These equations enable us to find the values of F, and V^ 
for all loads. 

Values of M^ and M^ for Vertical Loads, 

From (41), making ;r = - and solving for Af,, we have, for 

2 

a single load, 

M,^-V,i^HJ + F{i^^, , . ^165) 

in which the values of F, and /^, are given by ^164) and ^154). 

This equation gives the values of M^ for any load on the 
left of the crown. 

From (49), 

M.^M.+ VJ'-Pil-^a) ^(167) 
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HORIZONTAL LOADS. 



Value of H^ for a Single Horizontal Load, 




Fig. 39 

Let two equal and symmetrically placed horizontal loads 
act upon the arch ; then F, = O and (41) becomes 



i/,=7J/.-^j' + 2(2(:r-*). 



^168) 



If JT = -, then Mj, = o; hence 
2 



^. = ^y-(2(/-*) ^169) 



and 



M. = ^,/- %y - G(/ - *) + ^Q{y - b\ , ^170) 



From g{6s), 



fM/Jf = o. 



6. 



g{^7i) 



Substituting the value of M^ and solving for ^,, we have, 



(/ - i»f'f - p(y - - 



P) 



yds 
T. 



t/o 0„ «/o 6, 
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Value of F, far a SimgU HorixonUd Load, 

This case will be treated in a manner similar to that em- 
ployed for vertical loads. From g{\ 56), 






From (41)9 for two equal and symmetrical loads, 

M^^M,^%y + %Q(^y^b\ ^175) 

But 

^. = ^./-(2{/-*); ^176) 

hence 

Jf,= f-%y-Q{f'-b)^±Qf,y^b). ^177) 

The vertical displacement due to two equal and symmetrical 
loads is 



For a single load, 
Af, = HJ - H,y - Q{f-b)+ Q(y-6) - v/- + Kx. ^179) 
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But ^. =K^. + (2); .r(i8o) 

hence 

M, = \%f-\-kQf-\%y -\Qy-QfJ-f>) 

+ Q{y-i')-v,L+v,x . ^i8i) 

and 

Equating the two values of ^^/ and solving for V^ , we 
obtain 






^. 



which reduces to 






1 '' '1 '' 



which holds good for all loads on the left of the crown. 
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Values of M^ and M^ for a Single Horizontal Load, 
From (41), 

^. = - V,x + Hj^^ Q[y-b\ . . ^(185) 
and from (49), 

M^^M. + VJ-- Qb ^186) 

Temperature, 

Assuming that ^l =■ o, and that the hinge at the crown 
remains midway between the supports, we have, from ^60), 

- |jf ^,^ + ''°/'^-* = o. . . ^187) 

From (41), 

Ml^M,- H,y\ ^188) 

but for ;r = -, M, = o, and hence 

2 

M,=HJ. ^189) 

Therefore 

M, = HJ-H,y. .... ^190) 

Substituting this value of M^ in ^(187) and solving for H^ , 

JfWTW^ ^^^ 



The above equations are perfectly general, and in their 
integral form can be applied to any symmetrical arch which 
has a regular curve for an axis. In the summation form the 
equations apply in the case of any symmetrical arch. 



SYMMETRICAL ARCHES. 139 

If the axis is parabolic in form and EB cos = -<4 = a con- 
stant, our equations become quite simple. 

SYMMETRICAL PARABOLIC ARCH WITH A HINGE AT THE 

CROWN AND E^ COS = A CONSTANT. 

(tf) Single Vertical Load. 

"^'2— TT- yi^ , ^192) 

/ y^dx — / / ydx 



where 



J 2p{x — d)ydx = J f\x — a^ydx + j F\x — ai)ydx. 

Substituting the value of ^ and integrating, 

/r. = 5 j/>(2 - >6)^ for >fe = i ; . . . ^,93) 

H,=\-^i- -fe'Xi - kr for k=k. ^194) 
From ^(164), 

„ il-d) rKdx - /*'(x - a)xdx - f^x^dx 

v = -. -^^ , , -^^ -1 ^ ^195) 

- nxdx - /^»;rW-r 
or 

V, ... ^(196) 
r. = /»[! - 4(1 - >6)']. for-t^i) 

PI - 
^. = — (- 2* + 14^ - 5**). for>t<i ^197) 



' 
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and 

if = — (6iP - 5>feO, for it =i ^198) 

[b) Single Horizontal Load, 
From ^{172), 



^. = T ?« ^s • ^^99) 



or 

From ^(184), 

Q£{y-^)xdx 

f'. = T -n 7— n .«(2oi> 

t/o 2t/o 



2 



or 

F. = 4^(4^ - 6*^)0, ^202) 

M,^.^V,x^H,y-^Q(^y^b) ^203) 

and 

M.^M.+ VJ-Qd ^204> 



{c) Temperature. 
From ^191), 

rr Aefl , . 

' = 7^ pi .... ^(20S> 



i 
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or 






^206) 



Given the values of H^ and V^for any vertical load on the 
left of the crowny to determine J/, , M^ , F, , and //, for this 
loady and also for an equal and symmetrically placed load on the 
right of the cr&wn. 

Our formulas have been deduced for loads on the left of 
the crown, but they are sufficient for the complete determina- 
tion of all the outer forces for any load. In fact we need only 
the values of H. and F, if graphics be employed. 




Fig. 40. 

In Fig. 40, let P be any load on the left of the crown« 
Make ab ^ P, ac ^ F, , and dc^ H^\ then ad^ R^ and 
ae =■ R^ 

Through O draw aOe parallel to ae. From a, where this 
line cuts P, draw ad parallel to ad. Then we have the true 
equilibrium polygon for the load P, from which all the outer 
forces can be readily obtained. 

Since the arch is symmetrical, evidently the values of If^ , 
F, , M^f etc., for the equal and symmetrically placed load P' 
are equal to the values of /T, , F, , -Af, , etc., for the load P. 

The fields of loading which cause like stresses can be found 
in a manner similar to that given on page 25 for arches having 
two hinges. 
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THE THREE-HINGED ARCH. 

The three-hinged arch as usually constructed is symmetri- 
cal, and has a hinge at each support and one at the crown. 
The introduction of the third hinge materially simplifies the 
determination of //, and //, ; in fact the problem is practically 
one of graphic statics in its simplest form. 




Fig. 41. 

In Fig. 41 let ABC be any arch having three hinges, and let 
A^ B^ and C be the location of the hinges ; then, evidently, 
there can be no bending-moments at Ay B, or C, and the reac- 
tion R^ will pass through A and R^ through C. For a single 
vertical load on the left of B the reaction R^ must also pass 
through B, since there can be no moment at this point. The 
determination of //, , F^ , /^, , and F", now becomes quite sim- 
ple, as follows : 

Draw BC through B and C until it cuts P in Z?, and then 
draw DA through A. By simple resolution of the forces meet- 
ing in D the values of i7, , F", , etc., are readily found. 

The same results can be obtained by applying the following 
formulas : 

From Fig. 41, 



tan /?, = 2 j; 



^207) 



^, = (/ - a) tan /?, = 2(1 - k)f; 



g{2dS) 
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tan/J, =J^=2— "^Y; ^209) 

V, = I\\-k) ^210) 

From (50), by transposition, 

H.^^kl ^211) 



or 



2{- ky 2 / 



^212) 



The stresses in the various members of the arch can now 
be found by the ordinary methods. 

The determination of the fields of loading which produce 
the maximum stresses has been fully explained on page 25 et 
seq. 

The treatment of horizontal loads differs but little from that 
outlined above. 




Fig. 42. 



Fig. 42 clearly shows the method for locating R^^ and i?,. 
V^ = Q-j and acts upward or downward as Q acts towards 
the right or the left respectively. 



tan /?/ = 



2/ 



^213) 



^, = /-iJtan/?/=^(2/-*).. . ^214) 
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From Fig. 42, 

As the Q loads are almost without exception due to the 
action of wind and are treated as static loads, the best way to 
obtain the stresses in the various members of the rib is to 
determine the resultant values of H^ and V^ and then treat 
the problem graphically. 



CHAPTER VI. 
COMPARISON OF FOUR TYPES OF ARCHES. 

We will take four types of the parabolic arch having 
EO cos = a constant and show graphically the relations 
between the values of the outer forces for the different types. 

Let Type i° = arch with no hinges; 

" 2** = ** " one hinge ; 
a 2° = •• " two hinges ; 
a ^o _. u a three hinges. 



(a) VERTICAL LOADS. 

Comparison of H^. 
The formulas* are : 

1°. 5f=7^Xi->^)'; 



2°. 5^=1^(8-4^): 



^ • P l~ 2 



* See pages 29, 139, 20, and 143, respectively. 
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These values are represented graphically in Fig. 43, from 
which we see that the 2° type differs quite considerably from 
the others, particularly for loads near the crown and those near 
the springing. 
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Fig. 43 
Comparison of V^. 

Formulas*— Ty^ l°. ^ = (i - >J)' (l + 2k); 



^' = (l-4^') 



3° ^ = {i-ky. 



4°. ^ = {i-k). 



• See pages 30, 139, 21, and 143, respectively. 
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These values are represented graphically in Fig. 44. 
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The equation for intermediate vertical shear is 



F, = F, - :^P or V^ = KP. 



We give below the values of V^ for the arch without hinges 
and that with a hinge at each support. The span is divided 
into twenty equal divisions, and the load P assumed to occupy 
each point of division. The values of F^^ are given for each 
division. 

These tables and those given later for maximum bending- 
moments are principally useful in preliminary computations 
unless ^ is assumed to vary as the secant of 0, when of course 
they very materially decrease the labor of calculation. 
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Comparison of the Maximum Values of M^ 

In each of the four types of arches which we are consider- 
ing, if the values of J/,, F, , and H^ be substituted in (41), we 
find that 

M^ = ^-P{KtZ\ 



where K depends upon ^ = 7 and Z upon -^ = 7, showing that 

for parabolic arches the value of M^ varies with the span alone 
for given values of k and z. Then we may write 

If the values of y be computed for each load for every value 
of X and tabulated, the maxFmum values of M^ are readily 
found by taking the sum of the values of y having like signs. 

We give below the values of f for types 1° and 3** which 
are most common in practice. 

It will be noticed that the positive and negative moments 
are approximately equal, although the arch is divided into but 
twenty equal divisions. For a uniform horizontal load cover* 
ing the entire structure the positive and negative moments 
would be equal, since the equilibrium polygon would be a pa- 
rabola coinciding with the axis of the rib. 

In Fig. 45 * is shown relatively the maximum values of Af^ 
for the four types. 

It appears from this diagram that type 1° has moments 
which vary more nearly according to the variation of the sec- 
tion of the rib than either of the others. 

The second type has very large moments near the springing, 
which rapidly decrease until about the quarter-point, and then 



* This diagram is from a note by M. Souleyre: **Note sur I'emploi de 
quatre types d'arcs dans les Fonts, Viaducts et Fermes M6talliques de 
grande port^e." Annales des Fonts et Chauss^es, mai, 1896. 
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after increasing slightly, decrease rapidly, becoming zero at the 
crown. 

A crescent-shaped rib corresponds more nearly with the 
variation of the maximum moments in the third type. 
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Fig. 45. 

As the formulas of the fourth type do not depend upon the 
values of B. the rib can be designed to correspond with the 
variation in the moments. 

Thus far we have considered only the live or moving load 
effects. 
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Symmetrical Parabolic Arch without Hinges.* 

PI 
Mx = — y© values of y». 
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First published by Proi. Greene in Enginttring News^ vol. iv. 



Symmetrical Parabolic Arch with Two Hinges.* 
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• First published by Prof. Greene in Ettgineering NewSy vol. iv. 
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The dead load is very nearly a uniform horizontally distrib- 
uted load, and hence the moments due to this load are prac- 
tically zero in the four types. 

If in the i° and 2° types the dead-load stresses are com- 
puted as if the ribs were hinged at the springing and then built 
with hinges at the springing, when the falseworks are removed 
the rib will settle into position and the dead-load stresses will 
be practically those computed. 

From Fig. 45 we see that the live-load flange-stresses are a 
minimum for the 1° type, or the arch without hinges. A rib con- 
structed with pins at the springing is very easily made into a 
rib with fixed ends by arranging the details so that the flanges 
may be rigidly connected with the piers or abutments after 
the falseworks are removed. 

This method is followed by French and German engineers 
in many cases, especially for masonry arches and metal arches 
with solid webs. 

The arch without hinges, or type i®, appears to be the most 
■economical of the four for the dead and live loads. 

There remains to be considered the effect of temperature. 

Comparison of Temperature Effects, 

Type 1°. H, = -%Aet\ M, = H,\f 

4/ 



4°, //, = o. M, = o. 



J-Ience for 



Type 1°. M,= H,{U -J') = ^/iAefi^f - 6y). 



I 
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Type 2\ M, = Hif - y) = ^Aef{i,f - ^\ 

From which we see that the effect of temperature is great- 
est in the i"* type and least in the 4"* type; also that the effect 
in the 2° type is greater than that in the 3° type. 

For structures carrying moving loads the second and fourth 
types are not desirable on account of vertical vibration of the 




Fig. 46. 

structure, leaving the first and third types to be selected from. 
Complete calculations show that for large structures the first 
type is more economical as well as mor^ rigid, and practice proves 
this type well adapted to the work required for a railway 
bridge. 
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(p) HORIZONTAL LOADS. 

Horizontal loads, being usually due to wind, may be consid- 
ered as a dead load, covering the arch on one side from the 
crown to the springing. 

For a uniform load/ per unit of height of the arch,* Fig. 
46 shows the relative values of max M^ for the four types, 

Here we see that the first type more nearly agrees with the 
variation of 6 in the variation of the moments, so that the 
conclusion drawn above remains unchanged for structures 
carrying a moving load. In case there is no moving load, as 
in roof-trusses, the fourth type appears to be most economi- 
cal. This type is almost always employed by American 
engineers for large roof-trusses. 

Comparison of Types 1°, 3°, and 4° designed for a Single-track 
Railway Bridge having a Span of 416 Feet.\ 

To more clearly show the relation between the three types 
I**, 3°, and 4°, a comparison of the maximum stresses \\\ the 
individual members of a trussed parabolic arch rib are shown 
in Figs. 47, 48, 49, and 50. 

The diagrams show the maximum stresses due to dead 
load, live load, wind, and changes in temperature. 

Figs. 47 and 48 clearly indicate the superiority of the arch 
without hinges for economy in the flanges. 

Figs. 49 and 50 show that there is little choice between the 
types as far as the web is concerned, there being a remarkably 
close agreement between the stresses for the three types. 

The principal data employed are as follows (see Fig. 51) : 

Span 416' o" 

Rise 67' o" 

•See note under Fig. 45. 

f The computations for this comparison were made by Messrs. Crockwell, 
Wiggins, and Shaneberger in connection with their theses for graduation 
from ihe Rose Polytechnic Institute. 
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I m 3 

6' o" 
10' o" 



Batter of arch planes 

Depth of rib at crown 

** u u " skewbacks 

Moving load per lineal foot ol span 4000 lbs. 

Dead ** " " ** " superstructure 1500 ** 

" «• arch 1000 " 

Wind " " " " " span (live) 300 " 

" " " " " *« " (dead) 600 " 

Range of temperature i 80** F. 




Fig. 51. 

Relative Weights of Steel in One Arch Rib, including Gusset 

plates. Rivets, etc. 

Type 1°, without hinges i.oo 

" 3^ two " I.2I 

" 4°,three " 1.30 



CHAPTER VII. 
APPLICATIONS. 

In the preceding pages we have deduced formulas for deter- 
mining the various reactions and moments which result from the 
application of vertical and horizontal forces to the linear elastic 
arch, that is, we have assumed that the forces were applied 
upon the centra! line or neutral axis of the arch rib. In practice 
this evidently is not always the case, especially where a super- 
structure is supported by arch ribs having considerable depth. 

The weight of the arch rib alone may without serious error 
be assumed as applied to the centre line or neutral axis. 

Vertical Loads. — Vertical forces due to the superstructure 
and moving loads may be assumed to act where they intersect 
the neutral axis in flat ribs and in trussed ribs where one 
system of the web bracing is vertical* The same assumption 
may be made for plate-girder ribs, as they are either very shal- 
low, as in bridges of short spans, or the forces due to the 
superstructure are applied to the rib quite close together. 

For the condition where a vertical force does not intersect 
the neutral axis of the rib, as in the case of a targe semicircular 
rib near the supports, the following method 
may be employed. In Fig. 52 let P he a 
vertical force applied at S which does not 
intersect the neutral axis. At the centre 
of the strut SD place the two equal and 
opposite forces P; then we have for the 
equivalent of the force P applied at S 
the force P applied at C and the couple Pd. 
The reactions can now be found by apply- 
ing the formula for a vertical load and that for a couple. In 
passing we may say that this method is general and can be ap- 
• See Fig. 51. 
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plied for any load whether its direction intersects the neutral, 
axis or not. 

Horizontal Loads. — Horizontal forces in the plane of the 
arch-rib seldom occur in practice, excepting in the case where 
the arch is employed for supporting a large roof. In this case 
the horizontal force is the horizontal component of the wind 
load. 

If the stresses due to the wind are small in comparison with 
those caused by the total dead weight of the structure, the 
wind forces may be assumed to act upon the neutral axis where 
the normal components intersect it in the determination of re- 
actions, etc. If greater accuracy is desired, then the force 
may be replaced by an equal force and a couple, as explained 
above for vertical forces. 

Wind Loads. — We have, just explained how to consider 
wind loads in the plane of the arch. There remains to be 
discussed the action of the wind against the arch and super* 
structure perpendicular to their plane. 

The superstructure is usually composed of a roadway sup- 
ported by columns or towers according to the magnitude and 
design of the structure. 

The action of the wind against the roadway creates a hori* 
zontal reaction at the top of each post or tower. This reaction 
is transmitted to the arch-rib in the form of an equal horizontal 
force at the foot of the column or tower, and a couple which 
is equivalent to a vertical force acting upward on the wind side 
of the structure and an equal vertical force acting downward 
on the opposite side as illustrated in Fig. 53. The vertical 
_ -p forces are treated as explained above. 

X \^ — r^ ' The horizontal force with that due to 

the direct action of the wirid against the 
rib must be considered differently. The 



W? 



X 
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II 
II 



actual action of these forces is very com- 

^* plex unless we make the assumption that 

the arch-ribs act as the chords of a canti- 

^ ^ levered beam having a length equal to 

'^' ^^' one half the length of the axis of the 

arch. Under this assumption the lateral systems may be 
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developed and the stresses in the different members found by 
ordinary methods. ARhough this method is not correct, yet 
its simplicity and probable safety commend its use. 

Maximum Stresses, — We have explained in Chapter II the 
methods for selecting those forces which cause the maximum 
shears and moments at any point. Another method may be 
employed which has many features in its favor. The values 
of the reactions, etc., may be found for each load, and then 
the stresses in each member of the rib due to each individual 
load. These stresses being tabulated, the maximum positive 
and negative stresses are readily determined by simple addi- 
tion. This method is long, but has the advantage of being 
free from errors, and if each load is taken as unity, the stresses 
obtained for the individual loads will be coefficients which can 
be applied to any load. The latter feature is of considerable im- 
portance, as very often the magnitudes of the loads are changed 
before the final computation is made. In very large structures 
where the moving load is small in comparison with the dead 
load it is customary to make but two computations forthemov- 
ing load : one for the moving load covering the entire structure, 
and a second for the load covering one half of the span. 

Character of Reactions, — In the hinged or fixed arch the 
vertical reactions (F, and F,) always act upward -^^a^n the verti- 
cal forces which are applied to the arch act downzvardy and the 
Iiarizontal reactions (//, and //,) act from the supports towards 
the centre of the span. In case the vertical forces act upward^ 
V^ and F, act downward and Hy^ and H^ act away from the 
centre of the span. 

In the case of horizontal loads, if the load acts from the 
left towards the right, V^^zXs upward z^xA V^diOXs downward. 
Both of the horizontal reactions act from the left towards 
the right. 

Co-ordinates y^, x„ y,y x,, y^, x^ 

Vertical Loads. — The ordinate j/, is always measured upwara 
from the long chord of the arch. 

The ordinate y^ is always measured upward at the left 
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support for loads on the right of the crown. For loads adja- 
cent to the left support y^ is measured downwarcL y^ is zero 
for a load near a point which is four tenths the span from, the 
left support, this distance varying with different arches. 

The abscissa x^ is measured to the left of the left support 
when_;^, is measured upward^ and to the tight when y^ is meas- 
ured downward. 

x^ and y^ are zero when the arch has a hinge at the left sup- 
port. 

The directions of jr, and j', are easily determined from what 
has been said concerning x^ and y^. 

Horizontal Loads. — x^ is always measured towards the right 
from the left support for loads on the left of the crown. 

y^ and y^ are always measured upward at the left and right 
support respectively. 

x^ is always measured to the left of the left support, and 
jT, to the right of the right support. 

Bending Moments at the Supports. — For arches with hinges 
at the supports J/, and J/, are zero. 

When^, is zero M^ is also zero. When the extremity oi y^ 
lies between the flanges of the arch-rib both flanges have the 
same kind of stress ; for vertical loads acting downward this 
stress is compression. 

When the extremity of y^ lies above the rib the upper flange 
is in compression and the lower in tension for vertical loads act^ 
ing downward^ or AT, is positive. When y^ is measured down- 
ward M^ is negative and the upper flange is in tension and the 
lower in compression unless the extremity of y^ falls between 
the flanges, when both are in compression for vertical loads 
acting downward. 

To illustrate the application of our formulas we will now 
solve various examples in detail 

I**. Given a parabolic arch, with a hinge at each support, 
having a span of lOO and a rise of 25, determine H^ for a load 
P placed at a distance 25 from the left support. 

Here / = lOO, /=25, and >& = 0.25. 
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From f6*t) we have 

/^, = ^.^(o.2227)P=o.5S68/>. 

The vertical reaction K, is found from (65), or 

F, = (I - o.2S)P = 0.75P. 
From (66^) we have 

;/, = 25(1.3474) = 33.68. 

In a like manner the values of H^^ F, , and y^ can be found 
for any other vertical load. 

The method employed above was the common method 
neglecting the effect of the axial stress. Although this is of 
little consequence in this case (see Appendix C), we will, how- 
ever, give the solution which includes the axial stress. 

For this we need the values of 

/« 
m = (the radius of gyration)', / = parameter = — :, and 0,. 

Let m be assumed = 4 {an average value). 

/ = SO and 0, = 0.7854. 
Then, from (74), 

jf ^ 15 J 8X 100(25)' 

• 8 X 100(25)' + 30 X 4 X 50 X 0.78541 15 ^' 



4(100)' 



fk{i^k)\. 



2(50+ 5oy 

or 

H, = 0.0000297! 33333^, - 200Pk(\ - k)\, 

which is general for this particular arch. 
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Substituting the values of ^, and k^ we have 

H^ = 0.000297I 18559.8 — 37.5} = O-SSoP. 

From the approximate equation (75), 

H^ = 0.5568(0.9885) = 0.550P, 

the difference in results being in the fourth decimal place. 
The value of F, remains unaffected by the axial stress. 
From (76), 

F, 0.75 

^. = 77-^ = r7725 = 34.09. 
//, 0.55 

By the common method y^ = 33.68, which is but 0.41 less 
than obtained above. 

In a similar manner any other vertical load may be treated. 

2®. bet a horizontal load Q be applied in place of the ver* 
tical load P. Then, by the common method from (J^) or {^^a\ 

H, = 0.5742Q. 

Note that the values of H^ are given by Table III when 
Q = unity. 
From (78a), 

F, = 4 X 0.25 X 0.1875Q = 0.1875(2. 

From (79), 

.r, = 0.5742/= 57.42. 

If the axial stress is included in our calculations we have 
to apply (83), which contains the factor ^. But 

— ^ = 0.0000297 ; 



B iir + 3OW/0O 
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^ = 0.0000297(^^1^) = 0.4949; 

mp{a + 0,) _ 4 X 50(0-463 + 0785) ^ n nn>- i 
= — o.cx)74. 



Hence 



H, = a4949{2(o.5742){G + 0.0074G = 0.5757a 



which is but a very small amount larger than the result found 
by the common method. 

F, = o.i875j2» as before. 

From (85), 

^• = ^* = ^5^<'-'^>-^= 57.57. 

3°. In place of the loads P and Q, suppose the arch-rib 
constructed of metal having a modulus of elasticity E = 
28,000,000, and let the temperature rise 50°. What will be the 
value of Hy^ if the coefficient of expansion of the metal is 
0.000005 5 ? 

From (86), 

H, = ^^'g.^^?^ ^ (0.0000055)50. 

If S is taken at the crown, cos = i. 
Let ^ = 4 ; then 

H^ = 92.4. 
From (87), which includes the axial stress, 

rr 168000000000 , ^ . 

^■ 5ocxx)0 + 47i2 ^°-°°°°°"^50 = 91.53. 
Since a rise in temperature tends to lengthen the arch rib, 
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the span will tend to increase, hence H^ must act from left 
towards the right. [ 

4°. Let the arch be assumed parabolic in shape and fixed at j 
the ends. Let a load P be applied at the quarter-point and 
determine the reactions, etc. 

The following data will be used : 

/ = lOO, / = 25, 0, = 0.7854, a = 0.463. 
For the value of //, we have, from (91) or (91^), 

H, = ^- W(O-O350^= 0.5265P. 
From (92) or (92^) we have 

J/, = iftt ( - 0.1054)/^= - 5.27/1 
From (93) or (93^), 

K = 0.8437/". 

From (92) or (92^), 

M, = ^^{ + 0.0820)/^ - +4.10P. 

From (93) or (93^), letting >6 = i — ^ = a75, 

F; = o.i562P. 
From (94), 

y^ = |25 = 30, measured up. 

From (95), 

y^ = — 0.4(25) = — 10, measured down. 

From (96), 

J/, = 4-0.3111(25) = + 7.777^ measured up. 
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From (97) or (97^), 



jT, = — -ij^^( — o.625) =+6.25, measured to the right. 

From (98) or (98^), 
;r, = — -4V- (2-625) = — 26.25, measured to the right. 

A good check upon the above work is to lay off the ordi 
nates and see if the two reaction lines meet on the load line P 
as indicated in the figure below. 




Thus far the formulas of the common method have been 
employed. We will now consider the effect of the axial stress. 

For this case we apply (loi) to obtain the value of//,, 
letting m = 4. and/ = 50. From (102), 



C = 



15 X 100 X 25 



Then 



4 X 100 X 625 + 90 X 4 X 50 X 0.7854 

jlm __ 3 X 100 X 4 _ 
^AP-\-^f) "" ~lo( lOO) ^'^^' 



H^ == o.i4i9{ 100(0.0351) — 0.24(0.1875)^ ^ 



= 0.1419; 



or 



H^ = 0.491/^. 
By the approximate formula (103), 

H^ = 0.93 5(0. 5 265 )P = 0.492/1 
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For the bending-moment-Af, we employ (107), in which there 
are several coefficients which are constant for this arch. We 
will first compute these: 

^ = I + f^l - ^-^^, 50 X078S4 ^ 

' (100)' (100)' ^^ ' 

y/-/+ ^^^'Z? = 39-61 - 25.0 +0.37 = 14.98- 

xmlD 

= 0.2377. 



2/(/ + 2/) 



y = 0.6. 



0, = 0.7854. a = 0.463, 

Then, from (107) 

Mj[p.4Sos) = A^ij 14.98} - 99.025/%(i - ik' + i*) 
+ so/i:2>fe - ik' + >&•) 
+ o.2377/1[i — i)k — a6Pio.7854(2* — 1)4-0.463}. 

In the case we are considering H^ =0.491/* and k =. 0.25, 
Making the proper substitutions, we have 

^,(0.4805) = + 7-355^ - 22.053/^ 

+ 16.405P 
+ 0.044/* — 0.043-P 

or 
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To determine the value of M^ we substitute i — ^ for >fe in 
the above formula, or 

ilf,(o.48o5) = + 7.355/^ 22.o53/> 

+ 0.044P — 0.043 P 

or 

M^ = p " ^;939 ^ _ 6.116P. 
* 0.4805 

As a check we will apply (i 12) to this case ; then 

^. = - 3.555^+ 19-640^ 

— 22.270P+ o.iSsP 

+ 0.047-P 

or 

^, = - 5.953/"- 

(6.n6 — 5.953)/^ = O.16P, or an error of about 2^, caused by- 
neglecting decimals. 
From (113), 

K = Th\3'SS5P -{-6.ii6P) + 7sPi 
or 

V, = 0:8467/; 

which differs but o,oo$P from the value obtained by the com- 
mon method. 
From (51), 



or 



y. = '- = — 12.46. measured downward, 

-^ 0491 ^ ' 



I/O 
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and 



y^ = ' = 4- 7*24, measured upward. 



0.491 



From (54), 



x,=y and 



X z= - = 



.-r. -i-k; 



Therefore 



X, = 



and 



^. = 



6. 1 16 
0.8467 



3.555 



= 7.2, measured to the right. 



o—z- = 23.2, measured to the right. 

I — 0.8467 -^ ^ 



From (50), 



7.= 



_ M,-\- V ,a _ — 6.116 + 21.18 



H, 



0.491 



= 30.6. 



To show the effect of the axial stress upon each of the 
quantities we will tabulate our results : 



Comparison op Results. 



Function. 


Common Method. 


Exact Method. 


Difference. 


Peixrentaee of 
Common Method. 


H, 


0.5265/' 


0.491/' 


0.035/* 


6.6 


Hr 


0.5 265 /* 


0.491/* 


0.035/* 


6.6 


V, 


0.8437^ 


0.8467/* 


0.003/* 


0.3 


Vt 


O.1563-P 


0.1533/" 


0.003/ 


2.0 


M 


5.27/^ 


t.lltP 


0.84/* 


X6.0 


Aft 


4.l0/» 


s-sss/' 


O-SS/* 


15 5 


y. 


30.0 


30.6 


0.6 


2.0 


yx 


10.0 


12.46 


2.46 


24.6 


y^ 


7.77 


7.24 


0.53 


7.0 


Xi 


6.25 


7.2 


0.95 


15.2 


x% 


26.25 


23.2 


3.05 


11.6 
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5°. Let the vertical load be replaced by a horizontal load 
acting from left to right. 

For the value of H^ by the common method we have, from 
(ii5)or (ii6), 

//, = 0.6329(2 acting towards the left. 

From (117) or (118), 

J/, = 25(0.2109)0 = 5.2720. 

Now since Q acts towards the right, M^ will be negative. 
From (119) or (120), 

Jlf, = - 25(0.1171)0 = - 2.9270. 

Since Q acts towards the right and our formula was deduced 
for acting towards the left^ M^ will h^ positive. 
From (121) or (121^), 

F, = 12-5^1^(0.0351)0= O.IO530, acting downward ; 

F, = 0.105 30, acting upward. 
From (123) or (123^), 

y^ = 25(0.3332) = 8.33, measured upward. 

From (124) or {124a), 

y^ = 25(0.3189) = 7.97, measured upward. 

From (125) or (125^), 

;r, = 100(0.5) = 50, measured to the left. 
From (126) or (126^), 

jr, = 100(0.2778) = 27.78, measured to the right. 
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From (127) or {127a), 

100 

x^ = 1.25 = 62.5, measured to the right. 

Note that for horizontal loads x^ and x^ are always meas* 
ured outward and y^ and y^ upward, without regard to the di- 
rection of Q. 

We will now consider the effect of the axial stress. 

The value of If^ is given by (128) or (130), which contain 
several constants, which we will compute first. 

C = 0.1419, (a+ 0.) = 1.248, -^jTT- = a24. 

Then, from (130), 

H, = o.i4i9J6f (2A. + o.24(i.248)(2} 
or 

H, = 0.1419I4.219 + 0.299IQ = 0.6411(2. 
The value of M^ is given by (132). 

D = 0.99025. 

y/-/+^^'Z)= 14.98. 

-^-(df + 0.) = 0.299. 

Then (132) becomes 

iJ/,(o.48os) = 14.98/^, — o.i7isQi{i - >6) 

+ 2SGI<}-396iGi^.{ 
— 0.298^2 
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or 

J/.(a48o5) = + 9.6040 - 0.0322 

+ I2.0I2J2 — 22.744(2 

— 0.298G; 

hence 

As in the common method, M^ is positive, since Q acts from 
left to right. 

By making k equal 1 — A and substituting //, for ^ the 
value of J/, becomes 

^.(0.4805) = + 5.376G - 0.032(2 

+ 8.887G- 16.865(2 
— 0.298(2. 

Therefore 

From (137), 

^' = 755 { 3-°3 + 6-122 - 18.75 } Q 

or 

F, = 0.0960(2. 

From (51), 

^, = - ' — ■'=' 9.5, measured upward, 

and 

r, = ^' ^ = 8.4, measured upward. 
0.3589 ^ *^ 
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From (54), 



X. = — — -p = 63.8, measured to the left, 
0.090 ' 



and 



x^ = -i— L =31.6, measured to the right. 
0.096 ^ 

From (58), 

1 196.2 — 606.1 , 1 . , . , 

x^ = — = 62.1, measured to the ngrht. 

9.5 ^ 

6°. For temperature stresses let the arch be of metal, having 
a modulus of elasticity E = 28,000,000 and a coefficient of 
expansion e = 0.0000055. Assume the temperature to rise 5o^ 

From (140), neglecting the effect of the axial stress we have 

_4S£^^os^ 
H,^ ^ ^^• 

Let cos = 4; then 

H, = 554.4. 
From (144), 

M^^M,^ 5S4.4V- = 9240. 
From (145), 

If the effect of the axial stress is included, we have, from 
(139)1 

H^ = 0.1419(3 X EB cos <l>et'')l:=i 525. 
From (141), 

^a(o.48os) = ^g^(H-98)^^^' - o.II88^^/^ 
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Now Aet"" = 280CXXXX) X 4 X 50 X o.cxxxx)55 
or Aet"^ = 30800. 

Therefore • 



^• = 5^5 = '744. 



From (51), 



^' H, 525 



7**. Let the arch be loaded from the left support to the 
crown with a uniform horizontally distributed load; then 
>&" = o and h! = 0.5. 

From (147), 

H^ = vr 



^(C-)'[-^+:])-'»- 



From (148), 



„ (roo)T 1 1 
M. = w 

* 2 L 32, 

From (149), 



= — 1S6.2W* 



M, = ze;5^^-^^+ - J = + 156.2^. 



From (150), 



^' = ^[is] = ^^•^"'- 



The location of the point where the true equilibrium 
polygon starts can be found from (51). 
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y :== =r 6.2, measured downward • 

^» 25 ' 

y^ = = 6.2, measured upward. 

8**. What will be the vertical deflection of the arch at the 
crown when there are two equal and symmetrical loads placed 
at the quarter points? 

Let E = 28000000 and B cos = 4; 
^ = 50. 

Since the arch is fixed at the ends, J0, = 0; then/(84), 
page 55, becomes, making x = //2, 

(We have neglected the effect of the axial stress.) 



24A 



= 0.0000037 about. 



+ 3.)/. = - 15.81/^ + r.^ = +42.185/' 

+ 12.30/^ + 7.815/' 



— 3'S^P +50000/^ 

- 19 74^ 



-lJ4-a)'=-6.25P. 
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Therefore 

djy = 0.0000037(0.76)2 = 0.0000028(2. 

Suppose Q = 30000, then 6j^ = 0.084 ; and if our span is 
measured in feet 

djf = 1.008 inches. 

The sign being positive indicates that the crown rises 
under the action of these two loads placed at the quarter 
points. 

Thus far we have considered only parabolic arches. We 
will now solve a few similar problems for a circular arch having 
a span of 100 and a rise of 25. The following data will be 
•employed : 

/= 100, /=2S, i?=62.S, 

n 

k' = 37-5, 0. = 53° 7i'. ^^Tr''-^ 0.00102, 

i6 = 25, flf = 23° 35'. 

9^ Determine H^y Fj , etc., by the common method, as- 
suming the arch to have a hinge at each support. Vertical 
load P. 

From (i6o«). 

In order to use Table XVII we must determine the values 
of H^' and " 



0. 



20« a 

-— • = 0.590, ~ = 0.443. 



Entering Table XVII with these values, we have by inter- 
polation -^ = 0.570. Hence 

H, = 0.570P. 
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From (161), 

V, - 0.750P. 

From (163), 

y ^Y:ia= 5:75225 = 32.87. 
^* /f, 0.570' ^ 

From (164), 

0.00102, , ^,t^ 

I 2— (0-04 — aio) 

«- _ o ,- 0.17 67 0^ ^ > 

-«,-0-57 -b.ooio2, . 



or 



__ I — 0.00277 „ ^ -A-, r> 

^.=°-57rf^:^-r5^ =0-563/'. 



Fj = 0.7s P, as before. 
From (50), 

0.75 

^' = 5:^'5 = 33.3. 

From the approximate equation, /f, = ^,(i— ^), as ex- 
plained in Appendix C, the value of H^ becomes 

H, = 0.57(0.9885)^ = 0.5634/^, 

no change in the figures occurring until the fourth decimal is 

reached. 

lo"". Let the vertical local P be replaced by a horizontal 
load Q acting towards the left. Then we have to employ for- 
mula (172), if the axial stress is neglected. 

a — sin a cos a = ^„ = 0.04491 ; 

sin a — a cos ot = AA^^ = 0.02288 ; 

2 cos 00 = 1.2; 

0,-3 sin 0, cos 00 + 200 cos* 0. = A^^ = 0.155. 
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Then 

H =L(9 i I 0.04491 - 1.2(0.02288) I 

* 2'\ '^ 0.155 ) 

or 

/f,= 0.5562(3. 

From (176), 

F.= - f; = (2'-^= 0.18750. 

100 

From (178), 

;r, = sin 0,{i.ii25}-^ 

or 

x^ = o.799{i.ii25}62.S = 55.55, measured to the right. 

From (177), 

^. = '^*= 55.62. 

The difference in these values is due to the omission of 
decimal figures. 

If the axial stress is not neglected the operation becomes 
considerably longer. The formula to be employed is (180) or 
(181). 

All but two of the terms in (180) have been evaluated 
above. 

00 + sin 00 cos 00 = i^„ = 1.4073, 
or-f- sin a cos «= J,, = 0.7782. 

Then 

10.155 + 0.0449 —0.01745 
+ 0.00102(1,4073+0.7782) 
0.310 + 0.00204(1.4073) 

or 

H, = 0.558a 
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As before, 

F.= 0.1875a 
Then, from (183), 

0-558 o 

'•= 5:78^ '«-75 = 55.8. 

11^. Let the arch be fixed at the ends, and let a load /'be 
placed at the quarter-point on the left of the crown ; then by 
the common method //, will be found from (192). 

The following quantities will be required : 

2 sin 00 = 1 .60, 
cos flf-f- ^ sin ar= i!:^„ = 1.0811, 
sin 0.[2 cos 00 + 0. sin 0J = J„ = 1.5535, 
0/ + 0. sin 0, cos 0,-2 sin' 0, = J^ = 0.0250. 

Hence 

_ P f 1.60(1.0811) - 1-5535 - 0.931(0.16) I 
' ■" 2 ( ao25 ) 

or 

H^ = 0.546P. 

The value of M^ is given by (196), in which the following 
terms appear : 

20^ = 1.862, sin a = 0.400, cos a= 0.9164, sin 0, = o.8oo, 

cos 00 = 0.600. 

00 + sin 0, cos 00 = J„ = 1.4073* 
— 00 + sin 00 cos 0, = — /J„ == — 0.4474, 
cosaf-|-« sin or = J„ = 1.0811, 
cos 0. + 00 sin 00 = -^„ = 1.3407, 
sin 0, — 00 cos 00 = AA^^ = .2437. 
Then 

M - p O- 546(62. 5) . 62.5 

^^' - ^ 0.93 1 ^°-^437) + ^ ,.862(- 0.4474) 

{0.4(0.93 1 )[(o. 9 1 64X0.8) - 1.4073] + (0.40(0.93 «Xo-8) 

+ (- o.4474)[i.o8ii - 1.3407]}. 
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which reduces to 

or 

Jl/, = + 8.931/^- 12.788/^= - 3.856/^. 

We see irom this problem that the solutions of the formulas 
for the fixed circular arch are considerably longer than those 
for the parabolic arch, even with the aid of the Tables. 

In practice it will be found that if /f, , Af, , etc., are deter- 
mined for loads placed so that a will be in even degrees, and 
then the values of H^ and M, interpolated from a diagram, 
much time will be saved. This method also is less liable to 
have errors in individual terms. 



CHAPTER VIII. 

APPLICATION OF THE GENERAL SUMMATION FORMU- 
LAS TO ARCHES HAVING A HINGE AT EACH SUP- 
PORT. 



We have selected an arch over the Douro in Portugal to 
illustrate the application of the summation formulas, as the 
form of the rib is such that none of the common formulas can 
be applied. The rib is crescent-shaped, with 6 = 4.6 at the 
crown and 0.2 near the hinges. 

The data are taken from Mimoires et Compte Rendu des Tra-^ 
vatix de la Sociiti des Ing^nieurs Civils (Sept. and Oct. 1878), 
Mhnoire par T, Seyrig, 

The superstructure is supported symmetrically at points^. 
By C -O, Ey etc., located on the rib as shown in Fig. 54. 



% 




::::::.^_^^-iv™"::l.J 
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•J ! 



AXX dimensUmi in meters 
Fig. 54. 



The linear arch used in the computations lies midway 
between the flanges of the arch rib, and is divided into twenty- 
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two sections as indicated in Fig. 55. The coordinates of the 
points of division are given in the following table of data. 




Fig. 55. 



« 

c 


u 


X 


y 


Ls 


•x 


Fx 




j'Ax 


y*As 


Ax 


^ 


(1) 


(2) 


(3) 


(4) 


(5) 


(6) 


(7) 


(8) 


(9) 



I 


2.80 


3.00 


8.10 


0.246 


0.293 


276.58 


98.78 


296.34 


27.64 


2 


8.40 


9.00 


8.15 


0.588 


0.274 


1047.81 


124.74 


1122.66 


29.70 


3 


14- 10 


14.55 


8.15 


1. 153 


0.264 


1450.04 


102.84 


1496.32 


30.87 


4 


20.40 


20.42 


8.80 


1.848 


0.253 


1983.49 


97.23 


1985.43 


34.78 


5 


25.25 


24.20 


3.80 


2.463 


0.242 


941.58 


37.33 


903.38 


15.70 


6 


31.00 


28.30 


9.80 


2.863 


0.236 


3002.97 


96.87 


2741.42 


41.52 


7 


39.75 


32.75 


10.05 


3.486 


0.225 


3752.79 


94.41 


3091.92 


44.66 


8 


49 15 


36.85 


10.40 


3.758 


0.222 


5012.31 


101.98 


3757.96 


46.84 


9 


59.20 


40.35 


10.75 


4.220 0.222 


6084.57 


102.78 


4147.17 


48.42 


10 


69.60 


42.25 


10.50 


4.609 ' 0.228 


6699.00 


96.25 


4066. 56 


46.05 


II 


80.00 


42.65 


5.25 


4.696 


0.228 


3814.40 


47.68 


2033.55 


23.02 




34066.54 


25642.71 


389.20 



In the above tabic columns (i) to (5) inclusive contain the data necessary for 
the deiermination of the values of the horizontal thrusts due to a loading of 
unity at any point being considered. Columns (6) to (9) inclusive have been 
computed from the data given. 

The formula to be applied in this case is (242), page 49, or 

( ^? ^^ sin _ ^, J;r sin <p ) 

„ 1 ^x a J^x ) 



i 






As 



II 





% Ax cos 



( 
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The term containing F,^ in the numerator is very small and 
can be neglected without serious error. 

Ax cos = Jj approximately. Then we have 



H,= 



"* As "■> As 



0. 



0. 






Since the first term of the numerator and the entire denom- 
inator are constant for this case, we may place them at once. 

Denominator — 2(25642.71 -\- 389.20) = 52064; 

'^^y -IT = 34066.54. 

Therefore 

'/« As 

34066.54 - ^i^x — a)y-^ 

52064 

There remains then but one term to compute as the position 
of the load changes. 

Following are the necessary computations for determining 
the values of //» for loads a,t Aj B, C, D, and E respectively: 

Load at A, 
^ = 25.25, i6 = 0.157. 



Point. 


1 

X - a 


"x 


Since a must be less 
than jr, where the term 
(x — a) is employed, we 
need to compute only the 
quantities given in the 
table. 


5 
6 

7 
8 

9 
10 

II 




5.75 
14.50 
23.90 

33-95 
44.35 
54-75 




557.00 
1368.94 
2437.32 
3489-38 
4268.68 
2610.48 






14731.80 
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We have, substituting the several values given above, 

^ _ ^ 34066.54 - 1473^80 _ i 933474 jp 
' 52064 52064 



or 



or 



^1 = 0.3713^. 



Load at B. 
a =. 54.00. 



Point. 


jr — « 




9 
10 

II 


5.2 

15.6 

26.0 


• 
534.45 

1501.50 

1239. 68 




3275.63 



H.^ 



^ 34066.54 ~ 3275-63 
52064 



30790.91 ^ 
52064 



H^ = 0.5914/^- 



or 



Load at C. 
a = 64.4. 



Point. 


X — a 




10 
II 


5.20 
15.60 


500.50 

743.80 


1244.30 



^. = 



34066.54 -- 1244.30 ^ _ 32822.24 ^ 

52064 52064 



H, = 0.6304/^. 
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Load at D, 
a = 74.8. 



Point. 


X - a 


Ax 


ID 
II 




5-c 



247.93 




247.93 



^ ^ 34066.54 - 247.93 ^^ 33818.61 ^ 



52064 



52064 



or 



//; = 0.6495/1 

Load at E. 
a = 80.00. X — a =^ o 2Lt E. Hence 

^ ^ 34066. 54 ^ 



or 



52064 

H, = 0.6543/1 

« 

Having now deternnined the values of H^ for each load, the 
stresses in the arch can be found graphically for any given value 
of P. Since the arch is hinged at the ends, the values of F, 
will be the same as for a straight unconfined beam. 

The following table shows the values of H^ obtained above 
with those given by Seyrig : 



•• 



Load at 


CI) 


(Seyrig) 
(2) 


Diff. 

(3) 


Formula (91), 
page 29 

(4) 


Diff. 
( I) and (4) 

(5) 


A 

B 

C 

D 

E 


0.3713^ 

o.59M^ 
0.6304/' 

0,6495/' 
0.6543^ 


0.370/' 

0.592/' 

•0.631/' 

0.650/' 


—0.0013/' 
—0.0006/' 
—0.0006/' 
— 0.0005 /* 


0.353/' 
0.653/' 
0.712/' 
0.742/' 
0.746/' 


0.0133/' 
0.0616/* 
0.0816/' 
0.0925/' 
0.091 7/* 







* As given by Seyrig this is 0.637; but as he gives it as the quotient of 
^048.36 -^ 3246.84, which is 0.6309, it is evidently a typographical error. 
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The differences in column (3) are very snnall and uninn- 
portant. 

To show the error in applying the connmon fornnula to 
arches where the moments of inertia do not vary according to 
the law making ^ cos = a constant, columns (4) and (5) have 
been computed, from which it is seen that an error of about 
sixteen per cent would be made in applying formula (91), page 
29, to this particular arch. 

The following tables give the loading which was assumed 

in designing the arch, the unit being 1000 kilograms : 
r. Moving Load covering the Entire Roadway. 



Load 

at 


Load 
in 1000*. 


Coefficient 
of /^,. 


H,. 




A 
B 
C 
D 


126.8 
62.4 
470 
40.5 


0.3713 

0.5914 
0.6304 

0.6495 


47 08 
36.90 
29.62 
26.30 


Since the arch is symmet- 
rically loaded, the total value 
of 

Hx = 139-90 X 2 




139-90 


= 279.80 


ir. 


Symmetrical 


Moving Load covering 80 Metres in the Centre 
OK THE Span. 


Load 

at 


Load 
in 1000*. 


Coefficient 
of //j. 


//,. 




A 
B 
C 
D 


18.6 
53.8 
47.0 

40.5 


0.3713 
0.5914 

0.6304 

0.6495 


6.90 
31.81 
29.62 
26.30 


Since the arch is symmet- 
rically loaded, the total value 
of 

' Hx = 94.63 X 2 


* 


94.63 


= 189.26 






IIP. NON-S\ 


^MMF.TRICAL L 


rOADING. 


Load 

at 


Load 
in 1000*. 


Coefficient 
of//,. 


//,. 




A 

B 
C 
D 

n 
c 

A' 


113. 

58.0 
48.0 
36.6 

3.1 


4.6 

13.5 


0.3713 
0.5914 

0.6304 

0.6495 

0.6495 

0.5914 
0.3713 


41.95 
34.30 
30.25 

23.78 
2.01 

2.72 
4.91 






139.92 = 


Totals, 
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Fro. 56. 
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The stresses in the various pieces oomposing the arch can 
now be found either by computation or by graphics. 

The stress diagram for a load over all is shown in Fig. 56. 

From this example we see that arches having a variable 
moment of inertia, not following the law ^cos = a constant, 
can be treated with but very little labor. Most of the compu- 
tations can be made with the slide-rule, and furthermore the 
computer need not be familiar with the theory at all, merely 
deducing certain quantities mechanically, these quantities to 
be used by the person who is responsible for the designing of 
the structure. 

The effect of the axial stress can be readily seen, since, 
approximately, it occurs only in the denominator. In our 
example the axial stress term = 778.4. Then the denominator, 
neglecting the axial stress, amounts to 52,064 — 778 = 51,286, 
and the results obtained by using this denominator correspond 
to those obtained by the common method if the effect of the 
variable could be considered. 

The relative error made in omitting the axial stress term is 
t^Ht = 0.015, or 1.5 per cent, an error of no practical im- 
portance. 



CHAPTER IX. 

APPLICATION OF THE GENERAL SUMMATION FORMULAS 

TO ARCHES WITHOUT HINGES. 



In order to illustrate the application of our formulas and 
to show to what degree of accuracy they lead, we will compute 
the values of /f, , Afj , etc., for a parabolic arch having mo- 
ments of inertia varying according to the law cos (p = a con- 
stant, by the summation method and by the formulas demon- 
strated in Chapter III. 



Span 
Load 



DATA. 

/= 190; Rise=/=25; 

a concentration P or (2 = unity at points designated. 

VERTICAL LOADS. {P = unity). 

{a) Determination of H^ by Summation. 



S-JSb 




Fiot/itex of X 



Fig. 57. 

Let the semi-arch be divided into ten parts as shown in the 
figure, and the quantities shown in the tables determined. 

8/ 
b = 4/6(1 — k)f and tan <p = j%{il — x). 

190 
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The moments of inertia are determined for the section at 
the middle points of Jj or points having the abscissas x. Only 
the relative values need be determined now, as we propose to 
neglect the effect of the axial stress. 



Data. 



Point. 


k 


X 


y 


^ 


9 


Ax 


Approximate 


I 


0.026 


5 


2.5 


II. 2 


1. 12 


lO.O 


26'' 30' 


2 


.079 


15 


7.3 


10.9 


1.09 






23* 54' 


3 


.133 


25 


11.5 


10.7 


1.07 






21*' 12' 


4 


.184 


35 


15.0 


10.5 


1.05 






18** 23' 


5 


.237 


45 


18. 1 


10.3 


1.03 






15" 29' 


6 


.289 


55 


20.5 


10.2 


I.02 






12" 30' 


7 


.342 


65 


22.5 


10. 1 


I.OI 






9' 26' 


8 


.395 


75 


23.9 


10. 1 


I.Ol 






6** 20' 


9 


.447 


85 


24.7 


10. 


I.OO 


*« 


3'' 10' 


10 


.500 


95 


25.0 


5 0(i) 


I.OO 


50 


o' 0' 




95.0 





Summation Terms. 





Ax 


.^* 


Ax 


Ax 


Point. 


'V. 


'\ 


■'C 


'^T 


I 


25 


62.5 


50 


125 


2 


73 


532.9 


150 


1095 


3 


"5 


1322.5 


250 


2875 


4 


150 


225O4O 


350 


5250 


5 


181 


3276.1 


450 


8145 


6 


205 


4202 5 


550 


11275 


7 


225 


5062.5 


650 


14625 


8 


239 


5712.1 


750 


17925 


9 


247 


6100.9 


850 


20995 


10 


125 


3125.0 


475 


"875 




1585 


31647 


4525 


94185 



From (221), page 46, remembering that the terms contain- 
ing Nx and F^ are to be omitted, since we propose to neglect 
the axial stress, we have 
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\UC'yAs 



^' }^^' 



^.= 



^J£ 

Ox 



e. 



f^x 




[ 



2— 

^X 



x> a 



where K' = V^x — 2P{x — ^j) ; or for the left half of the arch. 



jr> a 



K' = Px- P{x- a). 



But P = unity, and hence 



K' = x- {x- a).' 



Then 



!k^ = '^' - {}k^ - !^-j^) .(222) 



"^x 



a ^x a "X 



and 



2^J^ = 2^ - [2^— ^ i^f) 



^x 



e. " 7 (f. It 6. T e^ r 



a ^x a ^x 



(223) 



H. 



We will first determine the constants in our expression for 



The denominator becomes 



{3.64; - <^') 



= 13747; 



*^^s 



f e 



— = -^ = 15.6 ; 
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and we have 



H, 



^^-,5.6^^^ 







6 



e. 



mM 



The following table contains the quantities to be substi- 
tuted in this equation 



Partial Sums. 







(n 


(2) 


(3) 


(4) 


Load at 


a 


4f xy^kds 




i'^ 


'^ 






a « 


a • 


a « 


a9 


1 


5 


94060 


7800 


4475 


425 


2 


15 


92965 


22305 


4325 


II25 


3 


25 


90090 


34300 


4075 


1625 


4 


35 


84840 


42770 


3725 


1925 


5 


45 


76695 


46845 


3275 


2025 


6 


55 


65420 


45980 


2725 


1925 


7 


65 


50795 


39715 


2075 


1625 


8 


75 


32870 


27900 


1325 


1 1 25 


9 


85 


11875 


10625 


475 


425 


10 


95 













In this table the summation is actually taken between \l 

■ 

and {a -{- i), for when x :=^ a the combination of columns 
I and 2 and 3 and 4 respectively equal zero. 
For a load at (i), our equation gives us 

fj ^ 94185 " (94060 - 7800) - {4 525 -(4475 ~ 425)1 i3-6 

13747 



or 



H, = 0.037. 



In like manner the values of 7/, can be found for all the 
points from i to 10 inclusive. These values are given in the 
annexed table. 



194 



A TREA TISE ON ARCHES. 



Values of Hx for a Load Unity at— 



PoiDt. 


k 


^1 


I 


.026 


0.037 


2 


.079 


0.207 


3 


.132 


0.-438 


4 


• 184 


0.698 


5 


.237 


0.964 


6 


.289 


1. 210 


7 


.342 


1. 421 


8 


.395 


1. 581 


9 


•447 


1.682 


10 


.500 


1. 714 



In case any load other 
than unity is placed at any 
point, the corresponding 
value of Hx is found by mul- 
tiplying the load by the cor- 
responding coefficient Hx in 
this table. 



{b) Determination of H^ by Integration, 
From (91), page 29, we have 

which becomes for our arch with load unity 

H, = 28.6>P(i - kf or H, = 28.6J,, 

if the tables are employed. 

The values of H^ are as follows : 



Values of Hx for a Load Unity at— 



Point, 


k 


//i 




I 


.026 


.018 




2 


.079 


■152 




3 


.132 


.377 


In case any load other 


4 


.184 


.643 


than unity is placed at any 


5 


.237 


•938 


point the value of Hx is 


6 


.289 


1. 201 


found by multiplying the 


7 


.342 


1.447 


load by the corresponding 


8 


.395 


1.633 


value of Hx in this table. 


9 


.447 


1.744 




10 


.500 


1.787 
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{c) Comparison of Results, 
Values of Hx for Load Unity at — 



Point. 


by SummatiOQ. 


by Integration. 


Difference. 


Relative Diff. 
in Per Cent. 


X 


.037 


.018 


— .019 


r 106 


2 


.207 


.152 


-.055 


& 36 


3 


.438 


.377 


-- .061 


d^ J 17 
%i\ 8.5 

i^ 2.7 


4 


.698 


.643 


-.055 


5 


.964 


.938 


— .026 


6 


1. 210 


1. 201 


— .009 


7 


1.421 


1.447 


+ .026 


5= f 1.8 


8 


I.581 


1.633 


+ .052 


«s 3.2 


9 


1.682 


1.744 


+ .062 


si 3.5 


10 


1. 714 


1.787 


+ .073 


H L 4-1 



Let a load of one ton per horizontal foot of the arch be 
assumed, and determine the value of //, for a load over alU 
Then, by summation^ 

H^ = 10(9.095)2 = 18 1.9 tons ; 

hy integration {for concentrations), 

H^ = 10(9.0475)2 = 180.95 tons; 
181.9— 180.95 =0.95 ; 
and relative error equals 

0.95 
^^ =0.52^. 



18095 



We will now determine the values of M^ by both methods. 

{d) DETERMINATION OF M^. 

From (225), page 47, 



iJ/,= 



^a! ^x 



^jc ^x 



i^^l^-i^^ 



in which 



ofte 



e. 



BJ 



B^ 



'KAs_ 'yAsl^As 'As\ 
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The following table contains all the constants entering the 
above equation. Substituting these constants and the values 
of K^ we obtain an equation quite simple in its application. 



COMSTAKTS. 









At 


.^' 


A, 


t^' 


«^* 


Potot. 


X 


J 


'T 


^•t 


X 

• 


• 


"'T 


I 


5 


2.5 


25 


62. s 


50 


250 


125 


2 


15 


7.3 


73 


532.9 


150 


2250 


1095 


3 


25 


II. 5 


"5 


1322.5 


250 


6250 


2875 


4 


35 


15.0 


150 


2250.0 


350 


12250 


5250 


S 


45 


18. 1 


181 


3276.1 


450 


20250 


8145 


6 


55 


20.5 


205 


4202.5 


550 


30250 


11275 


7 


65 


22.5 


225 


5062.5 


650 


42250 


14625 


8 


75 


23.9 


239 


5712. I 


750 


56250 


17925 


9 


85 


24.7 


247 


6100.9 


850 


72250 


20995 


lO 


95 


25.0 


250 


6250.0 


950 


90250 


23750 


9' 


I05 


24.7 


247 


6100.9 


1050 


1 10250 


25935 


8' 


"5 


23.9 


239 


57I2.I 


1 150 


132250 


27485 


i 


125 


22.5 


225 


5062.5 


1250 


156250 


28125 


e 


135 


20.5 


205 


4202.5 


1350 


182250 


27675 


5' 


145 


18. 1 


181 


3276.1 


1450 


210250 


26245 


4' 


155 


15.0 


150 


2250.0 


1550 


240250 


23250 


3' 


165 


II. 5 


"5 


1322.5 


1650 


272250 


X8975 


2' 


175 


7.3 


73 


532.9 


1750 


306250 


12775 


i' 


185 


2.5 


25 


62.5 


1850 


342250 


4625 








3170 


63294. 


18050 


2.284750 


301150 








1585 


31647 









Determination of Constant Factors, 

^As 'x*As 
^^^-n- = 190(2284750) = 434,102,500; 

*^» ^X 



p— j =r (18050)' = 325,802,500. 



Hence 



^x 



Denominator = 108,300,000; 
^-K- = 18050 and 2—^— = 2,284,750; 

t/jj II C7, 



^x 



'^'^^ = -000161 : 



108,300,000 

2,284,750 
108,300,000 



= 0.2II. 
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Therefore 

J/j = -. .0001 

+ .021 1 






e. 



i 






We are now prepared to determine the value of M^ for a 
load at any of the points I to 10 inclusive. 

The substitutions in the above formula are quite simple as 
illustrated by the detailed deduction of M^ for a load at point 
6 (see table of Partial Sums). 

Partial Sums. 



PoiDt. 


^Js 


^x^jds 


:s^yJs 


2^* 


-^yAs 




a 9 


a 9 


a » 


a 9 


a 9 


I 


18000 


2284500 


301025 


180 


3145 


2 


17850 


2282250 


299930 


170 


3072 


3 


17600 


2276000 


297055 


160 


2957 


4 


17250 


2263750 


291805 


150 


2807 


5 


T680O 


2243500 


283660 


140 


2626 


6 


16250 


2213250 


272385 


130 


2421 


7 


15600 


2171OOO 


257760 


120 


2196 


8 


14850 


211475O 


239835 


IIO 


1957 


9 


14000 


2042500 


218840 


100 


I7IO 


10 


13050 


1052250 


195090 


90 


1460 


q' 


12000 


1842000 


169155 


80 


I213 


8' 


10850 


1 709750 


141670 


70 


974 


/ 


9600 


1553500 


II3545 


60 


749 


6' 


8250 


X37125O 


85870 


50 


544 


5' 


6800 


II61OOO 


59625 


40 


363 


4' 


5250 


920750 


36375 


30 


213 


3' 


3600 


648500 


17400 


20 


98 


2* 


1850 


34225c 


4625 


10 


25 


I' 


















M. = 



M, 



=1 



Load at Point 6. 
^ = 55. 

— .00016111.21(301150) + 2213250 — 55(16250)} 
+ .021111.21(3170)+ 16250 - 55(130)} 

r 

— •000161(1683891) = — 28a648) 
+ .021 1(12935) — + 272.928 ) ' 
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Hence 

M^ = 272.928 — 280.648 = — 7.720. 

In like manner the values of M^ for loads at any other 
points are determined. We have tabulated below the values 
obtained by this method. 



Load at 


Valu« of Af , . 


Load at 

1 


Value of M^. 


I 


- 4.328 


9' 


4- 7.022 


2 


- 9436 


8' 


-h 8.459 


3 


- 11.738 


i 


-h 9.105 


4 


— 11.807 


6' 


4- 8.920 


5 


— 10.291 


5' 


-f- 8.009 


6 


- 7.720 


4' 


+ 6.487 


7 


- 4.542 


3' 


-h 4.550 


8 


- I.194 


2' 


+ 2.443 


9 


-h 2.050 


1' 


-f- 0.611 


10 


+ 4827 







The corresponding values of J/,, as obtained from Table 
VI, are as follows : 



Load at 


k 


^. 


Mx = 95 Je, 
pages©. 


by Summation. 


Diff. 


I 


.026 


--.046 


- 4.370 


- 4.328 


+ .042 


2 


.079 


— .108 


— 10.260 


- 9.436 


+ .824 


3 


.132 


-.133 


— 12.635 


— 11.738 


4- .897 


4 


.184 


— .132 


- 12.540 


— 11.807 


+ .733 


5 


.237 


—.112 


— 10.640 


— 10.291 


-h .349 


6 


.289 


—.081 


- 7.695 


- 7.720 


— .025 


7 


.342 


—.043 


- 4.085 


- 4.542 


- -457 


8 


.395 


—.003 


— 0.285 


- 1. 194 


- .909 


9 


.447 


+.032 


+ 3.040 


-f 2.050 


4- .990 


10 


.500 


-h.062 


+ 5.890 


+ 4.827 


4- 1.063 


9' 


.553 


+.084 


-h 7.980 


4- 7.022 


4- .858 


8' 


.605 


+.096 


+ 9. 120 


4- 8.459 


4- .66r 


7' 


.658 


+.099 


+ 9.405 


4- 9- 105 


4- .300 


6' 


.711 


+.092 


4- 8.740 


4- 8.920 


— .180 


5; 


.763 


-h.078 


-f 7-410 


4- 8.009 


- .599 


4' 


.816 


+.057 


+ 5.415 


4- 6.487 


— 1.C72 


3' 


.868 


+.035 


+ 3-325 


4- 4.550 


— 1.225 


2' 


.921 


4-.015 


+ 1.425 


4- 2.443 


— 1. 018 


I' 


.974 


+.002 


-f 0.190 


4- 0.61 1 


— .421 








— 62.510 


— 61.056 










-|- 61.940 


4- 62.483 






- 0.570 


+ 1.427 
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If our points had been taken closer together, the positive 
and negative moments would have been practically equal for a 
load over all. 

The values of V^ can now be found from the formula 

K = 1!^-^ + (I - i). (47), page 16 
For a load at 6, 

8.920 + 7720 ^ ^ 3 

The values of ^^'^ are determined from 

M, + V,a 



For a load at 6, 



H. 



(50), page 17. 



^ -7720 + 0.798(55) ^ 
-^' 1.210 ^^ 

/i?r a load at 10, 

4.827+0.500(95) 
y = !t — ^_! ^^^^^ = 30.5, 

-^' I.714 ^ ^ 

the correct value for all loads being in this particular case 
\f ^ 1(25) = 30, showing that the above values are sufficiently 
exact for practical purposes. 




Having the values of H^, V^, and y^ determined, the 
magnitudes and directions of the resultants can be found as 
follows, and then the stresses determined by the usual methods: 
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Construct the centre line of the arch to any scale. For 
any load as 6, make EN equal the corresponding value of y^. 
Make EF = F| , DF = //, , and EG = P, and complete the 
parallelogram of forces : then ED = R^ and DG = EO = R^ \ 
also, AH = ;r, , -^^ = y^^ , ZC = y^ , and O/ = x^, 

HORIZONTAL LOADS. {Q = unity.) 

From (232), page 48, introducing the constants already 
found, and modifying the form, we have 



%= 



( ^x t/, ) 



where 



13747 



or 



^.= 






13747 



From the tables computed for vertical loads the partia 
Bums required above are readily found. 

Partial Sums. 





Point. 


vV y^^' 


^liyJs 


^± 






a 


« 9 


a $ 






X 


X 


"x 




Z 


31584.5 


1560 


85 




2 


3105 1. 6 


1487 


75 




3 


29729.1 


1372 


65 




4 


27479-1 


1222 


55 




5 


24203.0 


1041 


45 




6 


20000.5 


836 


35 




7 


14938.0 


611 


25 




8 


9225.9 


372 


15 




9 


3125.0 


125 


5 




10 












APPLICATION OF THE GENERAL SUMMATION. 201 

To illustrate the application of the formula we will deter- 
mine the value of H^ for a load at point 7. 
Load at 7, 

b = 22.5 

/+ [14938- 22.5(61 1)]\ 

_ \— is-6[6ii -22.5(25)]/ 
*?'- 13747 

ft _ 2[i 190.5 - i5-6(756.6)] _ . 



Then 



^. = 1:264=0. 



532. 



By Table XII, ff, = J„ = 0.537. 

The following table contains the values of /T, as found by 
two methods for loads at points i to 10 inclusive. 



Point 


k 


by Summation. 


by Table XII. 


Diff. 


I 


.026 


p.984 


0.991 


.007 


2 


.079 


0.910 


0.930 


.020 


3 


.132 


806 


0.836 


.030 


4 


.184 


0.715 


0.740 


.025 


5 


.237 


0.633 


0.651 


.018 


6 


.289 


0.574 


0.584 


.010 


7 


.342 


0.532 


0.537 


.005 


8 


.395 


0.509 


0.51 1 


.002 


9 


.447 


0.501 


0.502 


.001 


10 


.500 


0.500 


0.500 


.000 



For loads on the right of the point lo we have merely to 
subtract the value of H^ for the corresponding load on the 
left of the crown from unity. 

The above values of I/^ are for loads acting from the right 
towards the left, and hence they are positive and the same in 
character as for loads acting vertically downward. 

For bending-moments M^ we have from (236), page 48, 
introducing the constants already found, 
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M,= \ 






The partial sums required above are given on page 197. 

As the apph'cation of this formula is precisely the same in 
method as that for vertical loads, we will only illustrate its 
application in a few cases. 

Laad at Point 10. 

^ = 25. 

'-ooooi6li°-5°°(30iiSo)- 195090 \ 
_ I 0.00016^ j _j_ 25(13050) \ , 

'~ |-Uoo2n^°-5°°(3i7o)-i46o j. 

1^+0.0211 1 . +25(90) r 

^ _ ( — 0.000161(281735) = - 46.956, 
(+ 0.0211(2375) = + 501 13 ; 
or 

^. = + 3-i57- 
By the use of Table XIII, ^, = + 0.1250(25) = + 3.125. 

Load at Point 1. 
b = 2.5. 



M,= 



-o.o^.6|{o-984(3on5o)- 30.02^^1, 
| + o.o2„{o-984(3.7o)-3.45^^|, 



^ _ j - 0.000161(40306) = - (>^7i77, 
^ '" ( + 0.02 1 1 (423) = + 8.< 



■9253. 
Hence 

J/j = + 2.208. 
By the use of Table XIII, M^ = -{- 2.231. 

The above results indicate a closer agreement in the two 
methods than was found for vertical loads. 

To determine M^ it is necessary to merely consider aas/ —a. 

The method of procedure is now parallel with that outlined 
for vertical loads. 

Fig. 59 shows graphically the results obtained by the two 
methods. 
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The close agreement of the curves shows clearly that the 
approximate method of summation is quite accurate enough 
for practical purposes. This method requires considerable 
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more work, but it has the advantage of being approximately 
correct for any form of arch and any values of ^, the circular or 
elliptical arch requiring no more labor in calculating the values 
of H^y M^y etc., than the parabolic arch. 



CHAPTER X. 
THE ST LOUIS ARCH.* 

To further show the accuracy of the results obtained by 
the use of the summation formulas we will compute the values 
of H^ and J/, for the well-known St. Louis or Eads Bridge, 
using the data given in the History* of the bridge. The results 
given by Prof. Woodward were computed with great care from 
formulas deduced to fit the peculiarities of the arch-rib. 

B has but two values throughout the rib. For a distance 
equal to one twelfth of the span from each support B has a 
constant value, and between these two sections another value 
which is uniform throughout that section ; thus the use of the 
formulas of Chapter IV is prohibited. 

DATA. 

Span = /= 519.2328 ft. Rise =/= 47.31 ft. 

Radius = ^ = 736.0 ft. 0, = 20^ 39' I7".92. 

Area of each flange for -^ the span at the ends =: F =• 6j 
sq. in. 

Area of each flange in centre section = F = 100.5 sq. in. 

Depth centre to centre of flanges = 12 ft. 

Dead load = i ton per running foot horizontal. 

Live " =0.8** " " " " 

In applying our formulas the linear arch will be assumed to 
lie midway between the flanges of the rib. We will divide this 
linear arch into fifty-one divisions, as shown in the first table. 
The co-ordinates x and y will be computed for the centre points 

* See "A History of the Si. Louis Bridge," by C. M. Woodward (St, Louis, 
G. J. Jones & Co., 1881). 
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of these divisions, and the moments of inertia taken at the same 
points. 

Since the areas of the flanges are (>J and 100.5 sq. in., and 
the distance centre to centre of the flanges 12 ft. throughout, 
the moments of inertia will be in the ratio of two to three. As 
we propose to neglect the influence of the axial stress — as was 
done by the computers for the structure as built — we need not 
concern ourselves about the actual values of ^, but use relative 
values. The following data will be used throughout in the 
computation of //j and M^ : 

Table of Co-ordinates, etc. 



Point. 


X 


y 


Ay 


Ajc 


A, 


Relative 9. 


I 


6.6 


2.33 


4.83 


13-3 


14.14 


3 


2 


18.3 


6.52 


346 


10. 


10.58 


3 


3 


28.3 


9.93 


3.31 






10.53 


3 


4 


38.3 


13-22 


3.16 






10.48 


3 


5 


48.3 


16.31 


3.02 






10.44 


2 


6 


58.3 


19.18 


2.87 






10.40 


2 


7 


68.3 


21.98 


2.65 




10.34 


2 


8 


78.3 


24-55 


2.50 




1 10.31 


2 


9 


88.3 


27.06 


2.43 






10.29 


2 


10 


98.3 


29-34 


2.21 






10.24 


2 


" 


108.3 


31.55 


2.14 






10.22 


2 


12 


118.3 


33.61 


1.98 






10. 19 


2 


13 


128.3 


35-45 


1-77 






10.15 


2 


14 


138.3 


37.21 


Z.69 






10.14 


2 


15 


148.3 


38.76 


1.55 






10.12 


2 


16 


158.3 


40.23 


1.40 






10.10 


2 


17 


16S.3 


41.56 


1.25 






10.08 


2 


18 


178.3 


42.73 


I.IO 






10.06 


2 


19 


188.3 


43.76 


0.96 




10.04 


2 


20 


198.3 


44.72 


0.81 1 




10.03 


2 


21 


208.3 


45-46 


0.74 




10.03 


2 


22 


218.3 


46.12 


0.51 


• 




10.01 


2 


23 


228.3 


46.63 


0.44 


« 




10.01 


2 


24 


238.3 


46.93 


0.40 


( 




10.007 


2 


25 


251.4 


47-22 


0.12 


16.3 


16.30 


2 



Determination of H^, 

From (220), page 46, remembering that the terms contain- 
ing ^» 2ind F^ are to be omitted, we have for vertical loads 
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n 6^- 



'Il K'As 



'!*yAs 



H,= 



^x 



2-^ 



/A/Jj 



6*. 






in which for a load P = unity 



and 



'i'^-y^f - 'i?^^ _ ri'^^ - «':^^^ f222> 



We note that only the quantities enclosed in the parentheses 
in (222) and (223) vary with a change in the location of the 
load. We will first compute the terms which are constant. 

-^y/ = 1 56,868.7; 
(?>^) =(4"0.8)'; 

-S-rp = 125.0. 

^x 

Combining these quantities and multiplying the product by 
2, we have for the value of the denominator 43324.1. 

^^y-ir = 669,403.3 



'h As 

2x-^ = 16,863.4; 



a 
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^x 

e^ 



_ 41 10.8 _ 



125.0 



= 32.88. 



For our purpose it will not be necessary to compute H^ for 
a load at each point of division. We have selected points 2, 
4,6, lo, 15, 20, 23, and 25. 

The following tables show the method of procedure in the 
determination of H^ for each point designated. 



First Term of Numerator. 











First Term of 


Load at 


l/% A 






Numerator: 


Point 
No. 


7^ 




'b.yAs 


l/%fCyJs 
* 


2 


669,403.3 


668,910.9 


74.606.5 


75,099.1 


4 




666,152.5 


153,035.0 


156,285.8 


6 




656,225.8 


222,170.7 


235.348.2 


10 




611,473-5 


322,514.9 


380,444.7 


15 




495,454.3 


353.462.5 


527,411.6 


20 




303.881. 1 


260,155.3 


625,677.5 


23 




152,699.9 


141,462.2 


658,165.5 


25 










669,403.3 



Second Term of Numerator. 









• 


Second Term of 


Load at 






'21 »^ 


Numerator: 


Point 
No. 


K 




:S-5— (3a.88) 




* 


a 


a 


' 


2 


16,863.4 


16,767.9 


2,136.6 


73.435.4 


4 




16,534.9 


4.203.5 


149,104.1 


6 




15.979.6 


5.79I-I 


219,637.1 


10 




14,265.3 


7.740.4 


340.139.0 


15 




11,004.2 


7,909.3 


452,983.7 


20 




6,519.9 


5,587.7 


524,124.8 


23 




3.240.1 


3,002.8 


547,000.0 


25 










554,807.2 
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Value 


OF Hx, 




Load at Point 
No. 


Numerator. 


DcDominator. 


Hx 


2 


1.663.7 


43.324.1 


0.039 


4 


7,181.6 




0.165 


6 


15.711. i 




0,362 


lO 


40,305.8 




0.930 


15 


74,427.9 




1.7 7 


20 


loi. 542.7 




2.343 


23 


111,163.5 




2,565 


^ 25 


1 14. 596. 1 




2.645 



If now, with the values of a as abscissas and the correspond- 
ing values of H^ as ordinates, points be located on sectioned 
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Fig. 60. 



paper and a smooth curve drawn through them, the value of H^ 
for any value of a can be readily and quite accurately deter- 
mined. 
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For a uniform load of w per horizontal unit of span the 
total value of //, will be twice the area included between the 
above curve (extending from the support to the crown) and the 
axis of abscissas multiplied by w. 

Such a curve is shown in Fig. 60. The full line represents 
the curve located by the above values of H . The broken 
line IS located by values of H^ which were obtained by another 
computation in which only one decimal place was employed 
in the data. 

In the computations for the St. Louis arch uniform loads 
were assumed as follows : 

For dead load i.o ton per lineal foot. 



(( 



live 



(( 



0.8 " " 



<i 



(( 



In the history of the bridge the values of J7, are given for 
a load extending from the support up to each of eight points 
of division. The corresponding points are marked I, II, III, 
etc., in Fig. 60. 

The following table shows the relation between the values 
of H^ given in the history of the bridge and those obtained 
from Fig. 60. 

Moving Load of 0.8 Ton per Lineal Foot. Values of Hx, 



Load np to 


History. 


Fig. 60. 


Difference. 


Remarks. 




Tons. 


Tons. 






I 


8.10 


8.04 


0.06 


The values in the 


II 


56.20 


55.86 


0.34 


third column were 


III 


155.20 


154.78 


0.42 


obtained from Fig. 


IV 


286.60 


286.56 


0.04 


60 by taking ^ the 


V 


418.10 


418.34 


0.24 


area between the 


VI 


517.00 


517.26 


0.26 


full line and the 


VII 


565.10 


565.08 


0.02 


axis of a. 


over all 


573.30 


573.12 


0.18 





The above table shows almost perfect agreement between 
the exact and approximate methods. The errors are of no 
practical importance. They exist only in the decimal figures, 
which are quite likely to be in error by either method. 

For a load over all with w = 0.8 ton the area between the 
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broken line and the axis of a is 559.3, being in error 14 tons, 
or a little over 2 per cent. Even this is of no practical 
importance. 

We will now show that the effect of the axial stress, which 
was neglected in the calculations made for the St. Louis 
Bridge, is very much larger than any error which is likely to 
be made by using the summation formula. 

In (221) we have in the numerator 

^ \T ^^ %^^^ ^'^ ^ 
^iV,£r- = -^ — v.— . 

Since we used only relative values for 6^, it will be necessary 
to introduce a factor in the above expression. For the area 

6y, 6 = 2—^.1 — J = 2(16.75) approximately. Therefore 
144 ^ 2 ' 

2 — '-^ = 2(8.37) = the factor required ; then 

2N,-^ = 2:S8.37— ^-^. 

This is very small in comparison with the remaining terms 
in the numerator, and hence can be neglected without serious 
error. 

In the denominator of the same equation we have 

. ^{^Ax cos '/• Ax cos d> 
•Y2—-^^ or 22^8.37 p-^^ 

We may replace Ax cos by As nearly, and have 

^/%As 
i6.74-2-F^ = 8300, about. 

Then the denominator, when the effect of the axial stress is 
considered, becomes 

43,324+8,300= 51,624. 
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51624 

= 1. 10, or the values of //, obtained above are too 

43324 ^ 

large, and should be divided by 1. 19 to obtain the values 
which include the effect of the axial stress. 

Deduction of M^. 
Neglecting the axial stress term, (225), page 47, becomes, 



ivhere 



^ KJXS _ _ rr ^_y^ _ [y^l^ _ j'-^^'^p. 
9 ^x ^ ^x ^ a ^x a ^x I 

The values of the constant terms are as follows: 

'As Lx^As 

2^ = 250 2-7r- = 22,035,617. 

JjcAs 

2Z—. = 64,887. 

Hence the denominator = 1,298,530,726. 

jz = 0.0169696; 

^-77- = 0.000050046. 
"x 

Then our equation becomes 

M, = 0.000050046^ -2i 0.0169696-2-—-. 

f^x "x 

The following tables contain the necessary quantities for 
substitution in the above equation, using the values of /T, 
found above and the same points for the location of the loads. 
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First Term. 



Load at 

Point 

No. 






a 





FimTenn. 


2 


83.226.4 


22.034.233.5 


1.185,691.6 


20.931,768 


1047.551 


4 


352.III.5 


22.026.302.9 


2.472.605.5 


19.905.809 


996.205 


6 


772,511.3 


21. 996,451. 


3,731.410.1 


X9.037»552 


952.750 


lO 


1,985,268.8 


21,851,139.9 


6,123,034.1 


17,713.374 


886.483 


15 


3,664,093.9 


21.427,952.6 


8,754,026.2 


16,338,020 


817.652 


20 


4. 999*983 -7 


20,623,541.6 


io,Si6,26a6 


14.807.264 


741.044 


23 


5»473,733.7 


19,906,568.2 


1^,703,816.8 


13.676.485 


684.453 


25 


5.644.454.5 


i9.i07»367-4 


12,073.221.3 


12,678,600 


634.513 


^5; 


5.644,454-5 


18,522,875.2 


12,276,321.8 


11,891.007 


595.096 


23' 


5»473.733.7 


17.704,577.3 


12,502.906.4 


10,675.404 


534.261 


20' 


4,999,983.7 


16,250,248.4 


12,292,268.3 


8.957.963 


448.310 


15' 


3,664,093.9 


13,141,610.2 


10.927,427.6 


5.878,276 


294.1 84 


10' 


1,985.268.8 


9,041,875.9 


8,102,179.8 


2,924,964 


146.382 


6' 


772.511. 3 


4,928,737.8 


4.'623.750.2 


1.077,498 


53.924 


4; 


352,111.5 


2.964,105.3 


2,835,176.7 


481,040 


24,074 


2' 


83,226.4 


1,237.593.8 


1,209,345.9 


111,514 


5.580 



Second Term. 



Load at 
Point 

No. 


*■* 


IxAs 


.4.^' 

"^T. 

« 


ijKAs 


Second 
Term 


2 


320.6 


64,791.9 


4,4238 


60,688 


1029.864 


4 


1,356.5 


64,558.9 


8,990.4 


56,925 


965.99+ 


6 


2.976.2 


64,003.6 


13,077.6 


53,902 


914.697 


10 


7,648.5 


62.289.3 


20,026.3 


49,911 


846.978 


15 


14,116.4 


59,029.2 


26.444.2 


46.701 


792.502 


20 


19,263.1 


54,544.9 


30.371.8 


43,436 


737.094 


23 


21,088.3 


51.265.1 


31,536.4 


40,816 


692.646 


25 


21,726.0 


48,023.9 


31,420.7 


38,329 


650.431 


25' 


21,726.0 


45,841.4 


31,287.9 


36.279 


615.648 


23' 


21.088.3 


42,980.1 


31.075.4 


32.993 


559.877 


20' 


19,263.1 


38,305.6 


29,455.4 


28.113 


477.069 


15' 


14.1 16.4 


29,461.9 


24.698.2 


18,880 


320.386 


10' 


7.648.5 


19,249.6 


17.307.4 


9.590 


162.750 


6' 


2,976.2 


10,032.0 


9.425.4 


3.582 


60.798 


4' 


1.356.5 


5.895.6 


5,645.8 


1.606 


27.257 


2' 


320.6 


2,414.3 


2.359.2 


375 


6.375 



In making the computations above three decimal places 
were used throughout. These have not been given, hence the 
last figures may not exactly check. 
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ALUES OF Ml, 



Load at 
Point No. 


Computed Values 

of iV,. 

Load Unity. 


Load at 
Point No. 


Computed Values 

ot iV|. 

Load Unity. 


2 

4 
6 

10 

15 

20 

23 
25 


- 17.7 

- 30.2 

- 38.1 

- 39.5 

- 25.2 

- 4.0 

+ 8.2 

+ 15.9 


25' 

23' 
20' 

15' 
10' 

6' 

4' 
2' 


+ 20 6 
+ 25.6 
-f 28.8 
4-26.2 

+ 16.4 
+ 6.9 
+ 3.2 
-f 0.8 



With the values of a as abscissas and those of M^ as ordi- 
Tiates the curve shown in Fig. 61, page 215, can be located. 
The following table shows the agreement between the values 
given in the History and those obtained from Fig. 61. 



Comparison op Values of Mi. w = 0.8 Ton. 





Values Given 


XTalit^A frAffn 




Percentacre of 


Load 


in History 


Fig. 61. 


Difference. 


Computed 


Upto- 


of Bridge. 




Values. 




(i) 


(a) 


(3) 


(4) 


I 


— 1206 


- 1244 


4- 38 


3.0 


II 


- 3"4 


- 3224 


+ 110 


3.4 


III 


- 4034 


— 4226 


+ 192 


4*5 


IV 


-3588 


- 3848 


+ 260 


6.7 


V 


- 2235 


— 2529 


+ 294 


II. 6 


VI 


— 78a 


— 1123 


4-341 


30.3 


VII 


+ 70 


-- 282 


4-352 


124.8 


VIII 


+ 232 


- 128 


4-360 


281.2 



Comparison of Values of M%, 



I 


^ 


h 161 


4- 154 


- 7 


4.5 


II 


- 


- 1013 


4- 985 


- 28 


2.8 


III 


H 


- 2466 


4-2401 


- 65 


2.7 


IV 


- 


- 3821 


4-3720 


— 101 


2.7 


V 




-4266 


4-4008 


-258 


6.3 


VI 


- 


h 3346 


4-3096 


— 250 


8.0 


VII 


- 


-1438 


-f 1116 


— 322 


28.7 


VIII 


^ 


- 232 


- 128 


4-360 


281.2 
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In column (3) the positive sign indicates that the values in 
column (2) are too large. 

Here we see that the agreement in values is not as close as 
in the valves of H^^ but we also note that the greatest discrep)- 
ancies occur in the small and non-important values. 

The maximum negative value of Jf, is in error — but 4.5 per 
cent and the maximum positive value 6.3 per cent^-errors which 
are of little importance. 

- The negative area in Fig. 61 is about 4.5 per cent too large 
and the positive about 6.3 per cent too small. Now since 
in this particular case the difference between these areas is 
small, we readily see why our discrepancy for a load over all 
is so large. The heavy broken line in Fig. 61 represents the 
correct curve. 

For practical purposes our curve is quite exact, and will 
give results as near the truth as any of the common methods 
in their special cases. 

Of course the particular advantage in the summation 
method is its adaptability to any case of the symmetrical arch. 

Temperature, 

Data.—et'' = o.cxx)527, where /° = 80**, / = 520, £ = 
1944000. 

Value of Ht,~¥r om (239), 

^ _ Eefl _ 532734 

In this case the actual values of 6^ must be employed in the 
denominator, or 

2 X 8.37 

. «■ - 532734 _ --J - 
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■ 

From the history of the bridge, 

Ht = 204.9. 

205.9—204.9 = I, or an error of about one half of i per cent. 
Value of M^. — From (240), page 49, we see that 

M, =^.^77 = 205.9(32.88) = 6769.9. 
From the history of the bridge, 

K = 6747. 

6769.9 — 6747 = 22.9, or an error of about 3.4 per cent 



CHAPTER XL 
THE SPANDREL-BRACED ARCH. 

The so-called spandrel-braced arch usually consists of an 
arched bottom chord and a horizontal top chord connected by 
a system of web-bracing. Evidently the formulas of Chapters 
III and IV cannot be applied even approximately to this 
form of arch. The summation formulas, however, enable us 
to consider this type of arch either with or without hinges with 
comparatively little more labor than required for the ordinary 
form having a variable 6, 

To illustrate the method to be pursued we will take the 
case of a proposed design for a bridge over the river Douro 
by Mr. Max Am Ende and Messrs. Handyside & Co.* 

The form and general dimensions of the bridge are given 
in Fig. 62. 

c D 







AU dimemionB in meters 



Fig. 62. 



When the general form of the structure has been decided 
upon, the first step is to approximately determine the sections 



* Design ior a bridge over the river Douro by Mr. Max Am Ende and 
Messrs. Handyside & Co. ; Engineerings London, 1881. 
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of the various members by the formulas of Chapter III or IV^ 
using for the linear arch the parabola or circle which lies 
approximately midway between the two chords. 

For the application of the summation formulas the linear 
arch is assumed to pass through the centres of gravity of each 
vertical section. (Of course in both cases mentioned above the 
linear arch must pass through the supports.) The method of 
procedure is now the same as already explained for the arch 
with a hinge at each support and the arch without hinges. 

In computing the values of d for each section the moments 
of inertia of the flange sections about an axis passing through 
their centres of gravity may be neglected and the moment of 

each flange be taken as , where h is the distance centre to 

centre of the flanges. 



Douro Spandrel-braced Arch, 

L,etABCI?£, Fig. 62, represent one half of the bridge, and 
suppose the approximate dimensions of members and the linear 
arch have been determined. We will divide the linear arch 




Fig. 63. 

into twenty equal parts, measure the co-ordinates at the centre 
of each division, and take the moments of inertia at the same 
points. 

Following are the data required for the determination of 
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Data. 



Divi- 
sion. 


♦Aj 


♦A-r 


•A^ 


X 


y 


*sin^ 


*C08 ^ 


♦ ^x 


* F 
'^x 
















1000 


1000 


I 


10 2 


7.0 


7.4 


3-5 


3.7 


0.735 


0.68 


20.73 


5.60 


2 




7.0 


7.3 


10.5 


II. I 


0.720 


0.70 


11.23 


4.70 


3 




7.6 


7.1 


17.8 


18.2 


0.685 


0.73 


21 64 


5.00 


4 




7.8 


6.6 


25.5 


25.x 


0.630 


0.77 


40.41 


4.80 


5 




8.2 


6.2 


33.5 


31.5 


0.600 


0.80 


87.07 


4.80 


6 




9.0 


4.8 


42.1 


37.0 


0.480 


0.88 


157.57 


4.36 


7 




9.5 


3.9 


51.4 


41.4 


0.367 


0.93 


101.91 


4.30 


8 




10. 


2.3 


61.2 


44.4 


0.235 


97 


51.96 


4.18 


9 




10. 1 


1.2 


71.2 


46.2 


0.122 


0.99 


29.27 


4.00 


10 




10.2 


0.4 


81.2 


47.0 


0.045 


1. 00 


17.84 


4 04 



Data. 



Divi- 
sion. 


• 1000 

Ax 


xooo 

Ax 


1000 


xooo 
•Af 


1000 

< 


* lOQO 

A;) CO-^ 


I 
2 

3 
4 
5 
6 

7 
8 

9 
10 


0.492 
0.892 

0.471 
0.252 

O.II7 

0.065 

O.IOO 

0.196 

0.348 
0.572 


1.820 
9.901 

8.572 
6.325 

3.685 
2.405 
4.140 
8.702 

16.077 
26.884 


1.722 
9.366 
8.384 
6.426 

3.919 
2.736 
5.140 

11.995 

24.777 
46.446 


6.734 

109.901 
156.010 

156.757 

116.077 
88.985 

171.396 
386. 308 

742.757 
1263.548 


6.371 

103.962 

152.589 

161.292 

123.448 

TOI.232 
212.796 

532.578 
U49.3I7 

2182.962 


2.525 
2.499 

2.320 

2.055 

1. 817 

1.367 

1. 251 
1.109 

1.043 

0.850 




3.505 


88.511 


120. 911 


3198.5.13 


4726.547 


16.836 



From (221), page 46, we have, neglecting the axial stress, 
term in the numerator, 



^x 



^x = 



^x 



e. 



. 2 



'^y\ds , ^!^ /ix cos __ \ ^, ^ 
^« F^ ~~^liAs 



^x 



♦ Data given by Mr. Max Am Ende. 
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or 



^6 ^S-25-^ -ff- 

' 1961, say 2000 



where 



and 



^M C/, ( a f^x a ^x ) 

^^JC As 'i%xAs ( ^i^,xAs ^i^As ) 

for P = unity. 

For a load at 10, a = 81.2. Then 

^-^= 4726.5 - {0} - 4726.5; 

^x 

-^— Zi — = 121 — \0\ = 121. 0. 
. zj _ 4726.5 - 121(25.25) 

For a load at 9, a = 71.2. Then 
^^^ = 4726.5 - {2183 - 7i.2(26.9)( = 4458.7 



and 

^x 



= 121 — J46.4 - 71.2(0.572)} = 115.2. 



. iT- 44587- 115-2(25.25) 

• -'^i = 0.77?. 



2000 -'77S* 



In like manner the values of H^ for loads at the other 
points are obtained. The following table contains the values 
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of H^ for each division, the interpolated values for the ends of 
the divisions, and the values given by Mr. Max Am Ende, who 
took his origin of co-ordinates at the crown and measured the 
ar's and ys to the extremities of the divisions. He then sub- 
stituted the proper quantities in * three equations, which he 
demonstrates, and eliminated all unknowns but H^. 





Comparison of ' 


THE Values of H\ 








Hy at End of 


^1. 
Max Am Ende. 


Division No. 


//i 


Divisions, 
KiK. 64. 


I 




0.018 


0.032 


2 


0.037 


0.060 


0.109 


3 


0.117 


0.167 


0.204 


4 


0.218 


0.274 


0.302 


5 


0.323 


0.385 


0.402 


6 


0.440 


0.500 


O.50Q 


7 


0.550 


0.617 


0.616 


8 


0.673 


0.725 


0.701 


9 


0.775 


0.810 


0.762 


10 


0.835 


0.840 


0.792 (?) 



U 


















^ 


0.7 














/ 


<^"' 


^*3 


0.6 












- / 


/ 






0.5fe 

CO 

iij 
0.43 

-1 
< 

0.8^ 


L 








w 


/ 














,^ 




























OJS 




0^ 
















0.1 


4^ 


f 


















k 


/ 

a 


LOA.C 
4 


AT 
~ 5 


'OIN' 
6 


r No. 

7 


? 





10 



Fig. 64. 



* As far as known by the author, Mr, Max Am Ende was the first to suc- 
cessfully treat the fixed arch with variable 9, using the summation formulas. By 
Bome manipulation his three formulas can be reduced to our general forms. 
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We see from Fig. 64 that our values lie above and below 
those given by Mr. Max Am Ende, and that the areas between 
the curves located by both series of values and the axis of a 
are very nearly equal, that is, for a uniform load over all the 
values of //, would be practically equal. We could not expect 
any closer agreement in values, considering the difference in 
method and the very approximate values of x and y which we 
used. 

It will not be necessary to take up the deduction of M^y 
F,, etc., as the method of procedure is precisely the same as 
that employed for the St. Louis arch. 

The more common form of the spandrel-braced arch is 
hinged at each support. The method of treatment is prac- 
tically the same as outlined above ; only the formulas for the 
hinged arch are, of course, used. 



CHAPTER XII. 
THE MASONRY ARCH. 

Under this heading we will include arches constructed of 
■stone, brick, and concrete having spans of at least twenty-five 
feet. 

Before considering the many types of masonry arches we 
will first consider a type which is amenable for calculation 
by the formulas deduced for the elastic arch. This type 
consists of an arch-rib of masonry, with joints carefully made 
and as thin as practicable. At regular intervals this arch 
supports thin lateral walls, which in turn carry small arches or 
slabs which support the roadway. At the abutments the arch 
is protected from any horizontal pressures by retaining walls. 
The general features of this type are shown in Fig. 65.* 




-^WB^/Ay/ 



Fig. 65. 

The dead weight of this style of bridge consists (1°) of the 
weight of the masonry in the rib proper, and (2°) the weight of 



* See "Bericht des GewOIbe-Ausschusses. Sonderabdruck aus der Zeit- 
tschrift des Osterr. Ingenieur- und Architekten-VereineSp" No. 20-34, 1895. 
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the material above the arch which is transmitted to the rib 
through the thin lateral walls. The forces acting upon the 
arch-ring are evidently vertical. 

Now since any rectangular masonry joint will have the 
same kind of stress at all points when the resultant pressure 
upon the joint is applied within the middle third, our arch-ring 
will be in compression throughout if the equilibrium polygon 
lies within the middle third of each section. Then if the effect 
of the mortar joints be neglected the masonry rib will behave 
quite similarly to an elastic rib, and hence we may consider 
the formulas already demonstrated as applicable in this case. 

If the skew-backs are well fitted and the abutments or 
piers supporting the arch practically immovable, then the 
masonry rib is fixed ^t the ends, or at least more nearly fixed 
than hinged, as long as the equilibrium polygon remains within 
the middle third of the section. 

Since the arch-ring is necessarily made up of many pieces 
where either stone or brick is employed, it is practically 
impossible to so construct the arch-ring that there will not be 
more or less change in the position of the axis when the false- 
works or centring is removed. As a consequence the true 
position of the equilibrium polygon in the arch as constructed 
is somewhat uncertain. 

To avoid this uncertainty in the location of the equilibrium 
polygon, it is advisable to place in three or more joints which 
divide the ring symmetrically some material, as lead, covering 
the middle third of the joint. This locates the polygon within 
the limits of the area of the lead plates, and hence the maximum 
possible thrusts at these joints can be determined. 

After the falseworks are removed and the arch with its 
spandrels, etc., completed, these joints can be filled with 
cement, and become fixed at the ends for any additional loads.* 
This method is successfully followed by German engineers. 

For arches of the above type all loads are considered vertical^ 
aud the arch- rib is assumed to be without hinges for moving loads. 

* See page 229. 
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As in all arch designs, the general dimensions must be * 
assumed, and then the corresponding loads computed and the 
equilibrium polygons f drawn to determine if they lie within 
the middle third of the arch-ring assumed, and further, to be 
sure that the intensity of the pressure at any point in the rib 
does not exceed the safe strength of the material and that 
frictional stability is not exceeded. 

Having decided upon the shape of the arch, the span and 
rise of the axis being assumed, the next dimensions required 
are the thickness of the rib at the crown and that at the skew- 
backs. The assumption of these dimensions can be made with 
the aid of Table XXX. 



THICKNESS OF ARCH-RING AT THE SKEW-BACK. 

Theory (except in hinged arches), practice, and appearances 
demand that the depth of the arch-ring at the skew-back 
should be somewhat greater than at the crown. For vertical 
forces the horizontal thrust is constant throughout the arch, 
and hence the axial thrust increases as the secant of the angle 
of inclination of the axis. The thickness of the rib, however, 
should increase more rapidly than the secant of this angle, 
since it is seldom that the equilibrium polygons follow the 
centre of the arch-ring. As the polygon departs from the 
centre of the ring the maximum intensity of the pressure upon 
the joint changes quite rapidly, being twice the average intensity 
when the polygon passes through the third point of the joint. 

Having decided upon the depths of the crown and the 
skew-backs, the arch-ring can be drawn to scale. 

* See Alexander and Thomson's direct method for proportioning masonry 
arches, page 234. 

f The graphic method is preferred for the preliminary investigations, being 
much shorter than the algebraic methods, and quite accurate enough. 
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EQUILIBRIUM POLYGON FOLLOWING THE AXIS OF THE 

ARCH-RINa 

The ideal arch would be one in which the pressure over 
the area of each joint is uniform, or the resultant pressure 
would pass through the centre of each joint of the arch-ring. 
This, of course, is impossible when the loading is movable ; but 
for the dead load of the structure the various parts can be so 
located that the equilibrium polygon will very nearly pass 
along the axis of the arch-ring. 

Now since the dead load is usually much greater than the 
live load, if the arch be designed so that the equilibrium polygon 
follows the axis for the dead load and a live load over all, the 
ring will be safe usually for a variable moving load. 

The loading necessary to make the equilibrium polygon 
follow the axis can be obtained approximately as follows : 

Assume the dimensions of the arch-ring and draw it to 
scale as shown in Fig. (A. Determine the distance mp and 
the location of the points a^ by c^ etc., where the lateral walls 
rest upon the arch-ring. Then in Fig. 66 let abc^ etc., be these 
points of division ; connect them by the straight lines ab^ bc^ cdy 
etc. ; then abcde is one half of the equilibrium polygon which 
follows (nearly) the axis of the arch. We have now to deter- 
mine the relative and actual magnitudes of P^P^P^^ etc., so 
that the points ^, ^, c, etc., will not be changed in position. 

The load at the crown can be determined at once from the 
assumed dimensions and weights. Lay off one half of this 
load as shown in Fig. 66, and draw 5, parallel to ge until it 
cuts the horizontal at P\ draw 5^5*,, etc., parallel to ed^ dc^ etc., 
respectively: then the distances P^P^P^P^, etc., cut off on the 
vertical are the required values of the loads at e, rf, ^, i, etc. 
A few trials will place the material above the ring so that these 
values will very nearly obtain. 

We have now all of the general dimensions of the structure 
from which the actual loads at abcy etc., can be computed. 
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Taking abcde as the axis of the arch, and assuming the above 
loads apphcd at the points abcde, the actual values of H^, V„ 
and J/, can be found by means of the formulas already demon* 
strated, and the true equilibrium polygon drawn. 




^■f- 



If lead joints are employed at the skew-backs and the 
crown, the values of U,, V„ etc., can be found under the 
assumption that the arch has three hinges, trials being made 
under the assumption that the hinges lie within the middle 
third of the arch-ring. 

If an actual hinge is placed at the crown, the starting-point 
of the equilibrium polygon is fixed. 

If no hinges arc assumed, then the starting-point of the 
polygon must be determined in the same manner as for the 
metal arch. 

Extent of Loading which will cause the Equilibrium Polygon 
to follow the Axis of the Arch. — In Fig, 66 let m^' represent 
the load at g ; then at the joints e, d, c, etc., lay off upwards from 
the lower limit of the arch-ring the loads P^P^, etc., and draw 
the curve j'hm. This represents very nearly the upper limit of 
a homogeneous load corresponding to the polygon abc, etc. 
If now nofi is drawn parallel to j'km at a distance mp below this 
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curve, the shaded portion between the curve nop and the upper 
limit of the arch-ring represents the relative amount of material 
to be placed in the lateral walls. 

If the live load over all is included with the dead load, the 
point m would be raised an amount proportional to the added 
live load measured in masonry units. 

The axis of the arch shown in Fig. 66 is circular. If the 
angle at the centre had been larger and the curw^jkm continued, 
we would have found the distance between it and the arch-ring 
increasing quite rapidly beyond an angle of 45° or 50** from 
the crown and becoming infinite for the semicircular arch. 

For this reason it is customary to consider the arch-ring to 
act as an arch for only about 45** or 50® from the crown, the 
masonry in the abutments or piers being built solid in horizontal 
courses up to this point. 

Moving Load, — There remains now to be determined the 
effect of the moving load. If the actual maxima stresses are 
desired, the best method of procedure is to determine the 
effect of each load or concentration independently and combine 
the results. In most cases, however, the effect of the moving 
load is small, and it is necessary to consider but two cases, 
namely, moving load over all and moving load extending from 
one support up to the crown. 

Change in Dimensions. — If after trial it is found that some 
equilibrium polygon for dead and live load combined departs 
from the middle third of the ring, the depth of the ring may 
be changed ; this need not necessitate a new calculation unless 
a great change is made, for the effect of the added material is 
likely to be very small, especially if the equilibrium polygon 
for the dead load follows the axis of the arch-ring. In case 
the equilibrium polygon lies outside of the middle third at 
any section, it does not necessarily make the structure unsafe 
unless the intensity of the pressure is sufficient to crush the 
material. The joints may open a little on the side farthest 
away from the polygon, so that it is not good policy to so 
design the ring that there is any such tendency. 

Concrete and Brick Arches. — Evidently concrete and brick 
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arches can be designed in the manner outlined for the stone 
arch, using proper judgment as to the strengths of the materials. 
The concrete arch may even be made lighter, since it has 
considerable strength in tension. 



ARCHES WITH LEAD IN THE JOINTS AT THE SPRINGING AND 

THE CROWN.* 

In order to reduce as much as possible the uncertainty of 
the location of the equilibrium polygon at the crown and the 
springing, and also to reduce to a certainty its location within 
limits, German engineers have placed lead in the middle 
thirds of the joints specified. Evidently the equilibrium 
polygon cannot lie far outside of the middle third at these 
joints, as the lead acts similarly to a hinge. After the false- 
works have been removed the masonry adjusts itself until 
every joint is in equilibrium. Nearly all, if not all, this 
adjustment takes place at the lead joints, which are com- 
pressed in thickness and expanded around the edges until the 
pressure per square inch does not exceed about 3500 pounds. 

German engineers design these lead joints so that the 
maximum intensity of the pressure does not exceed about 
1600 pounds per square inch, and have been very successful 
in their application of the method. After the structure is 
about completed and the entire dead weight is in place the 
joints at the springing are filled with cement and the arch 
becomes fixed at the ends for any additional loads. 



* ' ' Fonts en Ma^onnerie avec Articulations ^ la clef et au joint de Rup- 
ture." Par M. G. La Riviere. Annales dts Fonts et Cfiauss/es, juin, 1891. 
Abstract, Engineering News ^ Oct. 24, 1891. 
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ARCHES WITH STEEL OR IRON PINS AT THE CROWN AND THE 

SKEW-BACKS. 

Recently there has been constructeii in Switzerland a 
concrete-arch bridge which has articulations at the springing- 
joints and at the crown composed of convex steel bearings 
resting in concave steel sockets or grooves. The entire depth 
of the arch-ring is reinforced with metal and the steel bearings 
placed at the centres of the joints. 

This mode of construction definitely fixes the equilibrium 
polygon at the springing-joints and the crown. 

EARTH-FILLED SPANDRELS 

In small arches the spandrels are often filled with earth 
from the arch-ring up to the roadway. 



r=~ 



EARTH 




"Cmasonrx.^ 



Iv 




Fig. 67. 



Assuming the earth to produce only the vertical pressures 
upon the arch-ring due to its weight, the determination of the 
equilibrium polygon offers no especial difficulties. But prob- 
ably the earth causes other than vertical forces, and these are 
more or less indeterminate. 

If the earth is assumed to be a homogeneous granular 



♦ The Coulouvrcnifere Concrete-arch Bridge, Geneva, Switzerland. 
gineering News, Aug. 6, 1896, 



En- 
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mass, then the pressure upon the arch-ring at any point can 
be fairly well determined from the Theory of Earth- pressure.* 

If the arch is designed for this earth-pressure, it will sup- 
port a very considerably increased load at the crown, owing to 
the resistance of the earth over the haunches against heaving. 

Another feature which places the method of considering 
the earth-pressure acting against the ring as against a retain 
ing-wall upon the safe side is that longitudinal side walls 
must be used to retain the earth in the spandrels. These 
walls undoubtedly relieve the arch-ring from the direct thrust 
of the earth. 

If a retaining- wall is placed over the abutments, then the 
earth-filling may as well be treated as a vertical weight upon 
the arch-ring. 

PART EARTH AND PART MASONRY SPANDREL-FILLING. 

Under the assumption of vertical loadings it is found often 
that spandrels filled with earth alone are too light to cause the 
equilibrium polygon to follow the axis of the arch; then the 
spandrels are partially filled with masonry, as shown in Fig. 
68. 




Fig. 68. 



This masonry is usually concrete or rubble masonry. It 
is seldom of the same class as the arch-ring masonry. 

As constructed, the upper limit of this masonry filling 



• Retaining Walls for Earth, by M. A. Howe ; John Wiley & Sons. N. Y. 



\ 
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slopes very gradually from the crown towards the skew-backs; 
hence the horizontal thrust of the earth above is practically 
eliminated. 

The exact action of this spandrel- fHIing upon the arch-ring 
is indeterminate. The assumption that it acts as vertical 
forces is on the safe side. 

MASONRY SPANDRELS WITH LONGITUDINAL VOIDS. 

Here the haunches are lightened by running longitudinal 
walls above the arch-rib and connecting them by arches or 
slabs immediately below the roadway, as shown in Fig. 6g. 



Pio. 69, 

The amount of space to be left void can be found by the 
method outlined for lateral voids, but the masonry un- 
doubtedly exerts a much less pressure upon the arch-ring 
than under the assumption of vertical loads. Just what the 
pressure is cannot be determined. Such arches seldom if 
ever fail at the haunches owing to the resistance offered by 
the solid longitudinal spandrel-walls. 

If the arch-ring is designed for vertical loads the crown 
will not rise, as these walls cannot possibly exert a pressure 
equivalent to their weight. In fact good masonry can be 
stepped at an angle of at least 50° from the horizontal and be 
perfectly stable, provided the weight is balanced over the pier 
or abutment. 
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ARCHES HAVING SPANS LESS THAN TWENTY-FIVE FEET. 

These can be proportioned in the manner outlined for 
larger arches, but usually the ring is made much deeper than 
necessary owing to the economy in using material of certain 
dimensions. Stone arches seldom have ring-stones less than 
one foot deep. 

We have pointed out some of the difficulties which arise 
in the consistent designing of masonry arches of the usual 
type. The principal difficulty appears to be the determina- 
tion of the magnitudes and directions of the forces due to the 
dead load. If these forces are assumed as acting vertically 
and in magnitude the weight of the material included between 
vertical planes then the arch can be designed by the formulas 
already deduced for elastic arches, or by the direct and very 
consistent method proposed by Alexander and Thomson, 
which we will explain in the following pages. For the 
assumptions made, this method is the most general and con- 
sistent which has been advanced up to the present time. 



CHAPTER XIIL 

ALEXANDER AND THOMSONS METHOD FOR DESIGNING 

SEGMENTAL MASONRY ARCHES.* 

r 

" The Transformed Catenary is shown by Rankine (Civil 
Engineering, Art. 131) to be the form of equilibrium for an 
ideal linear rib or chain under the uniform-vertical-load area 
between itself and a horizontal straight line. This curve has 
received considerable attention from early times because of 
its importance in designing arches, and is known best, per- 
haps, by engineers as the equilibrium curve. 

*' It seems to have been assumed that the transformed 
catenary, like the common catenary and the parabola, had its 
curvature continuously diminishing from the vertex out- 
wards. 

** In the following investigation it is shown that a very 
close resemblance exists between certain of these equilibrium 
curves and the circle — a fact important to engineers." 

EQUATION OF THE COMMON CATENARY. 

From Rankine's Civil Engineering, Art. 128, 

* Transactions of the Royal Irish Academy, vol. xxix, part m, 1888. On 
Two-nosed Catenaries and their Application to the Design of Segmental Arches. 
By T. Alexander, C.E., Professor of Engineering, Trinity College, Dublin; 
and A. W. Thomson, B.Sc, Assoc. Mem. Inst. C.E., Lecturer in the Glasgow 
and West of Scotland Technical College. This is an elaborate paper, contain- 
ing many interesting things which are omitted here as not being essential for 
the mechanical method of designing arches. 
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-where y 

X 

m 

and 6 
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the ordinate of any point ; 

the abscissa of any point having the ordinate y ; 

the parameter ; 

the base of the Naperian system of logarithms. 



Directrix N 



s •< 




Fig. 70. 
THE TRANSFORMED CATENARY. 

The locus of a transformed catenary is obtained by in- 
<:reasing or decreasing all the ordinates of a common catenary 
by a given ratio r. 

Then for the transformed catenary 



y = r^(e« + e"*), 



(ir) 



tan0 = t- = -M--"'^=^^^^^^'-'- ("0 
dx 2\ I m ^ ' 



where ^, is the value of ^ when x -=-0. 



my 



(IV) 



sec* = (i + tan' 0)» = ^ (v) 
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where ^ is the slope at any point and p the radius of 
curvature. 

For the crown (iv) becomes 



1 



tn 

P. = — = - ; 



• • • • 



and hence (v) becomes 



sec-0 = -^-^-. 

p.y. 



(VI) 



(VII) 



THE TWO-NOSED CATENARY. 

An investigation of (iv) for maxima and minima shows 
that for values of r less —7=. there is a maximum radius of 

curvature p, at the crown and a minimum radius of curvature 



Q Xi 




Fig. 71. 



p, at a pair of points {B^B/) symmetrical about the crown, 
where 



^• = \/^-T^' = '«V V*- • • • 



(vin> 



Such catenaries are called two-nosed. 



SEGMENTAL MASONRY ARCHES. 237 

If fn be assumed as unity and r be given values less than 

VJ, the values of 9^^ y^, -^i* 7a» ^"^^ ^1 c^i" be readily com- 
puted, A large number of these values are given in Table A. 

As an aid in computing the ordinates, etc., of the two- 
nosed catenary, the general formulas may be put in the 
following forms : 

Let 



__^« _- ^ 



% 



j=-^=j'o-^ = ^ (ix) 

9^ y. 



Then, from (Viil), 



'. = V V- 



From (III), 



From Rankine's Civil Engineering, Art. 131, 



x.^m log, ^' "*" ^•^'' — ^ 



(X) 



tan0, =wi_l^; (xi) 

Pj = n^ — l(i — j) (xii) 



= »i log, -^= ^. . . . (XIII) 

It may be noted here that, given a certain value of s, all 
quantities are directly proportional to m excepting 0, , which 
IS constant for any given value of j, regardless of any change 
in m or p,. 
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THE DESCRIBED CIRCLE. 

In Fig. 71 if B^C^ be prolonged, it will cut AQ^ in (2i- If 
Q^ be taken as a centre and B^Q^ ^s ^ radius, and a circle 
described, it will evidently lie wholly above the two-nosed 
catenary between the points B^ and -5/. This circle will also 
lie beyond the catenary curve for some distance beyond B^ 
and ^/, cutting it finally in B^ and B^. 

Let R^ be the radius of the described circle. Then, from 
Fig. 71, 

R^ = x^ cosec 0j , (XIV) 

(9(2,= *=7»+^. COS0,, .... (xv) 



and 



OK^ Y,^b-R, (xvi) 



The values of R^ , by and F, are given in Table A for the 
values of r which were used in computing the ordinates, etc., 
of the two-nosed catenary. 

An examination of this table shows for r = Vf, ox s-=\y 
that j^o = ^o» o*" t^^ described circle touches the two-nosed 
catenary at the crown. That is, B^B^ and A and K coincide. 
Also, that between the values of j = 0.027 and s = 0.0204, Y^ 
changes sign, indicating that the described circle cuts the 
directrix. 

The distance apart of the described circle and the two- 
nosed catenary at the crown is 

,KA^S,^y^-^Y, (xvii) 

The values of S^ are given in Table A. 

THE THREE-POINT CIRCLE. 

Evidently for the two-nosed catenary there must be a 
point beyond B^ which has the same radius of curvature as at 
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the crown. There will be a similar point on the opposite side 
of the crown. A circle passed through these three points will 



Directrix 




evidently lie below the catenary between B^, A, and -ff/. This 
circle is called the three-point circle. 

Let R^ be the radius of the three-point circle which passes 
through the three points of equal curvature of the two-nosed 
catenary. 

p. = p. = v = '^":;7= ^^^"^) 

y^'= y^ sec' <t>^=^ m l/7sec' 0,. . . (xix) 



sec* 0, = a/ ~— - 

y s 4 2 

tan*0. = ./ir3.3 

Y J 4 2 



(XX) 



(XXI) 



;r, = « log. 



(sec* 0, + -^^')n . . . (XXII) 

^ Vs ' 



R-—-^ .^^ ^ (XXIII) 



tan^=^-^^^. 



(xxiv) 
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\ 



The values of ;r,, y^, 0,, /?, p,, and j?, are tabulated in 
Table A, from which we see that 0, and § diflfer but little until 
s = 0.027, and then the difference is but 2** 28', so that in 
many calculations one angle can be used for the other. 

RELATIVE POSITIONS OF THE DESCRIBED AND THREE-POINT 

CIRCLES 




S^ Valuetofs 
from 'StoiJSithe 
Circular Area Converge 



i\)to 



Fig. 73 



From Table A the distance between the centres of the two 
circles is found to be very small when compared with the 
length of the radii, so that the angular distance of the nose B^ 
from the crown is sensibly the same, whether measured on the 
described or three-point circle. Then 



^o=j^.-y.; 



(xxv) 



and approximately, for values of s from 0.333 to 0.01, 



and 



<J, = /?, — i?, + -^ cos 0, . . . (XXVI) 



<J. = /?, — -R, + -^ cos )5, . . . (XXVII) 



where 



J = ie. - /e. + «r. 



(XX VII I) 
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An examination of the values of d^, <?, , and (J,, given 
in Table A, shows that for values of s from 0.333 ^^ 0.027, 
<^o > ^i > <^a » or the two circles approach each other as they 
leave the crown. 

Between s = 0.027 and s = 0.204 {s = ^), (J^ =(Jj = d, , or 
the two circles are concentric. 3eyond these values of s the 
circles diverge. 

Then if through A a symmetrical circular arc is passed 
concentric with the described circle, the equilibrium polygon 
or two-nosed catenary will lie between the two out to the 
points of rupture B^ and B^, Then much more will it lie be- 
tween the described circle and one of a less radius than the 
concentric circle. 

Table B, — In Table A are given the various co-ordinates 
of points on the described circle and the three-point circle for 
a modulus nt = unity. 

Suppose now we wish to base all of these quantities upon 
the radius of the described circle and take its value as unity, 
then it is necessar}' to divide each linear quantity in A by the 
corresponding value of -R,. 

Table B is the result of such an operation. The object 
of this will appear from the following: 

Suppose a circle of radius unity be drawn, and let this 
circle be taken as a described circle ; then ^, = i . 

Since ^, 0,, and 0, are independent of ^„ it is evident that 
all of the two-nosed catenaries in Table A can be constructed 
within this circle of unit-radius merely by changing each 
ordinate proportional to R^. We have then to the scale unity 
(/?, = unity) an exact representation of the relations between 
the several curves we have been considering. 

If R^ has any other value than unity, we have only to mul- 
tiply these quantities by the new value of the radius. 

In Fig. 73 let XX be the upper limit of masonry to be 
supported by an arch, and OA the depth at the crown when 
i?, = unity; then, from Table B, OA = y^ can have values 
from 0.23 to 0.05, J?,, 0,, 0j, etc., corresponding values, and 
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for any particular case the equilibrium polygon will never be 
above B^KB^ between B^ and 5/, and never below B^B^ 
between />, and B^, Then if the portion of the masonry 
between B^KB^ and B^AB^ were cut into arch-stones the 
structure would be stable under the assumption that B^AB^ 
does not sensibly differ from B^B^B^B^, which is the case 
within the limits of our values of s. 

If this arch with R^ = unity is in equilibrium, then any 
other arch of the same proportions would be in equilibrium. 

But although we have equilibrium, we have not strength 
probably; and besides, in masonry the equilibrium polygon 
should not depart at any place from the middle third of the 
joints, and often it must follow more closely the centre line to 
obtain intensities of pressure consistent with the strength of 
the material employed. 

The arch-ring specified above decreases in depth as it 
leaves the crown while the pressures upon the radial joints 
increase, indicating that the lower boundary of the ring should 
be changed so that the depth would increase as the stresses 
increase. This can be done after the depth at the crown is 
known. As this depends upon the material, we must deter- 
mine the permissible intensities of the stresses, etc. 

Horizontal Thrust, — According to Rankine's Civil En- 
gineering, Art. 131, 

H^=i IIj,=: H =1 wm*, . . . (xxix) 

where w is the weight per unit volume of the material taken 
as solid from the directrix down to the two-nosed catenary or 
the equilibrium polygon, or approximately the three-point 
circle. 

If d is the depth at the crown from the directrix to the 
soffit, 

d 
H =^ — wm^ = wp^d. .... (XXX) 
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If T is the thrust at any point, 

T^wp^dsecKJ} (XXXI) 

Intensity of Pressure. — In Chapter I it was shown that if 
the resultant pressure on any rectangular joint was applied at 
the third point, the maximum intensity was twice the average 
intensity and the minimum intensity was zero. 

Assuming, then, that the equilibrium polygon at the 
crown is to be applied at the lower third point of the key- 
stone, if t^ is the depth of the key, 

t, = 3*0 (XXXII) 

The average intensity of the pressure is 

H wpji 



•0 



0* 



and the maximum intensity 

wpJ 



/ = 2A = 2 



h 



Let the safe strength of sandstone be 576008 pounds per 
square foot and w = 140 pounds per cubic foot; then 

wp.d , 5 76008 

2 — - — must not exceed 

/, 140 

or 

-— must not exceed 205 ; 

hence the maximum multiplier which can be used in Table B^ 

p d 
for sandstone is 205 -; — — . 
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Tabu B^ derived from Table B. — ^The values of s remain 
the same as in Table B. 

t. = 3<^.- 

^ = ^. + ^.. 

p d 

-^ is derived from taking p, from Table B and multiply- 



d 
ing it by -. 

The maximum multipliers are found as explained above* 
upon the supposition that /, is never less than one foot for 
stone masonry or one brick for brick masonry, nor greater 
than reasonable dimensions. 

The remaining factors depend upon R^ which is found as 
follows : 

In order that equilibrium may still exist under the addi- 
tional masonry due to increasing the depth at the crown by 
<J,, and that the arch-ring may increase in depth as it departs 
from the crown, the limit of the soffit is made a three-point 
circle for a two-nosed catenary which lies the distance d below 
the directrix at the crown. Then entering Table A with 
y^ = d^ the corresponding value of R^ is found for m = unity. 
If this value of R^ be divided by the corresponding value of ^,, 
the result will be the value of R given in Table B^ on the line 
containing the assumed value of d. 

In a manner quite similar other supplementary tables are 
formed. 

ADVANTAGES OF THE METHOD. 

One of the principal advantages of the above method is 
that any uniform load over the entire span can be added 
without changing the described circle which is the boundary 
of the kernel of the arch-ring, provided the added load is 
not sufficient in its equivalent of masonry to make y^ -r- p, 
greater than one third. The effect of the added load is 



SEGMENTAL MASONRY ARCHES, 245 

merely a change in the angle 0j, which grows smaller, and a 
change in <J„. which also grows smaller, thus leaving the 
equilibrium polygon within the kernel designed for the original 
mass of masonry. 

This is particularly advantageous in the case of moving 
loads. 

It is to be noted that the depth of the key depends not 
only upon equilibrium, but upon the strength of the material, 
and that this depth is a function oi y^ and <Jo» thereby securing 
a keystone which varies consistently with different conditions. 

Again, for given conditions there is a perfectly definite 
form and size of arch, which can be obtained without any of 
the usual cut-and-try methods. 

Since for a solid load having the horizontal directrix for 
the upper limit the lower limit is a two-nosed catenary when 
equilibrium exists, and since within the limits of our tables an 
indefinite number of two-nosed catenaries can be constructed 
having different values ol y^y it must follow that the homo- 
geneous material between any two two-nosed catenaries of the 
same family (that is, transformed from the same common 
catenary) must be in equilibrium, or any combination of such 
areas. For such conditions the weight of the material may 
be taken as the average, and then reduced by the ratio of the 
loaded area to the total area between the two-nosed catenary 
forming the soffit and the directrix. 

The three-point circle can always be used for the limits of 
the loading since it differs so little from the two-nosed 
catenary within the limits of our tables. 

Thus almost any kind of spandrel-filling can be used pro- 
vided its upper limits are always three-point circles, members 
of the same family as the line of stress. 

UNSYMMETRICAL MOVING LOAD. 

Since the moving load is usually small in comparison with 
the dead load, unsymmetrical loading need not be considered. 
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For a moving load covering but one half of the span the 
equilibrium curve at the crown is raised a little, thus leaving a 
small distance between it and the dead-load curve from the 
unloaded portion. The effect of this is a couple tending to 
turn the key. This turning can be prevented by the masonry 
filling, as illustrated in Example 6. 



CHAPTER XIV. 

EXAMPLES ILLUSTRATING ALEXANDER AND THOMSON'S 
METHOD FOR DESIGNING SEGMENTAL MASONRY 

ARCHES.* 

Ex. 1°. Design of a sandstone segmental arch with ver- 
tical load: span 75 feet and depth of surcharge at crown 
about I foot 4 inches. The springing to be the joint of 
rupture. 

Here 2c = 75 and d ^ t^=^ \\\ their ratio is 56.03. We 
find by trials on Table B, that 2^ -r- (^/— /J = 53 occurs on 
the line where s = 0.05, and the multiplier required on that 
line to make 2c into 75 is 50.07, about half the maximum 
multiplier given under sandstone in the table; so we shall 
have a factor of safety of about twice ten. 

From Table B^ we obtain the relative values given below, 
and multiplying them by 50.07 we obtain the absolute values. 

s Mult, d to ti R k 2c 

( 0.089 0.061 0.123 0.869 0.427 1.408 

.05 50.07 \ /^ ^ ^ y ^ / *fy 

(4.46 3.05 6.15 43.5 21.4 75 feet. 

The radius and rise of j^^/ are 43.5 and 21.4 feet; the 
thickness of arch-ring at the crown and springing, 3 feet o 
inches and 6 feet 2 inches; the surcharge being 1.41 feet or 
nearly i foot 4 inches, as required. 

From Table B, for s = 0.05 we have 

s Mult, Rx Po Ko do da 

( I 1.3634 0.0478 0.0478 0.0167 

0.05 5.7 I 50 07 68 265 2.393 1.02 0.836 feet. 

r ^ ^ ^^ ^ 

* Examples i to 7 inclusive are from Alexander and Thomson's paper. 
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At the crown the thrust on the arch-ring per foot of 
breadth is H = wp^d = 140 X 68.265 X 4.46 = 42,600 
pounds; the average intensity of the stress is 42,600 -^ 3.05 
= 14,000 pounds; and hence the maximum intensity is 2 X 
14,000 = 28,000 pounds per square foot, giving a factor of 
safety of 576,000 -^ 28,000 = 20. 

At the springing T ^=- H sec 0,= 84,000; the average 
stress is 84,000 -r- 6. 15 = 13,700; and since the deviation of 
the stress is \t^ — <y, = jr^ = 1.025 -~ 0-836 = 0.189 above 
the centre of the joint, then from Chapter I, page 9, 



{ . 6xA , 6(o.i89)\ 

. mtensity = A 1,1 + -7, ) = m^\^ + 5 ^^ j 

= 16,200 pounds per square foot, 



which gives a factor of safety of 576,000 -=- 16,200 = 35. 

2°. If a live load of 220 pounds per square foot of road- 
way be placed upon the structure (Ex. 1°), find the new line 
of stress in the arch-ring and the intensities of stress at the 
crown and springing. 

The height of superstructure equivalent to this live load 
is h = 220 -^ 140 = 1. 57 1 feet of sandstone. Here we have 
to find a new two-nosed catenary still inscribed in the same 
circle, 7?, = 50.07, forming the upper boundary of the middle 
third of the arch-ring, as already designed (Ex. i"^). but to a 
directrix, //, higher than before. Adding // to the old value 
of Y^ we get 2.393+ i.57i or 3.964, which, divided by 
R^ = 50.07, gives us 0.0793 as a new relative value of F, , 
which is found in Table B at the line 

f ^( mult. Rx Po Kq 3o t^ 

. , \ I 1-2384 0.0793 0.0134 0.0097 

0.075 55 3 5-7 ] jQ Q^ 62.007 3.970 0.671 0.486 lect. 

This is a new two-nosed catenary, of a different modulus 
and of a different family, so that the soffit already designed 
will not be mathematically the three-point circle of another 
member of the family of this line of stress, but it will sensibly 
be so. The joints of rupture have gone up to 55^ 3'; but this 
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IS immaterial, as the line of stress is now closer to the upper 
boundary of the kernel, and will therefore be wholly in the 
kernel down to 59** 31', the springing-joint. 

At the crown now we have the thrust H' = wp{d-\- h) = 
140 X 62.007(4.46 -f- 1.57) = 52,300 pounds; average inten- 
sity = 17,200 and maximum intensity 22,600 pounds, being 
less than the maximum intensity for the dead load alone, 
because of the centre of stress being much nearer the centre 
of the joint. 

At the springing T' = H' sec 59° 31' = 103,200. x^ = 
0.539 feet above the centre of the joint, and the maximum 
intensity of pressure is 25,600 pounds per square foot, giving 
for the live load on the structure a factor of safety of about 22. 

3°. Let the live load of 2° cover but one half of the span; 
find the horizontal thrust to be balanced by the backing of 
the voussoirs. 

For dead load alone, •//"= 42,600 pounds; 

For live and dead loads, //= 52,300 *' 
Hence the required thrust is = 9,700 '* 

4®. Fig. 74. Suppose the arch-ring spandrels, etc., of 1° 
have by means of voids in the superstructure an average 
weight of 100 pounds per cubic foot. Find results corre- 
sponding to those of 1°. 

For stability y and to give the required value ol d — t^, the 
dimensions in 1° are required, just as before, but the stresses 
will be altered in the ratio 140 : 100. H now becomes about 
30,500 pounds and 7^60,000 pounds, giving factors of safety 
of 28 at the crown and 49 at the springing. 

The voids should be so arranged that their boundary may 
be roughly a member of the same family as the line of stress, 
by making the ordinates of the boundary a constant fraction 
of those of the soffit. 

This should be done when the spandrels are partially filled 
with masonry and then the remainder with earth. 

5°, Fig. 74. Let a live load of 157 pounds per square 
foot of roadway be over the whole span of the bridge 
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(Ex. 4°). Find the line of stress and the intensity of the- 
stress at crown and springing. 







The equivalent height of structure is'i.57 feet taking the 
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new density into account, so that the solution is the same as 
2°, only we must alter the quantities in the ratio 140 : 100. 

//'= 37,500 nearly, and 7"= 73,700 nearly. 

6°. Fig. 74. Let the live load in 5° be over only one 
half the span. Find the amount of horizontal thrust to be 
balanced by the frictional stability of the vault-covers butting 
against the higher voussoirs. Find also the distance back to 
which the vault-covers must extend to balance it. 

The thrust P = 37,500 — 30,500 = 7000 pounds per foot 
of breadth. If the under side of the vault-covers come up to 
the level of the crown of the soffit, then the weight per foot 
of breadth of bridge on the spandrels due to the vault-covers, 
and the dead load over them alone, is wdL = 140 X 4.46L 
= 624Z. Taking the coefficient of friction as 0.7, then 
0.7 X 624Z = 7000, or Z = about 16 feet. The voussoirs 
near the keystone should have square-dressed side-joints until 
the sum of their vertical projection is /^, so as to receive the 
horizontal thrust of the vault-covers truly; the spandrel walls 
must be built up to the height of the soffit for a distance 
equivalent to 16 feet of vault-covering, when they may be 
stepped down. 

7°. Design of a semicircular arch-ring of common sand- 
stone, the span to be 100 feet, and a surcharge of at least i^ 
feet being required for the formation of the roadway, laying 
of gas-pipes, etc. The data are R = 50, and R -^ {d — t^ 
not to be less than 33. On Table B^ the lines above that 
with s = .08 (in order to make R into 50) require a multiplier 
greater than the maximum given for sandstone ; these lines 
are therefore excluded on the question of strength, while the 
lines below that with j= .05 do not give 7?-5- (^— /„) so 
great as 33, and are excluded by requirements of the road- 
way. Those two limiting lines give 

s Mult. R d f 0, Factor of Safety. 

^08 53.6 50 5.9 2 54° 14' ^'' y^i^ = ^^-^ 

„ , 104 X 10 o 

.05 57-5 50 5.1 3.5 5931 ■- , — = 18 

37'D 
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The upper gives greatest economy of material in arch-ring^ 
which is only 2 feet at crown, but less economy of material in 
superstructure, as d is larger, and also less economy of solid 
backing, which has to be built to a joint 5° higher. Hence 
the line midway between them would be most suitable all 
round. For a single arch a line a little nearer the upper may 
be adopted; and for a series of arches a line nearer the lower, 
that is, in favor of a heavier arch-ring to withstand the shocks 
transmitted from arch to arch. The best lines then are 



Single arch 07 54526 50 5.6 2.4 4.4 55*53' -^ = 12.7 

54-5 

Series of arches. .06 55.804 50 5.3 2.9 5.4 57** 38' ^— = 15.2 



Compare Rankine*s empirical rule, Civil Engineering, Art. 
290, giving 



t^=i i/.i2 X 50 and v. 17 X 50 

= 2.45 ** 2.92 respectively. 

The solid backing must be brought up to the point where 
the joint at 0^ meets the back of the arch-ring, and below 
that joint the arch-ring may be of the uniform thickness /,. 
The superstructure may readily be reduced by voids and the 
employment of material of less density than sandstone, till 
the average density of the whole is a fifth less than that of 
sandstone, which would raise the factors of safety at crown to 
16 and 19. The factors of safety at joint of rupture are even 
greater as the centre of stress is nearer the centre of the joint, 
and ^9 -^ ^1 > sec ^,. By means of the values obtained for 
Pq > ^> ^, » the thrust at crown and joint of rupture and the 
centre of stress at joint of rupture are calculated, as in pre- 
ceding example. A tan^rent from this last point enables a 
suitable abutment to be designed. 



CHAPTER XV. 



TESTS OF ARCHES. 



Recently the Austrian Society of Engineers and Archi* 
tects have published a report of a series of tests made upon 
full-size arches. The publication contains 13 c folio pages 
with 27 plates.* The experiments are minutely described 
and thoroughly discussed, and a comparison made between the 
results and those theoretically obtained. 

The tests of greatest interest were those made upon five 
arches having a span of 75.4 feet, a clear rise of 15.1 feet, and 
a width of 6.56 feet. These arches were — 

I®. Rough quarry-stone; 
2°. Brick; 
3°. Concrete; 
4**. Concrete Monier type; 
5°. Steel. 
Rough Quarry-stone Arch, — This arch was constructed of 
rough quarry-stone laid in Portland cement-mortar composed 
of I part cement and 2.6 parts sand, the test being made 51 
days after its completion. 

The thickness at the crown was 23.6 inches and at the 
skew-backs 43.3 inches. 

The loading was applied vertically at five points, dividing 
the half-span into five equal parts. 

The ultimate load causing rupture was 660 pounds per 
square foot over one half of the span. 

* Bericht des GewOlbe-Ausscbusses des Oesterreichischen Ingenieur- und 
Archiicktcn-Ve reins. Vienna, 1895. Sec also Eng, News, Nov. 21, 1895, 
p. 351, and April 9, 1896. 
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The arch failed by radial cracks appearing on the extrados 
near the skew-backs on the loaded side and over the haunches 
on the unloaded side. 

Brick Arch. — ^This arch was identical in dimensions with 
the stone arch, and failed in a similar manner under a load of 
602 pounds per square foot over one half of the span. 

Concrete Arch. — ^The thickness at the crown was 27.6 
inches, and at the skew-backs 27.6 inches. 

This arch was made up of segments of concrete composed 
of mixtures of different proportions, and at the skew-backs the 
joints between the arch-ring and the abutments were filled 
with asphalt about \ inch thick. 

The arch failed under a load of 742 pounds per square 
foot over one half of the span. 

Monier Arch. — Here the general dimensions were the 
same as before, but the thickness at the crown w^as only 13.8 
inches and at the skew-backs 23.6 inches. 

The arch failed under a load of 1300 pounds per square 
foot over one half of the span, failing by cracking as follows: 

1st. On the loaded side at the skew- back; 

2d. On the unloaded side at the haunches; and, 

3d. On the loaded side at the haunches. 

Steel Arch. — Failure took place under a load of 1564 
pounds per square foot over one half of the span, by the 
buckling of the unloaded portion near the haunches. 

Deformations. — Throughout the tests careful measure- 
ments were made of all deformations caused by removing the 
falseworks, temperature changes, and the changes in loading. 

The appearance of the first crack was noted, with the 
magnitude of the load causing it. 

The arches were finally tested to destruction and the load 
causing failure carefully determined. 

From these records a comparison was made with theoreti- 
cal results. 

Comparison with Tlieory. — It was found for the stone and 
brick arches that failure occurred in the joints, the mortar 
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separating from the stone or brick. The adhesive strength 
of the mortar for the stone arch was found to be about 120 
pounds per square inch and the value o{ E about 960,000. 

In the brick arch the adhesive strength of the mortar was 
about 70 pounds per square inch, and the values of £ varied 
from 340,000 to 470,000. 

From the results of the tests of the concrete arch the 
average ultimate strength of the concrete was placed at 290 
pounds per square inch, and the value of £ at 1,430,000. 

The Monier arch cannot be discussed theoretically, owing 
to the use of metal imbedded in the concrete. 

The value of E as determined from the tests of the steel 
arch was about 26,000,000, which is a little smaller than the 
value obtained from the tests of small specimens. 

Even in the masonry arches the deformations were pro- 
portional to the loads up to a certain point, showing that the 
material behaved the same in the arch as in small specimens 
for testing. 

The measuring devices placed near the skew-backs indi- 
cated that on the loaded side the arch was practically fixed at 
the ends and on the unloaded side very nearly so. Of course 
the concrete arch with asphalt plates at the skew-backs must 
be excepted. This arch behaved neither as fixed nor 
hinged, and the theoretical results were taken as the mean 
of those obtained by considering the arch as fixed and then 
as hinged. 

In all cases the arches failed at points which theory pre- 
<iictcd. 

CONCLUSIONS DRAWN FROM THE RESULTS OF THE FIVE 

EXPERIMENTS. 

The very important conclusion drawn from these experi- 
ments was that the masonry arches behaved very nearly as 
'€lastic arches fixed at the eftds, and hence the formulas for 
plastic arches were the only formulas which should be em- 
ployed in designing such structures. 
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The close agreement with theory under the method of 
applying the loading employed in these experiments is a very 
strong argument in favor of the type of spandrel construction 
advocated in Chapter XII. A few very old bridges and 
some modern bridges have been constructed after this form. 
The only argument against this method is that in bridges of 
long span the effect of changes in temperature sometimes 
cracks the masonry above the small arches; but this can be 
avoided by making a vertical joint near the skew-backs^ as 
was done in the Coulouvreni^re bridge. 

SPECIFICATIONS. 

The following specifications are advocated in Chapter VII 
of the Austrian report. 

All Large Arches must be designed according to the Elastic 
Theory. — Two cases of live loading may be considered: (1°) 
load covering entire span, and (2°) load covering but one half 
of the span. 

For railway bridges the rails shoulcfbe at least 3.28 feet 
above the crown of the arch, and this space filled with some 
cushioning material. 

Brick and stone arches, where the ratio of the rise to the 
span lies between one half and one fifth, may have depths 
at the crown as specified below. 



or spans ( 


Dt 30 n 


let 


res, thickness of crown = i . i m 




40 




1.4 " 




65 




^ i< a 2.2 '* 




80 




E a a 2.7 '' 




100 




3.4 " 




120 




4.1 '' 



For segmental arches the thickness at the skew-backs may 
be li the thickness at the crown, and for semicircular arches 
1.7 the thickness at the crown. 
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The width of the bridge at the crown should never be less 
than the following: 

For spans of 30 metres, width = 2.4 m. 





" 40 






3.0 " 




•' 65 ' 






4.5 " 




" 80 






5.6 " 




" 100 






7.0 " 




" 120 ' 






8.6 " 



If the width at the crown is small, the width at the skew- 
backs should be one twentieth greater. 

In all cases the falseworks should be as rigid as possible, 
and in order that the deformations should be symmetrical the 
arch should be constructed in symmetrical sections. 
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TEST OF SMALL ARCHES. 

In connection with the tests mentioned above two small 
arches were tested. 

Monier Arch, — ^This arch had a span of 32.8 feet, a rise 
of 3.28 feet, and a width of 13.92 feet. The thickness at the 
crown was 7.87 inches. The metal gridiron which was placed 
near the intrados of the arch was made of pieces 0.39 inch 
and 0.27 inch in thickness, the former running longitudinally. 

The spandrels were filled even with the crown with con- 
crete, which carried a single standard-gauge railway track. 

The arch was first tested with locomotives covering one 
half of the span, then a uniform load of rails was placed upon 
one half of the span. 

Cracks appeared near the springing on the loaded side 
under a load of 920 pounds per square foot. The arch failed 
under a load of 2010 pounds per square foot over one half of 
the span by the yielding of the abutments. 

Concrete Arch, — A concrete arch of the same dimensions 
was tested six months after being built and no signs of failure 
appeared under a load of 2 no pounds per square foot over 
one half of the span. 
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TESTS OF FLOOR ARCHES. 

Austrian Tests, — ^A synopsis of these tests was given by 
Prof. Merriman in Engineering News^ April 9, 1896. This 
synopsis covers the ground so thoroughly that it b given 
below. 

Seventeen arches, having spans of 4.43 feet and 8.86 feet, 
were tested to destruction by a uniform load. Of these four 
were common brick arches, five were of special forms of brick, 
three were concrete arches, three were Monier arches, one 
was of the Melan system, and two of corrugated plates. 
Most of these were built between rolled beams in the manner 
usual in floor construction, these beams being prevented from 
spreading by plates and channels at the ends, and also by a 
tie-rod at the middle. The space above the arch and between 
the beams was levelled up with earth, upon which a board 
floor was laid, and upon this pig iron was piled. The tests 
were made four months after the arches had been built. All 
these arches were designed for an allowable load of 123 
pounds per square foot of load, besides their own weight,and 
were expected to rupture with about eight times this load, 
or, say, 1000 pounds per square foot. 

Seven floor arche^ with spans of 4.43 feet, were tested in 
this manner. Under a load of 1000 pounds per square foot 
none showed cracks or signs of failure. Under 1500 pounds 
per square foot the tests of two arches were discontinued on 
account of a deformation of the beams and their connections, 
although the arches themselves were intact. On the other 
arches the load was increased to about 1650 pounds per square 
foot, under which two failed and three remained unbroken. 
In each case the deflection of the crown of the arch was 
observed for different loads: under 1430 pounds per square 
foot, for example, this deflection varied between 0.39 and 
0.98 inch, while for the two arches that failed the ultimate 
deflections were i.o and 1.65 inch. 

The conclusions drawn from the tests of these small floor 
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arches are as follows: (i) That common brick arches 4.43 feet 
in span, with a rise of 0.44 foot, and laid with lime-mortar, 
show such slight deformations under a uniform load of 1430 
pounds per square foot, that they afford ample security for 
all common buildings; (2) that ring-courses in brick arches are 
preferable to longitudinal courses; (3) that beton arches 3 
inches thick, made of i part of Portland cement and 5 parts 
of sand, have about the same strength as brick arches 6 inches 
thick; (4) that flat arches give a much higher strength than 
expected (although the thrust upon the floor-beams is of 
course greater), and under careful construction they are of 
ample strength for all architectural purposes. 

A second series of tests on arches of 8.86 feet span was 
conducted in a similar manner, except that the extra uniform 
load was applied only over one half the span. The following 
table gives the principal data regarding these arches, as also 
the load causing rupture : 



Kind of Arch. 


Ri<e, 

in. 


Thickness, 
in. 


Dead Load, 
lbs. 


Applied Load, 
lbs., sq. ft. 


Concrete ••.••*.. 


9.1 
10.2 
X0.2 

9.8 

5.3 
9.8 

10.2 


3.5 
2.0 
2.2 

3.9 
» • • . 

• * . . 


4430 
3810 

5410 
4170 
3010 
2970 
2130 


II28 

I218 

1320 

885 

492 

974 

IXOO 


Monier i 


Monier. 2 


Brick. I 


Brick. 2 


Corrugated plate, i . . . . 
Corrugated plate, 2 . . . . 



The loads in all cases were applied gradually, and at each 
increment of 200 pounds per square foot the vertical and 
horizontal displacement of the crown of the arch was meas- 
ured. The concrete arch fulfilled all expectations, and its 
deformation was less than one half of that for the brick arch. 
Of the two Monier arches, the first was built between rolled 
beams, while the second had solid concrete abutments, the 
effect of which was to greatly increase its strength. The first 
brick arch was of common brick, and the second of a patent 
brick of much less thickness; the test thus shows that brick 
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less in thickness than the common kinds should not be em- 
ployed. The first comxgated-plate arch simply butted agaliist 
the floor-beams, while the second was provided at the ends 
with angle-irons; the deflections of these were greater than 
in any other arch except the brick ones. 

A third series of tests on concrete and brick arches of 13.3 
feet span was also undertaken, the abutments being made as 
nearly immovable as possible. A brick arch of 13.9 inches 
rise and 5.5 inches thickness was loaded over half the span. 
Under a load of 205 pounds per square foot the vertical 
deflection at the crown was 0.29 inch, and the horizontal 
movement was o.ii inch. When the load reached 205 
pounds per square foot, a small crack appeared on the un- 
loaded extrados, and when it reached 275 pounds per square 
foot rupture occurred. A concrete arch, on the other hand, 
cracked at 410 pounds per square foot and ruptured at 663 
pounds per square foot. A Monier arch, which is of beton 
built on an arched network of heavy wire or light round iron, 
cracked at 512 and ruptured at 894 pounds per square foot. 

The Melan system, in which the beton or concrete is 
included, between arched I beams, was also tested, the span 
being 4 metres, or 13. i feet, the rise 0.94 foot, the I beams 
I metre apart, and the thickness 3.15 inches. This arch 
was loaded on one side up to 1410 pounds per square foot, 
when the test was discontinued on account of lack of pig iron. 
Afterwards an area of i metre square over the second rib was 
loaded up to 3360 pounds per square foot, when failure 
occurred, large cracks having formed at 3100 pounds per 
square foot. This test shows, of course, the strength of the 
I rib rather than that of the total structure, yet there can be 
no doubt that this system is a highly efficient one, not only 
for floors, but for small bridges. 
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APPENDIX A. 

INTEGRALS EMPLOYED IN THE DEDUCTION OF Jx FOR 
PARABOLIC ARCHES. EQUATION ^(79). 



Substituting the value of J0 as given in/(69), 

-2P{x-a)'-^2Q±[3g{x'-^)-x'-\-a'-6pd{x-a)] | . 

Substituting the value of {fy=^ dx [froni/(65)], 

X'^<f>,dy = yj<p, + ^ I /'[2J/.(^ -x)x+ V,(jg - x)x' 

- ic/'/V - ayijg - x)dx] 



- 6/6{x ~ a)](f - x)dx\^ \ , 
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which reduces to 

+ (iS^^z* - lopba - 5<z>' + io{^a' - 3^«> 



et" J' dx = ef X. p{j2) 



From (42), 

N^ = V^ sin <p + If, cos <p. 

From /(S9)» 

I e^dx . ^ ^^ A ' ^ ^y 

— = —^- since cos = -r- and sin0 = ~-. 
E Ads as ds 



Then 



I r'iVr /"', . ^e, d'x , C\t ^ Ox dx* 
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From /(60), in^~-^\ hence 

* X 

From (39) and (40), 

H, = H,-2Q /(39) 

and 

F. = F. - i/*. /(40) 

Substituting these values in the above equation, 

^J ^dx = 5 I J [ ^. cos* *t^y - ^P cos' 0rfy] 



+ 



/ \h^ cos* ^^x — ^(2 cos' Hx\ V 



= ^ j F. / cos' 0</^ + H, j cos' ^dU: 

- i[^ / cos' 0rfy 1 - i|^j2 y cos' <War1 1 . /(73) 
jf cos' ^. 



P \ P P +P^ 



-, and ^;r = —pdz ; hence dy =• ^ zpdz, and we have 



cos' 0«/j^ = y^ -Pj^^dz =--p log^-qr^.. 
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Substituting the value of z^ 

jT'cos* <t>dy =-\p log (i -f^j)- 

In practice - seldom exceeds - ; then for this ratio , ^^ 

== J- . when V < /. — v^^ < — . Then without sensible error 
29' "^""^"-^ ^J'pj^2f 29 



we may take 



1 {. ^y \-^ ^y 



and 



/'^S' 0./J/ = -g-j: * /(74) 

e/o P + 2f 



P + ^f 



/ cos' (t>dx. 

As before, let ^ = tan = ^-^ ; then cos» = j-r-^ . 



and dx ^ — pdzy and we have 



♦ 



^ 



Therefore 



Aos* 0^;r = - /(0 - 0.) = />(^o - <5^)- • • • ^75) 
/ cos* (t>dy, — '- 



♦ From demonstration by Prof. Weyrauch. 
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/"-•^-=tfT/=te'^' 



_ / {"^s - ^^ _ ^A. 



p+2f\ 2p 2p 

Therefore 

_ / 



-4 



£ <^^ 1x1/ = jf^/y - iy 



I COS* 0d&r. 



/(76) 



/"cos' 0^/Jr = r= — /Ftan-' z = — p\J> — — A^ — ")• 



a a 



Therefore 

jTcos' 0^jr =ip{a--<t>) p{77) 

Substituting /(74), /(75)» /(76), and /(77) in/(73), reducing 
and factoring, we obtain 

- 2I\y -b)- 2Q{p + 2/)(a - 0)}. . /(78) 
Substituting /(7 1), A72), and/(78) in/>(7o). we have 

^x = ^/'';r - jK^^. - g^- I M,{3g - 2x) + F,;r(f - ^) 
/ \ 5/4^ 
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- 30/*^-r - «)' + 3«* - I5«*i'+ (2qf+ icy*)a'] I 
-'^j^\V,y + Hlp + 2f){<t>,-<t>)-2P{y-b) 

- ^ap + 2/){a - <f>)] A79) 



APPENDIX B. 

INTEGRALS EMPLOYED IN THE DEDUCTION OF Jjf FOR 
PARABOLIC ARCHES. EQUATION /(84). 



€f f'dy = efy /(8i) 



/A<t>dx. 



- 2P(x - ay + ifi^ca^^' - «•) 

- x* + «• - 6pb{x - a)] I 






or 



+ («• - iga*)x - ipb{x -ay-^+ 2ga^ \ ./(82) 
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I 



"3l 
EF. 



dy. 



f 



wJffy 



-I 

i: 



^'AF. ds'^y 



'■* B dx 

= / ;4^-^<CKf''Sin0 + ^,cos0) 



c/ t-^ 



•0 '^P- 

c/ 

From (39) and (40), 



H.4^^dy 



'AF, dy 



<t>dx + H, 



, I cos* 



^afy. 



and 



H,^H,- 2Q 



V.= V,- 2P- 



(39) 



(40> 



hence 



r^dy = 5 { F. jT sin* ^.r + ^. /"cos* 0rfy 

-![/» / sin* <pdx j _ ifjS / cos* ^y\ \ ; 

/ sin* <t>dx — J ^^ ~ *^°^' ^K'*' = •*■ —p(.'^» — 0); 

/sin* 0rfj: = / (i — cos* 0)</jr = jr — a — /(a — 0); 



•/o 



cos ^y = 



py 

p + 2r 



<t>dy = 



/4-2/ 



(J' - *). 
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Therefore 

- i^[j: - « - /(a- - 0)] - 2Qj^( y - b)]^. Pm 

Substituting /(81), /(82), and ^(83) in /(80), we obtain 
/(84). 



APPENDIX C 
EFFECT OF THE AXIAL STRESS. 

To illustrate the effect of the axial stress we will solve 
several examples by the comnion method and by the formulas 
which take into account the axial stress. A comparison of 
the results thus obtained will indicate the importance of this 
stress. 

In the following examples let the form of the arch hepara- 
bolic and have a span of loo. Also, let the (radius of gyra- 
tion)' = 4 = «r. 

ARCH WITH A HINGE AT EACH SUPPORT. 

{d) Vertical Loads. 

1°. Assume a single load on the crown of the arch, and let 
the rise be lo. Then 0, = 21** 48' = 0.38,/= 125, and it = J 
From (64^?), 

5 100, V r. . ,, " 

H.^\—{0.zi2x,)P=. 1.9531P. 

From (74), 

^« = 8^^ '""^'^ " 3"^^^ = 1.8171/^; 

(1-9531 — i.8i7i)P= 0.1360P; 

0.1360 

— - = 0.009 = relative error. 

1.9531 ^ 
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2**. Assume a single load acting at the crown of the arch, 
and let the rise be 25. Then 0. = 45*^ =0.785, / = 50, and 
>& = i. 

From (64^), 

/^. = 1^0.3125)/^ =0.7813/'. 
From (74), 

H, = — — (26041 - 5o}P = o.7724P; 

(a 78 1 3 — o.7724)P = 0.0089P ; 
0.0089 



0.7813 



= 0.01 14 = relative error. 



2^a. The same as 2®, with ^ = J. 
From (64^), 



H, = |^(o.2227)P= o.S568/> 



From (74), 



/^.= 5^^{ 18560-37}/' = 0.5503/'; 

(0.5568 -0.5503)/' = o.oo65P; 
0.0065 



0.5568 



= 0.0 1 16 = relative error, 



which is practically the same relative error which was found 



^n2^ 



3°. Assume a single load acting at the crown of the arch, 
and let the rise be 50. Then 0. = 63** 26' = i.i I, ^ = 25, and 
i6 = i. 
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From (64/1), 



5 100, 
^» == § ' "5^(0-3125)/'= 0.3904P. 



From (74), 



H = 



15 



l52053-40}/' = o.3894P; 

O.OOlP\ 



2003330 

(0.3904 - 0.3894)/^ 

0.00 1 



0.3904 



= 0.0025 = relative error* 



l^a. The same as 3®, with ^ = i. 
From (64/7), 

5 100, ^ „ „ 

H^— { -^{o.2227)P = 0.275 iP. 



8 50 



From (74), 



15 



2oo3336^3668o-.3o|i^=o.2744/'; 

(0.27s I — o.2744)P = 0.0007 P 

0.0007 , . 

= 0.0025 = relative error. 

0.2751 

The above results are tabulated below for convenience in 
comparison. 

Hinged Arch with Vertical Loads. 



Load at Crown, i = k* 


Load at Quarter-point, i( = i. 




Values of /r,. 


Values of H^ 


fll 


(64«) 


(74) 


Diff. 


Rel. 
error, %. 


(64«) 


(74) 


Diff. 


Rel. 
error, %. 


O.IO 

0.25 
0.50 


I. 9531 
0.7813 
0.3904 


I.8171 

0.7724 
0.3894 


0.1360 
0.0089 
O.OOIO 


6.9 
I.I 
0.2 


0.5568 
0.2751 


0.5503 
0.2744 


0.0065 
0.0007 


6.9 
I.I 

O.a 
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The results in the above table are probably not correct in 
the fourth decimal place, but for our purpose they are suffi- 
ciently exact. 

The following conclusions may be drawn from the tabu- 
lated results : 

1°. The position of the load has little or no effect upon the 
magnitude of the relative error. 

2**. The common method in general gives results which are 
too large. 

3"*. To obtain results which are not six or seven per cent 
too large ^ the formulas which consider the influence of the axial 
stress must be employed for flat arches. 

4**. For arches having a rise equal to one fifth or more of the 
span the common formulas are sufficiently accurate. 

(b) Horizontal Loads. 

A series of computations similar to those made for vertical 
loads indicated that for arches having a rise of one fifth or 
more of the span the common formulas can be employed. 
For flat arches the effect of the axial stress should be taken 
into account, as the results obtained by the common formulas 
are from six to ten per cent too small for arches having a rise 
of about one tenth the span. 

ARCH WITHOUT HINGES. 

[a) Vertical Loads. 

I®. Assume a single load on the crown of the arch, and let 
the rise be 10. Then 0, = 21'' 48' = 0.38, / = 125, and k=.\. 
From (91a), 

^. = i^(o.o625)/>=2.3437/'. 
4 

From (loi), 

H, = o.2626i6.25 — 0.103}/^= 1.6150P. 
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(2.3437 — i.6i5o)P = 0.7287P. 

0.7287 , ^. 

--=- — '- = 0.300 -= relative error. 

2.3437 

i°tf. The same as i**, with i = J. 
From (91^), 

/^, = 150^o.035i)/'=i.3i62P. 
4 

From (loi), 

//, = 0.2626(3.51 — 0.077)/^ = 0.9007P. 

(1.3 162 — o.9007)P = 0.4155/1 

04155 - 1 .• 

\^ = 31.5 = relative error 

1.3162 

2°. Assume a single load on the crown of the arch and let 
the rise be 25. Then 0, = 45° = O.785, p = 50, and k^\. 
From (91^), 

60 
//, = — (o.o625)P = 0.9375P. 
4 

From (loi), 

H^ = 0.1419(6.25 — o.o6)P= 0.8784/: 

(0-9375 — 0.8784)/* = 0.0591/^. 

0.0501 ^ , . 

= 0.063 = relative error. 

0.9375 ^ 

2°^. The same as 2°, with ^ = J. 
From (91a), 

H, = 15(0.0351)^=0.5265^. 
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From (loi), 



//, = 0.1419(3.51 — 0.04)/^= 0.4910/1 
7^(0.5265 — 0.4910) = 0.035SP. 



00355 
0.5265 



= ao67 = relative error. 



3^. Assume a single load on the crown of the arch and let 
the rise be 50. Then 0, = i.i i,/ = 25, and k = i. 
From (91^), 

If^ = ^^(o.o625)i^= 0.4687P. 

From (loi), 

/T, = 0.074(6.25 — 0.02)/^= 04610/1 
(0.4687 — 0.46io)P= 0.007 7 P. 



0.0077 
0.4687 



= 0.017 = relative error. 



Collecting the above results for convenience, we have the 
following table : 



Arch without Hinges— Vertical Loads. 



Load at Crown, /k = ^. 


Load at Quarter-point, k^\. 




Values of H^. 


Values of //, 


/Jl 


(Qltf) 


(lOX) 


Dili. 


Relative 
Error, %. 


(9irt) 


(xoi) 


Dili. 


Relative 

Error, %, 


O.IO 
0.25 
0.50 


2.3437 
0.9375 

0.4687 


I. 6150 
0.8784 
0.4610 


0.7287 
0.0591 
0.0077 


30.9 

6.3 
1.7 


I. 3162 
0.5265 


0.9007 
0.4910 


0.4155 
0.0355 


31.5 
6.7 

1.7 
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From this table the following conclusions may be drawn : 

I °. The position of the load Has little or no effect upon the 
magnitude of the relative error. 

2°. The common method in general gives results which are too 
large. 

3**. In arches which do not have a rise equal to at least one 
fourth the span^ the effect of the axial stress is too great to be 
neglected. It amounts to about thirty per cent for arches having 
a rise equal to one tenth their span. 

{p) Horizontal Loads. 

A series of computations similar to those made for vertical 
loads indicated that for loads near the crown of the arch the 
effect of the axial stress can be neglected. 

For loads near the supports and the quarter-points the 
effect of the axial stress amounts to at least six per cent for 
arches having a rise of one tenth their spans, but decreases 
rapidly as the ratio increases. 

Since horizontal loads are usually caused by wind, and the 
ratio of the wind stresses to the live and dead load stresses is 
small (ordinarily), the common method is probably sufficiently 
exact for practical purposes. 



Circular Arches. 

The above conclusions are based upon examples of par- 
abolic arches. For flat circular arches (rise less than one 
fourth the span) we can safely predict that practically the 
same conclusions will obtain, since the parabola and circle so 
nearly coincide. We will solve a few examples, which will 
show the exact effect of the axial stress upon arches of 
greater rise. 
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CIRCULAR ARCH WITH HINGE AT EACH SUPPORT. 

{a) Vertical Loads, 
I^ Let /= 100 and/= 25. Then 

R = 62.5 and k' = 62.5 — 25 = 37.5. 
tan 0, = -^ = 1.333 ... .-. 00 = SS"" 7f . 

20. 106.25 
-^ = — r-^ = 0.500. 
;r 180 ^^ 

From Table XVII, for a = o, or a load on the crown : 
For 2^* = 0.58, ^ = 0.758. 

For ^* = 0.60, ^ = 0.726. 

^, ^ 20. A 0.758 + 0.726 

Then for -^ = 0.59, Q = ^^ T ^ = 0.742. 

7t Xj 2 

From (160), 



From (164), 



I (sin* 0. — sin* a) 

^t - ^ ^ ' 

I + g(0o + sin 00 cos 0.) 



where ^ = 0.742P- 
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From (153), 

— 4 4 4 

^ ~" if.^ r-\« " :;:3;^» ^^y » = 0.00102. 

(02.5) 3906 ' 3900 

From Table XVIII. 

for0. = S3^ B = 0.1532454 

for 0, = 54°, B = 0.167 1 294 



60 



0.0138840 



.00023140 =diff. for i' 
7* 

0.0017933s = diff. for 7J' 
0.1532454 



or 



/. for 0, = 53^ 7f ', B = 0.1550387 

g = 0.742. .-. A = (0.742X0. 1 5 5) = o. 1 1 5. 

From Table XIX, by interpolation, 

(00 + sin 0, cos 0o) = 1.407 
Substituting these values, 

^. = 0.742 21^30 [ 

0.1SS "^ ^ '''' 

= ^•742^7^'^= (^•742)(o.988)/> 

(0.742 - 0.733)^ = 0.009/*; 

0.009 

— — = 0.012 = relative error; 
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or for a load at the crown the results by the common method 
formula (160), are about 1.2 per cent TOO LARGE, which is 
practically the same as found for parabolic arches of the same 
rise. 

i^a. Let a load be placed at the quarter-point in i**. Then 

JL 1 • 50 — 25 

^ = i, sina= -^ y = 0.4, 
*' 62.5 ^ 

/. a = 23** 35' = 23".S83, — = ^ ^ ^ = 0.443. 

Interpolating in Table XVII, ^ = (XS70. 

From example i**, 

B = 0.155 
.-. A = (0.155X0.570) = 0.08835. 

From (160), 

ff,-o.S7oP. 

From c{ii6), which is (164) in another form, 

j^ _ p 2 A — w(sin' 0, — sin' a) 

* 2B + 2m{<t>^ + sin 0, cos 0j 

or 

TT _ z P- 1 767 — 0.00102(0.64 — o. 1 6) __ - p 

*"" 0.31287 "" "^ ^ 

(0.570 — 0.563)/^= 0.007 P; 

0.007 , . 

L = 001 2 = relative error, 

0.570 

which is the same relative error obtained for a load on the 
crown. 

2^. Assume a vertical load on the crown of a semicircular 
arch. / = 100, / = 50, and k =i. Let (radius gyration)' = 4, 

0, = 90**, and a = a Then — = i and — = o. 

TT 00 
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From Table XVII, 

for — = I and ~ = o, -- = 0.318. 
From (160), 

i/, = 0.318/^. 
From (153), 

w = --r-— =0.0016. 
2500 

Then from (164), 

TT oi ~" o.ooi6„ -, 

H, = 0.318 — ; 7'^ = o.3i7P; 

' ^ I +0.0016 ^ ' ' 

(0.318 —o.3i7)P =0.001/^; 

0.00 1 , ^. 

= 0.003 == relative error, 

0.318 

which is too small to be of any practical importance. 

APPROXIMATE FORMULAS. 

Very close approximate formulas can be formed by apply, 
ing correction factors to the common formulas for vertical 
loads. 

Arch with a Pin at Each Support, 

Let ^ = the horizontal thrust as given by the common 
method ; then 

/^. = J)(l-6), 

where e is the relative error. 

Computing the value of e for several problems and plotting 
these results, the following table can be made by means of a 
curve drawn through the plotted points. 
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Arch without Hinges. 

Results obtained by the use of the approximate formulas 
will be sufficiently accurate for the ordinary problems met with 
in practice. 



Values of : 


I — € AND 1 — 6 


' IN THE Approximate Formi 


JLAS FOR Hx, 


///. 


Hioged. 


Fixed. 


6 


X — 6 


e 


I -6' 


O.IO 


.0690 


.9310 


.310 


.690 


0.11 


.0570 


.9430 


.265 


.735 


0.12 


.0480 


.9520 


.230 


.770 


0.13 


.0420 


.9580 


.207 


.793 


0.14 


.0370 


.9620 


.186 


.814 


0.15 


.0330 


.9670 


.170 


.820 


0.16 


.0295 


.9705 


.153 


.847 


0.17 


.0265 


.9735 


.140 


.860 


ai8 


.0240 


.9760 


.126 


.874 


0.19 


.0215 


.9785 


.115 


.885 


0.20 


.0195 


.9805 


.104 


.896 


0.2I 


.0170 


.9820 


.094 


.906 


0.22 


.0153 


.9847 


.086 


.914 


0.23 


.0140 


.9850 


.078 


.922 


0.24 


.0125 


.9875 


.070 


.930 


0.25 


.0115 


.9885 


.065 


.935 


0.26 


.0100 


.9900 


.060 


.940 


0.27 


.0095 


.9905 


.058 


.942 


0.28 


.0085 


.9915 


.053 


.947 


0.29 


.0080 


.9920 


.050 


.950 


0.30 


.0074 


.9926 


.047 


.953 


0.31 


.0068 


.9932 


.043 


.957 


0.32 


.0063 


.9937 


.040 


.960 


0.33 


.0060 


.9940 


.038 


.962 


0.34 


.0056 


.9944 


.035 


.965 


0.35 


.0052 


.9948 


.034 


.966 


0.50 


.0020 


.9980 


.020 


.980 
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SPECIAL CASE— SEMICIRCULAR ARCH. 



2Ee 
R 



= a constant. 



Since semicircular arches are sometimes employed for large 
roof-supports, we will give the necessary formulas for determin- 
ing the outer forces. The effect of the axial stress will be 
omitted^ as its effect can be neglected in practice. See Appendix 
C. 

ARCH WITH FIXED ENDS. 



{d) Vertical Loads. 



n . 



Since 0j = - , sin 0. = i, and cos 0, = o. 



Then from ^(133), 



H, = j2/> 



[ 



2(cos a + a sin a) 

2 



- sm a 
2 



n* 



— 2 



and 



M. 






sin a[— — cos a\ — a 



n 



r- 



+ cos a + a sin a 

2 



By making a negative (hence the sin a will be negative) 

in the value for M^ we have 

234 
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M^ = ^— A 



in erf cos a 



n\ 



sm 






j+« 



n 



+ cos a + a sin a — - 

2 



For any single load we have, from (5 1), 



y^ = 






Substituting the values of M^ and H^ found above, we 
obtain after reduction 



(t-) 



y = 



-§+ 



. (n \ 

sinal— — cosaj — 



a 



n 



+ cos o' + a sin a — - 
. ' ' 2 



R 



-[n 
2\ 



— 2 COS a — 2a sin a+ — sin a\ 



and by making a negative in the expression for y^ , 



(7-^) 



r, = 



?5+ 



a 



—sin ^(^ — cos aj 



/? 



4-cosa + ^sina 

' ' 2 



— ( ;r — 2 cos a — 2a sin a -f—- sin' ay 



From (50), 



^0 = 






Substituting the value of F, from (47) and reducing, this 
becomes 

I I PR. 

y, = j(i + sin (f>)y, + -(i - sin (f>)y, + ^ cos* a. 
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The values of cos a '\- a sxna can be found from Table 
XXII. 

(b) Horizontal Loads. 
From ^(154), 

L^ "T^^*" ^ ^^^ a — or) + 2(sin a— a cos a) 



' 2 



1+^ 



;r' 



2— — 

4 



From ^:(i56), 



., 2H,R . i0/ij(«cosa-sina-i 

Jf, = •( . ^ 

r ;r J -| cos a — cos* a 

By making a negative in the above equations, they become 
4/1 —(a— sin a cos a) + 2(a COS a— sin a) 



2 — — 

4 



and 



., 2//^ . igiejsma-acosa-l 
^ ;r i -| cos a — cos a 



From (47), 



K = j\M,^M, + 2QbY 



The values of ;r, , j', , 7, . and :r, can be found from (5 1) and 
(54). 
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(c) Effect af a Change in Temperature. 



From 4159), 



H,^ 



2 A -let"" 
2 



A-ef" 

2 



From r(i6i), 



if.= 



^[^-.) ^(^-.) 



2H.R Aef 



n 



2 

4 



From (51), 



M. 2R 
n 



^1 = jf^^-zr = 0.632/?. 



ARCH WITH A HINGE AT EACH SUPPORT. 



(a) Vertical Loads. 



From ^(108), 



H. = SP^ 



, f- cos* 



a 



;r 

2 



2P- 



n 



From ^(112), 



' 1-4- sin a 
V =z 2 P 



From (50), 



y. = ff;^ 



V^ I + sin a n 



2 cos « 



i — R{l —sin a) 



or 



y. = i^^. 
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(b) Horizontal Loads, 
From c( 1 20) 

tr I ^^ ! I ^ — sinffcosflrl 
^. = T^C^. 1+ \ 



2 I ^ I 

2 



From c{\2\\ 



V. = ic~' " 



2 



From ^(123), 



4r, = Ri 



, a — sm a cos ar , 

I a. I 



2 



The values of a — sin a cos a can be found from Table 
XIX. 

(c) Effect of a Change in Temperature, 

From r(l28), 

^/^^ 2 
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DEDUCTION OF FORMULAS FOR SPECIAL CASES FROM 
THE GENERAL FORMULAS OF CHAPTER V. 

SYMMETRICAL PARABOLIC ARCH. 

(a) Arch without Hinges, Special Case where 

cos <p ^= a constant. 

Let 6 cos = ^ = a constant, and neglect the terms con- 
taining F^ ; then for a single vertical load we have from ^(90), 
page 117, 

Value ofH,.— 

(l — >fe / yxdx-^-k I y{l—x)dx 



H,= 






S!^'^^ - 



(/H' 
/''- 



p. 



Substituting the value of y in terms of x, the following 
values of the respective integrals are easily obtained : * 

(' - k)£yxdx = ■^//•(4^ - 3k') ; 
>& A/ - x)ydx = -frk{i - ek' + 8/&" - 3^*) ; 



* The general formulas for the parabola are given on pages 52 and 53. 

28g 
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(I - k^Txdx = i/'>P(l - i); 
k£{l - x)dx = \rk{\ -2k-\- >P); 
£dx = /; j^ydx = I//; Jjfdx = ^SfH. 

Substituting these integrations in the expression for H^ and 
reducing, 

or 

H, = ^^ ^^Pk'ii - ky (91) 

Value of M^, — For a single vertical load^ from ^loi), page 
1 19, we have 

— //, i yxdx j xdx — P f (x — d)xdx i xdx 

Replacing j' in terms of x, the following integrations are 
easily obtained : 

f'yxdx = i/'/; /"Wx = i/« ; 



/"(;r - ayjT = \l\\ - k)\ 
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2gx 



Substituting these values, and that for //^ given above, we 
obtain 

M, = ^ -.. P 



or 



iSr^* 



M, = -/k(i - k)\sk - 2). 



(92) 



Value of H^. — For a single horizontal load we have, from 
^(95). page 118, 



i7. = ^li 



/»«., f'\y — b)dx 

l^ \y - b)ydx - -l^ Ifl 



.yv 



TJ 



We have introduced the values of the integrals which 
have been determined above. 

The values of the two remaining integrals are as follows : 



\y - b)ydx = ^Ili{- iJf.t,k-sk*— io>6' + 20>&' - 8/6'), 



\f r\y - ^¥^ = ~(- i+66-i2k' + Si'). 

t/«o Q 



Hence 

^. = G[i + >^*(- ' 5 + 50/fe - eo/fe" + 24^')]- • ("5) 

Value of M^, — For a single horizontal load, from ^(io6), 
page 120, we have 



^.= 



( sy^'f,"^'' - X '"^'' j^'^^) = tv'* 
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Performing the integrations indicated. 



£yxdx£xdx = i/y; 

f^ydxf^dx = |/y; 






{y — V)xdx = <— (I ^6k + 6l^ + zk' — ^k") ; 



{y - b)dx = ^-(i - 6^ + 9^ - 4^). 



Therefore 

M, = 2/^}2>Ki - i6)*(2 ^ 7>& + 8>fe0}. . . (117) 
The value of H^ is given by (115). 

{b) Arch with a Hinge at each Support. 

As for the arch without hinges let 6 cos = a constant, 
and neglect the terms containing F^ 

Value of H^, — For a single vertical load we have, from 
^(I30» page I35» 

(l — >fe) / xydx — I {x ^ a)ydx 
TT __ t/o «/« p 

The values of the integrals are 

{X - k) f xydx =.^-:^rf, J^dx^^^'i, 



f. 



{x - a)ydx = ^(i _ 2>6 + z/f - *«). 
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Hence 



ff, = lyPkil - 2^ + k^. 



. (64) 



Value of H^. — For a single horizontal load we have, from 
^(140), page 127, 

1 2 1 1 



fy'^ 



The value of the integral in the numerator of the fraction 
IS given above in the deduction of (115); the denominator 
equals "A/V; hence 

/f, = e|i-|(5[i-.>6-2^ + 4^T-8>&^)}. . (77) 



SYMMETRICAL CIRCULAR ARCH. 



2E 

i^a) Arch without Hinges — Special Case where —^d=ia constant. 

Value of H^, — For a single vertical load we have, from 
^90), page 117, neglecting the terms containing F^^ 



H.= 



_ (I _ k^Cxydtp - kPyil — x)d<l> 

- (I - k)rxd<t> - kr\i - x)a<t> 



-r/d<t> - 



(-/>) 
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Performing the integrations indicated, we have, remember- 
ing that a = kl^ 



- r xyd<t> = - \Kl<t>. + \tfla + ^ +tk'; 



2 



^(l^k) j xyd<t> = - \kl<t>, + i^/« + ^ + bk! + \Ka<t>. 

cf ab 

- k I y{l- x)d<l> = W-^+-^-^ak'<P» 

ad 
— ^ai'a + "T* • 

Combining these values we obtain • 



ab 



[xd<(> = - i/a + i/0. - * + 4«a - *«0. + y: 
P' ab 

Combining these two values, we have 

aa — ila + 4'0. — b, 

/V 

— / ^0 = 200 ; 

t/o 

- //V0 = i(4i'V. + 2/e«0. - 3-6'/); 
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Substituting the values found above for the integrals in- 
dicated in the expression for H^ it becomes, after reduction, 

_ 2bl - /(/ - 2a){<t>, -a)- 2a'<t>, 

which readily reduces to (192). 

Value of M^. — For a single vertical load we have, from 
^loi), page 119, 

The values of the integrals not already found above are 

_ £yxd<f> = i/' - kfliP, ; 

Then the terms containing H^ reduce to 

/ri(/[rf-i^][/-2>6'0.]), 

where d = — j^. 

-«/"(* - d)xd<t> = i/'0. + i/'a - i^^ - 4«/0. - i'^'« 

+ ^,K + m + iak^ - iai + ^0. + :^; 



2.yS 
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Then for the terms containing Pwc have 



/v. 



1 (l^2a){b — ^;0. + 2^tf <;>. -i- {k'-^df 2b-2aa^lp^ ~ /«) J. 



The denominator becomes l<!>Jd — i';. Hence 



^f,(I— 



M, = H, 



2<f>, 



^) + 






which reduces to (196). 

Value of //,. — For a single horizontal load we have, from 
i^95)» P^g^ ' '^» remembering that i?(— d(i>) = <ii. 



' 2 






b)yd(f> 



I — 






-£yd<f>- 






r- 



PVom integrals already evaluated the denominator of this 
at once becomes 
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— fXy — %^0 = — 2 r{y — b)yd<t> = 

«/«! c/a 

- |>fe7 - i*/ + s^iife' + ab + R'a + 2hra + 2**'« ; 

— /(V — ^K0 = — 2 f{y — *)rf0 = / - 2a — 2k! a — 2*a. 

Making the proper substitutions, we obtain 

'" /• - >fe70, - 2/?0, 

which reduces to (207). 

Value of M^. — For a single horizontal load we have, from 
^106), page 120, 



+ 



j ^H,Xxyd4> + Qfjiy ~ b)xd<lX £xd<t> 



+\ ^./W - QfAy - b)d<t> \Xx^d<t> 

M^ — — i P j—L- 

fd<t>£x^d<t> - [£xd<p) 

From integrals already evaluated the denominator becomes 

- l<plk'- d), 

where ^= ?^-. 

£(jy - b)xd<t> = - i(/' - ^ _ (yt- + ^)[/(<?>, + a) + 2^]) ; 

f (y- b)d<t> = -{l-a-ba- k'a- k'<p,). 

The integrals in the terms containing AT, have been evaluated 
above. 
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Substituting the values determined above, we have 

which reduces to (212). 

(^) Arch with a Hinge at each Support — Special Case where 

-gO =z a constant. 

Value of /f,.— For a single vertical load we have, from 
ii}i^), page 125, 

H, = "^ -J P', 

-£xyd<l>=^r-k'l<t>,- 

£{x - a)j>d<f> =-(!/•- i*'/0. + ?!_«/+ ai'4>. 

- ^k'la - bh! + aUX 
Therefore 

Numerator = \a(l —a — 2k a)— \k\l<p^ — la — 2b\. 

-/yrf0 = i(4^0. + 2ie*0. - 3-67). 
Hence 

rr - p g(/ - a - 2^'af) - ^(/0. -la- 2b) 

■"•"■^ 4>fe"0, + 2/e'?>. - 3>67 ' '^'**^ 

which reduces to (160). 
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Value of H^. — For a single horizontal load we have, from 
^140), page 127, 



H. = Q\\ 






^ I \y "^ b)yd<t) = — 2 y (_y — b)yd(f> 
= — i?*(— a + sin Of cos or + 2 cos 0o[sin a — a cos a]). 
- / y^0 = -^'(00 — 3 cos 00 sin 0, + 2 cos' 0o0o). 



Hence 



TT _^ Q( 1 ^ "" si n Of cos g — 2 cos 0o(sin a-^ a cos a ) , ^ 
' *~ 2 J "^ 0, — 3 cos 0, sin 00 -(- 2 cos* 0,0, y \ 7 r 



APPENDIX F. 
hFFECT OF A COUPLE UPON A SYMMETRICAL ARCH. 

(a) Arch with a Hinge at ecuh SupS'^yrt. 

Value of H^. — Let M^ be any couple applied at any points 
of the arch . then 

\\l = J/, or \\ = ^1^'. 

Evulently F, is numerically equal to F,, but acting in the 
opposite direction, and H^ = H^ 

If another couple equal and symmetrical to J/, be placed 
upon the arch, 

the horizontal thrust at the 
left support. 



F r. O = r, and % = 2//, = j 



If the arch be assumed free to slide upon the supports, the 
chan^^c in the length of the span due to a horizontal load Q 
applied at each support is given by^ii6), page 122, or 

Now let the loads Q be removed and two equal and sym- 
metrical moments be applied to the arch; the corresponding 
change in the length of the span will be 

where Afj, is the resultant moment at any section x. 

300 
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If ^, represents the magnitude of the horizontal thrust 
necessary to cause a change in the length of the span of the 
loaded arch of J'7, we have 

JV:J"/::(2':J?, = ^V. 
Substituting the values of J7 and J"/, we have 



Jo ^* Jo 



dx 

— COS0 



Ng = o and M,, = Ma from x = a,to x =: a^ 
Then since /f, = ^^, , 



M, 



n'yds 



This equation is perfectly general for any symmetrical arch 
having a pin at each support. 

(6) Arch without Hinges. 

Value of M^. — Let a couple M^ be applied at any point a 
on the arch ; then the moment at any point x is 

Jlf, = J^. + V,x — Hj + M^. . . x> a. 

Since the arch is fixed at the ends ^</>^ = J0/, and as it is 
symmetrical Jc = o. Substituting the value of -Af, in ^62) and 
^64), page Illy we obtain, neglecting the axial stress term, 
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and 

Eliminating F", and solving for M^, we have 






0, 
xds 



6, 

Jo ^Uo ^' \Jo ^'/ 

in which everything is known excepting H^, which can be deter- 
mined as follows: 

Value of H^. — Let two equal and symmetrical couples act 
upon the arch, and assume the arch free to slide upon the sup- 
ports. Also assume that there are equal and symmetrical 
moments applied at the supports. Then from ^62) we have 



/ 



'MJs 

= 0. 



e 



X 



Since the arch is free to slide upon the supports, /^, = o ; 
and since the applied couples are equal and symmetrical, 
F, = O. Therefore 

where K' is the additional moment at the section x caused by 
the action of the applied couples. 

Substituting the value of M^, and solving for M^ 



M, = - 



fK'ds 

fds ' 
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The change in the length of the span due to our couples is 
<see^(8o)) 

H K'ds 
^^-E f'ds J, t>, Ej^ 0. eJ^ F^ 

Now suppose the arch unloaded and free to slide as before. 
Let two equal and symmetrical moments Q'z be applied at the 
supports ; then the corresponding change in the length of the 
span is given by ^86), page 115, 

Let ^, be the horizontal thrust necessary to cause a 
change in the length of span of ^7; then 

/i"l:J'l::Q':ff = Q^^ 



or 



^.= 



rK'ds 

C'K'yds pNJx J, K fyc 
J, ^^ Vo P' C'dsJ 0. 

Jry ^^ , p dx cos _ yy o^ j 
•* ••0 "* 






For X =zOto X = a^, A!'' = o; 
For X = a^ to X = a„ K' = Af^ ; 
For X = a^to X == /,. K' = o. 
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Therefore since H^ for a single couple equals i^„ we have 



/f.= 






2 

I 



ry^ds r- ax cos _ u, <>J I 



This equation is perfectly general for any symmetrical arch 
which has no hinges. 



PARABOLIC ARCH. 

6 COS = a constant. 

{a) Arch with a Hinge at each Support. 

Value of H^, — Our general expression immediately becomes,, 
neglecting the axial stress term, 

M^J^ ydx 






dx 







J* ' le-' 



5 
Therefore H, = M,^A\-tl^ ■\- ^. 
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(b) Arch without Hinges. 
Value of H . — Neglecting the term which contains /^, , we 



have 



dx 



H,= 






I z;-^ - 






From Appendix E, page 290, the denominator is found to 



be — /•/. 
13s 



dx = -ix-2k ; 

J/W/, I 



Therefore ^. = 



Ulik - Sife* + 2>f) 



12 



Pl 



or 



jy. = ^J/.(i-3;fe + 2>6*)>6. 
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Value of M^. — Our general equation becomes 
- { Mj^xdx - H,l'xdx \ I'xdx 

M = i — ; 

£dxX^dx-[Xxdx) 
The denominator becomes — /*. 

12 



/xdx = — 
2 

Hence 



2 



^. = Jf. + i(9-8/)/r. 



APPENDIX G. 
SPECIAL CASE WHERE ^ = A CONSTANT. 

PARABOLIC ARCH WITH A HINGE AT EACH SUPPORT — 

VERTICAL LOAD. 

In practice it sometimes happens that the arch-rib has a 
constant moment of inertia, especially in large arches. The 
formulas already deduced do not apply to such a condition, 
though they may be considered as approximately correct. 

This case has been very thoroughly considered in two* 
papers by M. Belliard in the Annales des Fonts et Chaussies. 
The principal results are given below. 

According to the assumption that B cos = a constant, 
the general equation for //, becomes, from ^131), 



^(^-*)l/'^^'''+/? «'"«>} 



while for i' = a constant 



/r.= 



Xy'^^+X-w-'^^^'^ 



K 



* Note sur L'errenr relative que Ton commet en substltuant dx 9kds dans la 
Formule de Navier. April, 1893. 

M^moire sur le calcul de la Resistance des arcs paraboliques a grande fl^che. 
November, 1893- 
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These two equations are the same in form, and their only 
difference is, in the second ds replaces dx in the first in all 
terms excepting those containing F^ 

Although the integration of the second equation offers no 
serious difficulty, yet the final results are long, and their appli- 
cation in practice tedious without special tables. 

The equation for the common method is very simple and 
easy in application. Since the location of the load does not 
affect the relation between the results obtained by using the 
equation containing dx and that containing^, the relative error 
between the results can be found, and the results obtained by 
the common method corrected to correspond with those which 
would have been obtained by the application of the correct 
formula containing cU. 

M. Belliard found that the relative error depended only upon 

/ 
the ratio of the rise to the span. For y = 0.50 he found that 

the common formula /T, = |. -^Pkf^i -- k){i -\- k — >6"), which 
neglects the axial stress^ gave a result 3.3 per cent larger than 
that given by the exact formula. For j = 0.25 the result 
was 1.7 per cent larger, or practically one half that (per cent) 
for ~ = 50. This being the case, it is a very simple matter 

to find the percentage for any ratio of j by interpolation. 

The magnitudes of the above errors are too small to be of 
much practical importance, and since the formulas of the com- 
mon method give results which are too large, an additional 
factor of safety is introduced by using them. 
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TABLES. 

{TA€ tables that follow are arranged according to the scheme here given,) 

A. Tabulated Properties of the Two-nosed Catenary. 

B. A Series of Two-nosed Catenaries inscribed in the Circle of 

Radius Unity 

Bj. Arch-rings with the Line of Stress lying within the middU 
Third, 

I. >Ki -2>6' + >&•) = J,. 

III. I - *[5(i - >6 - 2>&' + 4>fe») - 8>6*] = ^\ 

IV. I - 2>K2 - 5* + 5**) + ik'- = J.. 
V. k\ k(i - k), and {l+i- e). 

VI. k\x - k){z - Ik) = A,. 
VII. (i ->fe)'(i+2*) = J,. 

VIIL ^Si=-^=J.. 
5 9* 

IX. *4^^!=A. 

2(1 + 2>6) * 

X. 2>fe - 3>P + >P = J... 

XI. k'{i - ky = j... 

XII. I + >?(- 1 5 + 5o>& - 6o>fe' + 24>P) = J.^ 
XIII. 2i{i - i)'(2 -7k + SiP) = J„. 
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XIV. 



XV. 



XVI. 



XVII. 

XVIII. 
XIX. 



XX. 

XXI. 

XXII. 

XXIII. 

XXIV. 

XXV. 

XXVI. 

XXVII. 



XXVIII. 

XXIX. 
XXX. 

XXXI. 

XXXII. 

XXXIII. 



2k(\ - k)\2 -7k + W) 



= J 



14" 



6k 



= J 



It* 



3 — 12k + 24^ — 16^ = J„. 

J(sin' 0, — sin* a) 

-\- cos 0,(cos a-^as\na— cos 0, — 0, sin 0,) . 

20, cos' 0.-3 sin 0. cos 0, + 0, ~ ''* 

Zjr" cos* jr" — 3 sin jr* cos jr° + .ip" = ^1 

;r'' + sin jr* cos x° = ^„. 

0*0 O /> 

;r — sin ;p cos x = p„. 
sin x° — x^ cos ;r° = ^-^,0* 
;r°» + ;r° sin ;r° cos ;r° - 2 sin" ;r° = J„. 
2 sin x^ cos ;r° + -^^ ^in' x^ = ^„. 
cos x^ + ;i:° sin ;r** = J„. 
jr*^' — 4r° sin ;p° cos ;r° = -^„. 
;ir°« + 4r^ sin 4r° cos a:° = J.,. 
Arc ;r° and (arc ;r°)". 
sin jr°, cos j:°, and I — cos x^. 

sin* x^y cos* ;r°, sin ;r** cos x^\ 
sin* ;r° and cos* x^. 



o * o o o 

X sm jr , ;r cos x\ 



and 



sm jr' 



;r° sin' ;r**, or® cos* ;r**, and ;r° sin ;p cos x^. 

General Dimensions of Masonry Arches con- 
structed at Different Periods. 

Dimensions of a few Cast-iron Arches. 

Dimensions of a few Wrought-iron or Steel Arches. 

Dimensions of a few Wrought-iron or Steel Roof- 
truss Arches. 
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TABLE A.— TABULATED PROPERTIES 



m I 



' y. 



jt 



*i 



'■ 



s 

I 

li 



, .3 


♦T. 


. '3* 


^ 


.30 


^ 


.38 


— 


.36 


— ' 


.25 


i 


M 


^— 


.23 


-^ 


.30 


— 


.19 


^— 


.18 


— 


.17 


— 


.16 


^ 


.«s 


— 


•14 


"^ 


•13 


— ' 


.13 


.-. 


.1 


» 


.11 


~~ 


.10 


^ 


.09 


-~ 


.08 


— 


.07 


— 


.0635 


i 


.06 


^ 


.05 


— 


.04 


i 


.0357 


■^ 


•^3, 


— 


.037 


\ 




For a 


.0304 


♦ 


.03 


— 


.01 


A 


.005 


^ 


.0048 


^^" 


.003 


^^ 


.001 


— 


.000 


•~" 



.5774 

.5657' 

.S477 
.5393 

-5099: 

-5000J 

•48991 
.4690 

.4472 
.4359 

'4243 
.4123 
•4000 

.3873 
.3742 

.3606 

.3464 

.3333 

.3317 
.3163 

.3000 
.3838 
.3646 
.3500 
.3450 

.3336 
.3000 
.1889 

.1732 
.1667 

▼aloe of 

.1429 

.1414 
.1000 

.0707 
.0693 



.0447 
.0316 
.0000 



0.0000 

.2475 

.3977 

.5119 
.6116 



.6585 
.7041 
•7932 
.8814 
.9358 

.9706 
.0163 
.0630 
.1110 
.1606 

.2133 
.3663 
.3x70 
.3235 
.3843 

.4498 
.53IX 

•5999 
.6655 

.6888 

• 79M 
.9141 

.9757 

2.0688 

3.1096 
t here, sen 

3.3716 
3.2831 
3.6391 
3.9907 
3.01 14 



3.4519 

3-7994 
eo 



5774 
5831 
5916 
6000 
6063 

6124' 
6164: 

6345! 

6335: 

6364 

I 

6403' 
6442 
6481 
6519 

6557 

6600 

6633 
6667 
6671 
6708 

6745 
6783 

6819 

6847 

6856I 

6892 
6938 

6944 
6964 

6973 

sibly the 

.6999 
.7000 
.7036 

•7053 
.7054 

For a va 

.7064 
.7068 
.7071 



0.00 

8.03 

13.36 

15.48 

18.31 i 



19.38 
30.31I 
22.24! 
24.06I 

24.53 



25.37 
36.30 

37.01 

27.401 
28.18 

28.55 
29.30 
30.00 
30.04 
30.37 

31.08 

31.39 
32.09 
33.31 
33.38 

33.06 
33.33 

33.45 
34.00 

34.06 
next, dir 

34.25 
34.26 

34.51 
35.04 
35.04 

lue of » 

35." 
35.14 
35-16 



I.7321 

1.76671 

1.8187 

1.8706 

1.9336 

1.9485 

1.9745 
3.0365 

2.0785 

2.1044 

2.1304 

2.1564 
3.1834 
2.2084 
2.2344 

2.2603 

2.2863 
2.3094 
2.3123 
2.3383 

2.3643 
2.3902 

2.4163 

2.4357 
2.4422 

2.4682 

2.4942 

2.5053 
2.5201 

2.5259 
ectrix tou 

2.5451 
2.5461 
2.5721 
2.5851 
3.5856 

here, sen 

2.5929 

2.5955 
2. 5981 



I.7321 + 

1.7672. 

1.8224 

1.8807 

1.9427 

I.9754I 
2.0092 
2.08 1 oj 
2.1589' 
2.3007 

2.2446 

2.2910 

2.3400' 

2.3922 

2-4477 



2.5075 

2.5719! 
2.6339I 



2.6420 
2.7x88 

2.8037 
2.8988 
3.0068 

3.0987 
3.1318 

3.2801 
3.4628 
3.5561 
3.6994 
3.7631 

cbes deter 

4.0191 
4.0360 
4.6178 
5.2065 
5.2410 

sibly the 1 

5.9909 
6.5872 



+ 



5774 
5657 
5477 
5290 

5095 

4994 
4890 

4674 



4322 

4196 

4065 

3927 

3783 
3631 

3471 
3300 

3138 
3117 
2920 

2706 

2471 
2209 

1990 

1912 

1569 

1x57 
0951 
0639 
0503 



ibcdcirc 

-.0037 
—.0072 

—.1249 
-.2394 
—.2461 

ast,4,= 

-.3881 

-•4994 
— 00 



For this table, the modulus of common catenary from which the members are transformed 
two of the above values beinc given or assumed, the values of the others may be determined 
for circular linear arches under vertical and conjugate hortzonul loads has beeo calculated 
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OF THE "TWO-NOSED CATENARY." 














Three-point Circle. 










■*^t 


^1 


/. 


♦1 


fi 


Pt»Pi 


^t 


JP,-iP, 


<• 


«. 


<. 




o.oooo 

.35" 
-5671 
.7336 
.8808 


0.5774 

.6009 

.6382 
.6780 
.7208 


• 1 
0.00 

10.30 

16.39 


• # 
0.00 

11.28 

18.08 

22.58 

27,00 


t 
0.00 

11.28 

18.08 

22.57 
26.56 


1.7321 
1.7678 
1.8258 
1.8898 
1.9612 


1 

I.7321 

1.7673 
1.8228 

I. 8818 

1.9446 


.0000 
.0001 
.0003 
.0010 
.0019 


.0000 
.0000 
.0000 
.0001 
.0004 


.0000 
.0000 
.0000 
,0001 
.0003 


.0000 

.0000 
.0000 
.0001 
.0001 


--- 


.9507 
1.0191 

I. 1538 
1.2884 

1.3567 


.7435 
.7671 

.8174 
.8727 
.9025 


26.36 
34.02 


28.49 

30.33 

33.48 

36.51 
38.19 


28.44 
30.26 
33.36 
36.33 
37.57 


2.0000 
2.0412 
2.1320 
2.2361 
2.2942 


1.9777 
2.0120 
2.0846 
2.1635 
2.2057 


.0023 
.0029 

.0037 
.0046 
.0050 


.0006 

.0009 
.0017 
.0029 
.0037 


.0004 
.0006 
.0013 
.0022 
.0029 


.0002 
.0004 
.0008 
.0014 
.0018 




1.4260 

1.4969 
1.5696 

1.6447 
1.7226 


■9339 
.9672 

1.0026 

1.0404 

1.0809 


40.24 


39.46 
41. II 
42.36 
44.00 
45.24 


39.20 

40.41 
42.00 

43 19 
44.37 


2.3570 

2.4254 
2.5000 
2.5820 
2.6726 


2.2500 
2.2965 

2.3456 
2.3975 
2.4527 


.0054 

.0055 
.0055 

.0053 
.0050 


.0047 
.0059 
.0073 
.0090 
.01X1 


.0037 
.0047 

.0059 
.0074 
.0091 


.0023 
.0030 
.0039 
.0050 
.0063 




1.8040 

1.8895 

1.9697 
1.9800 

3.0766 


1. 1247 
1.1721 

1.2179 

1.2240 

1. 2812 


46.13 


46.49 
48.14 
49.31 
49.41 
51.09 


45.55 

47.13 
48.22 

48.31 

495' 


2.7735 
2.8868 

3.0000 

3.01 5 1 
3.1623 


2.5116 

2.5748 
2.6353 
2.6429 
2.7170 


.0041 
.0029 
.0013 
.0009 
—.0018 


.0135 

.0165 

.0195 

.0200 
.0242 


.0113 
.0139 
.0167 
.0171 
.0211 


.0079 
.0100 
.0122 
.0126 
.0158 


* 


3.1808 

2.2944 
3.4202 

2.5247 
3.5619 


1.3450 
1.4170 
1.4997 
1.5709 
1.5967 


— 


52.40 
54.14 
55.53 
57." 
57.38 


51.12 
52.36 
54.05 

55.14 
55.38 


3.3333 
3.5356 
3- 7796 
4.0000 
4.0825 


2.7982 

, 2.8879 

2.9887 

3.0732 

3.1035 


-.0055 
— .0108 

—.0181 
-.0255 
—.0283 


.0294 
.0358 

.0437 

.0510 

.0537 


.0259 
.0320 

.0397 
.0470 

.0497 


.0199 

.0253 
.0324 
.0302 
.04x8 


• 


2.7255 
2.9210 
3.0x89 
3.1667 
3.2315 


I 7139 
1. 8613 

1.9382 

2.0587 

2.X131 


51.43 


59-3" 
61.37 
62.36 

64.01 
64.36 


57.20 
59.16 
60.11 
61.32 
62.08 


4.4721 
5.0000 
5.2926 

5 7733 
6.0000 


3.2374 
3-3985 
3.4796 
3.6020 

3.6557 


-.0427 
—.0642 

-.0765 
-.0974 
—.1074 


.0668 

.0843 

.0939 
.1093 

.1164 


.0628 
.0809 
.0911 

.1073 

.1148 


.0549 

.0738 

.0844 
.1026 
.1112 




le; desc 


ribed an 


d three 


-point 


circlet 


are conce 


ntric; Y^ 


changeB 


sign. 








3.4875 
3.5041 

4.0639 
46099 
4.6418 


2.3381 
2.3532 
2.9107 
3.5526 

3.5933 


— 


66.48 
66.56 
71.02 

74.17 
74.27 


64.22 

64.31 
69.20 

7408 
74.25 


7.0000 

7.071 1 
10.0000 
14.1421 
14.4338 


3.8678 
3.8816 
4.3432 
4.7926 
4.8190 


— .1512 

-1544 
-.2746 

-.4139 

— .4220 


.1465 
.1486 

.2249 
.3101 

.3«54 


.1473 
.1496 

.2337 
.3286 

.3344 


.1494 
.1521 

.2582 

.3854 
.3924 




^; p*^ 


Pt; (^f 


-fi) c 


hanges 


«ign. 
















5.3190 
5.8495 

00 


4.5651 

5.4874 
00 


57.04 


77.39 
79.40 
90.00 


80.43 
86.01 

90.00 


22.3607 
31.6228 

00 


5.3895 

5.8637 

00 


— .6013 
-.7235 


.4328 
.5310 


.4628 
.5654 


.5659 
.6863 



is taken as unity; all quantities except «, r, and an^^les are directly proportional to m. Any 
from the table. Intermediate values can be easily interpolated. Kankine^s point of rupture 
for certain values of $\ it is given in the column 1^, 
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TABLE B. 



A Series <>/'" Two-nosed Catenaries" inscribed in the Circle of Radius (Ri) 
Unity, and having Parallel Directrices at Graduated Distances (Afi + K*) 
from its Centre from (l -\- .026) to (i + .234). 

This Table has for its purpose, in conjunction with supplementary Ubies, the de- 
signing of arch-rings, so as to secure the condition of the line of stress lying within the 
middle third, fifth, seventh, etc., of the arch-ring, as may be required to give strength mnd 
stability for every variation of proportion of parts and of the nature and distribution of load. 



.330 
.aas 
•aao 
.ai5 
.310 

.905 
.900 

.195 
.190 

.183 

.180 

.»75 
.170 
.165 
.itio 

•«SS 

.150 

•H5 
.140 

.»35 

.130 

.125 
.190 

.115 
.ito 

.105 
.too 

.09s 

.090 
.085 

.080 

.075 
.070 

.065 

.060 

•055 
.050 

.045 

•040 

.035 



^1 



o / 
31 39 
21 56 
33 34 
33 50 

»3 16 

33 41 

34 06 

24 30 

24 53 

25 15 

as 37 

25 58 
36 30 

36 40 

37 01 

37 30 
27 40 

27 59 

38 18 

28 36 

a8 55 

39 la 

29 30 

29 47 
3004 

30 30 

30 37 

30 53 

31 08 
31 33 

3» 39 

31 54 
33 09 

32 23 

32 38 

3' 5* 

33 06 
33 20 
33 33 
33 46 



32 «3 

33 00 

33 48 

34 34 

35 21 

36 06 

36 51 

37 35 

38 19 

39 02 

39 46 

40 38 

41 II 

41 53 

42 36 

43 18 

44 00 

44 42 

45 24 

46 06 

46 49 

47 31 

48 14 

48 57 

49 41 

50 25 

51 09 

5« 54 

52 40 

53 27 

54 »4 

55 03 

55 53 

56 45 

57 38 

58 34 

59 3> 
fo 34 
6i 37 
6a 40 



•4675 
.4633 

.4588 

•4544 

•4499 

■4455 
•4410 

• 4365 
•4319 
•4273 

.4226 
.4180 
.4132 
.408s 
.4036 

.3988 
.3938 
.3888 

•3836 
.3785 

•373* 
.3678 
.3633 

•3567 
.3508 

.3450 
.3388 
•3326 
•3259 
•3»93 

.3121 

.3049 
.2968 
.3888 
.2 08 



cjo 



R% 


Pi 


H=P% 


I. 0016 


.9783 


X.090I 


1.0017 


.9761 


1.0333 


I. 001 7 


•9739 


1.0945 


I. 0019 


•97«3 


x.Otf7f 


i.ooao 


.9687 


1.0096 


I. 0021 


.9658 


1.0327 


1.0022 


.0628 


1.0358 


1.0033 


.9596 


1.0391 


1.0033 


•9563 


X.0435 


1.0033 


.9527 


X.0463 


1.0034 


-949» 


1.0501 


1.0034 


•9452 


1.0543 


1.0034 


■9413 


Z.0586 


1.0034 


•9370 


1.0635 
X.0684 


1.0034 


.9327 


I.0033 


.9379 


1.0738 


I.0023 


.9232 


»-o793 


I.003X 


.9180 


X.0856 


I.0030 


.9129 


I. 0919 


I. 0019 


9071 


1.0990 


1.0017 


.9014 


I. 1061 


1.0014 


.895a 


X.X142 


X.OOII 


.8890 


X.X994 


Z.OOO7 


.8831 


«.X3x8 


X.OOO4 


875a 


X.X4X9 


0.9998 


.8676 


X.X52X 


•9993 
.9987 


.8600 


X . 1631 


.8517 


X.I760 


.9981 


•8433 


t.1889 


.9972 


.8340 


1.9043 


.9963 


.8346 


X.2I97 


•995» 


.814X 


1.2384 


• 9940 


8036 


^•2571 


•9925 


7917 


1.2803 


.9910 


.7798 


1.3036 


.9890 


.7661 


X.3335 


.9870 


■7524 


«.3634 


9842 


.7363 


I '4037 


.9815 


7203 


X.4440 


9788 


.7043 


« 4843 



J"* 



2345 

2999 

9954 

saoS 
9163 

9117 
2072 
2036 
X981 

«935 

1890 

"845 
1800 

"754 
1709 

1664 
1619 

>574 
1529 

X483 

X438 
1399 

X347 
X30X 

1955 
X909 

XI63 

IXlO 

1070 
1093 

0976 

0998 

0880 

0831 
0783 

0732 
0683 

0630 

0578 
0536 



3340 
9293 
2947 

3300 

2X53 

3xo6 
3059 
aoti 

964 
9x6 

869 

831 

774 
730 

678 

639 
581 
532 
484 
434 

384 
333 
383 

23« 
180 

127 

074 
019 

.0965 

.0908 

0859 

•0793 

0735 

.0673 

.061 X 

.0544 
.0478 

.0406 

.0334 

.0360 



0007 
0007 
0008 
0009 

00x0 

0011 
0013 
0015 
0017 
0019 

009X 
0033 
0026 
0028 
OO3X 

0034 
0038 
0049 
0045 
0049 

0034 
0059 
0064 
0070 
0076 

0082 
0089 
0097 
0105 
01X4 

0194 

0134 
.0X45 
.0X58 
.0X72 

0X88 
.0204 
• 0993 
.0243 
.0963 



.0003 
.0003 

.0004 
.0004 

.ooos 

.0005 
.0006 

•^ 

.OOOo 
.0009 

.ooro 
.00x1 
.0013 
.0015 
.00x7 

.00x9 

.009I 

.0033 

.0026 

.0029 
.0039 

.0035 
.0039 
0043 
.0048 

.0053 

.001 



007X 

.0079 

0087 
.0097 
.oxoB 

.OI9t 

0134 

.0x50 

0x67 

.0190 

031j 



Independent of Ri- 



Directly proportioned to R^ and subject to any multiplier. 



For the values of $ ending with 5, on this and on the Supplementary Table, the quantities 
are only interpolated as arithmetical means, and afo correct to about x per cent. 
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SUPPLEMENTARY TABLE B,. 

Arch rings with the Two^nosed Catenary or Line of Stress lying itnthin the mid- 
dU thirds and loaded from directrix to a circular soffit which is the three-point 
circle of another member of the same family of transformed catenaries as the 
line of stress. 



StrMif Briek. SaBittoae. 
Ayerage W*i Average W'l 

US I 140 

lbs. p. cub. /t.lbs. p. cub. ft. 



Strenffth 
164,eO0 



Strength 
67«,dOO 



Graalte. 

ATcrage W't 
164 

lbs. p. cub. ft. 

Strencrth 
1,860,000 



lbs. per sq. ft. lbs. per sq. ft.; lbs. per sq. ft 



9 

i 



»9 

SI 

as 
«5 

s6 



3« 
35 

3« 

46 









• 

I 



M 



I 



Pect. 



§0 
•5 *• . 

as 

Aft " 

S2 



a9 
3a 

35 
39 
43 



47 

5a 

57 
69 

67 



38 
4a 
46 
5« 



57 
63 
69 
77 
8s 



94 
X04 



e 
a 

+ 
g 



5S 
3 5- 

all 



Feet. 



9 
fl 

a 









50 





61 




68 


ffi 


76 


63 


84 


70 


9a 


78 


I03 


S6 
95 


;:j 


105 


138 


116 


«54 


ia8 


170 


M» 


... 


»55 


— 




« 




iO 


^ 


9 









Q 



Feet. 

K 

90 



lOI 
113 

ia6 
140 
156 



17a 
xgo 
aio 

356 



si 

e a 

si 

So 






8. as 
6.70 



6.07 

5-45 
4-94 
4-44 
4 03 

3.6a 

3-31 
3 00 
a. 71 
3.4a 



a. 90 

1.98 
I 80 
z 6a 
>-44 



Sj 

2 2 

-2 
2 o 

^ K 

o C 



,141 

>37 
'»33 



.139 

,125 

,iai 
,117 
.1x3 



. 110 
.X06 
.103 
.099 
.095 



.093 
089 
.085 
.08a 
.078 





^f^ 


c« 


(* ^ 


g 


S3 


w 


V ^ 





a 


e . 


a 3 




gO: 


r 


.= 


V ^ 


u 


XI« 


•c e 


y ^ 


0-- 


b <* 


w 


li 


rt«J=» 


of 


^* 


2! 


e •^ 


c,;i 


JM 


jmE 


u 


Si 2 


JS 


^« 


H 


Hii 


'• 


'« 


.019 


.oa6 


.oai 


.039 


.oaj 


.033 


.035 


037 


.037 


.041 


.039 


.045 


.03a 


.049 


■034 


.055 


.037 


.06a 


.040 


.071 


•044 


.081 


.048 


.089 


.053 


.097 


.056 


.110 


.061 


.183 


•067 


14X 


•073 


.159 


.078 


.177 



o 



9 

•S 



973 
970 

966 



.96a 
•957 

•95a 
.946 
.940 



■933 
.935 

.917 

•907 
.896 



.883 
.869 
.850 
.831 
.8ia 



9 



•St 

O 



.325 

•333 
■341 



•349 
•357 
•364 
• 37a 
.380 



.388 

•395 
.403 
.409 
.416 



.431 
.437 

436 
.441 



'St 



10 ** 



C 



1-45I 
1.463 

» 473 



1.48a 
1.491 

'•497 
1.504 
1.509 



1.5x4 
X.516 
1. 518 
X.516 
X.514 



1.506 
1.498 
1.480 
1.46a 
»-444 



Directly ptop. to i?,. and subject to any 
multiplier less than given max. 



u 

a 



o 
Ix. 



I30 
115 

I to 



.XO5 

.too 

•095 
.090 

.085 



.080 
.075 

.070 

.06s 

.060 



05s 

.050 

045 

040 

035 



Note that *±-i' = } nearly. 
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A TREATISE ON ARCHES, 



TABLE I. 
Values of >&(i - 2>6» :f >fe») = J,. 



Values of - 



TABLE IL 

8 X 



51-1-^- >H 



= ^.. 



k 


^. 


k 


^, 


k 


-4, 


k 


^1 


k 


^i 








.21 


0.1934 


.42 


0.3029 


.63 


0.2874 


.84 


0.1525 


.01 


0.0099 


.22 


.2010 


.43 


3052 


.64 


•2835 


.85 


.1438 


.02 


.0199 


.23 


.2085 


.44 


.3071 


.65 


.2793 


.86 


.1349 


.03 


.0299 


.24 


.2157 


.45 


.3088 


.66 


.2748 


.87 


.1259- 


.04 


•0399 


.25 


.2227 


.46 


.3101 


.67 


.2699 


.88 


.X166 


.05 


.0498 


.26 


.2294 


.47 


.3112 


.68 


•2649 


.89 


.1075 


.06 


.0596 


.27 


.2359 


.48 


.3119 


.69 


.2597 


90 


.0981 


.07 


.0693 


.28 


.2422 


49 


.3124 


.70 


.2541 


91 


.0886 


.08 


.0790 


.29 


.2483 


.50 


.3125 


.71 


.2483 


•92 


.0790 


.09 


.0886 


.30 


.2541 


.51 


.3124 


.72 


.2422 


.93 


.0693 


.10 


.0981 


.31 


.2597 


.52 


.3119 


.73 


.2359 


.94 


.0596 


.11 


.1070 


.32 


.2649 


.53 


.3"2 


.74 


.2294 


.95 


.0498 


.12 


.XI66 


.33 


.2699 


.54 


.3101 


.75 


.2227 


.96 


•0399 


.13 


.1259 


.34 


.2748 


.55 


.3088 


.76 


.2157 


.97 


•0299 


.14 


.1349 


.35 


.2793 


.56 


.3071 


.77 


.2085 


.98 


0199 


.15 


.1438 


.36 


.2835 


.57 


.3052 


.78 


.2010 


.99 


.0099 


.16 


.1525 


.37 


.2874 


.58 


.3029 


.79 


.1934 


1.00 





.17 


.1610 


.38 


.2911 


.59 


.3004 


.80 


.1856 






.18 


.1694 


.39 


.2945 


.60 


.2976 


.81 


.1776 






.19 


.1776 


.40 


.2976 


.61 


.2945 


.82 


.1694 






.20 


.1856 


.41 


.3004 


.63 


.29x1 


.83 


.1610 







k 


^, 


k 


^, 


k 
.42 


-4. 


k 


^. 


k 


^. 





1.6000 


.21 


1.3723 


1.2866 


.63 


1.2975 


.84 


I.4I04 


.01 


1.5843 


.22 


1.3657 


.43 


1.2850 


.64 


1.3004 


.85 


1.4191 


.02 


1.5692 


.23 


1.3593 


.44 


1.2837 


.65 


1.3035 


.86 


1.4280 


.03 


1.5548 


.24 


1.3532 


.45 


1.2826 


.66 


1.3068 


.87 


I 4374 


.04 


1.5408 


.25 


1.3474 


.46 


1. 2816 


.67 


1. 3 103 


.88 


1.4472 


.05 


1.5274 


.26 


I.3418 


.47 


1.2809 


.68 


1.3141 


■89 


1.4573 


.06 


1. 5146 


.27 


1.3366 


.48 


1.2804 


.69 


1.318X 


.90 


14679 


.07 


1.5022 


.28 


x.33"6 


.49 


X.2801 


.70 


1.3223 


.91 


1.4789 


.08 


1.4903 


.29 


X.3268 


.50 


1.2800 


.71 


1.3268 


.92 


1.4903 


.09 


1.4789 


.30 


1.3223 


.51 


1. 2801 


.72 


1.3316 


.93 


1.5022 


.10 


1.4679 


.31 


1.3181 


.52 


1.2804 


.73 


1.3366 


•94 


1.5146 


.11 


1-4573 


.32 


1.3141 


.53 


1.2809 


.74 


1.3418 


.95 


1 5274 


.12 


1.4472 


.33 


1. 3103 


.54 


1. 2816 


.75 


1.3474 


.96 


1 5408 


.13 


1.4374 


.34 


1.3068 


.55 


1.2826 


.76 


1.3532 


.97 


1.5548 


.14 


1.4280 


.35 


1.3035 


.56 


1.2837 


.77 


1.3593 


.98 


1.5692 


.15 


1.4191 


.36 


1.3004 


.57 


1.2850 


.78 


1.3657 


.99 


1.5843 


.16 


I.4104 


.37 


1.2975 


.58 


1.2866 


.79 


1.3723 


x.oo 


1.6000 


.17 


1.4022 


.38 


1.2949 


.59 


1.2883 


.80 


1.3793 






.x8 


1.3942 


.39 


X.2925 


.60 


1.2903 


.81 


1.3866 






.19 


1.3866 


.40 


1.2903 


.61 


1.2925 


.82 


1.3942 






.20 


1.3793 


.41 


1.2883 


,62 


1.2949 


.83 


1.4032 
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TABLE III. 
Values of i - -[5(1 - k - 2k^ + 4>6«) - %k^] = ^,. 



A 


^. 


k 


^. 


* 1 


At 


1 

i * 


^a 


k 


^t 


.00 


I.OOOO 


.21 


.6137 


.42 


5025 


1 .63 


.4892 


.84 


.3217 


.01 


.9753 


.22 


.6029 


.43 


5017 


.64 


.4865 


.85 


,3066 


,02 


.9510 


.23 


.5927 


.44 


.5011 


.65 


.4834 


.86 


.2909 


.03 


.9274 


24 


.5831 


.45 


.5006 


,66 


.4799 


.87 


.2745 


.04 


.9043 


.25 


.5742 


.46 


.5003 


.67 


.4760 


.88 


.2573 


05 


.8818 


.26 


.5659 


.47 


.5001 


.68 


.4716 


.89 


.2395 


.06 


.8600 


.27 


-5583 


,48 


5000 


.69 


.4667 


.90 


.2210 


.07 


.8387 


.28 


.5512 


.49 


.5000 


.70 


.4613 


•91 


.2017 


.08 


.8182 


.29 


.5447 


.50 


.5000 


.71 


.4553 


.92 


.1818 


•09 


.7983 


.30 


.5387 


.51 


.5000 


.72 


.4488 


.93 


.1613 


• 10 


.7790 


31 


.5333 


.52 


.5000 


.73 


.4417 


.•94 


.1400 


.11 


.7605 


32 


.5284 


.53 


.4999 


.74 


.4341 


.95 


.1182 


.12 


.7427 


33 


5240 


.54 


.4997 


.75 


.4258 


.96 


.0957 


.13 


.7255 


.34 


.5201 


55 


4994 


.76 


.4169 


'97 


0726 


.14 


.7091 


35 


.5166 


.56 


4989 


.77 


.4073 


.98 


.0490 


.15 


.6934 


36 


.5135 


.57 


4983 


.78 


'3971 


■99 


•0247 


.16 


.6783 


.37 


.5108 


,58 


4975 


.79 


.3863 


1. 00 


.0 


.17 


.6640 


.38 


.5085 


•59 


.4964 


,80 


.3747 






.18 


.6504 


39 


.5066 


.60 


4950 


.81 


.3625 






.19 


.6375 


.40 


.5050 


.61 


4934 


.82 


.3496 






.20 


.6253 


41 


.5036 


.62 


4915 


.83 


.3360 







TABLE IV. 
Values of i — 2>&(2 — 5>6 + 5>t') + 3>H = A^, 



k 


^4 


k 


^. 


k 


^« 


k 


^4 


k 


^4 


.00 


I.OOOO 


.21 


•5142 


.42 


.4365 


.63 


.4211 


.84 


.2626 


.0: 


.9610 


.22 


.5045 


.43 


-4365 


.64 


'4179 


.85 


.2498 


.02 


.9239 


-23 


.4957 


•44 


.4366 


.65 


,4143 


.86 


.2365 


.03 


.8887 


.24 


.4877 


•45 


.4368 


.66 


.4103 


.87 


,2227 


.04 


.8554 


.25 


.4805 


.46 


-4370 


.67 


.4059 


.88 


.2084 


.05 


.8238 


.26 


.4739 


'47 


4372 


.68 


.4011 


.89 


.1936 


.06 


.7939 


.27 


.4681 


.48 


.4373 


.69 


.3959 


.90 


.1783 


.07 


.7656 


.28 


.4629 


■49 


4375 


,70 


.3903 


.91 


.Z625 


.08 


.7390 


.29 


.4583 


.50 


.4375 


.71 


,3842 


.92 


.1463 


.09 


.7139 


.30 


.4543 


.51 


4374 


.72 


.3777 


.93 


.1296 


,10 


.6903 


.31 


.4508 


.52 


.4372 


.73 


0708 


.94 


.1124 


.11 


.6681 


.32 


.4478 


.53 


.4369 


.74 


.3634 


•95 


.0948 


,12 


.6473 


.33 


.4452 


.54 


.4365 


.75 


.3555 


.96 


.0767 


•13 


,6279 


.34 


.4431 


.55 


.4358 


.76 


'3471 


.97 


.0581 


.14 


06097 


.35 


.4413 


.56 


.4349 


'77 


.3383 


.98 


.0392 


.15 


.5928 


.36 


.4398 


.57 


.4338 


.78 


.3289 


.99 


.0198 


.16 


*577o 


.37 


.4387 


-58 


.4324 


.79 


.319^ 


1. 00 


.0000 


.17 


.5624 


.38 


'4378 


•59 


.4307 


.80 


.3088 






.18 


.5488 


.39 


.4372 


.60 


.4288 


.8z 


.2980 






•^9 


.5363 


.40 


^ .4368 


.61 


4266 


.82 


.2867 






.20 


.5248 


.41 


.4366 


.62 

1 


.4240 


.83 


.2749 







1 
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A TREA TISE OJ^ ARCHES. 
TABLE V. 




k 


ifl 1 kit- k) 


t + k-Jk* 


i-l 


O 








1. 0000 


1. 00 


OI 


O.OOOI 


aoo99 


1.0099 


.99 


02 


.0004 


.0196 


1. 01 96 


.98 


.03 


•0009 


•02qi 1. 0291 


.97 


.04 


.0016 


.0384 , 1.0384 


.96 


.05 


0025 


.0475 10475 


-9$ 


06 


.0036 


.0564 1.0564 


.94 


.07 


.0049 


.0651 


1.0651 I 


.95 


.08 


.0064 


.0736 


1.0736 


.9« 


.09 


.008 X 


.0819 


1.0819 


.91 


.10 


.0100 


.0900 


1.0900 1 


90 


.11 


.01 2 1 


.0979 


1.0979 


.89 


.12 


.0144 


.1056 


1. 1056 


.88 


.13 


.0169 


.1131 


1.1131 


.87 


.14 


.0196 


.1204 


I. 1204 


.86 


.15 


.0225 


.1275 


I. 1275 


.8s 


.16 


.0256 


.1344 


1. 1344 


.84 


.17 


.0289 


.1411 


I.1411 


^•85 


18 


.0324 


.1476 


1.1476 


.83 


.19 


.0361 


-1539 


1. 1539 


.81 


.30 


.0400 


.1600 


X.1600 


.80 


.31 


.0441 


.1659 


1. 1659 


•79 


.33 


.0484 


.1716 


1.1716 ^ 


.78 


.23 


.0529 


.1771 


1.1771 


77 


.24 


.0576 


.1824 


1. 1824 


.76 


.25 


.0625 


.1875 


1.1875 


•75 


.26 


.0676 


.1924 


1. 1924 


.74 


.27 


.0729 


.1971 


1.1971 


•73 


.38 


.0784 


.20x6 


1.2016 


.72 


.29 


.0841 


.2059 


1.2059 


.71 


.30 


.0900 


.2100 


1. 2100 


.70 


.31 


.0961 


2139 


I-2139 


.69 


.32 


.1024 


.2176 


1. 3176 


.68 


.33 


.1089 


.2211 


I 321 1 


.67 


.34 


.1156 


.2244 


1.2244 


.66 


.35 


.1225 


.2275 


1.2275 


.65 


.36 


.1296 


.2304 


1.2304 


.64 


.37 


.1369 


.2331 


1. 2331 


.63 


.38 


.1444 


.2356 


1.2356 


.63 


.39 


.1521 


.2379 


1.2379 


.61 


.40 


.1600 


.2400 


1.2400 


.60 


.41 


.1681 


.2419 


1.2419 


.59 


.42 


.1764 


.2436 


1.2436 


.58 


.43 


.1849 


.2451 


1. 2451 


.57 


.44 


.1936 


.2464 


1.2464 


.56 


.45 


.2025 


.2475 


1.2475 


.55 


.46 


.2116 *2484 


1.2484 


■54 


.47 


.2209 .2491 


1.2491 


•53 


.48 


.2304 I .2496 


1.2496 


•52 


.49 


.2401 


.2499 


1.2499 


.51 


.50 


.2500 


.2500 


1.2500 


.50 


I-* 


(X - *)• 


* (I - ^') 


x4.*-^« 


A 
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TABLE VI. 
Values of i*{i - it) (3 - 5i) = ^%, 



k 


A 


k 


^. 


k 
.42 


J. 


k 


^i 


k 


A. 


.0 


0.0000 


.21 


0.0679 


0.0920 




NegatiTC. 


Negative. 


.01 


.0002 


.22 


.0717 


•43 


.0895 


.62 


0.0146 


.82 


•1331 


.02 


.0011 


.23 


.0753 


-44 


.0867 


.63 


.0220 


•83 


1346 


•03 


.0024 


.24 


.0787 


•45 


•0835 


.64 


.0294 


.84 


•1354 


.04 


•0043 


•25 


.0820 


.46 


.0799 


65 


0369 


.85 


•1354 


.05 


.0065 


•26 


.0850 


.47 


.0761 


.66 


.0444 


86 


.1346 


.06 


.0091 


•27 


.0878 


.48 


.0718 


.67 


.0518 


.87 


.1328 


.07 


.0120 


• 28 


.0903 


49 


.0673 


.68 


.0591 


.88 


.1301 


.08 


0153 


.29 


.0924 . 


50 


.0625 


.69 


.0664 


.89 


.1263 


.09 


.0185 


•30 


•0945 


51 


•0573 


70 


•0735 


.90 


.1215 


.10 


.0225 


•31 


.0961 


52 


•0519 . 


71 


.0804 


91 


"55 


.11 


.0263 


•32 


.0974 


53 


.0462 


72 


.0871 


.92 


1083 


.12 


.0304 


•33 


.0985 . 


54 


0402 


73 


•0935 


•93 


0998 


•13 


.0345 


•34 


0991 


55 


.0338 


74 


.0996 


.94 


0901 


.14 


.0373 


•35 


.0995 . 


56 


.0275 


75 


.1054 


.95 


0785 


.15 


.0430 


.36 1 


.0995 


57 


.0209 


76 


.1109 


.96 


0663 


.16 


-0473 


•37 


.0991 


58 


.0141 


77 


•I 159 


97 


■0522 


.17 


.0515 


•38 


.0984 


59 


.0070 


78 


.1204 


.98 


0365 


.18 


.0557 


•39 


•0973 1 • 


60 


.0000 


79 


.1245 


•99 


0191 


.19 


.0599 


•40 


.0960 




Negative 


80 


.1280 


1. 00 


0000 


.20 


.0640 


.41 


.0942 


61 


0.0068 


81 


.1309 







TABLE VII. 
Values of (i — Wi H- 2k) =s A. 



o 

.01 
.02 
.03 
.04 

.05 
.06 

.07 
.08 
.09 
.10 
.11 
.12 

.13 
.14 

.15 
.16 

.17 
.18 
.19 
.20 



^f 



I.OOOO 

0.9997 
.9988 

.9973 

•9953 

.9927 
.9896 

.9859 
.9818 

.9771 
.9720 
.9663 
.9602 

.9536 
.9466 

.9392 

.9313 
.9231 

.9144 
.9054 
.8960 



.21 

.22 
.23 
.24 
.25 
.26 

.27 
.28 
.29 
.30 

.31 
.32 
.33 
.34 
.35 
.36 
.37 
.38 

•39 
.40 

.41 



^1 



0.8862 
.8760 
.8656 
.8548 

.8437 
.8323 
.8206 
.8087 

.7964 
.7840 
.7712 
.7583 
.7451 
.7318 
.7182 

.7045 
.6906 

•6765 
.6623 
.6480 
.6335 



k 


-^t 


k 


A. 


k 


.42 


0.6189 


.63 


0.3093 


.84 


.43 


.6043 


.64 


•2954 


.85 


.44 


.5895 


.65 


.2817 


.86 


.45 


5747 


.66 


.2681 


.87 


.46 


.5598 


.67 


.2548 


.88 


.47 


.5449 


.68 


.2416 


.89 


.48 


.5299 


.69 


.2287 


.90 


49 


.5149 


.70 


.2160 


9» 


• 50 


.5000 


.71 


.2035 


.92 


51 


.4850 


.72 


.1912 


-93 


• 52 


.4700 


.73 


.1793 


•94 


•53 


.4550 


.74 


.1676 


.95 


• 54 


.4401 


.75 


,1562 


96 


•55 


.4252 


.76 


• 1451 


.97 


.56 


.4104 


77 


.1343 


98 


.57 


.3956 


.78 


• 1239 


•99 


.58 


.3810 


79 


.1*37 


1.00 


.59 


• 3664 


.80 


.1040 




.60 


.3520 


.81 


.0945 




.61 


•3376 


.82 


.0855 




.62 


.3234 


.83 


.0768 





0.0680 
.0607 

.0533 

.0463 

.0397 
.0336 

.02S0 
.0228 
.0181 
.0140 
*oi03 
.0072 
.0046 
.0026 

•OCIT 
.0002 
.0000 
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TABLE VIII. 

6 5it - 2 



Values of ^ 

5 9^ 



= ^i 



k 


A. 


k 


A. \ 


k 


A. 


k 


A. 1 


■ * 1 


A. 




Negative. 




Negative. 


.40 


1 . 


.61 


0.2295 


.82 


-3415 


O 


• »«•** 


.20 


0.6666 


.41 


0.0162 1 . 


.62 


.2365 1 


•83 ; 


•3454 


«oi '26.000 


21 


.6031 


.42 


.0317 . 


•63 


-2434 


: .84 


.3492 


.02 12.666 


.22 


-5454 ! ■ 


•43 


.0165 ; 


.64 


.2500 


.85 


•3529 


.03 8.222 


23 


•4927 


44 


.0606 ' 


65 


.2564 


.86 


-3566 


.04 


6.000 


.24 


•4444 ' 


-45 


.0740 


.66 


.2626 


.87 


.3601 


.05 


4.667 


25 


.4000 


.46 


.0869 , . 


67 


.2686 


• .88 1 . 


.3636 


.06 


3-778 


.26 


•3589 


■47 


.0992 ' 


.68 


•2745 


.89 


.3670 


.07 


3-143 


•27 


.3209 


.48 


.IIII ' 


.69 


.2802 


.90 


3704 


.08 


2-667 


.28 


.2857 . 


.49 


.1224 : 


.70 


.2857 


.91 


.3736 


.09 


2.296 


.29 


.2528 


50 


•1333 ., ■ 


71 


.2911 


.92 . 


.^768 


.10 


2.000 


•30 


.2222 


51 


-1437 : 


72 


.2963 


.93 ! . 


■3;99 


.11 


1-757 


•31 


•1935 


52 


-1538 1 


73 


.3014 


•94 


.3830 


.12 


x-555 


■32 


.1666 


■53 


-1633 . 


■74 


•3063 


•95 


•3859 


•T3 


1-384 


■33 


.1414 


54 


.1728 i . 


•75 


.3111 


.96 


3889 


• 14 


1.238 


■34 


.1176 


■55 


.1818 ' 


.76 


.3158 


.97 . 


3917 


• 15 


I. Ill 


•35 


.0952 . 


.56 


.1904 1 


.77 


.3203 


.98 


3945 


.16 


1. 000 


.36 


.0740 


"57 


.1988 ' . 


■78 


.3248 


-99 


3973 


• 17 


0.9020 


•37 


.0540 


.58 


.2069 1 


79 


.3291 


1. 00 


4000 


.18 


.8148 


•38 


.0350 


59 


.2147 


.80 


•3333 






.19 


.7368 


•39 


.0170 


.60 


.2222 ■ 


.81 


-3374 







Values of 10 



TABLE IX. 

JtisJt - 2) 



2(1 -h 2k) 



= IOA9, 



k 


A. 


k 


A. . 


k 


A. 


k 


A. 


k 


A. 




Negative. 




Nei^ative. 


.40 





.61 


1 

1.4425 


.82 


3.2617 








.20 


0.7143 ' 


.41 


0563 


.62 


I . 5222 


.83 


3-3595 


.01 


0.0955 


.21 


.7024 


42 


.1141 


■63 


1.6029 


.84 


3.4480 




>02 


.1826 , 


.22 


.6875 ■ 


43 


•1733 


.64 


1.6S42 


•85 


3^5419 




•03 


.2617 


•23 


.6695 


44 


.2340 


•65 


1-7663 


,86 


3 6365 




.04 


.3333 


•24 


.6486 


•45 


.2961 


.66 


I. 8491 


.87 


3-7312 




•05 


•3977 


•25 


.6250 


.46 


•3594 < 


.67 


1.9327 


.88 


3.8266 




.06 


•4553 


.26 


.5987 , 


■47 


.4240 


.68 


2.0170 


89 


3-9211 




•07 


.5063 ' 


■27 


.5698 


.48 


.4898 ! 


69 


2 . 1020 


.90 


4.0182 




.08 


•5517 


.28 


.5385 . 


49 


.5568 


70 


2.1876 


.91 


4.1148 




.09 


.5911 


29 


- 5047 . 


50 


. 6262 


71 


2.2740 


92 


4.2113 




.10 


.6250 


30 


.4687 


51 


.6943 . 


72 


2.3608 


93 


4.3089 




.11 


.6537 < 


•31 


•4305 . 


52 


7647 < 


73 


2.4484 . 


94 


4.4067 




12 


.6774 - 


■32 


.3902 


53 


.8361 


74 


2.5365 ■ 


95 


4.5048 




13 


. 6964 


•33 


.3479 • 


54 


.9086 


75 


2.6250 


96 


4. 6032 




14 


.7110 


■34 


.3036 


■55 


.9820 


76 


2.7144 . 


97 


4.7019 




15 


.7212 


35 


.2573 ' 


56 I 


.0565 . 


'77 


2.8044 


98 


4 . 8010 




.16 


•7273 


.36 


.2093 


57 I 


.1320 


78 


2 . 8948 


99 


4.9008 




•17 


•7295 ' 


•37 


.1594 


58 I 


. 2083 


79 


2.9857 I. 


00 


5.000O 




.18 


.7280 


■38 


.1079 - 


•59 I 


.2625 


.80 


3 0771 






.19 


•7229 . 


•39 


.0547 


.60 I 


•3635 . 


.81 


3.1693 







TABLES. 



321 



TABLE X. 
Values of 2>t — 3^^* -|- >H = Ji«. 



k 


^1. 


k 


^,. 


k 


Ac 


k 


^10 


k 


i^.O 








.21 


0.2969 


.42 


0.3848 


•63 


0.3193 


.84 


0.1559 


.01 


0.0197 


.22 


.3054 


.43 


.3848 


.64 


.3133 


.85 


.1466 


.02 


.03S8 


.23 


•3134 


.44 


.3843 


.65 


.3071 


.86 


.1372 


.03 


.0573 


.24 


.3210 


•45 


.3836 


.66 


.3006 


.87 


.1278 


.04 


.0752 


.25 


.3281 


.46 


.3825 


.67 


.2940 


.88 


.1X82 


.05 


.0926 


.26 


.3347 


.47 


.3811 


.68 


.2872 


.89 


.1086 


.06 


.1094 


•27 


.3409 


.48 


.3793 


.69 


.2802 


.90 


.0990 


.07 


.1256 


.28 


.3467 


•49 


.3773 


.70 


.2730 


.91 


.0892 


.08 


.1413 


.29 


.3520 


.50 


.3750 


.71 


.2656 


.92 


.0794 


.09 


.1564 


.30 


.3570 


.51 


.3723 


.72 


.2580 


.93 


.0696 


.10 


.1710 


.31 


.3614 


.52 


.3694 


■73 


.2503 


.94 


.0597 


.11 


.1850 


.32 


.3655 


.53 


.3661 


.74 


.2424 


•95 


.0498 


.12 


.1985 


.33 


.3692 


.54 


.3626 


• 75 


.2343 


.96 


.0399 


.13 


.2114 


.34 


.3725 


•55 


.3588 


.76 


.2261 


.97 


.0299 


.14 


.2239 


.35 


.3753 


.56 


■3548 


.77 


.2178 


.98 


.0199 


.15 


.2358 


.36 


.3778 


57 


.3504 


.78 


• 2093 


.99 


,0099 


.16 


.2472 


.37 


.3799 


.58 


•3459 


.79 


.2007 


z.oo 





.17 


.2582 


.38 


.3816 


.59 


.3410 


.80 


.1920 


• 




.18 


.2686 


.39 


•3830 


.60 


.3360 


.81 


.1831 






.19 


.2785 


.40 


.3S4O 


.61 


.3306 


.82 


.1741 






.20 


.2880 

1 

1 


.41 


.3846 


.62 


3251 


.83 


.1650 







TABLE XL 
Values of >t*(i — -*)' = Am, 



k 


^1, 


k 


^n 


k 


^n 





0.0000 ' 


.21 


0.0275 


.42 


0.0593 


.01 


.0000 


.22 


.0294 


43 


.0600 


.02 


.0003 


.23 


.0313 


.44 


.0607 


.03 


.0008 


•24 


.0332 


.45 


.o6t2 


.04 


.0014 


.25 


.0351 


.46 


.0617 


.05 


.0022 


.26 


.0370 


.47 


.0620 


.06 


.0031 


.27 


.0388 


.48 


.0623 


.07 


.0042 


.28 


.0406 


.49 


.0624 


.08 


.0054 


.29 


.0423 


.50 


.0625 


.09 


.0067 


.30 


.0441 


• 51 


.0624 


.10 


.0081 


•31 


.0457 


.52 


.0623 


.11 


.0095 


.32 


.0473 


.53 


.0620 


.12 


.0111 


.33 


.0488 


.54 


.0617 


.13 


.0127 


.34 


.0503 


•55 


.0612 


.14 


.0144 


.35 


.0517 


.56 


.0607 


.15 


.0162 


.36 


.0530 


.57 


.0600 


.16 


.0180 


.37 


.0543 


.58 


.0593 


.17 


.0199 


.38 


.0555 


.59 


.0585 


.18 


.0217 


.39 


.0566 


.60 


•0576 


.19 


.0230 


.40 


.0576 


.61 


.0566 


.20 


.0256 


1 .41 


.0585 


.62 


.0555 



k 

.63 


Am 


k 


Am 


0.0543 


.84 


0.0180 


.64 


.0530 


.85 


.0162 


.65 


.0517 


.86 


.0144 


.66 


.0503 


.87 


.0127 


.67 


0488 


.88 


.0111 


.68 


0473 


.89 


.0095 


.69 


0457 


.90 


.0081 


.70 


.0441 


.91 


.0067 


.71 


.0423 


■92 


.0054 


.72 


.0406 


■93 


.0042 


.73 


.0388 


94 


.0031 


.74 


.0370 


■95 


.0022 


.75 


.0351 


.96 


.0014 


.76 


.0332 


'97 


.0008 


.77 


.0313 


.98 


.0003 


.78 


.0294 


■99 


.0000 


.79 


.0275 I. 


00 


.0000 


.80 


.0256 






.81 


.0236 






.82 


.0217 






.83 


.0199 
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TABLE XII. 
Values of i ^i'C- 15 + So^t -6oi» -j- 24iH) = J«,. 



■ ^., I 



^.. !i k 



^.. 



^.. 



^.. 



' 


I. 0000 


.31 


0.6947 


.42 


0.5051 


.63 ■ 


0.4790 


.84 


0.2161 


.01 ] 


O.99S6 


.22 


.6783 


.43 


.5034 


.64 


.4739 


.85 


.1973 


.02 


•9'M4 


. .23 


.6625 


1 -^ 


.5022 


-65 


.4681 


.86 


.1784 


.03 


.9^79 


.24 


.6473 ' 


' .45 


.5013 


.66 


.4616 


•i>7 


.1600 


.04 


.9791 


. .25 


.6329 


.46 


.5007 


.67 


.4543 


.88 


.1415 


.05 


.9684 


1 .26 


.6192 


.47 


.5003 . 


.68 


.4462 


.89 


.1234 


.06 


.9561 


• .27 


.6063 , 


. .48 


.5002 


.6q 


.4374 


.90 


.1058 


.07 


.9493 


.28 


'5942 1 


•49 


.5001 


.70 


.4277 


.91 


.088S 


.08 


.9273 


1 .29 


. .5829 


.50 


.5000 ' 


.71 


.4172 


.92 


.0728 


.09 


.9113 


.30 


.5724 


.51 


.5000 ! 


. -72 


.4059 


.93 


.0578 


.10 


.8943 


1 .31 


.5627 


.52 


.5000 


: -73 


.3939 


.^ 


.0440 


«II 


.8767 


.32 


.5538 


.53 


.4999 


.74 


.3808 


.95 


.0316 


.12 


.8586 


.33 


.5458 


.54 


•4997 


.75 


.3672 


.96 


.0210 


.13 


.8401 


.34 


.5385 ' 


. .55 


.4988 . 


. .76 


.3528 


-97 


.0132 


.14 


.8215 


.35 


.5320 


1 .56 


.4979 


.77 


.3376 


.98 


.0056 


.15 


.8028 


.36 


.5262 


.57 


.4967 , 


: .78 


.•3218 


.99 


.0015 


.16 


.7841 


.37 


.5212 


.58 


.4951 , 


' .79 


.3054 


1. 00 





.17 


.7659 


.38 


.5167 


.59 


.4928 , 


.80 


.2884 






.18 


.7472 1 


.39 


.5130 


.60 


.4903 


.81 


.2708 






.19 


.7293 


.40 


.5098 


.61 


.4871 


.82 


.2530 






.20 


.7117 


.41 


.5072 


.62 


.4834 


.83 


.2346 







TABLE XIII. 
Values of 2^1 - k)\2 - 7>^ + 8*») = A^^. 



o 

.01 

.02 

.03 

.04 

.05 
.06 
.07 
.08 
.09 
.10 
.11 
.12 

.13 

.14 

.15 
.16 

.17 

.18 

.19 
.20 



J.: 



0.0073 

.0715 
.lOIf 

.1277 
.1506 

.1705 

.1874 
.2019 

.2138 
.2235 
.2311 
.2369 
.2410 
.2436 
.2448 
.2448 
.2438 
.2418 
.2390 
.2355 



21 
22 

23 
24 
25 
26 

27 
28 

29 
30 

31 
32 

33 
34 
35 
36 

37 
38 

39 
40 

41 



A,^ 



0.2314 
,2268 
2217 
2164 
2x09 
2052 

1994 
1937 
1879 
1823 

1767 
1714 
1661 
1613 

1567 
1524 
1483 
1446 
1412 
1382 
1355 



k 


A,^ 


k 


.42 


0.1331 


.63 


.43 


.1311 


.64 


•44 


.1293 


.65 


.45 


.1279 


.66 


.46 


.1268 


.67 


.47 


.1260 


.68 


.48 


.1254 


.69 


t49 


.1250 


.70 


.50 


.1250 


.71 


.51 


.1251 


.72 


.52 


.1253 


.73 


.53 


.1257 


.74 


.54 


.1263 


•75 


.55 


.1269 


.76 


.56 


.1276 


.77 


.57 


.1283 


.78 


.58 


.1291 


.79 


.59 


.1298 1 


.80 


.60 


.1305 


.81 


.61 


.1311 


.82 


.62 


.13x6 


.83 



A,^ 



A,^ 



O.1319 
.1321 
.1321 
.1319 
•I315 
.1307 
.1298 
.1285 
.1269 
.1249 
.1226 
.1200 
.1171 
.1138 
.1101 
.1062 
.1018 
.0972 
.0922 
.0870 
.0814 



84 
85 
86 

87 
88 

89 
90 

91 
92 

93 
94 
95 
96 

97 
98 

99 
00 



0.0758 
.0699 
.0639 

.0577 

.0515 

.<M53 
.0392 

.0331 
.0272 
.0219 
.0168 
.012207 

.008135 
.004806 
.002213 
.000576 
o 
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Values of 



TABLE XIV. 
2>Ki - ^)*(2 -ik-Y 8^») 



o 
.ox 

.02 
.03 
.04 

.05 
.06 

.07 
.08 
.09 
.10 
.II 
.12 

-13 

.14 

.15 
.16 

.17 

.18 

.19 
.20 



I -h it>(- 15 4- 5o>fr - 6oi&* -f 24>&») 



.T- = ^u. 



^M 



0.0073 

.0719 
.1023 

.1304 
.1555 
.1783 
.1976 
.2177 
.2346 
.2499 
.2636 

.2759 

.2868 

.2965 

.3049 
.3x22 

.3183 

.3236 

.3277 

.3309 



J.« 



.21 
.22 

.23 
.24 

.25 
.26 
.27 
.28 
.29 
.30 

.31 
.32 

.33 
.34 
.35 
.36 

•37 

.38 

.39 
.40 

.41 



0.3331 
.3344 
.3346 

.3343 
•3332 

.3314 
.3289 
.3260 
.3224 

.3185 
.3140 

.3095 

.3043 
.2995 

.2945 
.2896 

-2845 
.2793 
.2752 
.2711 
.2671 



.42 

•43 
.44 
■45 
.46 

.47 
.48 
.49 
.50 
.51 
.52 

.53 
.54 

.55 
.56 

.57 

.58 

.59 
.60 

.61 

.62 



^M 


k 
.63 


^M 


k 


0.2635 


0.2754 


.84 


.2604 


.64 


•2787 


.85 


.2575 


.65 


.2822 


.86 


.2551 


.66 


.2857 


•87 


.2532 


.67 


.2895 


.88 


.2518 


.68 


.2929 


.89 


.2507 


.69 


.2967 


.90 


.2501 


.70 


.3004 


.91 


.2500 


.71 


.3042 


.92 


.2500 


.72 


.3077 


.93 


.2500 


.73 


.3112 


.94 


.2514 


.74 


.3151 


.95 


.2527 


.75 


.3189 


.96 


.2544 


.76 


.3225 


.97 


.2563 


.77 


.3261 


.98 


.2583 


.78 


.3300 


.99 


.2608 


.79 


.3333 


1. 00 


.2633 


.80 


.3370 




.2661 


.81 


•3405 




.2691 


.82 


•3438 




.2722 


.83 


.347c 





^l« 



0.3507 
.3542 
.3581 

.3606 

.3^39 
.3670 

.3705 
.3731 
.3748 

.3797 

.3833 

.3873 
.3882 

.3940 

.3944 
.3962 
.4000 



Values of 



TABLE XV. 

2 - 7/^ -}- 8>fr» 
6>& 



= ^i». 



k 


^.. 


' k 


^1. 


k 


^.. 


k 


^.. 


k 


^.. 





00 


.21 


0.7006 


.42 •' 


.X870 


.63 


0.2024 


.84 


0.3502 


.01 


32.1600 


.22 


.64x8 


.43 


.18x8 


.64 


.2075 


.85 


.3588 


.02 


15.5266 


.23 


.5892 


■44 


.1775 


.65 


.2x28 


.86 


.3676 


.03 


9.9844 


■24 


.5422 


.45 


.1740 


.66 


.2189 


.87 


.3765 


.04 


7.2116 


.25 


.5000 


.46 


.1713 


.67 


.2242 


.88 


.3855 


.05 


5.5666 


.26 


.4620 


.47 


.1692 


.68 


.2302 


.89 


.3945 


.06 


4.4688 


.27 


.427^ 


.48 


.1677 


.69 


.2364 


.90 


.4037 


.07 


3.6888 


.28 


.3947 


.49 


.X669 


.70 


.2428 


.91 


.4x26 


.08 


3.1070 


.29 


.3698 


' .50 


,1666 


.71 


.2495 


.92 


.4223 


.09 


2.6572 


.30 


.3444 


; .51 


.X669 


.72 


.2563 


.93 


.4318 


.10 


2.3000 


•31 


.3219 


' .52 


.1667 


.73 


.2633 


.94 


.4413 


.11 


2.0107 


.32 


.3016 


.53 


.X690 


.74 


.2705 


.95 


.4509 


.12 


1. 77" 


.33 


.2834 


.54 


,1707 


.75 


.2778 


.96 


.4606 


.13 


1.5709 


.34 


.2670 


.55 


.X727 


.76 


.2853 


.97 


.4703 


.14 


1.401X 


.35 


.2523 


.56 


.1752 


.77 


.2929 


.98 


.480X 


.15 


1.2555 


.36 


.2392 


.57 


.178X 


.78 


.3007 


.99 


.4900 


.16 


1.1301 


.37 


.2275 


.58 


.X813 


.79 


.3086 


x.oo 


.5000 


.17 


X.0208 1 


.38 


.2x71 


.59 


.X849 


.80 


.3x67 


■ 




.18 


0.9251 


.39 


.2080 


, .60 , 


1889 


.81 


.3249 






.19 


.84x0 


.40 


.2000 


1 .61 


1931 


.82 


.3332 






•ao 


.7666 


.41 


.1930 


.62 


1976 


.83 


.34x6 
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TABLE XVI. 
Values of 3 — i2>& + 24/^* — i6>H = Ax%, 



k 


^,. 


k 


^,. 


k 


^.. 


k 


^,. 


k 


^.. 





3.0000 


.21 


1.3902 


.42 


X.0081 


.63 


0.9648 


.84 


0.3711 


.01 


2.8823 


.22 


I-35I2 


■43 


1.0054 


.64 


.9560 


.85 


.3140 




.02 


2 . 7694 


.23 


I. 3149 


.44 


1.0034 


•65 


.9460 


.86 


•2535 




•03 


2.661I 


.24 


I. 2812 


•45 


1.0020 


.66 


•9344 


.87 


.1895 




.04 


2.5573 


•25 


1.2500 


.46 


I. 0010 


.67 


.9213 


.88 


.1220 




.05 


2.4580 


.26 


1.221X 


•47 


1.0004 


.68 


.9066 


.89 


.0508 




.06 


2.3629 


.27 


I. 1946 


.48 


I. 0001 


.69 


.8902 




Negative. 




.07 


2.2721 


.28 


I. 1703 


•49 


I. 0000 


.70 


.8720 


.90 


0.0240 




.08 


2.1854 


.29 


1.1481 


.50 


I. 0000 


•71 


.8518 


.91 


.1027 




.09 


2.1027 


.20 


I. 1280 


•51 


0.9999 


.72 


.8296 


•92 


.r854 




.10 


2.0240 


.31 


I. 1097 ! ■ 


52 


.9998 


•73 


•8053 


•93 


.2721 




.11 


I. 9491 


•32 


1.0933 . 


■53 


•9995 


.74 


.7788 


•94 


.3629 




.12 


1.8779 


.33 


1.0786 


•54 


,9989 


•75 


.7500 


•95 


.4580 




•13 


I. 8 104 


•34 


1.0655 


■55 


.9980 


•76 


.7187 


.96 


.5573 




.14 


I . 7464 


.35 


1.0540 


.56 


.9965 


•77 


.6850 


•97 


.6611 




•15 


1.6860 


.36 


1.0439 • 


57 


•9945 


.78 


.6487 


.98 


•7694 




.16 


1.6288 


.37 


1.0351 


58 


.9918 


•79 


.6097 


•99 


.8823 




17 


1-5749 


.38 


1.0276 


59 


.9883 


.80 


.5680 


1. 00 


I. 0000 




.18 


1.5242 


•39 


I. 0212 


60 


.9840 


.81 


•5233 








.19 


1.4766 


.40 


I. 0160 


.61 


.9787 


.82 


•4757 








.20 


1.4320 


.41 


1.0116 


62 


.9723 


.83 


.4250 
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TABLE XVII (Bresse). 

A ^ A 

Values of — in Equation (109) H\ = -S/*—. 
JB J3 



• 


Values of ;^. 

*0 




0.00 


0.05 


O.IO 


0.15 


0.20 


0.25 


0.30 


0.35 


0.40 


0.45 


0.12 


4.125 


4.112 


4.075 


4.012 


3.926 


3.816 


3.682 


3.526 


3.348 


3.149 


13 


3.804 


3.793 


3.758 


3.700 


3.621 


3.519 


3.396 


3.251 


3.087 


2.903 


.14 


3.529 


3.518 


3.486 


3.432 


3.359 


3.264 


3.150 


3.016 


2.863 


2.692 


.15 


3.291 


3.281 


3.251 


3.200 


3.132 


3.043 


2.936 


2.811 


2.669 


2.509 


.16 


3.082 


3.072 


3.044 


2.997 


2.933 


2.862 


2.749 


^.632 


2.498 


2.349 


.17 1 


2.897 


2.888 


2.862 


2.817 


2.757 


2.679 


2.584 


2.474 


2.348 


2.207 


.18 


2.733 


2.725 


2.700 


2.657 


2.600 


2.526 


2.437 


2.333 


2.214 


2.081 


.19 


2.5S6 


2.578 


2.554 


2.514 


2.460 


2.390 


2.305 


2.206 


2.094 


1.968 


.20 


■ 2.453 


2.446 


2.423 


2.385 


2.334 


2.267 


2.187 


2.093 


1.985 


1.866 


.21 


2.333 


2.326 


2.304 


2.268 


2.219 


2.156 


2.079 


1.989 


1.887 


1.774 


.22 


2 224 


2.217 


2.196 


2.162 


2.115 


2.054 


1.981 


1.895 


1.798 


1.689 


.23 


2.T24 


2.117 


2.098 


2.064 


2.019 


1.961 


1. 891 


1.809 


1.716 


1. 612 


.24 


2.032 


2.026 


2.007 


1.975 


1.932 


1.876 


1.809 


1.730 


1. 641 


1. 541 


.25 


1.947 


1.941 


1.923 


1.893 


1.851 


1.798 


1.733 


1.658 


1.572 


1.476 


.26 


1.869 


1.863 


1.846 


1.817 


1.777 


1.725 


1.663 


1.590 


1.508 


1. 416 


.27 


1-797 


1. 791 


1.774 


1.746 


1.707 


1.658 


1.598 


1.528 


1.448 


1.360 


.28 


1.729 


1.724 


1.708 


1.680 


1.643 


1.595 


1.537 


1.470 


1.393 


1.308 


.29 


1.666 


1. 661 


1.645 


1. 619 


1.583 


1.537 


1. 481 


1.415 


1. 341 


1.259 


.30 


1.607 


1.602 


1.587 


1. 561 


1.527 


1.482 


1.428 


1.365 


1.293 


1. 213 


•31 


1.552 


1.547 


1.533 


1.508 


1.474 


1. 431 


1.378 


1. 317 


1.248 


1. 170 


•32 


1.500 


1.496 


1. 481 


1.457 


1.424 


1.389 


1.332 


1.272 


1.205 


1. 130 


.33 


1.452 


1.447 


I 433 


1.410 


1.378 


1.337 


1.288 


1.230 


1. 165 


1.092 


.34, 


1.406 


1. 401 


1.388 


1.365 


1.334 


1.294 


1.246 


1. 190 


1. 127 


1.057 


.35 


1.362 


1.358 


1.344 


1.322 


1.292 


1.254 


1.207 


1. 153 


1.091 


1.023 


.36 


1. 321 


1. 317 


1.304 


1.282 


1.253 


1. 215 


1. 170 


1. 117 


1.057 


0.991 


.37 


1.282 


1.278 


1.265 


1.244 


1. 216 


1. 179 


1. 135 


1.083 


1.025 


.960 


.38 


1.245 


1. 241 


1.228 


1.208 


1. 180 


1.144 


l.IOI 


1.051 


0.994 


.931 


.39 


1.209 


1.205 


1.194 


1.174 


1.146 


I. Ill 


1.069 


1. 021 


.965 


.904 


.40 


1.176 


1. 172 


i.i6o 


1. 142 


1. 114 


1.080 


1.039 


0.991 


.937 


.877 


.42 


1. 113 


1. 109 


1.098 


1.080 


1.054 


1.022 


0.983 


.937 


.885 


.828 


.44 


1.056 


1.052 


1.042 


1.024 


0.999 


0.968 


.931 


.887 


.838 


.783 


.46 


1.003 


1. 000 


0.990 


0.972 


•949 


.919 


.8S3 


.841 


.794 


.742 


.48 


0.955 


0.951 


.942 


.925 


.903 


.874 


.839 


•799 


.754 


.704 


,50 


.910 


.907 


.897 


.881 


.859 


.832 


.798 


.760 


.716 


.668 


.52 


.868 


.865 


.856 


.840 


.819 


.793 


.760 


.723 


.681 


.635 


.54 


.829 


.826 


.817 


.802 


.782 


.756 


.725 


.6S9 


.648 


.604 


.56 


.793 


.790 


.781 


.767 


.747 


.722 


.692 


.657 


.618 


.575 


-.58 


.758 


.756 


.747 


.733 


.714 


.690 


.661 


.627 


.589 


.548 


.60 


.726 


.723 


.715 


.702 


.683 


.659 


.631 


.599 


.562 


.522 


.62 


.696 


.693 


.685 


.672 


.654 


.631 


.603 


.572 


.536 


.497 


.64 


: .667 


.665 


.657 


.644 


.626 


.607 


.577 


.546 


.512 


.474 


.68 


.614 


.612 


.604 


.592 


.575 


.554 


.528 


.499 


.467 


.431 


.72 


.566 


.564 


.557 


.545 


.529 


.508 


.484 


.456 


.426 


.392 


.76 


.522 


.520 


.516 


.502 


.486 


.467 


.444 


.417 


.388 


.356 


,80 


.482 


.480 


.473 


.462 


.447 


.429 


.406 


.381 


.353 


.323 


.84 


.445 


.443 


.436 


.426 


.411 


•393 


.372 


.347 


.320 


.292 


.88 


.410 


.408 


.402 


.391 


.378 


.360 


.339 


.316 


.290 


.262 


.92 


; .378 


.376 


.370 


.360 


.346 


.329 


.309 


.286 


.261 


.235 


.96 


1 .347 


.345 


.349 


.329 


.316 


.300 


.280 


.258 


.234 


.209 


1. 00 


1 .318 


.316 


.311 


.301 


.288 


.272 


.253 


.231 


.208 


.184 
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TABLE HVW^Qmtinued, 



a^o 










Values Of :^. 

9a 










If 












■ 












0.50 


0.55 
2.694 


0.60 


0.65 


0.70 


0.75 c 


>.8o 


, 0.85 


0.90 


0.95 


ai2 


2.931 


2.441 


2.171 


I.88S 


1.592 I 


.286 


0.972 


0.651 


0.327 


.13 


2.702 


2.484 


2.250 


2.001 


1.740 


1.467 1 


.185 


.895 


.600 


.301 


.14 


2.506 


2.303 


2.086 


1.S55 


1.6x2 


X.360 I 


.098 


.830 


.556 


.279 


.15 


2.335 


2.146 


1.943 


1.728 


1.502 


1.266 I 


.023 


.772 


.517 


.259 


.16 


2.186 


2.008 


1. 818 


1. 617 


1.405 


1. 184 


.956 


.722 


.484 


.242 


.17 


2.054 


1.887 


1.708 


1. 518 


1.319 


1. 1X2 


.898 


.678 


.454 


.227 


.18 


1.936 


1.778 


1.6x0 


1.431 


1.243 


; 1.048 


.845 


1 .638 


.427 


.2x4 


.ig 


1.830 


I.6S1 


X.521 


1.352 


1. 175 


0.990 


.799 


.603 


.403 


.202 


.20 


1.735 


1.594 


1.442 


Z.281 


I.IX2 


•937 


.756 


.571 


.382 


.191 


.31 


1.649 


1.514 


1.370 


1. 217 


1.057 


.890 


.7x8 


.542 


.362 


.181 


.22 


1. 571 


1.442 


1.304 


1. 159 


1.006 


.847 


.683 


.515 


.344 


.172 


.23 


1.499 


1.376 


. 1.244 


1. 105 


0.959 


.807 


.651 


.491 


.328 


.X64 


.24 


1.433 


1. 315 


1. 189 


1.056 


.916 


.771 


.621 


.468 


.313 


.157 


.25 


1.372 


1.259 


1. 138 


T.OXO 


.876 


■737 


.594 


.448 


.299 


.149 


.26 


1. 315 


1.207 


1. 091 


0.968 


.839 


.706 


.569 


' .428 


.286 


.143 


.27 


1.263 


1. 158 


1.047 


.929 


.805 


.677 


.545 


.4XX 


.274 


( .137 


.28 


1. 214 


1. 114 


1.006 


.892 


.773 


.650 


.523 


.394 


.263 


.131 


.29 


1. 169 


1.072 


0.968 


.858 


.744 


.625 


.503 


.379 


.253 


.1X6 


.30 


1. 126 


1.032 


.932 


.826 


.716 


.60X 


.484 


.364 


.243 


.121 


•31 


1.086 


0.Q95 


.899 


.796 


.690 


.579 


.466 


.350 


.234 


.116 


.33 


1.049 


.961 


.867 


.768 


.665 


.558 


.449 


.337 


.225 


.112 


•33 


1. 013 


.928 


.837 


■742 


.642 


.539 


.433 


.325 


.217 


.108 


•34 


0.980 


.897 


.809 


.716 


.620 


.520 


.4x8 


.314 


.209 


.104 


.35 


.948 


.868 


.782 


.693 


.599 


.502 


.403 


.303 


.202 


.100 


.36 


.918 


.840 


.757 


.670 


•579 


.486 


•390 


1 .292 


.195 


.097 


•37 


.890 


.814 


.733 


.649 


.560 


.470 


.377 


.283 


.188 


.093 


.38 


.863 


.789 


.711 


.628 


.543 


.454 . 


.364 


.273 


.181 


.090 


.39 


.837 


.765 


.689 


.609 


.526 


.440 


.353 


.264 


.175 


.087 


.40 


.812 


.742 


.668 


.590 


.509 


.426 


341 


.256 


.170 


.084 


.42 


.766 


.700 


.629 


.555 


.479 


.400 


320 


.240 


.159 


.079 


.44 


.724 


.661 


.594 


.524 


.451 


.377 . 


301 


.225 


.149 


.074 


.46 


.685 


.625 


.561 


.494 


.425 


.345 . 


283 


.211 


.140 


.069 


.48 


.650 


.592 


.531 


.467 


.401 


.334 . 


266 


.198 


.131 


.065 


.50, 


.616 


.559 


.502 


.442 


.379 


.315 . 


251 


.187 


.123 


.061 


•52! 


.585 


.532 


.476 


.418 


.358 


.297 . 


236 


.X76 


.115 


.057 


.54 


.556 


.505 


.451 


.396 


.339 


.281 


223 


.165 


.X08 


.053 


.56: 


.529 


.480 


.428 


.375 


.320 


.265 . 


210 


.155 


.X02 


.050 


.581 


.503 


.456 


.406 


.355 


.303 


.250 


198 


.146 


.096 


.047 1 


.60 


.479 


.433 


.385 


.336 


.285 


.236 . 


x86 


.137 


.090 


.044 


.62 ' 


.456 


.412 


.366 


.319 


.271 


.223 


175 


.129 


.084 


.041 


.64 


.434 


.391 


.347 


.302 


.256 


.210 


165 


.121 


.078 


.038 


.68 


.393 


.354 


.313 


.271 


.228 


.187 


X46 


.106 


.068 


.033 


.72 


.356 


.319 


.281 


.242 


.203 


.165 


128 


.092 


.059 


.028 


.76 


.322 


.2S7 


.251 


.215 


.x8o 


.145 . 


III 


.080 


.050 


.024 


.80 ! 


.291 


.258 


.224 


.191 


.158 


.126 


096 


.068 


.042 


.019 


.84' 


.261 


.230 


.199 


.168 


.137 


.loS 


081 


.057 


.035 


.016 


.88 


.234 


.204 


.175 


.146 


.118 


.092 


068 


.046 


.027 


.012 


.92 


.208 


.180 


.152 


.125 


.xoo 


.076 


055 


.036 


.021 


.ooS 


.96 


.183 


.157 


.131 


.106 


' .082 


.061 


042 


.027 


.014 


.005 


.100 1 


.159 


.134 


.110 


.087 


.066 


.047 


030 


.017 


.008 


.002 
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TABLE XVIII. 
Values of tjc^ cos* j:* — 3 sin jp" cos jf* + ** = ^is. 



x» 


^f 


X* 


^1, . 


jr« 


^1. 


X* 


^1. 


I 




24 


0.0033256 


47 


0.0870414 


70 


0.5433799 


2 




25 


.0040687 


48 


.0961634 


71 


.5783850 


3 




26 


.0049329 


49 


.1059980 


72 


.6149548 


4 




27 


•0059379 


50 


.1165809 


73 


.6531228 


5 




28 


.0071012 


51 


.1279485 


74 


.6929174 


6 




29 


.0084352 


52 


.1401378 


75 


.7343691 


7 




30 


.0099597 


53 


.1532454 


76 


.7775070 


8 




31 


.0108680 


54 


.1671294 


77 


.8201831 


9 




32 


.0136523 


55 


.1834638 


78 


.8689473 


10 




33 


.0158626 


56 


.1978582 


79 


.9172998 


II 




34 


.0183339 


' 57 


.2153204 


80 


.9674381 


12 


0.0001064 


35 


.0211197 


58 


.2336325 


81 


1.0193834 


13 


.0001586 


36 


.0242131 


59 


.2508080 


82 


1.0731551 


14 


.0002295 


37 


.0277103 


60 


.2717593 


83 


1.1287710 


15 


.0003238 


38 


.0314555 


61 


.2930503 


84 


1. 18 7 


16 


.0004463 


39 


.0356564 


62 


.3155469 


85 


1.25 1 


17 


.0006032 


40 


.0402812 


63 


.3391808 


86 


1.30 


18 


.0008006 


41 


.0453581 


64 


.3643046 


87 


1.37 1' 


19 


.0010472 


42 


.0509171 


65 


.3906428 


88 


1-43 2 


20 


.0013503 


43 


.0569S85 


66 


.4183343 


89 


1.50 B 


21 


.0017190 


44 


.0636040 


67 


.4474183 


90 


1.5707963 


22 


.0021640 


45 


.0707964 


68 


.4779307 






23 


.0026954 


46 


.0785976 


69 


.5099063 


1 
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A TREATISE ON ARCHES. 



TABLE XIX. 

Values of x° + sin jr'* cos jr' = Ax%, 
x" — sin x" cos x* = yJn. 



<c 



« < 



X* 


^.. 


^1. 


1 


^1. 


0it 


o 








46 I 


.3025470 


0.3031560 


I 


0.0349031 


0.0C00035 


47 I 


.3190868 


.3215226 


2 


.0697848 


.0000284 


48 I 


■3350190 


.3404970 


3 


. 1046243 


.0000955 


49 I 


.3503454 


.3600772 


4 


.1393998 


.0002266 


50 I 


.3650685 


.3802607 


5 


.1740906 


.0004424 


51 I 


•379i9f7 


.4010441 


6 


.2086737 


.0007659 


52 I 


3927190 


.4224234 


7 


.2431339 


.0012121 


53 I 


■4056552 


.4443938 


8 


.2774450 


.0018076 


i 54 I 


.4180060 


.4669496 


9 


.3115881 


.0025711 


1 55 I 


•4297774 


.4900S48 


10 


.3455421 


.0035219 


' 56 I. 


.4409764 


•5137924 


II 


.3792895 


.0046829 


57 I 


.4516104 


.5380650 


12 


.4128078 


.0060712 


1 58 I 


.4616881 


.5628939 


13 


.4460784 


.0077072 


' 59 I. 


■4714926 


.5879960 


14 


.4790819 


.0096103 


60 I 


.4802103 


.61418.19 


15 


.5117994 


.0117994 


61 I 

1 


.4886749 


.6406267 


l6 


.5442123 


.0142931 


62 I 


.4966229 


.6675853 


17 


.5763024 


.0171096 


63 I 


.5040658 


.6950490 


i8 


.6080520 


.0202666 


64 I 


.5110162 


.7230052 


19 


•6394434 


.0237818 


65 I 


.5174862 


.7514418 


20 


.6704597 


.0276721 


66 I 


■5234897 


.7803449 


21 


.7010844 


.0319538 


67 I 


.5290405 


.8097007 


22 


.7313016 


.0366432 


68 I 


■5341531 


•8394947 


23 


.7610956 


•0417558 


69 I 


.5388425 


.8697119 


24 


.7904514 


.0473066 


70 I 


■5431243 


.9003367 


25 


.8193545 


.0533101 


71 I 


.5470146 


.9313530 


26 


.84779" 


.0597801 


72 I 


.5505298 


.9627444 


27 


.8757473 


.0667305 


73 I 


5536868 


.9944940 


28 


.9032110 


.0741734 


74 1 


■5565032 


1.0265840 


29 


.9301696 


.0821214 


75 I 


5589969 


1.0589969 


30 


.9566115 


.0905861 


76 I 


.5611860 


1.0917144 


31 


.9828004 


.0993038 


77 I 


.5630891 


1.1247179 


32 


1.0079025 


.1091083 


78 I 


■5647251 


I.15798S5 


33 


1. 0327314 


.1191860 


79 1 


.5661134 


1.191506S 


34 


1.0570039 


.129S199 


80 I 


■5672735 


1.2252533 


35 


I. 08071 15 


.1410189 


81 I 


.5682252 


1.2592082 


36 


1. 1038467 


.1527903 


82 I 


.5689887 


I. 2933513 


37 


1. 1264025 


.1651411 


83 I 


5695842 


1.3276624 


38 


1.1513729 


.1810773 


84 I 


.5700305 


I. 362 I 227 


39 


1. 1697522 


.1916046 


85 I. 


5703540 


1.3967058 


40 


I.1905356 


.2057278 


86 I. 


. 5705698 


1.4313966 


41 


1.2107191 


.2204509 


87 I 


.5707008 


I. 4661720 


42 


1 . 2302993 


.2357773 


88 I 


■5707679 


1.5010115 


43 


1.2492737 


.2517095 


89 I 


■5707928 


!• 5358932 


44 


1.2676404 


.2682494 


90 I. 


.5707963 


1.5707963 


45 


1.28539S2 


.2853982 


1 
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TABLE XIX— Continued, 
Values of sin jt" — jr' cos x* = /i^i%. 



X** 


^1. 


or' 
23 


^1. 


46 


^.. 


x" 
69 


^.. 








0.0212167 


O.1616323 


0.5020059 


I 




24 


.0240716 


47 


.1719073 


70 


.5218362 


2 




25 


.0271669 


48 


.1825754 


71 


. 5420800 


3 




26 


.0305115 


49 


.1936404 


72 


.5627342 


4 


0.0001134 


27 


.0341145 


50 


.2051066 


73 


.5837967 


5 


.0002203 


28 


.0379820 


51 


.2169764 


74 


.6052637 


6 


.C003829 


29 


.0421247 


52 


.2292541 


75 


.6271325 


7 


.0006071 


30 


.0465502 


53 


.2419419 


76 


.6493983 


8 


.0009047 


31 


.0512658 


54 


.2550423 


77 


.6720575 


9 


.0012888 


32 


.0562797 


55 


.2685580 


78 


.6951057 


10 


.0017668 


33 


.0615995 


56 


.2824910 


79 


.7185380 


II 


.0023501 


34 


.0672321 


57 


.2968431 


80 


.7423494 


12 


.0030490 


35 


.0731849 


58 


.3116145 


81 


.7665342 


13 


.0038735 


36 


.0794651 


59 


.3268099 


82 


.7910878 


14 


.0048339 


37 


.0860787 


60 


.3424266 


83 


.8160034 


15 


.0059402 


38 


.0930329 


61 


.3584668 


84 


.8412750 


16 


.0072019 


39 


. 1003340 


62 


.3749305 


85 


.8668965 


17 


.0086304 


40 


.1079877 


63 


•3919339 


86 


.8928607 


18 


.0103238 


41 


.1159999 


64 


.4091287 


87 


.9191605 


19 


.0120222 


42 


.1243768 


65 


.4268617 


88 


.9457892 


20 


.0140056 


43 


.1331235 


66 


.4450185 


89 


.9927379 


21 


.0161930 


44 


.1422451 


67 


.4635955 


90 


I.OOOOOOO 


22 


.0185936 


45 


.1517464 


68 


.4825916 
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TABLE XX. 
Values op x** + •*■* **" ^* ^^^ jt* — 2 sin* x* 



= ^t«. 



*• 


^.. 


1 '• 


^.. 1 


JT* 


^.. 


4r* 


^«. 





0.0000 


23 


0.0001818 j 


46 


0.0108522 


6q 


0.11004S2 


I 




24 


.0002342 


47 


.0122966 


70 


.1191376 


2 




25 


.0002985 


48 


.0138994 


71 


. 1290242 


3 




26 


.0003766 


49 


•0156577 


72 


.13S5371 


4 




27 


.0004688 


50 


.0175990 


73 


.1504997 


5 




28 


.0005851 ' 


51 


.0197320 


74 


.1622442 


6 




29 


.0007206 


52 


.0220699 


75 


.1746965 


7 




30 


.0008810 , 


53 


.0246290 


76 


.1878785 


8 




31 


.0010693 


54 


.0274221 


77 


.1971387 


9 




32 


.0012902 


55 


.0304683 


78 


.2166033 


10 




33 


.0015486 1 


56 


.0337811 


79 


.2321S84 


II 




34 


.0018452 ^ 


57 


.0373797 


80 


-2486336 


12 




35 


.0021893 j 


58 


.0412871 


81 


.2659695 


13 




36 


.0025843 


59 


.0455069 


82 


•2837735 


14 




37 


.0030365 


60 


.0500725 


83 


.3034412 


15 




38 


.0035517 


61 


.0549993 


84 


. 323640S 


16 




39 


.0041368 


62 


.0603087 


85 


.344S606 


17 




40 


.0047987 


63 


.0663576 


86 


.3671316 


18 




41 


.0055458 


64 


.0721610 


87 


.3904870 


19 




42 


.0063850 


65 


.0787504 


88 


.414961S 


20 




43 


.0077259 


66 


.0858036 


89 


.4405SSS 


21 


0.0000776 


44 


.0083771 1 


67 


.0933561 


90 


.4674012 


22 


0.0001394 


45 


.0095494 


68 


.101431 I 







o 
I 

2 

3 

4 
5 
6 

7 
8 

9 

10 

II 

12 

13 

14 

15 
16 

17 
18 

19 
20 

21 

22 



TABLE XXL 

Values of 2 sin x° cos x" + ■** sin' x" = ^,i. 



^ai 



0.0349049 
.0697989 
.1046722 
.1385129 
.1743111 
.2090523 

.2437363 

.27834^0 
.3128610 

.3472830 

.3815964 

.4157902 

.4498526 

•4837723 
.5175372 

.5501357 
.5845556 
.6177850 
.6509107 
.6836206 
.7162018 

.7485413 



23 

24 

25 
26 

27 
28 

29 
30 

31 
32 
33 
34 
35 
36 
37 
38 

39 
40 

41 
42 
43 
44 
45 



Ja, 



0.7806258 
.8124424 

.8439761 
.8752146 
.9061424 

•9367471 

.9670128 

.9969252 

I. 02701 84 

1.0556305 
1.0843930 
I. I I 27420 
1. 14066 1 1 
1.1681353 

1.1951479 
I. 2216839 

1.2477263 

1.2732589 

1.2982657 

1.3227295 

I. 346634 I 

I . 3699635 

I. 3926991 



46 
47 
48 

49 
50 

51 

52 

53 
54 
55 
56 

57 
58 

59 
60 

61 

62 

63 
64 

65 
66 

67 
68 



^.i 



4148264 
4363274 
4571858 
4773852 
4959084 

5157396 

5338617 

5512591 
5679161 

5838162 

5989435 
6132827 

6268207 
6400866 
6514236 
6624632 
6726419 
6817446 
6903668 
6978876 
7044952 
7101816 

7149359 



69 
70 
71 
72 
73 
74 
75 
76 

77 
78 

79 
80 

81 

82 

83 

84 

85 
86 

87 
88 

89 

90 



-^.. 



•7187453 
.7216027 

.72359S6 
. 7244246 
. 7243722 
. 7233366 
.7213107 
.7210540 
.7142691 
.7092456 
.7032170 
.6961813 
.6885656 
.6790S69 
. 6690300 

.6579655 
.6459092 
.6318529 
.6188062 

.6037755 
. 5877332 
• 5707963 
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TABLE XXII. 
Values of cos jt* + x* sin jc* = ^9,. 



JT* 


^aa 


^« 


^aa 


x» 


^aa 


Jt^ 


^aa 





1. 0000 


23 


1.0773544 


46 


I.2721814 


69 


1.4826576^ 


I 


1.0001521 


24 


I. 08 391 86 


47 


I.2819313 


70 


1.4900699. 


2 


I. 0006092 


25 


1.0907097 


48 


1. 2917062 


7t 


1.4972383 


3 


I. 0013697 


26 


1.0977206 


49 


I.3014952 


72 


1.5042390. 


4 


1.0024339 


27 


1.1049445 


50 


I.3112876 


73 


1.5107902 


5 


1.0038005 


28 


1.1123748 


51 


1.32 10720 


74 


I.5171505 


6 


1.0054680 


29 


I. 1200040 


52 


1.3308372 


75 


I. 5232129 


7 


1.0074354 


30 


1. 1278248 


55 


1.3405723 


76 


1.5289699 


8 


1.0097006 


31 


1. 1358278 


54 


1.3502657 


77 


I. 5344104 


9 


1. 0122609 


32 


I. 1440108 


55 


1. 359906 1 


78 


I.5395194 


10 


I.0151152 


33 


1. 1 523602 


56 


1. 36948 1 2 


79 


1.5442864 


II 


1. 0182597 


34 


I. 1608693 


57 


1. 3789801 


80 


I. 5486991 


12 


I. 0216925 


35 


1. 1695300 


58 


1.3883923 


•81 


I. 5527461 


13 


1.0254098 


36 


1.1783332 


59 


I. 397701 2 


82 


1.5564119 


14 


1.0294083 


37 


I. 1872707 


60 


1.4068996 


83 


1.5596947 


15 


1.0336845 


38 


I. 1963330 


61 


I.4159743 


84 


1.5625740 


16 


1.0382339 


39 


I. 205 5 108 


62 


1. 4249 1 28 


85 


1.5650397 


17 


1.0430530 


40 


1.2147947 


63 


I.4337OI4 


86 


1.5670838 


18 


I.0481371 


41 


1. 2241757 


64 


1.4423340 


87 


I. 5686913 


19 


I. 0534812 


42 


1.2336435 


65 


1.4507935 


88 


1.5698536 


20 


1.0590802 


43 


1. 2431877 


66 


1.4590655 


89 


1.5705585 


21 


1. 0649291 


44 


1.2527990 


67 


I.4671423 


90 


1.5707963 


22 


1. 0710225 


45 


1.2624672 


68 


1. 47501 12 







TABLE XXIII 
Values of jr°* — x" sin x" cos x* = A^%, 



jr* 


^a. 


x^ 


-^a. 


46 


^aa 


x^ 


^a. 







23 


0.0167618 


0.2433892 


69 


1.0473746- 


I 




24 


.0198158 


47 


.2637466 


70 


1.0998688 


2 




25 


.0232609 


48 


.2852497 


71 


I.1541174 


3 




26 


.0271274 


49 


.3079423 


72 


1. 2 106700 


4 




27 


.0314472 


50 


.3318402 


73 


1.2670749. 


5 




28 


.0362481 


51 


.3569768 


74 


1.3258782 


6 




29 


.0415654 


52 


.3833793 


75 


1.3862235 


7 


0.000148 I 


30 


.0564302 


53 


.4110740 


76 


I.448105I 


8 


.0002521 


31 


.0538771 


54 


.4400895 


77 


1. 5162235 


9 


.0004044 


32 


.0609376 


55 


.4704481 


78 


1. 5764351 


10 


.0006148 


33 


.0686462 


56 


.5021727 


79 


1. 6528610. 


II 


.0008991 


34 


.0770368 


57 


.5352871 


80 


1. 7107760 


12 


.0012617 


35 


.0861435 * 


58 


.5698155 


81 


I. 7801637 


13 


.0017487 


36 


.0960009 


59 


.6057683 


82 


1. 8514589 


14 


.0023472 


37 


.1066433 


60 


.6431729 


83 


1.9232828 


15 


.0030891 


38 


.1181055 


61 


.6820439 


84 


1.9969740 


16 


.0039914 


39 


.1304212 


62 


.7223967 


85 


2.0720558 


17 


.0050765 


40 


. 1436249 


63 


.7637878 


86 


2.1485030 


18 


.0063670 


41 


.1577514 


64 


.8076048 


87 


2.2262890 


19 


.0078863 ' 


42 


.1728338 


65 


.8424868 


88 


2.3053880 


20 


.0096600 . 


43 


.1885059 


66 


.898S928 


89 


2.3857684 


21 


.0117398 


44 


.2060007 


67 


.9468397 


90 


2.4674012 


22 


.0140700 


45 


.2241512 


68 


.9963335 







332 



A TREA TISE ON ARCHES, 



TABLE XXIV. 





Values 


5 OF x'» + jr' ! 


• 

5in X 


cos jr" = ^j4. 






^« 


^.4 


23 


^« 


jr« 


^.4 


jr«» 


^>« 


o 


o 


0.3055234 


46 


1.0457516 


69 


1.8531934 


I 


0.0006092 


24 


.3311036 


47 


1.0820530 


70 


I. 885 1820 


2 


.0024360 


25 


.3575109 


48 


1.1184278 


71 


1.9170352 


3 


.0054782 


26 


.3847152 


49 


I. I 548309 


72 


I. 9476041 


4 


.0097319 


27 


.4126846 


50 


1.1912472 


73 


1.9795371 


5 


.0151922 


28 


.4413923 


51 


1.2276436 


74 


2.0102920 


6 


.0218524 


29 


.4708012 


52 


I. 2639917 


75 


2.0407219 


7 


.0297045 


30 


.5008810 


53 


1.3002664 


76 


2.0708359 


8 


.0387385 


31 


.5315977 


54 


1. 3364391 


77 


2.0959325 


9 


.0489436 


32 


.5629190 


55 


1.3724885 


78 


2. I 301487 


lO 


.0603086 


33 


.5948106 


56 


1.4083877 


79 


2.1593724 


II 


.0728185 


34 


.6272388 


57 


1.4441165 


80 


2.1883262 


12 


.0864681 


35 


.6601691 


58 


1.4796585 


81 


2.2170261 


13 


.1012119 1 


36 


.6935673 


59 


1. 5149785 


82 


2.2450355 


14 


.1170628 


37 


.7273991 


60 


r.5500725 


83 


2.2737366 


15 


.1339C87 


38 


.7616299 


61 


1.5849191 


84 


2.3017884 


I6 


.1519728 


39 


.7962252 


62 


1.6195015 


85 


2.3296680 


17 


.1709923 


40 


.8311505 


63 


1.6531418 


86 


2.3573996 


i8 


.1911252 


41 


.8663726 


64 


1. 6878216 


87 


2.3850088 


19 


.2120475 


42 


.9018566 


65 


1. 72 1 5380 


88 


2.4125262 


20 


.2339556 


43 


•9379693 


66 


1.7549342 


89 


2.4399794 


21 


.2569324 


44 


.9734777 


67 


1. 7880145 


90 


2.4674012 


22 


.2808096 


45 


1.0095494 


68 


1. 82077 1 1 


1 
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TABLE XXV (Winkler). 



X 


Arc X 




(Arc jr)« 






O 





1.5707963 





2.4674012 


90 


I 


0.0174533 


1.5533430 


Q. 0003046 


2.4128739 


89 


2 


.0349066 


1-5358897 


.0012185 


2.3589571 


88 


3 


.0523599 


1. 5 184364 


.0027416 


2.3056489 


87 


4 


.0698132 


1.5009832 


.0048739 


2.2529513 


86 


5 


.0872665 


1.4835299 


.0076154 


2.2008619 


85 


6 


.1047198 


1.4660766 


.0109662 


2. 1 4938 1 2 


84 


7 


.1221730 


1.4486233 


.0149263 


2.0985097 


83 


8 


.1396263 


1.4311700 


.0194953 


2.O4S2472 


82 


9 


.1570796 


1.4137167 


.0246740 


1.9985949 


81 


lO 


.1745329 


1.3962634 


.0304617 


1-9495511 


80 


II 


.1919862 


1.3788101 


.0368588 


I.9011167 


79 


12 


.2094395 


1.3613568 


.0438649 


1. 8532919 


78 


13 


.2268928 


1.3439035 


.0514803 


1.8060780 


77 


14 


.2443461 


1.3264502 


.0597050 


1.7594705 


76 


15 


.2617994 


1 . 3089969 


.0685389 


1. 7134727 


75 


i6 


.2792527 


1.2915436 


.0779821 


1. 66808 5 1 


74 


17 


.2967060 


1.2740904 


.0880344 


1.6233060 


73 


i8 


.3141593 


1. 2566371 


.0986961 


I-5791371 


72 


19 


.3316126 


1. 2391838 


. 1099669 


1.5355763 


71 


20 


.3490659 


1. 2217305 


.1218476 


1.4925254 


70 


21 


.3665191 


1.2042772 


.1343361 


1.4502840 


69 


22 


.3839724 


1. 1868239 


.1474348 


1.4085523 


68 


23 


.4014257 


1. 1693706 


.1611426 


1.3674271 


67 


24 


.4188790 


I.1519173 


.1754597 


I-3269135 


66 


25 


.4363323 


1. 1344640 


.1903859 


1. 2870124 


65 


26 


.4537856 


1.1170107 


.2059213 


1.2477132 


64 


27 


.4712389 


1.0995574 


.2220651 


1.2084648 


63 


28 


.4886922 


I.0821041 


.2388202 


I.1709491 


62 


29 


.5061455 


1.0646508 


.2561833 


1.1334815 


61 


30 


.5235988 


1.047 1976 


.2741556 


1.0966227 


6a 


31 


.5410521 


1.0297443 


.2927374 


1.0603734 


59 


32 


.5585054 


1.0122910 


.3119283 


1.0247370 


58 


33 


.5759587 


0.9948377 


.3317284 


0.9897018 


57 


34 


.5934119 


0.9773844 


.3521378 


.9552802 


56 


35 


.6108652 


0.959931 I 


.3731563 


.9214683 


55 


36 


.6283185 


0.9424778 


.3947841 


.8882643 


54 


37 


.6457718 


0.9250245 


.4170212 


.8556702 


53 


38 


.6632251 


0.9075712 


.4398677 


.8236855 


52 


39 


.6806784 


0.8901 I 79 


.4633232 


.7923102 


51 


40 


.6981317 


0.8726646 


.4873877 


.7615437 


50 


41 


.7155850 


O.8552113 


.5120620 


.7313866 


49 


42 


.7330383 


0.8377580 


.5373452 


.7018386 


48 


43 


.7504916 


0.8203047 


.5632376 


.6728998 


47 


44 


.7679449 


0.8028515 


. 5897392 


.6445704 


46 


45 


.7853982 


0.7853982 


.6168503 


.6168503 


45 






Arc JT 




(Arc jc)« 


X 
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TABLE XXVI (Winkler). 



.T 


Sin X 


Cos jr 


\ —cos X 






O 


O 


I 








90 


I 


0.0174524 


0.9998475 


0.0001525 


0.9825476 


89 


2 


.0348995 


.9993910 


.0006090 


.9651005 


88 


3 


.0523359 


.9986293 


.0013707 


.9476641 


87 


4 


.0697565 


.9975640 


.0024360 


.9302435 


86 


5 


.0871547 


.9961947 


.O03S053 


.9128453 


85 


6 


.1045287 


.9945218 


.OO547S2 


.8954713 


84 


7 


.1218694 


.9925462 


.0074538 


.8781306 


83 


8 


.1391731 


.9902682 


.0097318 


.8608269 


82 


9 


.1564345 


.9876882 


.0123118 


.8435655 


81 


10 


.1736482 


.9848079 


.0151921 


.8263518 


80 


II 


.1908090 


.9816273 


.0183727 


.8091910 


79 


12 


.2079117 


.9781476 


.0218524 


.7920883 


78 


13 


.2249510 


.9743700 


.0256300 


.7750490 


77 


14 


.2419219 


.9702957 


.0297043 


.7580781 


76 


15 


.2588190 


.9659258 


.0340742 


.7411810 


75 


i6 


.2756374 


.9612614 


.0387386 


.7243626 


74 


17 


.2923717 


.9563046 


.0436954 


.7076283 


73 


i8 


.3091070 


.9510565 


.0489435 


.6908930 


72 


19 


.3255681 


.9455187 


.0544813 


.6744319 


71 


20 


.3420202 


.9396926 


.0603074 


.6579798 


70 


21 


.3583680 


.9335804 


.0664196 


.6416310 


69 


22 


.3746066 


.9271839 


.0728161 


.6253934 


68 


23 


.3907311 


.9205049 


.0794951 


.6092689 


67 


24 


.4067366 


.9135455 


.0864545 


.5932634 


66 


25 


.4226183 


.9063077 


.0936923 


.5773817 


65 


26 


.4383712 


.8987941 


.1012059 


.5616288 


64 


27 


.4539905 


.8910065 


.1089935 


.5460095 


63 


28 


.4694717 


.S829476 


.1170524 


.5305283 


62 


29 


.4848096 


.8746198 


.1253802 


.5151904 


61 


30 


.5000000 


.8660254 


.1339746 


.5000000 


60 


31 


.5150380 


.8571673 


.1428327 


.4849620 


59 


32 


.5299192 


.8480480 


.1519520 


.4700808 


58 


33 


.5446391 


.8386706 


.1613294 


.4553609 


57 


34 


.5591929 


,8290375 


.1709625 


.4408071 


56 


35 


.5735764 


.8191521 


.180S479 


.4264236 


55 


36 


.5877853 


.8090169 


.1909831 


.4122147 


54 


37 


.6018150 


.7986355 


.2013645 


.3981850 


53 


38 


.6156615 


.7880108 


.2119892 


.3843385 


52 


39 


.6293204 


.7771459 


.2228541 


.3706796 


51 


40 


.6427876 


.7660446 


.2339554 


.3572124 


50 


41 


.6560589 


.7547096 


.2452904 


.3439411 


49 


42 


.6691306 


.7431449 


.2568551 


.3308694 


48 


43 


.6819983 


.7313537 


.2686463 


.3180017 


47 


44 


.6946584 


.7193398 


.2806602 


.3053416 


46 


45 


.7071068 


.7071068 


.2928932 


.2928932 


45 




cos X 


sin X 




X — cos ;r 


X 
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TABLE XXVII (Winkler). 



je 


I 


cos* X 


sin X cos;r 


sins.*- 


s'jr 




O 





I 








I 


90 


t 


0.0003046 


0.9996953 


0.0174498 


0.0000053 


0.9995428 


89 


2 


.0012180 


.9987822 


.0348782 


.0000425 


.9981739 


88. 


3 


.0027391 


.9972609 


.05226.M 


.0001437 


.9958942 


87 


4 


.0048660 


.9951340 


.0695866 


.0003394 


.9927100 


86 


5 


.0075961 


.9924037 


.0868241 


.0006620 


.9886273 


85 


6 


.0109262 


.9890738 


.1039539 


.0011421 


.9836552 


84 


7 


.0148521 


.9851477 


.1209609 


.0018100 


.9778047 


83 


« 


.0193692 


.9806310 


.13781S7 


.0026957 


.9710876 


82 


9 


.0244717 


.9755283 


.1545085 


.0038282 


.9635178 


81 


lo 


.0301537 


.9698463 


.1710101 


.0052361 


.9551124 


80 


II 


.0364080 


.9635920 


.1873033 


.0069470 


.9458883 


79 


12 


.0432273 


.9567727 


.2033683 


.0089875 


.9358650 


78 


13 


.0506030 


.9493969 


.2191856 


.0113832 


.9250638 


77 


14 


.0585262 


.9414737 


.2347358 


.0141588 


.9135079 


76 


15 


.0669873 


.9330127 


.2500000 


.0173376 


.9012213 


75 


i6 


.0759760 


.9240239 


.2649596 


.0209418 


.8882288 


74 


17 


.0854812 


.9145187 


.2795964 


.0249923 


.8745788 


73 


i8 


.0954915 


.9045085 


.2938927 


.0295085 


.8602386 


72 


19 


. 1059947 


.8940055 


.3078308 


.0345085 


.8452989 


71 


20 


.1169778 


.8830222 


.3213938 


.0400088 


.8297694 


70 


21 


.1284274 


.8715726 


.3345653 


.0465573 


.8136828 


69 


22 


.1403301 


.8596700 


.3473292 


.0525686 


.7970722 


68 


23 


.1526708 


.8473292 


.3596699 


.0596532 


.7799707 


67 


24 


.1654347 


.8345653 


.3715724 


.0672884 


.7624135 


66 


25 


.1786062 


.8213938 


.3830222 


.0754823 


.7444355 


65 


26 


.1921693 


.8078308 


.3940055 


.0842415 


.7260735 


64 


27 


.2061079 


.7938921 


.4045084 


.0935708 


.7073636 


63 


28 


.2204036 


.7795964 


.4145188 


.1034732 


.6883427 


62 


29 


.2350403 


.7649599 


.4240241 


,1139498 


.6690480 


61 


30 


.2500000 


.7500000 


.4330127 


.1250000 


.6495189 


60 


31 


.2652642 


.7347358 


.4417483 


.1366211 


.6297915 


59 


32 


.2S08144 


.7191857 


.4493971 


. 1488090 


.6099040 


58 


33 


.2966310 


.7033684 


.4567727 


.1615573 


.5898943 


57 


34 


.3126968 


.6873033 


.4635920 


.1748579 


.5698003 


56 


35 


.3289899 


.6710101 


.4698463 


.1887009 


.5496592 


55 


36 


.3454915 


.6545085 


.4755282 


.2030748 


.5295083 


54 


37 


.3621813 


.6378187 


.4806307 


.2179661 


.5093846 


53 


38 


.3790391 


.6209609 


.4851478 


.2333598 


.4893237 


52 


39 


.3960442 


.6039558 


.4890738 


.2492387 


.4693619 


51 


40 


.4131759 


.5868241 


.4924039 


.2655844 


.4495335 


50 


41 


.4304134 


.5695866 


.4951341 


.2823766 


.4298726 


49 


42 


.4477358 


.5522642 


.4972610 


.2995937 


.4104124 


48 


43' 


.4651217 


.5348782 


.4987821 


.3172122 


.3911853 


47 


44 


.4825503 


.5174497 


.4996955 


.3352075 


.3722223 


46 


45 


.5000000 


.5000000 


.5000000 


.3535534 


.3535534 


45 




<»•• X 


sin* JT 


sin jT cos ;r 


cos* jr 


8in«;r 


X 
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TABLE XXVIII (Winkler). 













sin X 






X 


X sia jr 




X cos jr 




X 






O 





1.5707963 








1 
I 


.6366197 


90 


I 


0.0003046 


r.5531061 


.0174506 


.0271096 


0.9999486 


.6436748 


89 


2 


.0012182 


1. 5349541 


.0348853 


.0536018 


.9997967 


.6506919 88 


3 


.0027404 


1-5163554 


.0522881 


.0794688 


.9995428 


.6576697 ; 87 


4 


.0048699 


1.4973273 


.0696431 


.1047033 


.9991875 


.6646070 


86 


5 


.0076058 


1.4778850 


.0869344 


.1292982 


.9987307 


.6715028 


85 


6 


.0109462 


1.4580453 , 


.1041458 


.1532468 


.9981757 


.6783559 


84 


7 


.0148892 


1.4378255 


1212623 


.1765428 


.9975147 


.6851651 ■ 83 


8 


.0194324 


1. 4172388 


1382684 


.1991804 


•9967479 


.6919290 ; 82 


Q 


.0245727 


I.3963116 


1551457 


.2211540 


.9958928 


.6986465 


81 


lO 


.0303073 


1.3750509 . 


17x88x4 


.2424585 


•9949309 


.7053168 


80 


II 


.0366327 


1.3534774 . 


1884589 . 


.2630893 


.9938682 


.7119380 


79 


12 


.0435449 


1. 3316077 


2048627 


.2830419 


.9927055 1 


.7x85100, 78 


13 


.0510398 


1.3094594 . 


22x0775 . 


.3023125 


.99x4420 1 


.7250297 ' 77 


14 


.0591126 


1.2870480 


2370880 


.3208974 


.9900789 1 


.7314980 ' 76 


15 


.0677587 


1.2643939 . 


2528788 , 


3387933 


.9886157 


■7379131 75 


i6 


.0769725 


I.2415131 


2684355 , 


.3559977 


.9870534 


.7442735 ' 74 


17 


.0867484 


I.2184185 


28374x3 , 


•3725079 


.9853918 


.7505785 73 


i8 


.0970806 


I.1951320 


29S7832 


3883223 


.9833316 


.7568267 72 


19 


.1079625 


I.1716702 


3135459 . 


4034387 


.9817725 


.7630x74, 71 


20 


.1193876 


1. 1480497 


3280x46 


4178564 


.9798155 


.7691489 70 


21 


.1313487 


I.1242S96 


3421750 . 


4315745 


.9777607 ; 


.7752204 


69 


22 


.1438386 


I . IOU4046 \ . 


3560x30 , 


.4445923 


.9756082 


.7812309 68 


23 


.1568495 


I.0764112 . 


3695144 . 


.4569094 


.9733584 


.7871798 


67 


24 


.1703731 


1.0523289 : 


3S26650 


.4685270 


.9710122 


7930653 


66 


25 


.1844020 


1. 0281752 


3954514 . 


4794460 


.9685698 


.7989851 


65 


26 


.1989265 


1.0039628 


4078597 . 


4896654 


.9660318 


8046422 


64 


27 


.2139380 


9797109 , 


4198760 


4990726 


.9634002 


.8105204 


63 


28 


•2294272 


.95544" 


4314897 . 


50801 7 I 


.9606691 


.8159544 


62 


29 


.2453842 


.9311647 


4426849 . 


5161530 


.9578462 , 


8215086 


61 


30 


.2617994 


.9068996 


4534498 


5235988 


.9549298 


,8269933 


60 


31 


.2786605 


.8826632 . 


4637722 


5303574 


.9519194 . 


8324079 


59 


32 


.2959628 


.8584731 


4736395 


5364335 


.9488167 . 


.8377498 


58 


33 


.3136S96 


.8343410 


,4830396 . 


5418275 


.9456220 . 


,8432167 


57 


34 


.3318318 


.8x02883 


49x9608 


5465465 


.9424352 


,8482206 


5^ 


35 


-3503779 


.7863297 


5003915 . 


5505941 


.9389574 . 


.8533443 


55 


36 


.3693163 


.7624804 


5083202 


.5539746 


.9354896 


.8583937 


54 


37 


.3886352 


.7387573 


.5157363 


5566936 


.9319313 ' 


.8633671 


53 


38 


.4083222 


.7151757 . 


^5226286 


.5587567 


.9282843 


,8682632 


52 


39 


.4283649 


.6917516 


^5289864 


.5601695 


.9245487 - 


.8730820 


51 


40 


.4487501 


.6685000 


.5347999 


.5609380 


.9207255 


.8778223 


50 


41 


.4694661 


.6454363 


.5400590 


.5610692 


.9168148 


.8824831 


49 


42 


.4904986 


.6225756 


.5447538 


.5605695 


.9128181 


.8870639 


48 


43 


.5118340 


.5999330 


.5488748 


.5594464 


.9087354 


.8915636 


47 


44 


.5334592 


.5775230 


.5524133 < 


.5577075 


.9045682 


.8959812 


46 


45 


.5553604 


.5553604 


.5553604 . 


.5553604 


.9003163 


.9003163 


45 






X sin X 




jrcos X 




Rin X 

X 


X 
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TABLE XXIX (Winkler). 



X 


jr«n*;r 




jrCOS* X 




X sin X cos X 


• 




O 





1.5707963 














90 


I 


0.0000053 


1.5528336 


0.0174480 


0.0004731 


0.0003046 


0.0271055 


89 


2 


.0000425 


I.534019I 


.0348641 


.0018707 


.0012175 


.0535055 


88 


3 


.0001434 


1. 5 142774 


.0522165 


.0041591 


.0027366 


.0793599 


87 


4 


.0003397 


1 .4936797 


.0694735 


.0073037 


.0048580 


. 1044483 


86 


5 


.0006629 


1. 4722610 


.0866036 


.0112691 


.0075768 


.1288061 


85 


6 


.0011445 


1.4500577 


.1035753 


.0160187 


.0108862 


.1524072 


84 


7 


.0018145 


I.4271082 


.1203585 


.0215152 


.0147782 


.1752269 


83 


8 


.0027036 


1.4034495 


.1369227 


.0277206 


.0192432 


.1967883 


82 


9 


,0038440 


1.3795486 


.1532356 


.0345961 


.0242696 


.2184312 


81 


lO 


.0052628 


I.3541611 


.1692701 


.0421025 


.0298469 


.2387751 


80 


II 


.0069898 


1. 3286104 


.1849964 


.0501998 


.0359597 


.2582557 


79 


12 


.0090536 


I./3025090 


.2003859 


.0588477 


.0426032 


.2768568 


78 


13 


.0114814 


1.2758979 


.2154113 


.0669182 


.0497316 


.2898545 


77 


14 


.0143007 


1. 2515824 


.2300454 


.0776321 


.0573578 


.3113654 


76 


15 


.0175372 


I.2213107 


.2442622 


.0876861 


.0654498 


.3272492 


75 


i6 


.0212165 


1. 1934 1 74 


.2580362 


.0981263 


.0739907 


,3422069 


74 


17 


.0253628 


I.1651794 


.2713432 


.1089108 


.0829579 


.3562311 


73 


i8 


.0299996 


I. 1366392 


.2841597 


.1199979 


.0923291 


.3684670 


72 


19 


.0351491 


1.1078370 


.2964635 


.1313468 


.IO20S06 


.3814589 


71 


20 


.0408330 


I.0788151 


.3082329 


.1429154 


.1121876 


.3926566 


70 


21 


.0470712 


1.0496147 


.3194479 


.1546625 


.1225963 


.4029094 


69 


22 


.0538829 


1.0202775 


.3300896 


.1665472 


.1333648 


.4122188 


68 


23 


.0612860 


0.9908418 


.3401397 


.1785287 


.1443808 


.4205874 


67 


24 


.0692976 


.9613504 


.3495819 


.1905671 


.1556439 


.4280207 


66 


25 


•0779317 


.9318432 


.3584015 


.2026227 


.1671250 


.4345256 


65 


26 


.0872036 


.902355S 


.3665819 


.2146552 


.1787939 


.4401084 


64 


27 


.0971256 


.8727278 


.3741122 


.2265743 


.1906187 


.4446770 


63 


28 


. 1077095 


.8436043 


.3809827 


.2384996 


.2025721 


.4485524 


62 


29 


.1189646 


.8144150 


.3871810 


.2502359 


.2146179 


.4514376 


61 


30 


.1308998 


.7853982 


.3926990 


.2617994 


.2267254 


.4534498 


60 


31 


.1435218 


.7565900 


.3975304 


.2731543 


.2388603 


.4546051 


59 


32 


.156S363 


.7280265 


.4016691 


.2842664 


.2509907 


.4549215 


58 


33 


.1708476 


.6997373 


.4051110 


.2951004 


.2630822 


.4544147 


57 


34 


.1855580 


.6717595 


.4078540 


.3056249 


.2751010 


.4531075 


56 


35 


.2009685 


.6441236 


.4098967 


.3165358 


.2870128 


.4510202 


55 


36 


.2170789 


.6168597 


.4112396 


.3256181 


.2987832 


.4481748 


54 


37 


.2338865 


.5899977 


.4118853 


.3350265 


.3103779 


.4445962 


53 


38 


.2513883 


.5635661 


.4118369 


.3440050 


.3217622 


.4403062 


52 


39 


.2695787 


.5375920 


.4110997 


.3525260 


'.3329020 


.4353334 


51 


40 


.2884511 


.5121006 


.4096806 


.3605649 


.3437628 


.4297035 


50 


41 


.3079975 


.4871170 


.4075877 


.3680945 


.3543106 


.4234443 


49 


42 


.3282075 


.4626638 


.4048309 


.3750942 


.3645114 


.4165892 


48 


43 


.3490699 


.4387632 


.4014216 


.38154T5 


.3747317 


.4091532 


47 


44 


.3:05725 


.4154354 


.3973728 


.3874163 


.3837385 


.4011812 


46 


45 


.3926991 


.392699^ 


.3926991 


.3926991 


.3926991 

• 


.3926991 


45 






X sin* X 




X cos' X 




X sin X cos X 


X 
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TABLE 

Table of Data in Connection with Masonry 



Name. 



3' 
4- 
5. 
6. 

7. 



I. Trezzo, over Adda, Italy 

9. Cabin John, Wash., D. C Aq. 

Jaremcze, Pruth, Austrian State Ry. 

Grosvenor, over Dee, Chester, Bng 

Gour Noir, France Ry. 

Vieille Brioude, over Allier, Prance 

Ballochmyle, Ayr, Scotland Ry. 

8. Munderkinfiren, Danube, Met. Hinges (3)... 

9. Vieille-Brioude, France 

xo. Wheeling, W. Va 

XX. London, New, Thames 

la. Gloucester, England 

13. BIyria, Ohio 

X4. Turin, Italy 

15. Putney, over Thames 

10. Alma, Paris 

X7. Pont-y-tu-Prydd, over Taff, So. Wales 

38. Coulouvreni6re, Concrete, Geneva 

19. Aberdeen, over Den Bum 

90. Neuilly, Seine, France 



9x. Mantes, Seine, France 

99. Maidenhead, Bng Ry. 

93. Vingeanne Viaduct near Oisilly, France. Ry- 

94. Bourbonnais, France Ry. 

95. Waterloo, Thames 

96. Tongueland, over Dee 

97. Cresheim, Phila., Fairmount Park.... Sewer 

98. Napoleon, Paris Ry. 

99. Grand-Maftre. Fontaineblcau 

30. Nantes, over Loire, France 

31. Mantes, over Seine, France 



39. Murr, Marbach, 



33. Alcantara, over the Tagus, Spain 

34. Tees at Winstone 

35. Orleans, over Loire, France 



36. Blackfriars, over Thames. 



37. 

38. 

39- 

4«- 

42. 
43- 
44- 
45- 

46. 

47. 
48. 

49- 



Rtherow River Ry . 

Bishop-Auckland 

Wellington, over Aire, Leeds 



Rialto, Venice 

Grand, Sadne Charrey 

Trinity. Florence 

LouisXIV 

Enz, near Hofen 

Sioneleigh, Warwickshire 

Dean, near Edinburgh 

Tayat Dunl:eld 

Licking Aqueduct, C. ft O. Canal 
Dorlaston 



Date. 



1380+ 

» 853-9 
1899-3 

»833 
x888+ 



1893 

'354 
1893 
1831 



1886 

■ ■ • • • 

1886 



w 



»755 
1896 

1801+ 

773 (. 

774 » 
1757 I 
«765) 
1837 



1816 

1801+ 

1893 

» • ■ . • » 

1869 



3 »757 \ 
\ 176s I 

Z887 



105 

1769 
j 1750 
\ 1760 
\t760* 
\ «77oJ 



\ 



1388 

1819 

{ «5S8 \ 

1888 
1566 



Engineer. 



Order of Visconti. . 

Meigs 

HUS8(?) 

Hartley 

Draux 

Romans 

Miller 

Bois 



Greiner& Estone. 
Hogeft White.... 
Rennie (George). . 

Telford 

Kinney 

Mosca 

Bazalgette 

Darcel 

Edwards 

Bois 

Telford 

Perronct 



Hupeau. 
Brunei . . 



Vaudray. 
Rennie .. 
Tel lord . 
Webster., 
Couche . 
Belgrand. 



Hupeau. 



Trajan... 

Robinson. 

Hupeau.. 



Mylne.. 
HaskoU. 



Rennie 

Antonio da Ponte 



1885 



1809 



Ammanati 

Perronet . . 

L'cbbraod. 

Rennie.... 

Telford... 

Telford... 

Fisk 



No. of 
Spans. 



(?) 



X 

x 



I 
9 



9 

X 



3 

9 
7 



9 

X 
X 



6 

X 

9 



5 

3 



I 

X 



Span 
9r 



Fl 

251 

990 

213 

900 

196.8 

183.8 

180 



164 
160 
159 

5 15a 

«5o 

X '150 

Iijs 

5 |m4 
140 



131. 9 
»30 

198.9 

Z98.S 
X38 

127 

194 

lao 

118 

116 

116 

115.8 

M5.9 

"5-4 
zi4.8(?) 

110 (?) 

108.8 

106.9 

100 

too 
100 
100 

98.5 

98.4 

9^.8 

94 

91.8 

99 

90 
90 
90 

87 



* This table has been compiled with much labor, and unfortunately many dates sod 
be fairly correct. Authorities consulted did not agree in dates, names of the engineers, nor 
note have been omitted, as data concerning them were not at hand. 
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xxx.» 

Arches constructed at Various Periods. 



3 

4i 



Rise, 
k. 



Ft. 



57.0 
59*6 
4a. o 

5' 5a-8 
70.6 
90.5 

16.4 



9 
10 



aS 



»»i 37. 
", 35 
13 
M 

15 

16 

17 
x8 



19 
30 

21 



aa 

23 
34 



37 
18 

«9-3 
a8 

35 

18.9 

43 
3» 

38.5 



34.3 

46 
6.9 

25! 30'5 
38 

31.9 
14.8 



96 

37 
38 

3;i 
30 



3« 
32 

33 
34 
35 

36 

37 
38 
39 

40 

4« 

4a 

43 
44 
45 
46 
47 
48 
49 



34-4 



10.9 
S5(?) 



99.1 



•5 

39 

»5 

•3 

13.3 

16(7) 
9.8 
9.3 
»3 
30 
30 
»5 

»3-5 



Depth 
of Key. 



Fl. 
4.0 

4-a 
6.89 

4.6 
5.6 

• • • ■ • 

4-5 
3-3 



4.5 
4-9 
4 5 
3.8 
4-9 
4a 

9.6 
3.0 



5« 

6.4(?) 
5-3 



a-7 
4-9 
3.6 
3-5 
4.0 



3-9 
8.3(?) 



40 
1.8 
3.0 



3.3 
3» 
3-7 

30 



9.8 
35 



Skew 



Ft. 

• • • a 

6.2 

10. 9 

7.0 

13-8 
6.0 
3.6 



6.0 
10. o 



4.5 



4.»-|- 



3.0 



7.0 



3.60 
8.0 
3.6 
4.0 



5-3 



4.0 
1.8 
7.0 



4.9 



4-9 



Curve. 



C. 
C. 
C. 
C. 

C. 



Semi-C. 
C. 



c. 

E. 
C. 
C. 

E. 
C.(?) 

c. 



E. 

E. 

B. 

E. 
C. 
E. 
C. 
C. 
C. 



E. 
E. 

C. 

Semi-C 



E. 
C. 

c. 
c. 



c. 

E. 
C. 
C. 
C. 
C. 
C. 
C. 
C. 



Spandrels. 



Arched void. 

Lateral arched openings. 



Lateral arched openings. 



Longitudinal arched voids. 



Longitudinal arched voids. 
Do 



Gravel and stone 

Longitudinal voids.... 



Lateral voids. 
Longitudinal arched voids. 



Longitudinal voids 

Lateral arched openings. 



Longitudinal voids 

Longitudinal arched spandrels. 



Lateral arched openings 



Longitudinal arched voids. 



Remarks. 



Lateral arched voids covered 
with side walls 



Spandrels filled with earth. 



Lateral voids. 



Destroyed byCariiiagnolat4x6 

7 small arches. 
Lead in Joints. 

Fell i8aa; max. span given. 

\ Ring has max. thickness at 
) haunches. 
Span i5i(?) by some. 

Max. span, given. 

Amherst sandstone. 

Other spans 1 19 and iso. 
Wton. 

t Ring has max. thickness at 
( haunches. 



Side spans, 115.4 X 34-9- 
Brick in cement. 

Cut G[ranite. 
Granite. 

Buff sandstone. 



Side arches No. at. 

i Lead at crown and spring- 
' ins joints. 

i Dimen. for centre spans ; 
\ one span now standing. 

Dimensions for central arch. 

j Replaced 1864-9. Dimen- 
( sions for centre arch. 

Stone near site. 

Side spans 87.6. 

Lead at crown and springing. 

Dimensions of centre arch. 



dimensions could not be obtained. Some of the data may not be exact, but it is believed to 
dimensions ; in such instances only the data given by one has been stated. Some arches of 
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TABLE 



Date. 



2CoLof Sfaa 



9>' 

$«' 

5* 

53- 

54- 

55- 

5«. 
57- 
53. 
59- 

6f. 

«4- 

66. 

67. 
68. 

6;). 
TO- 
7»' 
7». 
73- 
74. 
75- 
76. 

77. 

7«. 

TV- 
80. 
81. 

89. 

83. 

84. 
85. 
86. 

87. 
88. 

89 

90. 
91. 
92. 
93. 
04. 
9S. 
96 

97- 
98. 

99- 
too. 
101. 
103. 
103. 
104. 
105. 
S06. 
107. 
X08. 



Viadoct over Crocizc, Midland Rjr./Fraacc 
Elkadcr, Iowa | i8» 

Pont Rojral, Setoc, Paris 

Tnlport Ry. j 

Coocmaoch Viaduct Pemia. Rjr 

Royal Border Viaduct 

Po4en Viaduct 

SchuylkiU Fall* Rjr. 1890 

v^leaos. francc ............. «••••■••••••• -•••.. 

Hutchcaon, Glasgow 

Fal.t P.ftR.R7. ... 



1685 Maoard 



6 



Fl 
8a 
S4 
«3 



Nichols I 



T»r"Penh \\1^^\ 

St. Maxence. over Oiie, France liTstf 

Westminster Thames 1747 

Albany St. Arch, N. Bmnswick. N. J. | 1893 

Karn Kirer, Scotland 

AllentowD, Enifland 

Black KtKk Tunnel Bridge P. ft R. Rjr 

R^linbur^h 

Swdtara P. ft R. Ry 

Brent Viaduct, England Ry. . 1837 

Orerf^a Ry. I 

We) leHlcy. Limerick , 

Stamen Thames 

Over Ouse, near York Ry 

Row, over f.ea 1837 

Houghton RiTcr, England — Ry 

Teviot-Tweed Bridge I1795} 

Rtvanna Aqueduct 

Coldstream, over Tweed.. 

Conemaugh Viaduct, New Pa. Ry. 

Saumur, over arm of Loire 

Rewdley, England 

Chestnut St.. Phila 

Carrol lion Viaduct 

I.lanrwst, over Conway, Wales, , 

Glatt at Neuoeck 



Perrooet 
Labalye. 



Ry. 



Monocacy Viaduct C. ft O. Canal 

Stirling, Forth 

.Nemours, France 

Abattoir St., Paris Ry. 

Dole, over Doubs, France 

Chlicau-rhierry, France 

Avon Viaduct 

Filbert St Pcnna. Ry. 

Race St.. Phila P. A R. Ry. 

James River Aoueduct, Va 

Over Cree, at Newton Stewart 

Byrd Creek Aqueduct 

T)rH Basses-Granges, France 

Pc»mcs, over Oignon, France 

Over the Rsk at Musselburgh 

Penna. Ry 

Couturetie, Arbois. France 

Moret, over Loing, Concrete Aqueduct 

St. Chamas, France 

Tonoloway Culvert C. ft O. Canal 

South St. Bridge B. A P. Ry. 



'Dean ft 

'Rennie 

-StepheosoQ... 
Robinson 

iMylne 

iOsbora 

Bmoel 

Brathwaite 

Nimino .. 

Geo. Rennie... 
Greene . ... 
Walker ft Barg 
Haskoil 

EllioC 



9 
3 



7 
3 



1771 ? 

1890 
i 1756 » 
I »77of 



5 

3 

3 

I 



Ellet .... 
Smeaton . . 
I Brown . . . 

De Voglio. 

iTelford... 
Kneass ... 



1636 



Inigo Jones 



Fisk 

Perronet . 



X893 



Perrooet . 
Vignoles . 



1869 



Wilson 
Ellet .. 
Rennie, 
Ellet .. 



Bertrand . 
Rennie . . , 
Steele.... 



1887 



Belgrand. 
Roman .. 
Fisk.... 

Rr 



5? 

5 
5 



la 



3 



5 

I 



many 

X 

I 

X 



80 

79 
79 
7« 

77-0 
76.1 



75 
75 
75 
72 
7» 
70 
70 
70 
70 
66 
66 
66 
65 

65 

65 
64 
60 



60 
60 

58 
58 

55.8 

54.0 

53 

53 

S3 

5a 

5« 

50 

50 

50 

50 

50 

50 

49 

45 

45 

44 

43 

43-5 

4* 

40 

40 
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XXX.— (a«/ii»«^^.) 



so 
5" 
5a 

53 
54 

55 

56 
57 
58 

59 
60 
61 

63 
«3 



Rise, 
k 



Ft. 



Depth 
of Key, 



40 

40 

16 

36 

26. 

'3 

as 



6.5 



6438 



65 
66 

67 

68 

69 
70 
7« 
7a 



»S 
a4 

tl. 

16. 

36 

25 

«7 

«7 



73 «7 

74 8 



75 
76 

77 
78 

79 
80 
81 

82 

83 
84 

85 
86 

87 
88 
89 
90 
9« 
9a 
93 
94 
95 
96 

97 

98 

99 
100 

xoi 
loa 
103 
104 

105 
106 
107 
106 



»9 
13.8 

3a. 5 

17 

»5 



30 

31 

30 

18 
29 

17 

IX. o ? 

9.0 
10.3 

3.8 

S* 

«7.S 
17.0 

15.0 

7 
9.8 

7 

6.6 

7.0 

a4.S 

3-8 

s-s 

8.0 
6.x 

■ • • • ■ 

31 ? 

«5 
ao 



Ft. 



3.0 

4.6 



45 
30 

a. 7 

4.7 
3.0 

40 

3.50 

3.0 



5.0? 
7.6 

a. 4 ? 

a. 5 
a 8 
9.8 

3 5 
3.0 

3-8 
^S 
a. 3 
3-5 
a. 5 
a 8 



3.8 



a. 7 



a. a 
as 
a. 5 
x-5 

«.3? 

2-5 

a. 8 
3. a 
3.0 
3.8 
3.8 
a.o 
a.o 

3 « 

3.0 

1.8? 

2.8? 

4.0 

a. 8? 

3.0 

«-3 

3-4 
a.o 

a. 7 



Skew 



Ft. 



4.0 



3*5 



3.0 



xa.o .' 
14.0 

3 a? 
3.0 

a 8 



3'S 
3^8" 

• • " • 

5-8? 
7.0 ? 
4.0 

3.8 



4.0 



a. 7 



«-5 



a.5? 



3« 



a.5? 
4. a? 



a. 8? 



2.7 



Curve. 



C. 
C. 

E.* 

C. 

C. 
C. 

• • • 

E. 
C. 
C. 



Seg. 
C. 

c. 

E. 
C. 
C. 
C. 
C. 
E. 
E. 
E. 
C. 
E. 
E. 
C. 

C. 

C. 



Spandrels. 



Lonifitudinal voids. 
Broken stone? 



Masonry and earth. 



C. 



C. 
C. 
C. 

Seg. 

C. 



C. 
C. 
C. 
E. 

■ • ■ 

E. 
C. 
C. 
C. 
C. 
C. 
C. 
C. 
C. 

c. 
c. 
c. 
c. 
c. 
c. 



J Continuation of the arch 

\ stones. 

I Longitudinal arched voids 

I with side walls 

Masonry and earth 



Longitudinal voids. 



Longitudinal voids. 
Longitudinal voids. 
Longitudinal voids. 
Solid masonry 



Solid masonry. 



Masonry and loose stone. 



Longitudinal arched voids... 



Masonry and stone . 



Solid masonry. 



Spandrels with lateral voids. 



Masonry and earth. 



Remarks. 



Limestone. 

Dimensions for centre arch. 

j Sandstone in lime without 
( sand. 
Brick in cement. 
Brick in cement. 



> a small side arches. 
Brick ring. Small skew. 



Brick. Stone facing. 
Brick. 



Brick interior. 
Aberdeen granite. 

Dimensions for centre arch. 

Aqueduct ax X 5. 
Dimensions for centre arch. 
3 tracks on a*> curve. 



Brick in cement. 
Granite. 
Pointed at crown. 

i Lead in joints at crown and 

\ springing. 



Brick in cement. 
Brick in lime-mortar. 
Brick. 

Side spans 39 and 46. 
Aqueduct 21 x 5- 



Side spans 37 and 4a. 

Roman. 

Granite. N. Conway, N. H. 
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TABLE XXXI. 
Dimensions of Some Cast-iron Arches. 



Name, etc. 



I 



Southwark 

Sunderland 

St. Louis, Paris 

Water-pipe Bridge, 

Washington, D. C. 
El-Kantara, Algeria. 
Carrousel, Paris (wood 

arch cased with iron 

Chestnut St., Phila. ) 
(spandrel-braced) f 

Staines 

Gallon 




u- 



1819 Renoie 
1796 Burdon 
1867 Martin 

1S58 Meigs 

1864 ^Martin 

i834'-6 Polenceau 



I 



1866 
1802 



Kneass 



Lendal. 



Tewksbury 

New N. Bridge, Halifax.... 

Tees 

Bonar 

Craigellachie 

Buildwas 

D' Auscerlitz 

Coalbrookdale 

Bristol 



1862 'Page 

Telford 

i869?.Frazer 
1837 'Hambley 
i8ii-2'Telford 
1812? Telford 
1796 Telford 
1806 iLamande 
1779 Darby 



Nottingham. 
Myton 



New Logan 

River Meuse Ry. 

Vauxhall 

Carrington 

Pont du Lou V re 

Laason 

St. Denis 



200.0 

188.3 , 
187.0 



1871 

1868 

1890 

1847 
1816 

1842 

1803 

1794 

1808 



185.0 

180.0 I 
180.0 

172.2 

170.0 
160.0 I 
150.0 
150.0 
150.0 
130.0 
106.0 ' 
100.5 ' 

lOO.O ' 



100. o 



Tarbottom \ loo.o 

( Gordon f 
Bell & Miller; 
Geo. Rennie 
Walker 
Wood 



91.0 
82.0 
78.0 
70.0 
57.0 
430 
39.4 



20.0 
26 2 
16.5 

20.0 

16.0 
18.0 



17.0 
16.0 
16.0 
20.0 
20.0 
30.0 
10.7 
50.0 
I5-0 

10. o 

10.5 

18.3 
10.0 
29.0 
5.0 
10.7 

3.2 



Circles. 
Vertical. 

JLigbt. 

lOmamental. 
^ 3 Light or- 
i namental. 
Vertical, 
with or- 
naments. 



1 



! 



Light or- 
namental. 



'Vertical. 
Vertical. 
Braced. 



_ ] Vert.orna- 

' \ mental. 

jOrnamental. 

'Braced. 
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TABLE XXXII. 
Dimensions of a Few Wrought-iron or Steel Arches. 



Name, etc. 



|Ry. & Hy. 



Viaur Viaduct, France Ry. 

Luiz I., Douro Hy. 

Niagara, spandrel- 
braced. 
Garabit Viaduct... 

Pia Maria Ry. 

St. Louis Ry. & Hy. 

Grunthal Bridge 

Washington Hy. 

Paderno Viaduct. . . . Hy. & Ry. 

Minneapolis, spandrel- \ „ 
braced. ' ^"Hy. 

Rochester, spandrel-braced. . . . 

Pont de Szegedin 

Stony Creek Can. Pac. Ry. 

Pons Palatinus*. 



Date. 



EDgioeer. 



1888? 

1877 Seyrig 



1897 



Buck 



1884 i Eiffel 
1877 ? Eiffel 
1874 Eads 

1890 

1888 
1887? 

1888 
1890 



Coblenz. 



Pestb, spandrel-braced 

Verona H y. 

Arcole Bridge, Paris 

Blaauw-Krautz, spandrel- \ 
braced j-.... 

Pont Morande, Rhone Hy. 

St. Giustina, Southern Tyrol.. 

Pont de Rouen 

Garibaldi, Rome, spandrel- ) 

braced, ) * ' 

Cerveyrette Gorge, France, Hy. 

Marburg 

Cedar Ave., Baltimore 

spandrel-braced. 
Railway bridge over canal ) 

St. Denis. J" ' ' 

Street bridge over canal 

St. Denis at Villette. 

Theiss at Szegedin 

Ruhr at Mtihlheim 

Cron at St. Denis, first ) 

wrought-iron arched bridge, f 
Albert over Clyde, latticed \ 

spandrels. ) ' ' 

ioth Street Bridge 

spandrel-braced. 



i 



I- 



■• \ Ry. 



1893 
1S82-5 

1866 

1873 

1884 

1855 
18S4 

1889 
1889 
1889 

1892 

1892 



Hutton 
Rothli 
bergei 

Sewall 

Buck 



j Rothlis- ) 
j berger J 



Peterson 



I 

I 



Lauter 
f Harwich 
& Stern- 
berg 
Gouin 
Biadego 
Oudry 
j Max Am ) 
\ Ende S 
Tavernier 
Hagen 
Cadart 

Vescovali 

Baldy. 



• • . . 



1891 
1858 

1867 

1858 



Latrobe 



1808 
1870 
1870 



Bell & Miller 
Wilson 



Spaa. 



Ft. 
820.0 
566.0 

550.0 

541.3 
525.0 
520.0 

513.3 
510 o 
492.0 

456.0 

416.0 
361. 1 
336.0 

334.1 

315.0 

305.0 
291.3 

262.5 
229.6 

221.1 
196.8 
1 79. 1 

173.7 

172.2 
172.3 

150.0 
148.3 

147.7 

138.8 
I18.5 



II4.O 
64 I 



Rise. 



Ft. 
150.0 
146.4 

II4.0 

186.6 
122.4 

47.0 
clear 
137.8 

91.7 

122.8 



{clear ) 
137.8 f 



i about I 
90.0) 
67.0 
28.0 
80.0 

f radius ) 
455-1 \ 

31-5? 



8.0 
32.8 
20.7 

97.0 

14.6 

36.7 
14.9 

6.3 
37.7 



38.0 



12.0 



No. of 
Hinges. 



3 
O 



2 
2 

O 

2 

2 
O 

3 
2 

3 

2 



2 

2 
O 



2 A O 

2 
2 & O 

O? 

O 



2 

3 
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A TREA TISE ON ARCHES. 



TABLE XXXIII. 
Dimensions of a Few Metal Roof-arches.* 



Name, eic. 



Liberal Arts Building. ) 

Columbian Exposition | ' * 
Roof Main Hldg., Lyons Ex. 
Train-shed, Phila., Pa. Ry.. 

Station, Pbila., P. & R. Ry. 

Jersey City, Phila. Ry 

St. Pancras Ry. Station 

Cologne, train-shed 

Dome, Horticultural \ 

Bldg.. Col. Ex. S 

Drill-hall, 22d Reg., N. Y.. 

I2th " *• .. 

1st *• Chicago 
Dancing-hall, Saltair Beach. 
Machinery Hall, Colum- \ 

bian Exposition. \ ' ' 
Cleveland Arcade 



Date. 



1892 

1894 
1893 

1892 
1891 
1 868 
1892 
1892 

1889 

1888 
1894 
1893 

1802 
1890 



Eogineer. 



Shankland 



Brown 
Wilson 
Brown 
Barlow 



Jenney 

Williamson 

Schneider 

Shankland 

Kletting 

Shankland 

Eisenmann 



Span. 



Fi. 
368.0 

361.0 
300.0 

259.0 

252.7 

240.0 

209.0 

181. 6 

176.0 

171. 3 
155.5 
118.7 

clear 

II5.2 

50.0 



Rise. 



Ft. 

206.3 

108.0 
108.5 
j clear [ 

i 88.0 s 
89.8 

j clear 
i 124.8 

78.7 



91.0 



No. of 
Hinges. 



3 

2 

3 

3 

3 
o 

2 

o 



1 1" I ♦--°<' 

55.6 tie-rod 1 

77.5 3 

540 3 

clear } 
93.5) 



23.0 



3 
3 



* These dimensions are sometimes Riven '* in clear " and sometimes centre to centre of 
pins. When possible we have designated " in clear " by placing the word clear above the 
dimension figures. 
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FACE 

Alexander and Thomson's method » • # • 234 

Appendices 263 

Application of vertical loads 159 

Applications, Chapter VII.. 159 

Arch-ring, thickness of, at skew-back 225 

Axial stress, effect of 272, 283 

Brick arch 228, 254 

Catenary, equation of 234 

two-nosed . - . 236 

transformed 235 

Circle, the three-point 238 

" described 238 

Circular arch, — —= constant: 

/i 

Curve, general equations for 39, 88 

2/0, general expression for 90 

2/x, general expression for 93 

^y, general expression for 95 

Symmetrical circular arch : 

Ac^ general expression for 97 

Al\ general expression for 96 

Symmetrical circular arch with two hinges : 

J<f> (see general equation) 90 

Ax (see general equation) 93 

Ay (see general equation) 95 

Hi for horizontal load, Nx included 42, T02 

*• " neglected '. 41, loi 

' ' changes of temperature 42, 1 03 

" *' in length of span 42, 103 

' ' vertical loads, Nx included 40, 100 
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346 INDEX. 

PAGB 

/^i for vertical loads, ^x neglected 39t 9^ 

Vi ' ' horizontal loads, Nx included 42, 103 

•' ** *' " neglected 42,102 

" vertical loads, Nx neglected 39, 99 

xa for horizontal loads, Nx neglected 41, 102 

y^ for vertical loads, Nx included 40, loi 

" " " *• neglected 40, 100 

Symmetrical circular arch without hinges : 

^<f} (see general equation) 90 

^x (see general equation) 93 

^y (see general equation) 95 

Hi for horizontal loads, Nx neglected 44, 106 

" changes of temperature, Nx neglected 45, 107 

change in length of span, Nx neglected 107 

changes in ^(p^, Nx neglected. 107 

vertical loads, Nx neglected 43, 104 

general expression for xo8 

Ml for horizontal loads, Wo; neglected 44, 106 

changes of temperature, Nx neglected 108 

changes in length of span, Nx neglected 108 

vertical loads, Nx neglected 43, 104 

general expression for 109 

Vi for horizontal loads, Nx neglected 45, 107 

" vertical loads, Nx neglected 44, 105 

Jof yxt and^'s, values of, for vertical loads, Nx neglected 44. 105 

Comparison of four types of arches : 

Hx for vertical loads 144 

" changes of temperature. 153 

Mx for horizontal loads 155 

" vertical loads 151 

Mx for symmetrical parabolic arch with two hinges, vertical loads 

only, table of values 153 

Mx for arch without hinges, table of values 152 

Vi for vertical loads 1461 

Vx for symmetrical parabolic arch with two hinges, vertical loads 

only, table of values 149 

Vx for arch without hinges, table of values 148 

Stresses, comparison of, for three types 156, 157 

Weights, comparison of, for three types 155 

Comparison of results of tests with theory 254 

*' '* ** '• Do uro spandrel-braced arch 221 

'* " " ** fixed parabolic arch 191, 198, 201 

" " St. Louis arch 213,209 

" " " " Dourobridge 186 

Concrete arch 228 
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Concrete 254 

Conclusions drawn from tests 255 

Co-ordinates jto.^o, etc 161 

Axt Ay^ As, and ^0, general formulas 6 

Data for St. Louis arch 204 

Deformation, general formulas for 1,6 

" measurement of 254 

" general formula for symmetrical arch 50 

Diagram for H\t spandrel-braced arch 221 

" " St. Louis arch 208 

" Mu St. Louis arch 215 

Distribution of loading, masonry arch 227 

pressure upon rectangular section 9 

general formulas for 8, 10 

Douro bridge, application of summation formulas to 182 

assumptions of loading for * 187 

relative error made in neglecting N^ 189 

spandrel-braced 217 

Earth-filled spandrels 230 

Equilibrium polygon, following axis. 226 

** *' equations for co-ordinates 17 

Examples: 

I**. Parabolic arch, two hinges, vertical loads 162 

2**. Parabolic arch, two hinges, horizontal loads 164 

3**. Parabolic arch, two hinges, temperature 165 

4**. Parabolic arch, fixed, vertical loads 166 

5"". Parabolic arch, fixed, horizontal loads. 171 

6°. Parabolic arch, fixed, temperature 175 

7**. Parabolic arch, fixed, uniform load 175 

8". Parabolic arch, fixed, vertical deflection 176 

9**. Circular arch, two hinges, vertical loads 177 

10°. Circular arch, two hinges, horizontal loads 178 

II*. Circular arch, fixed, vertical loads.. 180 

Examples, Alexander and Thomson's masonry arches 247-252 

External forces, general relations between 14 

Floor-arches, tests of 258 

Formulas for practical use 20-5 1 

Circular arch, hinged 39 

" " without hinges 43 

Parabolic arch, hinged 20 

" •* without hinges '. 29 

Summation formulas, general 4^49 

H\ (see Parabolic Circular, etc.). 

Horizontal loads, point of application of 160 

thrust for masonry arches 242 
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PACK 

Integrals employed in deducing Ax 263 

Ay 209 

Joints of lead 229 

Keystone, depth of 256 

Lead, joints of 229 

Linear arch, Douro bridge 182 

Loading for masonry arch 227 

Mx (see Parabolic Circular, etc.). 

Masonry arch 223. 

" spandrels 232 

Max Am Ende .... 217 

Maximum stresses, tabulation method 161 

Merriman.. 25& 

Monier arch 254 

Moments Mi and M% , character of 162 

Mx f maximum value of 22 

Parabolic arch, EO cos ip — constant : 

Curve, general equations for ... 52, 53 

A<f}f general expression for 54 

Axf general expression for 55 

Ay, general expression for 55 

Symmetrical parabolic arch: 

Acf general expression for 5S 

Al, general expression for '57 

A<pi , general expression for 57 

Symmetrical parabolic arch with two hinges : 

Acpa for horizontal loads, N^ neglected 64 

" general 54 

*' vertical loads, Nx neglected 60 

Ax for horizontal loads, Nx neglected 64 

Ay for horizontal loads, Nx neglected 65 

" vertical loads, Nx neglected 61 

Hi for horizontal loads, Nx included 28, 65 

** " *' "neglected 27,63 

" temperature changes 29, 66 

" changes in length of span 29, 67 

** uniform loads, iVx neglected 23,68' 

" " load over all 24,68 

" vertical loads, Nx included 26, 61 

" " '* neglected 20,58 

Mx for uniform loads, Nx neglected 24, 68 

*' " load over all 69 

table of values for vertical loads 153 

Vx table of values for vertical loads • 149 

Vx for horizontal loads, Nx included 66 



<< << 

<« 



INDEX. 349 

PACB 

J^ for horizontal loads, Nx neglected 27, 63 

uniform loads, N^ neglected 23, 68 

load over all « 69 

vertical loads 21, 58 

jTo for horizontal loads, Nx included 28 

•' •* " neglected 27,63 

y% for vertical loads, N^ Included 27, 63 

'• *• " •• neglected 21,59 

Symmetrical parabolic arch without hinges : 

^<f> for horizontal loads, Nx neglected 80 

J<p^ for vertical loads, Nx neglected 73 

^<p, general expression for 54 

^x for horizontal loads, Nx neglected 80 

'* vertical loads, Ax neglected 74 

general expression for 55 

^y for horizontal loads, Nx neglected 81 

** vertical loads, Nx neglected 74 

general expression for 55 

Hi for horizontal loads, Nx included 35, 8t 

•• " neglected 33,77 

" changes in length of span 37. 84 

** ** of temperature 36,83 

" " in 00 , 0/ , ^i^, etc 85 

" uniform loads 37, 86 

" " loadoverall 87 

" vertical loads, Nx included ' 31, 75 

*' •* " " neglected 29,71 

M\ for horizontal loads, Nx included 35, 82 

** " " " neglected 33, 78 

" changes of temperature 37, 84 

" " in 00, Jr, etc 86 

" uniform loads 37, 86 

" vertical loads, Nx neglected 30, 71 

M% for horizontal loads, Nx included 35, 82 

'• " ** " neglected 33,78 

" vertical loads, Nx included 32, 76 

" ** '• ** neglected 30.71 

JUx for uniform loads 86 

table of values for vertical loads 152 

Vx table of values for vertical loads 148 

Vi for horizontal loads, Nx included 36, 83 

" " •* *' neglected 34,78 

" uniform loads 37, 86 

" vertical loads, Nx included 76 

neglected 30, 72 
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x^ for horizontal loads, Nx neglected 34, 80 

Xx for horizontal loads, Nx neglected 34, 79 

" vertical loads, Nx neglected 30, 73 

x% for horizontal loads, Nx neglected 34, 79 

" vertical loads, Nx neglected 30, 73 

y% yt , and^s for horizontal loads 34, 3^ 

" vertical loads 30, 72 

Symmetrical parabolic arch with one hinge: 

Hx for a single horizontal load 140 

" " " verticalload 139 

Mx for a single horizontal load 14a 

" •• " verticalload 139 

Vx for a single horizontal load 14a 

•• *' •« verticalload 139 

Pins, steel 230 

Reactions, character of 161 

" for Douro bridge 187 

Resultant, application of 11 

** ** " for several forces 18 

Rough quarry-stone arch 253 

Semicircular arch 285-288 

Seyrig 1IB2 

Spandrel-braced arch 218 

Spandrels (see Earth, Masonry, etc.)* 

Special formulas, deduction of 289 

Specifications, masonry arch, Austrian 256 

St. Louis arch 204 

Stresses, comparison of, three types 156, 157 

Stress diagram, Douro bridge 188 

Summation formulas applied to spandrel-braced arch 217 

" " ** " fixed parabolic arch 190 

•♦ two-hinged arch 1S2 

Summation formulas : 
Symmetrical arch with two hinges : 

Hi for a single horizontal load 50, 130 

vertical load 49, 130 

changes of temperature 50^ 130 

Symmetrical arch Tttithout hinges : 

Hx for a single horizontal load 48, 129 

" " " verticalload 46, 120 

** changes of temperature 49, 130 

Ml for a single horizontal load 48, 129 

4f K .1 vertical load : 47, 129 

Tests of arches 253 

Temperature, St. Louis arch 214 
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FACE 

7*x, maximuin value of 22 

Unsymmetrical loading, masonry arches 245 

Variable moment of inertia : 
Symmetrical arch with two hinges : 

If I for a single horizontal load 50, 127 

«' •* «« vertical load 49, 123 

" change of temperature 50 

Symmetrica/ arch without hinges : 

Hx for any symmetrical loading 115 

a single horizontal load 48, 118 

vertical load 46, 117 

" changes of temperature 49, 121 

Mx for any loading 112 

" a single horizontal load 48, 120 

<4 i< « vertical load 47, 119 

'' changes of temperature 49, X2i 

Symmetrical arch with one hinge : 

Hi for a single horizontal load 135 

" vertical loads 132 

Afi for a single horizontal load 138 

** vertical loads 134 

Vi for a single horizontal load 137 

" vertical loads 134 

Vertical loads (see Parabolic, Circular, etc.). 

" ** replaced by force and couple 159 

" " point of application of 159 

Weight, comparison of, for three types of arches 155 

Wind loads, assumptions concerning 160 

« " application of 160 
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BeBCriptlve circulars sent on application. 

Books marked with an asterisk are sold at net prices only. 

All books are twund in doth unless otherwise stated. 

AGRICULTURE. 

Cattle Feedino— Dairy Practice — Dibeaseb of Animals — 

QABDmruro, Etc. 

Armsbj's Manual of Cattle Feeding 12mo, f 1 75 

Downing's Fruit and Fruit Trees Sro, 5 00 

Orotenfelt's The Principles of Modern Dairy Practice. (WoU.) 

Idmo. 2 00 

Kemp's Landscape Gardening 12mo, 2 50 

Lloyd's Science of Agriculture 8yo» 4t 00 

Loudon's Gardening for Ladies. (Downing.) 12mo» 1 50 

Steel's Treatise on the Diseases of the Dog 8vo, 8 50 

'* Treatlseon the Diseases of the Ok dvo, 6 60 

Stockbridge's Rocks and Soils 8vo, 2 50 

Woll's Handbook for Farmers and Dairymen 12mo, 1 60 
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Building — Carpentry— Stairs— Ventilation, Etc. 

Berg's Buildings and Structures of American Railroads 4to, 7 50 

Birkmlre's American Theatres— Planning and Construction. 8yo, 8 00 
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Hatfield's American House Carpenter.. •«.• Sro, 5 00 
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Phelps's Practical Marine Surveying 8ro, 2 60 

Poweirs Army Officer's Examiner 12mo, 4 00 

Beod*8 Signal Service 50 

Sharpe's Subsisting Armies 18mo, morocco, 1 60 

Strauss and Alger's Naval Ordnance and Gunnery : 

Todd and Whall's Practical Seamanship 8vo, 7 60 

Yery's Navies of the World 8vo, half morocco, 8 60 

Wheeler's Siege Operations 8vo, 2 00 

Winthrop's Abridgment of Military Law 12mo, 2 60 

Woodhnll's Notes on Military Hygiene 12mo, morocco, 2 60 

Yonng's Simple Elements of Navigation.. 12mo, morocco flaps, 2 60 
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Smelting— Obb Dbbssino— AujOtb, Etc. 

Fletcherti Quant. Assaying with the Blowpipe.. 12mo, morocco, 1 60 

Furman's Practical Assaying 8vo, 8 00 

Kunhardt's Ore Dressing 8vo, 1 60 

* Mitchell's Practical Assaying. (Crookes.) 8vo, 10 00 

O'Drisooll's Treatment of Gold Ore^ 8vo, 2 00 

Ricketts and Miller's Notes on Assaying 8vo, 8 00 

Thurston's Alloys, Brasses, and Bronzes • 8vo, 2 60 

Wilson's Cyanide Processes 12mo, 1 60 

ASTRONOMY. 

Practical, Theobetical, and DsscRiPTiys. 

Craig's Azimuth 4to, 8 60 

Doolittle's Practical Astronomy • 8vo, 4 00 

Gore's Elements of Geodesy 8vo, 2 60 

Michie and Harlow's Practical Astronomy 8vo, 8 00 

White's Theoretical and Descriptive Astronomy 12mo, 2 00 

BOTANY. 

Gardening for Ladies, Etc. 

Baldwin's Orchids of New England 8vo, %1 60 

Loudon's Gardenhig for Ladies. (Downing.) 12mo, 1 60 
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Thom6'd Structural Botany .18ino, $3 2S 

Weatermaldr's General Botany. (Schneider. ) 8to, 2 00 

BRIDQES, ROOFS, Etc. 
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(See aUo Engikebbing, p. 6.) 

Boller'8 Highway Bridges 8yo, 2 00 

• " The Thames River Bridge 4to, paper, 5 00 

Burr's Stresses in Bridges Syo, 8 50 

Crehore's Mechanics of the Girder 8vo, 5 00 

Dredge's Thames Bridges 7 parts, 

Du Bois's Stresses in Framed Structures. 4to, 10 00 

Foster's Wooden Trestle Bridges 4lo, 6 00 

Greene's Arches in Wood, etc SrOi 2 60 

Bridge Trusses 8vo, 2 50 

Roof Trusses 8vo, 1 25 

Howe's Treatise on Arches Sto^ 

Johnson's Modern Framed Structures — 4to, 10 OO 

Metriman & Jacoby's Text-book of Roofs and Bridges. 

PartL. Streasea., 8yo, 2 50 

Mcrriman <& Jacoby's Text-book of Roofs and Bridget 

PartIL, Graphic Sutics ..< 8vo. 2 50 

Mcrriman & Jacoby's Text-book of Roofa and Bridges. 

Part in. . Bridge Design Svo, 6 00 

Merriman & Jacoby's Text- book of Roofs and Bridges. 

Part lY., Continuous, Draw, Cantilever, Suspension, and 

Arched Bridges (In preparation), 

• Morison's The Memphis Bridge ; Oblong 4to, 10 00 

Waddell's Iron Highway Bridges 8vo, 4 OO 

Wood's Construction of Bridges and Roofs 8vo, 2 OO 

Wright's Designing of Draw Spans 8vo, 2 50 

CHEMISTRY. 

Qualitative — Quantitative— Organic — Inorganic, Etc. 

Adriance's Laboratory Calculations 12ino, 1 ^ 

Allen's Tables for Iron Analysis Svo, 8 00 

Austen's Note» for Chemical Students 12mo, 1 ^ 

Bolton's Student's Guide in Quantitative Analysis Svo, 1 ^ 
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Classen's Analysis bj Electrolysis. (Herrick.) 8yo, 

Craf ts's Qaalltatlve Analysis. (Schaefler. ) 12nio, 

Drechsel's Chemical Reactions. (Merrill.). 12mo, 
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Hammarsten's Physiological Chemistry. (Maudel.) Svo, 

Helm's Principles of Mathematical Chemistry. (Morgan). 12mo, 

Kolbe's Inorganic Chemistry 12mo, 

Mandel's Bio-chemical Laboratory 12mo, 

>Iason'B Water-supply 8vo, 

Miller's Chemical Physics 8yo, 

Mixter's Elementary Text-book of Chemistry 12mo, 

Morgan's The Theory of Solutions and its Results 12mo, 

Nichols's Water Supply (Chemical and Sanitary) Syo, 

O'Brine's Laboratory Guide to Chemical Analysis 8vo, 

Perkins's Qualikatiye Analysis 12mo, 

Pinner's Organic Chemistry. (Austen.) 12mo, 

Ricketts and Russell's Notes on Inorganic Chemistry (Non- 
metallic) Oblong 8yo, morocco, 

Schimpfs Volumetric Analysis 12mo, 

Spencer's Sugar Manufacturer's Handbook . 12mo, morocco flaps, 

Stockbridge's Rocks and Soils 8yo, 

Troilius's Chemistry of Iron Svo, 

Wiechmanu's Chemical Lecture Notes 12mo, 

" Sugar Analysis 8yo, 

Wulling's luorganlc Phar. and Med. Chemistry 12mo, 

DRAWING. 

Elementary— Gkometrical—Tobographical. 

Hill's Shades and Shadows and Perspective 8yo, 

KaoCord's Descriptive (Geometry Bvo, 

'* Kinematics 8yo, 

*• Mechanical Drawing 8yo, 

Maban's Industrial Drawing. (Thompson.) 2 yols., 8vo, 

Reed's Topographical Drawing. (H. A.) 4to, 

Smith's Topographical Draw ing. (Macmillan. ) Bto, 

Warren's Descriptive Geometry d yols., 8vo, 
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" Problems and Theorems 8to, 

** Projection Drawing 12mo, 

'* Shades and Shadows 8yo, 

•• Stereotomy— Stone Cutting 8vo, 

Whelpley's Letter Engraying 12mo, 
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Illumination— Battesebs—Phtbics. 
Anthony and Brackett's Text-book of Physics (Magie). . . .Sro, 

Barker's Deep-sea Soundings 8yo, 

Benjamin's Voltaic Cell .8vo, 

Cosmic Law of Thermal Repulsion 18mo, 

Crefaore and Squier's Experiments with a New Polarizing Photo- 
Chronograph 8to, 8 00 

* iJredge's Electric Illuminations 2 vols., 4to, half morocco, 25 00 

Vol. n 4to, 7 50 

Gilbert's De magnete. (Mottehiy.) 8to, 2 50 

Holmau's Precision of Measurements 8to, 2 00 

Michie's Ware Motion ReUting to Sound and Light, 8to, 4 00 

Morgan's, The Theory of Solutions and its Results 12mo« 

Niaudet's Electric Batteries. (Fishback.) 12mo, 2 50 
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Thurston's Stationary Steam Engines for Electric Lighting Pur- 
poses 12mo, 1 50 

Tillman's Heat 8to, 1 50 
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Baker's Sunreying laslruinents. 12mo, 

Black's U. 8. Public Works 4to, 

Butts's Engineer's Field*book 12ino, morocco, 

Byrne's Highway Construction 8to, 

Carpenter's Experimental Engineering 9vo, 

Church's Mechanics of Engineering — Solids^and Fluids 8vo, 

" Notes and Examples in Mechanics 8vo, 

Crandall's Earthwork Tables Svo, 

Crandall's The Transition Curve 12mo, morocco, 

* Dredge's Penn. Railroad Construction, etc. . . Folio, half mor., 20 00 

* Drinker's Tunnelling '. 4to, half morocco, 

Eissler's Explosives — Nitroglycerine and Dynamite 8to, 

Gerhard's Sanitary House Inspection 16mo, 

Godwin's Bailroad Engineer's Field- book. 12mo, pocket-bk. form. 

Gore's Elements of Goodesy 8to, 

Howard's Transition Curve Field-book 12mo, morocco flap» 

Howe's Retaining Walls (New Edition.) 12mo, 

Hudson's Excavation Tables. Vol. IT 8vo, 

Hutton's Mechanical Engineering of Power Plants 8vo, 

Johnson's Materials of Construction 8vo, 

Johnson's Stadia Reduction Diagram. .Sheet, 22^x28^ inches, 

" Theory and Practice of Surveying 8vo, 

Kent's Mechanical Engineer's Pocket-book 12mo, morocco, 

Kiersted's Sewage Disposal 12mo, 

Eirkwood's Lead Pipe for Service Pipe 8vo, 

Maban's Civil Engineering. (Wood.) 8vo, 

Merriman and Brook's Handbook for Surveyors. . . .12mo, mor., 

Merriman's Geodetic Surveying 8to, 

** Retaining Walls and Masonry Dams 8vo, 

Mosely's Mechanical Engineering. (Mahan.) 8vo, 

Nagle's Manual for Railroad Engineers 12mo, morocco, 

Patton's Civil Engineering. .8vo, 

" Foundations Svo, 

Rockwell's Roads and Pavements in France 12mo, 

RufFner's Non-tidal Rivers 8vo, 

Searles's Field Engineering 12mo, morocco flaps, 

Searles's Railroad Spiral 12mo, morocco flaps, 
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Slebert and Biggin's Modern Stone Cutting and Masonry. . .8vo, 1 ^ 

Smith's Cable Tramways 4to» f8 60 

*' Wire Manufacture and Uses 4to, 8 00 

Spalding's Roads and Pavements ISmo, 8 00 

** Hydraulic Cement ISmo, 

Thurston's Materials of Construction 8to, 5 00 

* Trautwine's Civil Engineer's Pocket-book. ..ISmo, mor. flaps, 5 00 

♦ '• Cross-section Sheet, 26 

* * ' Excavations and Embankments 8vo, 2 00 

♦ • • Laying Out Curves. 12mo, morocco, 2 60 

Warren's Stereotomy— Stone Cutting .Svo, 2 60 

Webb's Engineering Instruments 12mo, morocco, 1 00 

Wegmann's Construction of Masonry Dams 4to, 6 00 

Wellington's Location of Hailwi^rs 8vo. 6 00 

Wheeler's Civil Engineering 8vo, 4 00 

Wolff's Windmill as a Prime Mover Bvo, 8 00 

HYDRAULICS. 

Water-wheels— Windmills— Service Pife^Drautage, Era 

{See also Enginsbkinq, p. 6t.) 

Bazin's Experiments upon the Contraction of the Liquid Vein 

(Ti-autwlne) 8vo, S 00 

Bovey 's Treatise on HydrauHcs ^ 8vo, 4 00 

Coffin's Graphical Solution of Hydraulic Problema 12mo, mor.. 2 60 

Ferrel's Treatise on the Winds, Cyclones, and Tornadoes. . .8vo, 4 00 

Qanguillet&Kutter'sFlow of Water. (Hering&Trnutwine ).8vo, 4 00 

Haeen's Filtration of Public Water Supply 8vo, 2 00 

Kiersted'a Sewage Disposal ISmo. 1 26 

Kirkwood's Lead Pipe for Service Pipe dvo, 1 50 

Mason's Water Supply 8vo, 6 00 

Merrimau's Tr&itise on Hydraulics 8vo, 4 00 

Nichols's Water Supply (Chemical and Sanitary) 8vo. 2 50 

Huffner*s Improvement for Non-tidal Rivers 8vo, 1 26 

Wegmann's Water Supply of the City of New York 4to, 10 00 

Weisbach's Hydraulics. (Du Bois.) 8vo, 5 00 

Wilson's L-rigation Engineering 8vo. 4 00 

WollTs Windmill as a Prime Mover 8vo, 8 00 

Wood's Theory of Turbines 8vo, 2 60 
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MANUFACTURES. 

AniUKB— BonJERS~-£XFLOSIYB8-*lKON— 8U6A»— W ATCHEfl — 

WoOLLB]!79| EtC. 

Allen's Tables for Iron Analysis 8to, $3 00 

Beaumont's Woollen and Worsted Manufacture 12mp, 1 50 

Holland's Encyclopsedla of Founding Terms 13mo, 8 00 

The Iron Founder 12mo, 2 60 

Supplement l&no, 2 50 

Booth's Clock and Watch Maker's Manual 12mo, 2 00 

Bottvier's Handbook on Oil Painting .12mo, 2 00 

Eissler's Explosiyes, Nitroglycerine and Dynamite Svo, 4 00 

Ford's Boiler Makiug for Boiler Makers. . ; 18mo, 1 00 

Metcalfe's Cost of Manufactures 8vd, 5 00 

Metcalf s Steel— A Manual for Sleel Users. « 12iiio, 2 00 

Reimann's Aniline Colors. (Crookes.). ... Svn, 2 60 

•Reisig's Guide to Piece Dyimig 8vo, 25 00 

Spencer's Sugar Manufacturer's Handbook. . • .12mo, mor. flap, 2 00 

Svedelius's Handbook for Charcoal Burners « 120)0, 1 50 

The Lathe and Its Uses •.. .. 8to, 6 00 

Thurston's Manual of Steam Boilers 8vo, 5 00 

West's American Foundry Practice. ...... 12mo, 2 6(^ 

•• Moulder's Text-book , 12mo, 2 60 

Wiechmann's Sugar Analysis • . , .8vo, 2 60' 

Woodbury's Fire Protection of Mills 8tio, 2 50 

MATERIALS OF ENOiNEERINQ. 

StBENGTB— KlASTICITT— RB8I6TAKCE, £tO. 

(See also I^qvukebxso, p. 6.) 

Baker's Masonry Construction 8vo, 6 00 

Beardslee and Kent's Strength of Wrought Iron 8vo, 1 50 

Bovey's Strength of Materials 8vo, 7 50 

Burr's Elasticity and Resistance of Materials 8vo, 5 00 

Byrne's Highway Construction Bvo, 6 00 

Carpenter's Testing Machines and Methods of Testing Materials 

Church's Mechanic's of JSnglneering^-t-Solids and Fluids. . . ..8vo, 6 00 

Du Bois's Stresses in Framed Structures 4fco, 10 00 

Hatfield's Transverse Strains i 8to, 6 00 

Johnson's Materials of Construction : « . . .Svo, 6 00 





Lanza's Applied Mechanics - 8to, 

*' Strength of Wooden Colamns 8to^ P^per, 

Merrill's Stones for Building and Decoration 8to, 

Merriman's Mechanics of MateriaU 8yo, 

Pattou's Treatise on Foundations 8yo, 

Rockwell's Roads and Pavements in France 12mo, 

Spalding's Roads and Payements 13mo, 

Hydnnllo Oemant ••••.18mo» 

Thurston's Materials of €!onstruction. 8yo, 

Thurston's Materials of Engineering 8 vols., 8yo, 

Vol. I., Non-metallic 8vo, 

Vol. n.. Iron and Steel 8yo, 

Vol. ni., Alloys, Brasses, and Bronzes 8to, 

Weyrauch's Strength of Iron and Steel. (Du Bois.) 8yo, 

Wood's Resistance of Materials 8yo, 

MATHEMATICS. 
CALOULU0— Gboiobtbt^Trigonoicxtrt, Etc. 

Baker's Elliptic Functions 8to, 

Ballard's Pyramid Problem • 8to, 

Barnard's Pyramid Problem 8vo« 

Bass's Differential Calculus 12mo, 

Brigg's Plane Analytical Geometry 13mo, 

Chapman's Theory of Equations 12mo, 

Chessin's Elements of the Theory of Functions 

Compton's Logarltbmio Computations 13mo, 

Craig's Linear Differential Equations 8vo, 

Davis's Introduction to the Logic of Algebn 8to, 

Halsted's Elements of Gteometry c..8to, 

** Synthetic Geometry Svo, 

Johnson's Curve Tmcing 12mo, 

Differential Equations^-Ordinary and Partial 8vo, 

Integral Calculus 12mo, 

Least Squares 12mo, 

Ludlow's Irf^arithmic and Other Tables. (Bass.) 8vo, 

' ' Trigonometry with Tables. (Bass. ) 8vo, 

Mahan's Descriptive Geometry (Stone Cutting) 8vo, 

Merriman and Woodward's Higher Mathematics 8vo, 

Merriman's Method of Least Squares 8vo, 
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Plftrker*8 Quadratttre of the Circle 8yo, |8 50 

Rice and Johxisoii's DiffereDtial and Integral Calculus, 

2to18. inl, 12mo, 8 00 

" Differential Calculus 8vo, 8 60 

'* Abridgmentof Differential Calculus.... 8vo, 1 ($0 

Searlea's Elements of Geometry 8to, 1 50 

Totten's Metrology 8yo, 8 60 

Warren's Descriptive Geometry 2 vols., 8vo, 8 60 

Drafting Instruments 12mo, 1 25 

Free-hand Drawing 12mo, 1 00 

*' Higher Linear Perspective 8vo. 8 50 

Linear Perspective 12mo, 1 00 

Primary Geometry 12mo, 75 

" Plane Problems 12mo, 1 25 

•• Plane Problems 12mo, 1 25 

** Problems and Theorems 8vo, 2 50 

'• Projection Drawing 12mo, 1 50 

Wood's Coordinate Geometry 8vo, 2 00 

" Trigonometry 12mo, 100 

Woolfs Descriptive Geometry Royal 8vo, 8 00 

MECHANICS-MACHINERY. 

Text-bookb and Pbaotical Works. 

(See al9o ^aansEsrsa, p. 8.) 

Baldwin's Steam Heating for Buildings. 12mo, 2 50 

Benjamin's Wrinkles and Recipes 12mo. 2 00 

Carpenter's Testing Machines and Methods of Testing 

Materials 8vo, 

Chordal's Letters to Mechanics 12mo, 2 00 

Church's Mechanics of Engineering 8vo, 6 00 

" Notes and Examples in Mechanics 8vo, 2 00 

Crehore's Mechanics of the Girder. 8vo, 5 00 

Cromwell's Belts and Pulleys 12mo, 1 50 

*• Toothed Gearing 12mo. 1 50 

Compton's First Lessons in Metal Working 12mo, 1 50 

Dana's Elementary Mechanics 12mo, 1 50 

Dingey's Machinery Pattern Making 12mo, 2 00 
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Prcdge's Tnws. Ezbibiu BoildiDg, Worid E^osttaoo, 

4lo. half mameooLftlS 00 

I>u BoiTftMechioks. YoL I.. KioeiiMalo 8yo. 3 50 

Vol. IL. Sistks 8vo, 4 00 

VoLni., Kiaetks 8ro. 3 50 

Fitzgerald's Bostoo Mftchioirt l^mo, 1 00 

FUUber'ft Dynamometera ISmo^ 2 00 

Bope DriTiog ISmo. 2 00 

Hall's Car LubriaUion l^mo» 1 00 

Hollj's Saw Filiiig 18mo. 75 

Lanza's Applied Mechanics Oro, 7 50 

^acCord's Kinematics Oro. 5 00 

Meniman's Mechanics of Materials Ovo, 4 00 

Metcalfe's Cost of Manufactaces. 8yo, 5 00 

Michie's Analytical Mechanics 8to. 4 00 

Mosely's Mechanical Engineering. (Malian.) Byo, 5 00 

Richards's CompiBSKd Air 13mo, 1 50 

Bobinson's Principles of Mechanism. Sro, .3 00 

Smith's Press-working of Metals Jb^o, 8 00 

The LaCbe and Its Uses ., 8vo, 6 00 

Thurston's Friction and Lost Work 8vo, 3 00 

** The Animal as a Machine 12mo, 1 00 

Warren's Machine Construction 2 vols., 8to, 7 50 

Weisbach's Hydraulics and Hydranlic Motors. <Du Bois.)..8yo, 5 00 
*' Mechanics of Engineering. Vol. III.» Part I^ 

Sec. L (KleUi.) Sto, 5 00 

Weisbach's Mechanics of Engineering. YoL III., Part 1., 

SecIL (Klehi.) .8vo. 6 00 

Weisbach's Steam Engines. (DuBois.).. 8vo. 5 00 

Wood's Analytical Mechanics 8vo, 3 00 

Elementary Mechanics 12mc» 1 25 

Supplement and Key 1 25 
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METALLURQY. 

Ibon— Gold— Silver— Alloyb, Etc. 

Allen's Tables for Iron Analysis 8vo, 3 00 

EglestOB's Gold and Mercury 8vo, 7 50 
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£gleitOB*s Metallurgy of Silver 8to, (7 50 

* Kerl's Metallurgy— Copper and Iron 8vo, 16 00 

* " '• Steel, Fuel, etc 8vo. 15 00 

Kunhardt'e Ore Dressing in Europe Sto, 1 60 

Metcalf Steel^A Manual for Steel Users 12mo, 2 00 

O'Driscoll's Treatment of Gold Ores Bvo, 3 00 

Thurston's Iron and Steel 8yo, 8 50 

" Alloys 8vo. 2 50 

Wilson's Cyanide Prooesses. 19mo, 1 60 

MINERALOQY AND MININQ. 

MiiTB AccroENTB — ^Ventilation — Orb Drbssino, Etc. 

Beard*8 Ventilation of Mines 12mo, 2 00 

Boyd's Resources of South Western Virginia 8vo, 8 00 

" Map of South Western Virginia Pocket-book form, 2 00 

Brush and Penfield's Determinatiye Mineralogy 8vo, 3 50 

Chester's Catalogue of Minerals 8to, 1 23 

*' Dictionary of the Names of Minerals.. 8vo, 8 00 

Dana's American Localities of Minerals 8vo, 1 00 

Descriptive Mineralogy. (£. S.) 8vo, half morocco, 12 50 

3Iiueralogy and Petrography. (J. D.) 12mo, 2 00 

Minerals and How to Study Them. (E. S.) 12mo, 1 50 

Text- book of Mineralogy. (E. S.) 8vo, 8 50 

'Drinker's Tunnelling, Explosives, Compounds, and Rock Drills. 

4to, half morocco, 25 00 

Egleston's Catalogue of Minerals and Synonyms 8yo, 2 50 

Eissler's Explosives — Nitroglycerine and Dynamite Svo, 4 00 

Goody ear's Coal Mines of the Western Coast 12mo, 2 50 

Hussak's Rock-foi-ming Minerala (Smith.) 8vo, 2 00 

Ihlseng's Manual of Mining 8vo, 4 00 

Kunhnrdt's Ore Dressing in Europe 8vo, 1 50 

O'Driscoll's Treatment of Gold Ores 8vo, 2 00 

Rosenbusch's Microscopical Physiography of Minerals and 

Rocks. (Iddings.) 8to, 5 00 

Sawyer's Accidents in Mines • 8vo, 7 00 

Stoskbridge's Rocks and Soils 8yo, 2 50 
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Williams's Lithology 9ro, $3 00 

Wilson's Mine YentiUtlon ' Itoo, 1 2a 

STEAM AND ELEPTRICAL ENGINES. BOILERS, Etc 

Stationart— Marink— LocoMonvB— Gab Engxhbs, Etc 

(ffee alio Enoikeering, p. 6.) 

Baldwin's Bteam Heating for Buildings • 13mo, 

Clerk's Qas Engine •«*•••..... .ISnuip 

Ford's Boiler Making for Boiler Makers. ..•••••• 18mo, 

Hemenwaj's Indicator Practioe 12mo, 

Hoadley's Warm-blast Furnace 8vo, 

Eneass's Practice and Theory of the Injector 8to, 

MacCord's Slide Valve Sto, 

^Maw's Marine Engines Fdio, half morocco, 

Meyer's Modem Looomotiye Constmctton 4to, 

Peabody and Miller's Steam Boilers dyo, 

Peabody's Tables of Saturated Steam 9vo, 

Thermodynamics of the Steam Engine. 8vo, 

Valve Gears for the Steam-Engine 8vo, 

Pray's Twenty Tears with the Indicator Royal 8vo, 

Pupln and Osterberg's Thermodynamics 13mo, 

Reagan's Steam and Electrical Locomotives 12mo, 

ROntgen's Thermodynamics. (Du Bois. ) • 8vo, 

Sinclair's Locomotive Running ...... .12mo, 

Thurston's Boiler Explosion 12mo, 

Engine and Boiler Trials 8vo. 

Manual of the Steam Engine. Part I.» Structure 

and Theory 8vo, 7 50 

Manual of the Steam Engine. Part IL, Design, 

Construction, and Operation 8vo, 

2 parts, 

Philosophy of the Steam Engine 12mo, 

*« Reflection on the Motive Power of Heat (Carnot.) 

12mo, 
*' Stationary Steam Engines 12mo, 

** Steam-boiler Construction and Operatfoii. • . • . .8to^ 
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BpaDgier'B Valve Gears. 9vo, $8 Od 

Trowbridge's Stalioiiary Steam Enginaa 4to, boards, 2 50 

WeiBbach'8 Steam Engine. (Du Boia.) 8yo, 5 00 

Wbitham'a Construcliye Steam Engineering 8to, 10 00 

" Steam-engine Dedgn Byo, 6 00 

Wilson's Steam Boilers. (Flather.) ^ ..Idmo, 2 00 

Wood's Thermodynamics. Heat Motors, etc. 8to, 4 00 

TABLES, WEIGHTS, AND MEASURES. 

For Actuabisb, Chbkibtb, EKOXimBs, Mbohakios— Mbtbic 

Tabuss, Etc. 

Adriance's Laboratory Calculations 12mo, 1 25 

Allen's Tables for Iron Analysis. 8vo, 8 00 

Bizby 's Graphical Computing Tables Sheet, 25 

Compton's Logarithms 12mo, 1 50 

Crandall's Railway and Earthwork Tables 8to, 1 50 

Egleston's Weights and Measures 18mo, 75 

Fisher's Table of Cubic Yards Cardboard, 25 

Hudson's Excavation Tables. Vol. II 8vo, 1 00 

Johnson's Stadia and Earthwork Tables 8yo, 1 25 

Ludlow's Logarithmic and Other Tables. (Bass.) 12mo, 2 00 

Thurston's Conversion Tables 8vo, 1 00 

Totten's Metrology 8ro, 2 50 

VENTILATION. 

Steam Hbating— House Inspection— Mine 'Ventilation. 

Baldwin's Steam Heating 12mo, 2 50 

Beard's Ventilation of Mines 12mo, 2 50 

Carpenter's Heating and Ventilating of Buildings. 8yo, 8 00 

Gerliard's Sanitary House Inspection Square 16mo, 1 00 

Mott's The Air We Breathe, and Ventilation 16mo, 1 00 

Reid's Ventilation of American Dwellings 12mo» 1 50 

Wilson's Mine Ventilation 16mo, 1 25 

niSCELLANBOUS PUBLICATIONS. 

Alcott's Gems, Sentiment, Language Gilt edges, 5 00 

Bailey's The New Tale of a Tub 8vo, 75 
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Ballard'g golation of the Pynmid Problem 8to. fl 50 

Barnard's The Hetiological Syatem of the Great Pyramid . .8to, 1 60 
Emmon'8 Qeological Guide-book of the Bocky Moantains. .8to, . 1 90 

Perrel's Treatise on the Winds Svo, 4 00 

Mott's The PalUcy of the Present Theory of Sound. .Sq. l(hno» 1 00 

Perkins's Cornell Uniyersity Oblong 4to, 1 90 

RicketU's History of Rensselaer Polytechnic Institnte 8to. 8 OO 

Rothcrham's The New TesUment Critically Emphathized. 

12mo, 1 50 

Totten's An Important Question in Metrology ; .8yo» 3 50 

Whitehoiise's Lake Moeris Paper, 25 

* Wiley's Yosemite, Alaska, and Yellowstone 4to, 8 00 

HEBREW AND CHALDEE TEXT-BOOKS. 

For Schools aitd Theologtcal Sbminabibs. 

Gesenius's Hebrew and Chaldee Lexicon to Old Testament. 

(Tregelles,) Small 4to, half morocco, 5 00 

Green's Elementary Hebrew Grammar 12mo, 1 25 

Grammar of the Hebrew Language (New Edition). 8to, 8 00 

Hebrew Chresto'mathy Svo, 2 00 

Letteris's Hebrew Bible (Massoretic Notes in English). 

Svo, arabesque, 2 25 
Lnzzato's Grammar of the Biblical Cbaldaic Language and the 

Talmud Babli Idioms ...•l2mo, 1 50 

MEDICAU 

Bull's Maternal Management in Health and IKsease 12mo, 1 00 

Hammarsten's Physiological Chemistry. (Mandcl.) 8vo, 4 00 

Motfs Composition, Digestibility, and Nutritive Value of Pood. 

Large mounted chart, 1 25 

Steel's Treatise on the Diseases of the Ox 8vo, 6 00 

*• Treatise on the Diseases of the Dog 8to, 3 50 

Worcester's Small Hofpitals-^Establiahment apoid Matstenance, 
including Atkinson's Suggestions for Hospital Archi- 
tecture ; 12mo« 1 25 
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